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			 Related Part Number
	
					PART	Description	Maker
	855653 	374 MHz SAW Filter
	TRIQUINT[TriQuint Semiconductor]

	SF5404 	374.00 MHz SAW Filter
	Vanlong Technology Co., Ltd.
ETC[ETC]
List of Unclassifed Manufacturers

	AFS374E 	SMD 374.0MHz SAW FILTER
	Abracon Corporation

	B39371-B5025-Z810 B5025 	SAW Components Low-Loss Filter 374,0 MHz
	EPCOS AG
EPCOS[EPCOS]

	TBF-05-03-B TBF-05-03-M TBF-05-05-B TBF-05-05-M TB	BARRIER TERMINAL STRIPS .374 [9.50] CENTERLINE BLOCK
BARRIER TERMINAL STRIPS .374" [9.50] CENTERLINE BLOCK
	http://
Adam Technologies, Inc.

	TB0530A 	IF SAW Filter 374 MHz (SMD 5.0mmX5.0mm)
	TAI-SAW TECHNOLOGY CO., LTD.

	50232-3543 0502323543 	Ring Tongue Terminal for 10 and 12 AWG, Closed Insulated Vinyl Flared BarrelYellow, Stud Size 8 (M4), Oxygen-Free Copper, Length 26.60mm (1.047), Width9.50mm (.374)
	Molex Electronics Ltd.

	LXZT-374KHZ LXZT-429KHZ LXZT-249KHZ LXZT-375KHZ LX	CERAMIC RESONATOR, 0.374 MHz ROHS COMPLIANT, CERAMIC PACKAGE-2
CERAMIC RESONATOR, 0.429 MHz ROHS COMPLIANT, CERAMIC PACKAGE-2
CERAMIC RESONATOR, 0.249 MHz ROHS COMPLIANT, CERAMIC PACKAGE-2
CERAMIC RESONATOR, 0.375 MHz ROHS COMPLIANT, CERAMIC PACKAGE-2
CERAMIC RESONATOR, 0.999 MHz ROHS COMPLIANT, CERAMIC PACKAGE-2
	Abracon, Corp.

	59X-L40 LM259X-L21 LM259X-L10 LM259X-L8 LM259X-L39	1 ELEMENT, 38 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 78 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 176 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 374 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 53 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 167 uH, GENERAL PURPOSE INDUCTOR, SMD
	PULSE ELECTRONICS CORP

	MI-PC613-IV MI-PC613-IW MI-PC613-IX MI-PC613-IY MI	InputV:270V; outputV:15V; 150-300W; 30-..A; complete triple output DC-DC power military supply
InputV:270V; outputV:12V; 200-300W; complete dual output DC-DC power military supply
Small Signal T092 JFET P Channel 40V; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Bulk; Qty per Container: 1000
OSC 3.3V SMT 14X9 CMOS
Small Signal T092 JFET P Channel 40V Tape and Reel; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Reel; Qty per Container: 2000
Bipolar Power TO220 NPN 8A 100V; Package: TO-220 3 LEAD STANDARD; No of Pins: 3; Container: Rail; Qty per Container: 50
High Voltage Transistor NPN; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Reel; Qty per Container: 2000
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; No. of DACs:8; Data Interface:Serial; Package/Case:48-LQFP; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:8; Operating Temp. Max:85 C RoHS Compliant: Yes
600 W Transient Voltage Suppressor 18 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
IC CODEC 4IN 8OUT 192KHZ 64-LQFP
Special Function IC; Package/Case:48-TQFP; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Mounting Type:surface mount RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:10pF; Capacitance Tolerance: 1pF; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:3pF; Capacitance Tolerance: /- 0.5pF; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Dual D-Type Flip-Flop with Set and Reset; Package: SOIC 14 LEAD; No of Pins: 14; Container: Tape and Reel; Qty per Container: 2500
60mA Charge Pump Voltage Inverter with Variable Switching Frequency 5-SOT-23 -40 to 85
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; No. of DACs:6; Data Interface:Serial; Package/Case:48-LQFP; IC Generic Number:4364; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:6 RoHS Compliant: Yes
CAP,470uF,10VDC,20-% Tol,20% Tol RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:2.5pF; Capacitance Tolerance: 0.5pF; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:3.5pF; Capacitance Tolerance: /- 0.5pF; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
Hex Schmitt-Trigger Inverter; Package: SOIC 14 LEAD; No of Pins: 14; Container: Tape and Reel; Qty per Container: 2500
Silver Mica Capacitor; Capacitance:10pF; Capacitance Tolerance: /- 5%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
Filtered D-Subminiature Connector; Gender:Male; No. of Contacts:15; Contact Termination:Surface Mount Vertical; D Sub Shell Size:DB15; Capacitance:47pF RoHS Compliant: Yes
Han 16B Thermoplastic Lever RoHS Compliant: NA
PIN CONTACT, 10A PK10 ;
BASIC SWITCH
3 W Zener Regulator 3.6 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
3 W Zener Regulator 3.9 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
Low Voltage, Low Power, 16-Bit, Mono SoundPlus(TM) Voice/Modem Codec 24-SSOP
600 W Transient Voltage Suppressor 58 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
Filtered D-Subminiature Connector; Gender:Male; No. of Contacts:25; Contact Termination:Surface Mount Vertical; D Sub Shell Size:DB25; Capacitance:3900pF; Leaded Process Compatible:Yes RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:750pF; Capacitance Tolerance: /- 5%; Series:CD7; Voltage Rating:100VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:4.4mm; Leaded Process Compatible:No RoHS Compliant: No
Replaced by PCM1808 : 95dB SNR Stereo ADC with Single-Ended Inputs 24-SSOP
Quad OR Gate; Package: TSSOP-14; No of Pins: 14; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 60 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
3 W Zener Regulator 12 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
Silver Mica Capacitor; Capacitance:5pF; Capacitance Tolerance: 1pF; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Operating Temp. Max:125 C
Silver Mica Capacitor; Capacitance:5pF; Capacitance Tolerance: /- 1pF; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
CAP 10000UF 75V ELECT SCREW TERM
Quad 2-Input AND Gate; Package: SOIC 14 LEAD; No of Pins: 14; Container: Tape and Reel; Qty per Container: 2500
HOUSING, BULKHEAD HAN6B &COVER
1500 W Transient Voltage Suppressor 64 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
1500 W Transient Voltage Suppressor 70 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
Zener SOD-123FL TVS 175W 16V; Package: SOD-123FL 2 LEAD; No of Pins: 2; Container: Tape and Reel; Qty per Container: 10000
3 W Zener Regulator 6.2 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
101 dB, 24-Bit, 96 kHz Stereo D/A Converter|101 dB, 24-bit, 192 kHz Stereo D/A Converter
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:96kSPS; No. of DACs:1; Data Interface:Serial; Package/Case:16-SOIC; Headphone Channels:Stereo; Leaded Process Compatible:Yes; No. of Bits:24; No. of Channels:2 RoHS Compliant: Yes
3 W Zener Regulator 33 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
3 W Zener Regulator 20 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
2.5V 72-mc CPLD - NOT RECOMMENDED for NEW DESIGN
60mA Charge Pump Voltage Inverter with Fixed 20kHz Operation 5-SOT-23 -40 to 85
MX Leveling Mechanism Kit, 1x2 / 1x2.25 / 1x 2.75 For use with Frame Mounted Keyswitches
600 W Transient Voltage Suppressor 12 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
1500 W Transient Voltage Suppressor 82 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500
FASTENERS, CABLE (CABLE CLAMP) RoHS Compliant: Yes
Schottky Diode (dual, common cathode) SC75 30V; Package: SC-75 (SOT-416) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
Small Signal General Purpose PNP Transistor SOT723; Package: SOT-723 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 8000
D-Sub Molded Cable Assembly; Color:Chrome; Features:Male D-Sub-to-Male D-Sub; 10-ft Assembly Length; PVC Jacket; Metal Backshell; No. Strands x
Contact Gender:Socket; Circular Shell Style:Right Angle Plug; Insert Arrangement:22-22 RoHS Compliant: No
Contact Gender:Pin; Circular Shell Style:Right Angle Plug; Insert Arrangement:22-22 RoHS Compliant: No
Fieldbus Phys Layer Medium Access Unit (MAU); Package: LQFP44, 10x10; No of Pins: 44; Container: Tray; Qty per Container: 160
1500 W Transient Voltage Suppressor 28 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
1500 W Transient Voltage Suppressor 20 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
1500 W Transient Voltage Suppressor 58 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
1500 W Transient Voltage Suppressor 78 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
WIRE STANDOFF CLIPWIRE STANDOFF CLIP; Colour:NATURAL; Diameter, cable max:19.8mm; Diameter, fixing hole:4.7mm; Length / Height, external:12.7mm; Material:NYLON 6.6; Pack size:100; Thickness, panel max:2mm; Width, extern
1500 W Transient Voltage Suppressor 15 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
1500 W Transient Voltage Suppressor 12 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 85 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 9.0 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
Plastic, Steel and Aluminum Battery Holders for 1/2 AA, AA, 2/3 A & 6 Volt Cells
ECONOLINE: RSS & RSD - 1kVDC and 3KVDC Isolation- Internal SMD Construction- UL94V-0 Package Material- Toroidal Magnetics- Efficiency to 85%- SMD5, SMD8, SMD10 and SMD12 case styles
1500 W Transient Voltage Suppressor 36 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
1500 W Transient Voltage Suppressor 7.0 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
1500 W Transient Voltage Suppressor 6.5 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
1500 W Transient Voltage Suppressor 8.0 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
Switching Diode, High Speed SOD523 100V; Package: SOD-523 2 LEAD; No of Pins: 2; Container: Tape and Reel; Qty per Container: 3000
IC CODEC LOW-V 24BIT 32-QFP
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; No. of DACs:8; Data Interface:Serial; Package/Case:48-LQFP; Interface Type:Serial; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:8 RoHS Compliant: Yes
24BIT CODEC AUDIO, SMD, QFN-40; Pins, No. of:40; Case style:QFN; Base number:42; Termination Type:SMD RoHS Compliant: Yes
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; No. of DACs:8; Data Interface:Serial; Package/Case:48-LQFP; IC Generic Number:4385; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:8 RoHS Compliant: Yes
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; Number of DACs:6; Data Interface:Serial; Package/Case:20-TSSOP; A/D, D/A Features:Mute control output, On-chip digital de-emphasis, Filtered line level outputs
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:96kSPS; No. of DACs:2; Data Interface:Serial; Package/Case:16-SOIC; A/D, D/A Features:Complete stereo D/A converter system: interpolation, D/A, output analog filtering RoHS Compliant: Yes
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; No. of DACs:6; Data Interface:Serial; Package/Case:28-TSSOP; Interface Type:Serial; Leaded Process Compatible:No; No. of Bits:24; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; Number of DACs:8; Data Interface:Serial; Package/Case:48-LQFP; IC Generic Number:4382; Interface Type:Serial; Leaded Process Compatible:No; Number of Bits:24
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:96kSPS; Number of DACs:2; Data Interface:Serial; Package/Case:16-TSSOP; A/D, D/A Features:Complete stereo D/A converter system: interpolation, D/A, output analog filtering
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; No. of DACs:8; Data Interface:Serial; Package/Case:48-LQFP; Supply Voltage:2.5V; IC Generic Number:4384; Leaded Process Compatible:No; No. of Bits:24 RoHS Compliant: Yes
RES NETWORK, SMD, 5%, 4 X 27 OHM
1500 W Transient Voltage Suppressor 18 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500
1500 W Transient Voltage Suppressor 30 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500
400 W Transient Voltage Suppressors 6.0 V SMA Unidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000
1.5V, 500-mA, 3-MHz Step-Down Converter in QFN or Chip-Scale 10-SON -40 to 85
400 W Transient Voltage Suppressors 70 V SMA Unidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000
600 W Transient Voltage Suppressor 16 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 28 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
105dB SNR Stereo ADC with Single-Ended Inputs 20-SSOP -40 to 85
SWITCH MOMEN PNL MT PB PU/PL
SWITCH, DPDT, LATCHING; Switch function type:Latching; Voltage, contact AC max:250V; Temp, op. max:85(degree C); Temp, op. min:-40(degree C); Length / Height, external:24.64mm; Width, external:31.5mm; Depth, external:17.27mm; RoHS Compliant: Yes
2.25MHz 1A Step-Down Converter in 2x2mm SON Package 6-SON -40 to 85
400 W Transient Voltage Suppressors 70 V SMA Bidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000
600 W Transient Voltage Suppressor 10 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 110 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 10 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
Switch Accessory; For Use With:10 or 16 Position PE Series Selector Switches; Contact Plating:Gold; Series:PE Series RoHS Compliant: Yes
600 W Transient Voltage Suppressor 120 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 15 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
Subminiature - Sealed
600 W Transient Voltage Suppressor 18 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 13 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 13 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
MICROSWITCH, SPCO, MED ROLLER LEVER; Current, contact AC:16A; Force, operating:50gf; Travel, pre:3.2mm; Temp, op. max:85(degree C); Temp, op. min:-40(degree C); Length / Height, external:16.2mm; Width, external:27.8mm; Depth, RoHS Compliant: Yes
600 W Transient Voltage Suppressor 28 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
CKTBKR
Rocker Switch; Illumination:Illuminated; Circuitry:SPST; Switch Operation:On-Off; Contact Current Max:20A; Switch Terminals:Screw; Leaded Process Compatible:Yes; Mounting Type:Panel; Switch Features:One Color Curve Actuator RoHS Compliant: Yes
600 W Transient Voltage Suppressor 43 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 36 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 30 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 33 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
SWITCH SNAP SPDT 10A SEALED
600 W Transient Voltage Suppressor 170 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
MICROSWITCH, SPCO, LONG LEVER; Current, contact AC:16A; Force, operating:22gf; Travel, pre:7.6mm; Temp, op. max:85(degree C); Temp, op. min:-40(degree C); Length / Height, external:16.2mm; Width, external:27.8mm; Depth, RoHS Compliant: Yes
SWITCH, SUBMINIATURE
3 W Zener Regulator 5.1 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
3 W Zener Regulator 8.2 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
3 W Zener Regulator 10 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
3 W Zener Regulator 13 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 58 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 45 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
3 W Zener Regulator 14 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
3 W Zener Regulator 16 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
3 W Zener Regulator 39 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
Surface Mount Resistors Thick Film Chip Resistors
Right End Cap; For Use With:Cherry PA Series Selector Switches RoHS Compliant: Yes
600 W Transient Voltage Suppressor 20 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
Computer Keyboard; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
600 W Transient Voltage Suppressor 40 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
1500 W Transient Voltage Suppressor 51 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
Computer Keyboard; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
1500 W Transient Voltage Suppressor 9.1 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500
Schottky Diode  (dual, common cathode) SC70 30V; Package: SC-70 (SOT-323) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
Silver Mica Capacitor; Capacitance:3.5pF; Capacitance Tolerance: /- 1%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
PCB Relay; Contacts:SPST-NO-DM; Contact Carry Current:100A; Coil Voltage DC Max:6V; Relay Terminals:Quick Connect; Coil Resistance:16ohm; Dielectric Withstanding Voltage:5000VAC; Insulation Resistance:1000Mohm RoHS Compliant: No
RES ARRAY 270 OHM 8TERM 4RES SMD
RELAY REED MINI SIP SPDT-CO 5V
RELAY REED MINI SIP SPDT-CO 12V
LED 5MM VERT SUP DIFF RED PCMNT
RES ARRAY 510KOHM 8TERM 4RES SMD
3 W Zener Regulator 180 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
Test Point; Body Material:Brass; Contact Plating:Tin; External Height:0.39"; External Width:0.11"; Hole Diameter:0.118"; Mounting Hole Dia:0.039; Thickness:0.025" RoHS Compliant: Yes
Mica Film Capacitor; Capacitance:300pF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:500V; Terminal Type:Radial Leaded; Leaded Process
DIODE ZENER SINGLE 200mW 9.1Vz 20mA-Izt 0.05 3uA-Ir 7 SOT-323 3K/REEL
LED Lamp; Color:Yellow/Green; Luminous Intensity (MSCP):5/8mcd; Forward Current:10mA; Forward Voltage:2.1V; LED Color:Yellow/Green; Leaded Process Compatible:No; Lens Width:5mm; Peak Reflow Compatible (260 C):No
RESNET, ISO., 8 EA. 33 OHM  5% .063 WT
A/D Converter (A-D) IC; Package/Case:48-TQFP; Leaded Process Compatible:No; Number of Bits:18; Operating Temp. Max:0 C; Operating Temp. Min:70 C; Peak Reflow Compatible (260 C):No; Frequency:48GHz
A/D Converter (A-D) IC; Package/Case:48-LQFP; Supply Voltage:5V; Leaded Process Compatible:No; No. of Bits:18; Operating Temp. Max:0 C; Operating Temp. Min:70 C; Peak Reflow Compatible (260 C):No; Frequency:48GHz RoHS Compliant: Yes
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; No. of DACs:2; Data Interface:Serial; Package/Case:16-SOIC; Interface Type:Serial; Leaded Process Compatible:No; No. of Bits:24; Peak Reflow Compatible (260 C):No RoHS Compliant: No
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; No. of DACs:2; Data Interface:Serial; Package/Case:10-TSSOP; Leaded Process Compatible:No; No. of Bits:24; Peak Reflow Compatible (260 C):No; Supply Voltage Max:5V RoHS Compliant: Yes
A/D Converter (A-D) IC; Sample Rate:7.5MSPS; Input Channels Per ADC:1; Input Channel Type:Differential; Data Interface:Serial, 2-Wire; Package/Case:24-TSSOP; IC Generic Number:4461; Leaded Process Compatible:No; No. of Channels:1 RoHS Compliant: Yes
IC SM, STEREO DAC, DELTA SIGMA; Bits, No. of:24; Case style:QFN; Base number:43; Pins, No. of:40; Termination Type:SMD RoHS Compliant: Yes
BOARD EVAL FOR CS5530
EVAL BOARD FOR CS5534
Digital Video Encoder IC; IC Function:Digital Video Encoder IC; Package/Case:48-TQFP; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Mounting Type:surface mount RoHS Compliant: No
Digital Video Encoder IC; IC Function:Digital Video Encoder IC; Package/Case:48-TQFP; Leaded Process Compatible:No; No. of Channels:10; Operating Temp. Max:-10 C; Operating Temp. Min:85 C; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Switching Diode SOT23 250V ; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 10000
CAPACITOR, 470 PF, SMD
MICA CHIP CAPACITANCE=680 VOLT=2500
Header; No. of Contacts:48; Series:ModICE RoHS Compliant: Yes
RELAY, SOLID STATE 90A
IC,Normally-Open Panel-Mount Solid-State Relay,1-CHANNEL,M:HL048HD4.4
RES ARRAY 10 OHM 4 TERM 2RES SMD
Dual 200mA Output, Low Noise, High PSRR, Low Dropout, Linear Regulator 6-SON -40 to 125
Adjustable, 500-mA, 3-MHz Step-Down Converter in QFN or Chip-Scale 10-SON -40 to 85
1.5 W Zener Regulator 56 V SMA; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000
400 W Transient Voltage Suppressors 6.5 V SMA Unidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000
1.5 W Zener Regulator 51 V SMA; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000
400 W Transient Voltage Suppressors 78 V SMA Bidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000
400 W Transient Voltage Suppressors 8.0 V SMA Unidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000
400 W Transient Voltage Suppressors 9.0 V SMA Unidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000
600 W Transient Voltage Suppressor 11 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 14 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
SWITCH ROCKER SPST BLK 20A QC TE
600 W Transient Voltage Suppressor 17 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 14 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
Pushbutton Switch; Illumination:Non-Illuminated; Actuator Style:Round; Actuator Diameter:8.64mm; Circuitry:SPDT; Switch Operation:Off-(On); Switch Terminals:Quick Connect; Contact Current Max:16A
RESISTOR 82K OHM .25W CARB COMP
600 W Transient Voltage Suppressor 43 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 36 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
Computer Keyboard; No. of Keys:104; Color:Black
1500 W Transient Voltage Suppressor 68 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500
1500 W Transient Voltage Suppressor 62 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500
Silver Mica Capacitor; Capacitance:12pF; Capacitance Tolerance: /- 0.5pF; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:250pF; Capacitance Tolerance: 2%; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:820pF; Capacitance Tolerance: /- 2%; Series:CD15; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:120pF; Capacitance Tolerance: 2%; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:1800pF; Capacitance Tolerance: /- 5%; Series:CD18; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:47pF; Capacitance Tolerance: /- 2%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:24pF; Capacitance Tolerance: /- 0.5pF; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:47pF; Capacitance Tolerance: /- 5%; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:300pF; Capacitance Tolerance: /- 2%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:40VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:150000uF RoHS Compliant: Yes
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:100VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:15000uF RoHS Compliant: Yes
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:63VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:150000uF RoHS Compliant: Yes
CAP MICA 68PF 500V SMD
Silver Mica Capacitor; Capacitance:24pF; Capacitance Tolerance: 5%; Series:MIN; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Package/Case:Surface Mount (SMD, SMT); Termination:SMD; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:18pF; Capacitance Tolerance: /- 5%; Series:MIN; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Package/Case:Surface Mount (SMD, SMT); Termination:SMD; Leaded Process Compatible:No RoHS Compliant: No
Solid Tantalum Capacitor; Capacitor Type:Solid; Voltage Rating:25VDC; Capacitor Dielectric Material:Tantalum; Capacitance:27uF; Capacitance Tolerance: 10%; Lead Pitch:6.35mm; Leaded Process Compatible:No RoHS Compliant: No
60mA Charge Pump Voltage Inverter with Fixed 50kHz Operation 5-SOT-23 -40 to 85
5 W Zener Regulator 17 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000
5 W Zener Regulator 14 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000
3A 200V Standard Recovery Rectifier; Package: Axial Lead 9.50x5.30mm, 25.4x1.20mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500
Relay Safety Cover; For Use With:Solid State Relays; Enclosure Material:Polycarbonate
IC,Normally-Open PC-Mount Solid-State Relay,1-CHANNEL,Module
3 W Zener Regulator 3.3 V SUR30; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 6000
250-mA Adjustable (0.8V-3.3V) High-Efficiency Step-Down Charge Pump 10-MSOP -40 to 85
Solid-State Panel Mount Relay; Output Device:SCR; Output Voltage Max:280Vrms; Output Voltage Min:24Vrms; Control Voltage Max:3VDC; Control Voltage Min:32VDC; Load Current Max:25Arms; Switching:Zero Cross RoHS Compliant: Yes
FLOAT SWITCH, HORIZ; Current, contact max:0.5A; Material:Nylon; Temp, op. max:75(degree C); Temp, op. min:-20(degree C); Colour:Dull Black; Diameter, fixing hole:12.7mm; Length / Height, external:73mm; Power, AC:15VA; SG, liquid
POT 5.0K OHM 6MM CERMET VERT
POT 500K OHM 6MM CERMET VERT
PLUG, MICRO D, SOLDER, 15WAY; Connector type:D Sub, Miniature; Gender:Plug; Ways, No. of:15; Mating cycles, No. of:500; Termination method:Solder; Material, contact:Copper Alloy; Plating, contact:Gold; Material:Glass Reinforced RoHS Compliant: Yes
MICA CHIP CAPACITANCE=150 VOLT=4000
Silver Mica Capacitor; Capacitance:12pF; Capacitance Tolerance: /- 1%; Series:MIN; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Package/Case:Surface Mount (SMD, SMT); Termination:SMD; Leaded Process Compatible:Yes RoHS Compliant: Yes
Wirewound Potentiometer; Series:M; Track Resistance:5kohm; Resistance Tolerance: /- 10%; Power Rating:4W; Operating Temperature Range:-55 C to  105 C; Resistor Element Material:Wirewound; Adjustment Type:Knob; No. of Turns:1 RoHS Compliant: Yes
MICA CHIP CAPACITANCE=15 VOLT=4000
RF/Microwave Capacitor; Capacitance:10pF; Capacitance Tolerance: 5%; Series:MIN; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Termination:SMD; Working Voltage, DC:300V RoHS Compliant: Yes
1A 100V Fast-Recovery Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 1000
1A 600V Standard Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 1000
7 W Zener Regulator 4.3 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000
Aluminum Electrolytic Capacitor; Capacitor Type:General Purpose; Voltage Rating:160VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:1500uF RoHS Compliant: Yes
High Voltage Transistor NPN; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Ammunition Box; Qty per Container: 2000
Bipolar Power C77 NPN 1A 350V; Package: TO-225; No of Pins: 3; Container: Bulk; Qty per Container: 500
Bipolar Power TO3 NPN 25A 60V; Package: TO-204 (TO-3); No of Pins: 2; Container: Tray; Qty per Container: 100
Bipolar Power TO3 PNP 25A 60V; Package: TO-204 (TO-3); No of Pins: 2; Container: Tray; Qty per Container: 100
Bipolar Power TO220 PNP 8A 100V; Package: TO-220 3 LEAD STANDARD; No of Pins: 3; Container: Rail; Qty per Container: 50
Programmable Unijunction Transistor; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Reel; Qty per Container: 2000
Bipolar Power TO220 PNP 8A 60V; Package: TO-220 3 LEAD STANDARD; No of Pins: 3; Container: Rail; Qty per Container: 50
Sensitive Gate Triacs; Package: TO-225; No of Pins: 3; Container: Tube; Qty per Container: 50
Plug-In Relay; Contacts:3PDT; Coil Voltage DC Max:24V; Relay Terminals:Solder Lug; Contact Rating:10A at 120VAC; Leaded Process Compatible:No; Mounting Type:Solder Lug; Peak Reflow Compatible (260 C):No; Switch Function:3PDT
Industrial HART-Protocol Modem; Package: LQFP32, 7x7; No of Pins: 32; Container: Tray; Qty per Container: 250
Wirewound Potentiometer; Series:M; Track Resistance:50kohm; Resistance Tolerance:10%; Power Rating:4W; Operating Temperature Range:-55 C to  C; Resistor Element Material:Wirewound; Adjustment Type:Knob; No. of Turns:1 RoHS Compliant: No
FLOAT SWITCH, CABLE, NC; Current, contact max:10A; Material:Polyethene, High Density; Temp, op. max:55(degree C); Temp, op. min:0(degree C); Approval Bodies:UL, VDE, CENELEC; Configuration, contact:NC; Current rating, inductive:4A;
1500 W Transient Voltage Suppressor 56 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500
1500 W Transient Voltage Suppressor 56 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500
Bipolar Power TO218 PNP 10A 100V; Package: SOT-93 (T0-218) 4 LEAD; No of Pins: 3; Container: Rail; Qty per Container: 30
TV 5C 5#16 SKT PLUG
STRAIN RELIEF, 64WAY; For use with:Female Connectors; Connector type:Strain Relief RoHS Compliant: Yes
Low-Voltage 1.8/2.5/3.3V 16-Bit Transceiver; Package: TSSOP-48 12.5x6.1x1.1 mm; No of Pins: 48; Container: Tape and Reel; Qty per Container: 2500
HOUSING, HAN6B BULKHEAD ; Material:Die-cast Light Alloy, Silver Hammer Finish; Colour:Powder Coated, RAL 7037 Grey; Approval Bodies:VDE, UL, CSA; Centres, fixing LxW:70x32; Diameter, fixing hole:4.4mm
CAP 15000UF 100V ELECT SCREW TRM
8A 45V Schottky Rectifier; Package: Axial Lead 9.50x5.30mm, 25.4x1.20mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:75VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:15000uF RoHS Compliant: Yes
Han E heavy duty connector, female, 6 contact, 380 VAC operating voltage, glass filled thermoplastic body housing, socket, screw connecting termination
Crimp Connector
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:16VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:150000uF RoHS Compliant: Yes
Polarizing Pin; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:300VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:1800uF RoHS Compliant: Yes
INSERT, HAN8D FEMALE CRIMP
CAP 20000UF 50V ELECT SCREW TERM
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:50VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:25000uF RoHS Compliant: Yes
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:75VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:25000uF RoHS Compliant: Yes
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:40VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  C; Capacitance:25000uF RoHS Compliant: Yes
Stepper Motor Driver and Controller with I2C Bus, Micro-stepping Features and Stall Detection; Package: SOIC-20 Wide Body; No of Pins: 20; Container: Rail; Qty per Container: 38
D-Sub Acces. Hood, Top entry RoHS Compliant: Yes
INSERT, STAF 6 SOLDER FEMALE ; Ways, No. of:6; Current rating:10A; Series:HAN; Size range:3A; Voltage rating, AC:25V
INSERT, STAF 20 SOLDER MALE ; Ways, No. of:20; Current rating:10A; Series:HAN; Size range:16A; Voltage rating, AC:25V
Extraction Tool for R15 Series, Crimp Tool Insertion Tool
HOOD, 6B TOP ENTRY M20 LC ; Material:Metal; Colour:Powder Coated, RAL 7037 Grey; Length:73mm; Series:HAN; Voltage, working:250V; Width, external:43mm
3 W Zener Regulator 9.1 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
IC,Normally-Open PC-Mount Solid-State Relay,1-CHANNEL,M:ML037MW015
1500 W Transient Voltage Suppressor 12 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500
RS232 TAP FF-M
CONNECTOR RJ-45, WITH MAGNETICS AND LEDS
BS Datamate L-Tek SIL Female Vertical 1.3mm PC Tail Connector, gold clip   tin/lead shell, 7-way
BS Datamate L-Tek SIL Female Vertical 3mm PC Tail Connector, gold clip   tin/lead shell, 7-way
General Purpose Transistor NPN; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Reel; Qty per Container: 5000
Flash 2Mb PROM (ST Micro)
Flash 4Mb PROM (ST Micro)
BS Datamate L-Tek SIL Female Vertical 1.3mm PC Tail Connector, gold clip   tin/lead shell, 3-way
BS Datamate L-Tek SIL Female Vertical 1.3mm PC Tail Connector, gold clip   tin/lead shell, 5-way
BS Datamate L-Tek SIL Female Vertical 1.3mm PC Tail Connector, gold clip   tin/lead shell, 2-way
BS Datamate L-Tek SIL Female Vertical 1.3mm PC Tail Connector, gold clip   tin/lead shell, 17-way
Switching Diode SOT23 70V ; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
Switching Diode SOT23 75V ; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
Switching Diode SOT23 120V; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
Switching Diode SOT23 120V ; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 10000
Switching Diode (dual, series) SOT23 250V ; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
Schottky Diode (dual, series) SOT23 40V; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
Han A 16 Pos. M Insert Crimp RoHS Compliant: NA
Staf 20 Pos. M Insert Screw RoHS Compliant: NA
DB9 TAP FF-M
RS232 TAP MF-M
RS232 TAP MM-M
Switching Diode SOT23 75V ; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 10000
BS Datamate L-Tek SIL Female Vertical 3mm PC Tail Connector, gold clip   tin/lead shell, 2-way
5 W Zener Regulator 15 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000
Small Signal MOSFET 200mA, 60 v, N-Channel TO-92; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Ammunition Box; Qty per Container: 2000
General Purpose Transistor PNP; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
Switching Diode (dual, common anode) SC70 70V ; Package: SC-70 (SOT-323) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
General Purpose Transistor Dual Complementary; Package: SC-88/SC70-6/SOT-363 6 LEAD; No of Pins: 6; Container: Tape and Reel; Qty per Container: 3000
General Purpose Transistor Dual NPN; Package: SC-88/SC70-6/SOT-363 6 LEAD; No of Pins: 6; Container: Tape and Reel; Qty per Container: 3000
D-Sub Molded Cable Assembly; Connector Type A:DB15 Male; Connector Type B:DB15 Female; Cable Length:10ft; Color:Chrome; Contact Material:Copper; Leaded Process Compatible:No; No. Strands x Strand Size:7 x 32; No. of Contacts:15 RoHS Compliant: Yes
RECTIFIER DIODES,COMMON CATHODE,400V V(RRM),M:HL048HD5.1
5 W Zener Regulator 28 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000
3.2 W Zener Regulator 6.2 V Powermite®; Package: POWERMITE; No of Pins: 2; Container: Tape and Reel; Qty per Container: 3000
5 W Zener Regulator 33 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000
600 W Transient Voltage Suppressor 70 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
CONNECTOR 110 WAY SHIELEDE AMP 352152-1
CAN High-Speed Transceiver; Package: SOIC-8; No of Pins: 8; Container: Tape and Reel; Qty per Container: _
Octal High Side Driver with Protection; Package: SOIC-28 Wide Body; No of Pins: 28; Container: Rail; Qty per Container: 26
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:150VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:7300uF RoHS Compliant: Yes
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:150VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  C; Capacitance:7300uF RoHS Compliant: Yes
Fault Tolerant CAN Transceiver; Package: SOIC 14 LEAD; No of Pins: 14; Container: Tape and Reel; Qty per Container: 3000
Cable gland metal; For Use With:For Standard Hoods and Housings; Cable Bundle Diameter Max:18mm; Cable Bundle Diameter Min:13mm; Series:Heavy-Duty Han; Size/Dimensions:40 mm
M3.5 Threaded Hexagonal Brass Spacer, 5.5mm A/F, 4mm body length, Nickel finish
1.5 W Zener Regulator 47 V SMA; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000
3 W Zener Regulator 6.8 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
3 W Zener Regulator 24 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 8.0 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 7.5 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
1500 W Transient Voltage Suppressor 10 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500
1500 W Transient Voltage Suppressor 11 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500
Han 16B-gg2-M25 RoHS Compliant: NA
1500 W Transient Voltage Suppressor 15 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500
1500 W Transient Voltage Suppressor 13 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500
600 W Transient Voltage Suppressor 45 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
System ACE CF Controller
Bipolar Power C77 NPN 3A 60V; Package: TO-225; No of Pins: 3; Container: Bulk; Qty per Container: 500
Small Signal MOSFET 60 V, 115 mA, N-Channel SOT-23; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3120; Number of Contacts:6; Connector Shell Size:10; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle
1mm Insulated Shorting Plug, gold, 6.35mm pitch, Black
BOX EXTRUD ALUM 6.30X4.06X1.20,1
600 W Transient Voltage Suppressor 6.0 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
Small Signal MOSFET 60 V, 115 mA, N-Channel SOT-23; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 10000
Switching Diode (dual, isolated) SOT563 75V; Package: SOT563, 6 LEAD; No of Pins: 6; Container: Tape and Reel; Qty per Container: 4000
PT 6C 6#20 PIN PLUG
CAPACITOR 330UF, 6.3V C7343
3 W Zener Regulator 5.6 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
GPIB Molded Cable Assembly; Connector Type A:GPIB24 Male (1)/Female (1); Connector Type B:GPIB24 Male (1)/Female (1); Cable Length:6.6ft; Color:Gull Gray; Contact Material:Copper; Leaded Process Compatible:Yes; Voltage Rating:300V RoHS Compliant: Yes
General Purpose Transistor Dual PNP; Package: SC-88/SC70-6/SOT-363 6 LEAD; No of Pins: 6; Container: Tape and Reel; Qty per Container: 10000
General Purpose Transistor Dual PNP; Package: SC-88/SC70-6/SOT-363 6 LEAD; No of Pins: 6; Container: Tape and Reel; Qty per Container: 3000
Tactile Switch; Operating Force Max:3N; Circuitry:SPST; Actuator Style:Button; Contact Current Max:20mA; Leaded Process Compatible:Yes; Mounting Type:PCB; Size/Dimensions:4.15 x 7.6 mm; Switch Function:SPST
600 W Transient Voltage Suppressor 6.5 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
3 W Zener Regulator 62 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
5 W Zener Regulator 62 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000
5 W Zener Regulator 68 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000
5 W Zener Regulator 91 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000
1.27mm Pitch DIL Vertical SMT Socket Assembly, 3.55mm high, gold, 37 37-way
1.27mm Pitch DIL Vertical SMT Socket Assembly, 3.55mm high, gold, 36 36-way
5 W Zener Regulator 100 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000
5 W Zener Regulator 200 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000
5 W Zener Regulator 190 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000
5 W Zener Regulator 180 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000
5 W Zener Regulator 120 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000
Bipolar Power T03 NPN 40A 250V; Package: TO-204 (TO-3); No of Pins: 2; Container: Tray; Qty per Container: 100
Silicon Controlled Rectifier 0.8A 30V; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Bulk; Qty per Container: 5000
Thyristor 0.8A 50V; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Reel; Qty per Container: 2000
One Watt High Current PNP Transistor; Package: TO-92 (TO-226) 7.87mm Body Height 1Watt; No of Pins: 3; Container: Tape and Reel; Qty per Container: 2000
5 W Zener Regulator 160 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000
5 W Zener Regulator 150 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000
Bipolar Power TO3 NPN 40A 200V; Package: TO-204 (TO-3); No of Pins: 2; Container: Tray; Qty per Container: 100
Bipolar Power T03 NPN 40A 200V; Package: TO-204 (TO-3); No of Pins: 2; Container: Tray; Qty per Container: 100
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Capacitance:16.2pF; Conductor Material:Steel; Conductor Plating:Copper RoHS Compliant: Yes
Coaxial Cable w/Static Ground; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyethylene; Capacitance:16.2pF; Conductor Material:Steel; Conductor Plating:Copper RoHS Compliant: Yes
3A 50V Standard Recovery Rectifier; Package: Axial Lead 9.50x5.30mm, 25.4x1.20mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1200
TV 18C 18#20 PIN PLUG RECP
TV 15C 14#20 1#16 PIN PLUG REC
TV 5C 5#16 PIN PLUG RECP
High Current Transistor PNP; Package: SOT-223 (TO-261) 4 LEAD; No of Pins: 4; Container: Tape and Reel; Qty per Container: 1000
TV 4C 4#12 SKT PLUG
3A 100V Standard Recovery Rectifier; Package: Axial Lead 9.50x5.30mm, 25.4x1.20mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1200
TV 15C 14#20 1#16 SKT PLUG REC
TV 10C 10#20 SKT PLUG RECP
FLOAT SWITCH, EXTENDED DROPFLOAT SWITCH, EXTENDED DROP; Current, contact max:0.6A; Material:PPS; Temp, op. max:120(degree C); Temp, op. min:-10(degree C); Colour:Grey; Configuration, contact:NC; Current, switching AC max:0.6A; Length
FLOAT SWITCH, DUAL PSNFLOAT SWITCH, DUAL PSN; Current, contact max:0.6A; Material:PPS; Temp, op. max:85(degree C); Temp, op. min:-10(degree C); Colour:Grey; Current, switching AC max:0.6A; Length / Height, external:127mm; SG, liquid
1.27mm Pitch DIL Vertical SMT Pin Header, single polarised, gold, 31 31-way
Keyboard Molded Cable Assembly; Connector Type A:Modular Plug; Connector Type B:Modular Plug; Cable Length:1.25ft; Color:Black; Contact Material:Copper; Leaded Process Compatible:Yes; No. Strands x Strand Size:19 x 38 RoHS Compliant: Yes
D-Sub Molded Cable Assembly; Connector Type A:DB25 Male; Connector Type B:DB25 Male; Cable Length:5ft; Color:Chrome; Contact Material:Copper; Leaded Process Compatible:No; No. Strands x Strand Size:7 x 32; No. of Contacts:25 RoHS Compliant: Yes
D-Sub Molded Cable Assembly; Connector Type A:DB25 Male; Connector Type B:DB25 Female; Cable Length:25ft; Approval Bodies:UL; Approval Categories:UL Style 2464 (300V 80 deg C -- cable only); Color:Red RoHS Compliant: Yes
; Connector Type A:DB25 Male; Connector Type B:DB25 Female; Cable Length:10ft; Approval Bodies:UL; Approval Categories:UL Style 2464 (300V 80 deg C -- cable only); Color:Chrome RoHS Compliant: Yes
; Connector Type A:DB25 Male; Connector Type B:DB25 Female; Cable Length:5ft; Approval Bodies:UL; Approval Categories:UL Style 2464 (300V 80 deg C -- cable only); Color:Chrome RoHS Compliant: Yes
Shielded GPIB-to-GPIB Cable Assembly; Connector Type A:GPIB; Connector Type B:GPIB; Cable Length:6.6ft; Body Material:PVC; Color:Gray; Features:; For Use With:Electronic equipment that is IEEE-488 Compatible RoHS Compliant: Yes
; Connector Type A:DB15 Male; Connector Type B:DB15 Female; Cable Length:5ft; Approval Bodies:UL; Approval Categories:UL Style 2464 (300V 80 deg C -- cable only); Color:Chrome; Leaded Process Compatible:No RoHS Compliant: Yes
Swage and Force Fit threaded and clear hole standoffs supplied in Nickel Plated Brass Available in Round and Hex Configurations
CONN PLUG 7POS 2.54MM VERT TIN
DIODE ZENER SINGLE 150mW 9.1Vz 20mA-Izt 0.05 3uA-Ir 7 SOT-523 3K/REEL
Tactile Switch; Operating Force Max:3N; Circuitry:SPST; Actuator Style:Button; Contact Current Max:20mA; Mounting Type:PCB; Size/Dimensions:4.15 x 7.6 mm; Switch Function:SPST
Bipolar Power  T0220 NPN 8A 100V; Package: TO-220 3 LEAD STANDARD; No of Pins: 3; Container: Rail; Qty per Container: 50
RELAY REED SIP SPDT-CO 24V
High Voltage Transistor NPN; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Bulk; Qty per Container: 5000
Small Signal MOSFET 250 mAmps, 200 Volts; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Ammunition Box; Qty per Container: 2000
GIGATRUE 550 CAT6 MOLDED COMPONENT, YELLOW 14FT
RS232 TAP FF-F
GIGATRUE 550 CAT6 MOLDED COMPONENT, BEIGE 6FT
Triac; Thyristor Type:Logic Level; Peak Repetitive Off-State Voltage, Vdrm:800V; On State RMS Current, IT(rms):6A; Gate Trigger Current (QI), Igt:10mA; Current, It av:6A; Gate Trigger Current Max, Igt:10mA RoHS Compliant: Yes
CAT5E PATCH CORD 100MHZ  4 FOOT PINK
GIGATRUE 550 CAT6 MOLDED COMPONENT, PURPLE 6FT
GIGATRUE 550 CAT6 MOLDED COMPONENT, PURPLE 10FT
GIGATRUE 550 CAT6 MOLDED COMPONENT, PURPLE 20FT
Small Signal MOSFET 500 mAmps, 60 Volts; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Ammunition Box; Qty per Container: 2000
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Color:Purple; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Metal; Series:PC C-26482 Series I; No. of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Straight Plug
Multiconductor Paired Networking & Broadcast Cable; Number of Conductors:8; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:4; Conductor Material:Copper RoHS Compliant: Yes
TV 4C 4#12 PIN PLUG
Power MOSFET 50 V, 130 mA, P-Channel SOT-23; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
Small Signal MOSFET 500 mAmps, 60 Volts; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Reel; Qty per Container: 2000
Triac; Thyristor Type:Logic Level; Peak Repetitive Off-State Voltage, Vdrm:600V; On State RMS Current, IT(rms):6A; Gate Trigger Current (QI), Igt:10mA; Current, It av:6A; Gate Trigger Current Max, Igt:10mA RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PC02; No. of Contacts:4; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
PTSE 8C 8#20 PIN RECP
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:14-18
Circular Connector; Body Material:Aluminum; Series:PT00; No. of Contacts:7; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Pin; Insert Arrangement:22-96
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Metal; Series:PC C-26482 Series I; Number of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Power MOSFET 170 mA, 100 V N-Channel SOT-23; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
GIGATRUE 550 CAT6 MOLDED COMPONENT, BEIGE 10FT
HOOD DB9 PLASTIC         50 PACK
Circular Connector; Body Material:Aluminum; Series:PT00; No. of Contacts:51; Connector Shell Size:24; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Socket; Insert Arrangement:24-51
INTELLIGENT PRINTER SWTCH
Power MOSFET 170 mA, 100 V N-Channel SOT-23; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 10000
Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3120; No. of Contacts:6; Connector Shell Size:10; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No
FLOAT SWITCH, HORIZ; Current, contact max:2A; Material:Nylon; Temp, op. max:75(degree C); Temp, op. min:-20(degree C); Approval Bodies:WBAS; Colour:Dull Black; Diameter, fixing hole:12.7mm; Length / Height, external:73mm; Power,
71-243264-19S
FLOAT SWITCH, HORIZONTALFLOAT SWITCH, HORIZONTAL; Current, contact max:0.5A; Material:Polypropylene; Temp, op. max:100(degree C); Temp, op. min:-20(degree C); Colour:Opaque; Diameter, fixing hole:16.5mm; Length / Height,
Film Capacitor; Capacitance Tolerance: 10%; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):No; Series:FCN RoHS Compliant: Yes
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; No. of DACs:6; Data Interface:Serial; Package/Case:28-TSSOP; Leaded Process Compatible:No; No. of Bits:24; Operating Temp. Max:85 C; Operating Temp. Min:-40 C RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Metal; Series:PC C-26482 Series I; Number of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
CAPACITOR, CASE E 470UF 10VCAPACITOR, CASE E 470UF 10V; Capacitance:470uF; Voltage rating, DC:10V; Capacitor dielectric type:Tantalum Electrolytic; Series:B45197A; Tolerance,  :10%; Tolerance, -:10%; Temp, op. min:-55(degree C);
FLOAT SWITCH, HORIZ; Current, contact max:0.6A; Material:PPS; Temp, op. max:120(degree C); Temp, op. min:-10(degree C); Approval Bodies:UL, WCA; Colour:Grey; Diameter, fixing hole:16.5mm; Length / Height, external:102mm; Length,
1500 W Transient Voltage Suppressor 16 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500
Low Power RF Transceiver, 350-448 MHz, CDR; Package: SSOP 14 (5.3 Body); No of Pins: 14; Container: Tape and Reel; Qty per Container: 2000
Dual Operational Transconductance Amplifier; Package: SOIC 16 LEAD; No of Pins: 16; Container: Tape and Reel; Qty per Container: 2500
1500 W Transient Voltage Suppressor 27 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500
Switching Diode SOD323 75V; Package: SOD-323 2 LEAD; No of Pins: 2; Container: Tape and Reel; Qty per Container: 3000
RS232 TAP MM-F
1500 W Transient Voltage Suppressor 36 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500
2.54mm Pitch Extended IC Socket Strip, gold clip   tin shell, 32-way
5 W Zener Regulator 36 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000
Switching Diode SOT23 200V ; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
Switching Diode SOD323 250V ; Package: SOD-323 2 LEAD; No of Pins: 2; Container: Tape and Reel; Qty per Container: 3000
Switching Diode (dual, isolated) SC88A  250V ; Package: SC-88A, SOT-353, SC-70 5 LEAD; No of Pins: 5; Container: Tape and Reel; Qty per Container: 3000
BOX ABS BLACK 1.97X1.97X0.59,1
1500 W Transient Voltage Suppressor 33 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500
1.5 W Zener Regulator 33 V SMA; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000
MICA CHIP CAPACITANCE=33 VOLT=4000
3 W Zener Regulator 33 V SUR30; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 6000
400 W Transient Voltage Suppressors 33 V SMA Bidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000
600 W Transient Voltage Suppressor 33 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
Zener Diode 225 mW 16 V ±2%SOT-23; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
Schottky Diode (dual, common anode) SOT23 30V; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
Schottky Diode SOT23 70V; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
1500 W Transient Voltage Suppressor 75 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500
1500 W Transient Voltage Suppressor 75 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500
1500 W Transient Voltage Suppressor 8.2 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500
Lt grey 16" USB kbd w/ Touchp., US 104 layout. MX switches, 22 prog. keys.
1500 W Transient Voltage Suppressor 6.8 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500
1mm Insulated Shorting Plug, gold, 10.16mm pitch, Black
Schottky Diode SOT23 40V; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
; Impedance:50ohm; Conductor Size AWG:5.5; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Capacitance:24.6pF/ft; Leaded Process Compatible:No; Outer Diameter:0.59"; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:82pF; Capacitance Tolerance: /- 5%; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:4700pF; Capacitance Tolerance: /- 5%; Series:CD18; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No
Circular Connector; No. of Contacts:19; Series:; Body Material:Aluminum Alloy; Connecting Termination:Solder; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Right Angle Plug; Insert Arrangement:22-14 RoHS Compliant: No
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; No. of DACs:2; Data Interface:Serial, SPI; Package/Case:28-SOIC; Interface Type:Serial; Leaded Process Compatible:No; No. of Bits:24 RoHS Compliant: No
D/A Converter (D-A) IC; Package/Case:8-SOIC; Interface Type:Serial; Leaded Process Compatible:No; No. of Bits:18; Peak Reflow Compatible (260 C):No; Mounting Type:Surface Mount RoHS Compliant: No
D-Subminiature Connector; Gender:Female; No. of Contacts:25; Contact Termination:Wire; D Sub Shell Size:DB25; Body Material:Thermoplastic; Leaded Process Compatible:No; Mounting Type:Low Profile Jackscrew RoHS Compliant: No
1500 W Transient Voltage Suppressor 16 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
DIODE ZENER DUAL ISOLATED 200mW 10Vz 20mA-Izt 0.05 3uA-Ir 8 SOT-363 3K/REEL
POT 500 OHM 6MM CERMET HORZ
DIODE ZENER SINGLE 150mW 10Vz 20mA-Izt 0.05 3uA-Ir 8 SOT-523 3K/REEL
DIODE ZENER SINGLE 350mW 10Vz 20mA-Izt 0.05 3uA-Ir 8 SOT-23 3K/REEL
DIODE ZENER SINGLE 350mW 9.1Vz 20mA-Izt 0.05 3uA-Ir 7 SOT-23 3K/REEL
DIODE ZENER 200MW 8.7V SOT323
DIODE ZENER DUAL ISOLATED 200mW 9.1Vz 20mA-Izt 0.05 3uA-Ir 7 SOT-363 3K/REEL
DIODE ZENER TRIPLE ISOLATED 200mW 9.1Vz 20mA-Izt 0.05 3uA-Ir 7 SOT-363 3K/REEL
1500 W Transient Voltage Suppressor 22 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
RES ARRAY 18 OHM 8 TERM 4RES SMD
POT 50K OHM 6MM CERMET VERT
Bipolar Power TO220 NPN 7A 70V; Package: TO-220 3 LEAD STANDARD; No of Pins: 3; Container: Rail; Qty per Container: 50 军事的DC - DC电源
Triac; Thyristor Type:Snubberless; Peak Repetitive Off-State Voltage, Vdrm:1000V; On State RMS Current, IT(rms):8A; Gate Trigger Current (QI), Igt:50mA; Current, It av:8A; Gate Trigger Current Max, Igt:50mA RoHS Compliant: Yes 军事的DC - DC电源
Military DC-DC Power Supplies 军事的DC - DC电源
400 W Transient Voltage Suppressors 15 V SMA Unidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
High Voltage Transistor PNP; Package: SOT-223 (TO-261) 4 LEAD; No of Pins: 4; Container: Tape and Reel; Qty per Container: 1000 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, YELLOW 10FT 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, BEIGE 7FT 军事的DC - DC电源
13W3 FEMALE-FEMALE GENDERCHANGER 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, BEIGE 20FT 军事的DC - DC电源
Triac; Thyristor Type:Standard; Peak Repetitive Off-State Voltage, Vdrm:1000V; On State RMS Current, IT(rms):8A; Gate Trigger Current (QI), Igt:50mA; Current, It av:8A; Gate Trigger Current Max, Igt:50mA RoHS Compliant: Yes 军事的DC - DC电源
RS449 - RS530 ADAPTER CBLDB37 FEMALE - DB25 FEMALE 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, PURPLE 3FT 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, PINK 10FT 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, BLACK 10FT 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, PURPLE 5FT 军事的DC - DC电源
DB37 INTERFACE DATA CBL DB37 Male - DB37 Male 军事的DC - DC电源
DB9 TAP MF-F 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, BLACK 14FT 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, BLACK 5FT 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, BLACK 6FT 军事的DC - DC电源
DB9 TAP MF-F SIDE EXIT 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, YELLOW 20FT 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, ORANGE 3FT 军事的DC - DC电源
RS449 - RS530 ADAPTER CBLDB37 MALE - DB25 MALE 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, PURPLE 7FT 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, PURPLE 14FT 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, BEIGE 14FT 军事的DC - DC电源
Shielded Paired Cable; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes 军事的DC - DC电源
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Color:Brown; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes 军事的DC - DC电源
RS232 TAP MF-F SIDE EXIT 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, ORANGE 5FT 军事的DC - DC电源
400 W Transient Voltage Suppressors 26 V SMA Bidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
Bus Bar Wire; Conductor Size AWG:14; No. Strands x Strand Size:Solid; Cable/Wire MIL SPEC:QQ-W-343G; Conductor Material:Copper; Leaded Process Compatible:No; Number of Conductors:1; Outer Diameter:0.065" RoHS Compliant: Yes 军事的DC - DC电源
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Color:Yellow; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes 军事的DC - DC电源
400 W Transient Voltage Suppressors 24 V SMA Bidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
400 W Transient Voltage Suppressors 26 V SMA Unidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Color:Red; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes 军事的DC - DC电源
RS449 - RS530 ADAPTER CBLDB37 MALE - DB25 FEMALE 军事的DC - DC电源
Brilliance Bundled Coaxial Cable, Banana Peel; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:25; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes 军事的DC - DC电源
RES NET 13RES 820K OHM 14PIN SMD 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, PINK 20FT 军事的DC - DC电源
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Color:Orange; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes 军事的DC - DC电源
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Color:Green; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, BLACK 20FT 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, BLACK 7FT 军事的DC - DC电源
HOOD DB9 PLASTIC 25 PACK 军事的DC - DC电源
Connector assemblies, Keyboard Computer cables; RoHS Compliant: Yes 军事的DC - DC电源
Schottky Diode (dual, common anode) SOT23 40V; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000 军事的DC - DC电源
1500 W Transient Voltage Suppressor 51 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500 军事的DC - DC电源
Mica Film Capacitor; Capacitance:6.8pF; Capacitance Tolerance: /- 0.5 pF; Working Voltage, DC:300V 军事的DC - DC电源
1500 W Transient Voltage Suppressor 47 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
Cable Assembly; Connector Type A:GPIB24 Male (1)/Female (1); Connector Type B:GPIB24 Male (1)/Female (1); Body Material:PVC; Color:Gray; Features:Unshielded; For Use With:IEEE-488 Compatible Electronic Equipment RoHS Compliant: Yes 军事的DC - DC电源
400 W Transient Voltage Suppressors 180 V SMA Unidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
Switching Diode SOT23 250V ; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000 军事的DC - DC电源
400 W Transient Voltage Suppressors 43 V SMA Unidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
400 W Transient Voltage Suppressors 40 V SMA Bidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
Connector; No. of Contacts:2; Pitch Spacing:0.079&quot;; No. of Rows:1; Mounting Type:PCB Straight Thru Hole; Gender:Male RoHS Compliant: Yes 军事的DC - DC电源
OSC 5V SMT PLAS 14X9 CMOS 军事的DC - DC电源
TIP, SOIC 8 600 SERIESTIP, SOIC 8 600 SERIES; Temp, op. max:330(degree C) 军事的DC - DC电源
400 W Transient Voltage Suppressors 40 V SMA Unidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
400 W Transient Voltage Suppressors 58 V SMA Unidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
400 W Transient Voltage Suppressors 54 V SMA Unidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
240 x 64 pixel format, CFL, LED, or EL Backlight available 军事的DC - DC电源
Silver Mica Capacitor; Capacitance:130pF; Capacitance Tolerance: /- 5%; Series:CD5; Voltage Rating:100VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3mm; Leaded Process Compatible:Yes RoHS Compliant: Yes 军事的DC - DC电源
400 W Transient Voltage Suppressors 36 V SMA Bidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
400 W Transient Voltage Suppressors 58 V SMA Bidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
400 W Transient Voltage Suppressors 5.0 V SMA Unidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:19; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:14-19 军事的DC - DC电源
PTSE 18C 18#20 SKT RECP 军事的DC - DC电源
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVS06; Number of Contacts:10; Connector Shell Size:13; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight 军事的DC - DC电源
Fasteners, Spacers/standoffs 军事的DC - DC电源
TV 37C 37#22D PIN PLUG RECP 军事的DC - DC电源
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket; Insert Arrangement:14-18 军事的DC - DC电源
PTSE 61C 61#20 PIN RECP 军事的DC - DC电源
Circular Connector; No. of Contacts:7; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:22-96 军事的DC - DC电源
Circular Connector; No. of Contacts:15; Series:TVS06; Body Material:Metal; Connecting Termination:Crimp; Connector Shell Size:15; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:15-15 军事的DC - DC电源
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT00; Number of Contacts:61; Connector Shell Size:24; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle 军事的DC - DC电源
M3 Clearance Circular Plastic Spacer, 5mm O/D, 6mm body length 军事的DC - DC电源
TV 37C 37#22D PIN PLUG 军事的DC - DC电源
Circular Connector; No. of Contacts:18; Series:TVS06; Body Material:Metal; Connecting Termination:Crimp; Connector Shell Size:15; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:15-18 军事的DC - DC电源
Circular Connector; No. of Contacts:19; Series:TVS06; Body Material:Metal; Connecting Termination:Crimp; Connector Shell Size:15; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:15-19 军事的DC - DC电源
1.5 W Zener Regulator 18 V SMA; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
Circular Connector; No. of Contacts:18; Series:TVS06; Body Material:Metal; Connecting Termination:Crimp; Connector Shell Size:15; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:15-18 军事的DC - DC电源
Circular Connector; No. of Contacts:61; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:24; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:24-61 军事的DC - DC电源
TV 19C 19#20 SKT PLUG 军事的DC - DC电源
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PC06; No. of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight 军事的DC - DC电源
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PC02; No. of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle 军事的DC - DC电源
TV 37C 37#22D SKT PLUG 军事的DC - DC电源
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Metal; Series:PC C-26482 Series I; Number of Contacts:4; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle 军事的DC - DC电源
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TV06; Number of Contacts:10; Connector Shell Size:13; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight 军事的DC - DC电源
5015 RR 7#12 PIN RECP L/C 军事的DC - DC电源
PTSE 19C 19#20 PIN RECP 军事的DC - DC电源
Circular Connector; No. of Contacts:19; Series:TVS06; Body Material:Metal; Connecting Termination:Crimp; Connector Shell Size:15; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:15-19 军事的DC - DC电源
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Metal; Series:PC C-26482 Series I; Number of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Straight Plug 军事的DC - DC电源
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:19; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:14-19 军事的DC - DC电源
Circular Connector; Body Material:Aluminum; Series:PT00; No. of Contacts:61; Connector Shell Size:24; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Socket; Insert Arrangement:24-61 军事的DC - DC电源
TV 18C 18#20 SKT PLUG RECP 军事的DC - DC电源
PC 4C 4#20 SKT PLUG 军事的DC - DC电源
Circular Connector; Body Material:Aluminum; Series:PT00; No. of Contacts:7; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Socket; Insert Arrangement:22-96 军事的DC - DC电源
Circular Connector; Body Material:Aluminum; Series:PT00; No. of Contacts:61; Connector Shell Size:24; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Pin; Insert Arrangement:24-61 军事的DC - DC电源
Turret Lug, for 1.6mm panel thickness 军事的DC - DC电源
1.5 W Zener Regulator 13 V SMA; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket; Insert Arrangement:14-18 军事的DC - DC电源
Circular Connector; Body Material:Aluminum; Series:PT00; Number of Contacts:3; Connector Shell Size:8; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Pin; Insert Arrangement:8-33 军事的DC - DC电源
Schottky Diode SC70 30V; Package: SC-70 (SOT-323) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000 军事的DC - DC电源
1.5 W Zener Regulator 4.7 V SMA; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
8 Characters x 2 Lines, 5x7 Dot Matrix Character and Cursor 军事的DC - DC电源
ER 6C 4#16 2#8 SKT PLUG 军事的DC - DC电源
Circular Connector; Body Material:Aluminum; Series:PT00; Number of Contacts:3; Connector Shell Size:8; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Socket; Insert Arrangement:8-33 军事的DC - DC电源
5015 RR 7#12 PIN RECP 军事的DC - DC电源
Slotted Turret Lug, for 2.4mm panel thickness 军事的DC - DC电源
1.5 W Zener Regulator 8.2 V SMA; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
1.5 W Zener Regulator 9.1 V SMA; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
1.5 W Zener Regulator 10 V SMA; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
1.5 W Zener Regulator 7.5 V SMA; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT00; Number of Contacts:6; Connector Shell Size:10; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle 军事的DC - DC电源
1500 W Transient Voltage Suppressor 33 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
1500 W Transient Voltage Suppressor 36 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
1500 W Transient Voltage Suppressor 30 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
1500 W Transient Voltage Suppressor 39 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
1500 W Transient Voltage Suppressor 24 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
1500 W Transient Voltage Suppressor 62 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
1500 W Transient Voltage Suppressor 68 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
1500 W Transient Voltage Suppressor 47 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
1500 W Transient Voltage Suppressor 51 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
CAP,Met Polypropylene,40uF,10-% Tol,10 % Tol 军事的DC - DC电源
1500 W Transient Voltage Suppressor 6.8 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
1500 W Transient Voltage Suppressor 43 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
CAP,Met Polypropylene,20uF,10-% Tol,10 % Tol 军事的DC - DC电源
PT 3C 3#20 SKT PLUG 军事的DC - DC电源
Aluminum Electrolytic Capacitor; Capacitor Type:General Purpose; Voltage Rating:100VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:1500uF RoHS Compliant: Yes 军事的DC - DC电源
3.3V 72-mc CPLD 军事的DC - DC电源
M4 Clearance Circular Plastic Spacer, 6.35mm O/D, 9mm body length 军事的DC - DC电源
M3 Clearance Circular Aluminium Spacer, 5mm O/D, 12mm body length 军事的DC - DC电源
CAP 390PF 500V MICA RADIAL 军事的DC - DC电源
60mA Charge Pump Voltage Inverter with Fixed 250kHz Operation 5-SOT-23 -40 to 85 军事的DC - DC电源
MICA CHIP CAPACITANCE=820 VOLT=2500 军事的DC - DC电源
MICA CHIP CAPACITANCE=100 VOLT=4000 军事的DC - DC电源
FLOAT SWITCH, HORIZ; Current, contact max:1A; Material:PPS; Temp, op. max:120(degree C); Temp, op. min:-10(degree C); Approval Bodies:UL, WRC; Colour:Grey; Diameter, fixing hole:16.5mm; Length / Height, external:88mm; Power, AC:25VA; 军事的DC - DC电源
FLOAT SWITCH, VERTICALFLOAT SWITCH, VERTICAL; Current, contact max:0.6A; Material:PPS; Temp, op. max:120(degree C); Temp, op. min:-10(degree C); Approval Bodies:UL; Colour:Grey; Configuration, contact:N/O (Form A); Diameter, fixing 军事的DC - DC电源
2.54mm Pitch SIL SMT Socket Assembly, tin, 2-way 军事的DC - DC电源
MICA CHIP CAPACITANCE=10 VOLT=4000 军事的DC - DC电源
MICA CHIP CAPACITANCE=39 VOLT=4000 军事的DC - DC电源
MICA CHIP CAPACITANCE=560 VOLT=2500 军事的DC - DC电源
CAP 1000PF 100V MICA CHIP 2220 军事的DC - DC电源
FLOAT SWITCH, CABLE, CO; Current, contact max:10A; Material:Polyethene, High Density; Temp, op. max:55(degree C); Temp, op. min:0(degree C); Approval Bodies:UL, VDE, CENELEC; Configuration, contact:C/O; Current rating, inductive:4A; 军事的DC - DC电源
MICA CHIP CAPACITANCE=120 VOLT=4000 军事的DC - DC电源
MICA CHIP CAPACITANCE=12 VOLT=4000 军事的DC - DC电源
MICA CHIP CAPACITANCE=18 VOLT=4000 军事的DC - DC电源
Limit Switch,STRAIGHT,DPST-DB,OFF-(ON),QUICK CONNECT Terminal,PUSHBUTTON 军事的DC - DC电源
Limit Switch,STRAIGHT,DPST-DB,ON-(ON),QUICK CONNECT Terminal,PUSHBUTTON 军事的DC - DC电源
Limit Switch,STRAIGHT,SPST,OFF-(ON),QUICK CONNECT Terminal,PUSHBUTTON RoHS Compliant: Yes 军事的DC - DC电源
FLOAT SWITCH, CABLE, NO; Current, contact max:10A; Material:Polyethene, High Density; Temp, op. max:55(degree C); Temp, op. min:0(degree C); Approval Bodies:UL, VDE, CENELEC; Configuration, contact:NO; Current rating, inductive:4A; 军事的DC - DC电源
MICA CHIP CAPACITANCE=180 VOLT=4000 军事的DC - DC电源
MICA CHIP CAPACITANCE=22 VOLT=4000 军事的DC - DC电源
METAL CLAD - MICA CAPACITANCE=300 VOLT= RoHS Compliant: No 军事的DC - DC电源
MICA CHIP CAPACITANCE=56 VOLT=4000 军事的DC - DC电源
1.5V, 500-mA, 3-MHz Step-Down Converter in QFN or Chip-Scale 8-DSBGA -40 to 85 军事的DC - DC电源
MICA CHIP CAPACITANCE=82 VOLT=4000 军事的DC - DC电源
MICA CHIP 军事的DC - DC电源
MICA CHIP CAPACITANCE=68 VOLT=4000 军事的DC - DC电源
1.6V, 500-mA, 3-MHz Step-Down Converter in QFN or Chip-Scale 10-SON -40 to 85 军事的DC - DC电源
CAP MICA 22PF 1000V SMD 军事的DC - DC电源
Aluminum Electrolytic Capacitor; Capacitor Type:General Purpose; Voltage Rating:350VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:150uF RoHS Compliant: Yes 军事的DC - DC电源
MX Leveling Mechanism Kit, 1x3 For use with Frame Mounted Keyswitches 军事的DC - DC电源
Switching Diode (dual, common cathode) SOT23 50V ; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000 军事的DC - DC电源
RES,WIREWOUND,10OHMS,10% TOL RoHS Compliant: Yes 军事的DC - DC电源
Mica Film Capacitor; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No 军事的DC - DC电源
CAP MICA 20PF 300V SMD 军事的DC - DC电源
RF/Microwave Capacitor; Capacitance:12pF; Capacitance Tolerance: 5%; Series:MIN; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Termination:SMD; Working Voltage, DC:300V RoHS Compliant: Yes 军事的DC - DC电源
Mica Film Capacitor; Capacitance:10pF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:300V 军事的DC - DC电源
Mica Film Capacitor; Capacitance:22pF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:300V 军事的DC - DC电源
CAP MICA 17PF 300V SMD 军事的DC - DC电源
Mica Film Capacitor; Capacitance:15pF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:300V 军事的DC - DC电源
Mica Film Capacitor; Capacitance:4.7pF; Capacitance Tolerance: /- 0.5 pF; Working Voltage, DC:300V 军事的DC - DC电源
1A 800V Standard Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Fan-Fold; Qty per Container: 3000 军事的DC - DC电源
1A 800V Standard Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
Polyester Film Capacitor; Capacitance:0.22uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:630V; Terminal Type:Axial Leaded; Series:MMP; Leaded Process Compatible:No; Dielectric Material:Metalized Polyester 军事的DC - DC电源
1A 1000V Standard Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
1A 50V Fast-Recovery Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
1A 1000V Standard Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
1A 400V Standard Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
1A 200V Standard Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
2.54mm Pitch DIL SMT Pin Header, tin, 12 12-way 军事的DC - DC电源
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Color:Gray; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes 军事的DC - DC电源
Datamate J-Tek DIL Male Vertical 3mm PC Tail Connector, selective gold   tin/lead, no jackscrews, 6 6-way 军事的DC - DC电源
Shell Housing; No. of Contacts:96; Mounting Type:PC Board Thru Hole; Leaded Process Compatible:Yes RoHS Compliant: Yes 军事的DC - DC电源
123dB SNR Stereo DAC (H/W Control) 28-SSOP -25 to 85 军事的DC - DC电源
Acces. Reducer PG 21-16 with o-ring RoHS Compliant: NA 军事的DC - DC电源
Single Output LDO, 500mA, Adj.(1.2 to 9.75V), Low Quiescent Current, Power Good (PG)Output 20-HTSSOP -40 to 125 军事的DC - DC电源
General Purpose Transistor PNP; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Reel; Qty per Container: 2000 军事的DC - DC电源
5 W Zener Regulator 3.3 V SUR40 ; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
1A 600V Fast-Recovery Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
General Purpose Transistor NPN; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Reel; Qty per Container: 2000 军事的DC - DC电源
General Purpose Transistor PNP; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Bulk; Qty per Container: 5000 军事的DC - DC电源
General Purpose Transistor NPN; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Ammunition; Qty per Container: 2000 军事的DC - DC电源
5 W Zener Regulator 3.6 V SUR40 ; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000 军事的DC - DC电源
General Purpose Transistor NPN; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Bulk; Qty per Container: 5000 军事的DC - DC电源
9 W Zener Regulator 4.3 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
5 W Zener Regulator 4.3 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
5 W Zener Regulator 4.7 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000 军事的DC - DC电源
5 W Zener Regulator 3.3 V SUR40 ; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000 军事的DC - DC电源
Small Signal Darlington NPN; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Bulk; Qty per Container: 5000 军事的DC - DC电源
5 W Zener Regulator 5.6 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
High Current Transistor NPN; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Ammunition Box; Qty per Container: 2000 军事的DC - DC电源
Small Signal Darlington NPN; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Reel; Qty per Container: 2000 军事的DC - DC电源
5 W Zener Regulator 6.0 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
High Current Transistor PNP; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Ammunition Box; Qty per Container: 2000 军事的DC - DC电源
5 W Zener Regulator 6.2 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
MOTOR-RUN AND POWER SUPPLY CAPACITORS 军事的DC - DC电源
5 W Zener Regulator 6.0 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000 军事的DC - DC电源
AC MEXICO CAPACITANCE=2 VOLT=370 军事的DC - DC电源
High Current Transistor NPN; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Bulk; Qty per Container: 5000 军事的DC - DC电源
5 W Zener Regulator 5.6 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000 军事的DC - DC电源
General Purpose Transistor NPN; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Ammunition Box; Qty per Container: 2000 军事的DC - DC电源
5 W Zener Regulator 6.8 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000 军事的DC - DC电源
1A 50V Fast-Recovery Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
1A 200V Fast-Recovery Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
1A 100V Fast-Recovery Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
Stepper Motor Driver and Controller with I<sup>2</sup>C Bus, Micro-stepping Features and Stall Detection; Package: NQFP32, 7x7; No of Pins: 32; Container: Rail; Qty per Container: 40 军事的DC - DC电源
MX Leveling Mechanism Kit, 1x8 For use with Frame Mounted Keyswitches 军事的DC - DC电源
Wire Solder; Solder Alloy:63/37 Sn/Pb; Melting Temperature:183 C; Drop Ship:Yes; Flux Percent:3%; Outer Diameter:0.025"; Solder Gauge:23AWG; Weight:1lb 军事的DC - DC电源
Card Edge Connector; Contact Termination:Solder; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 军事的DC - DC电源
General Purpose Transistor NPN; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000 军事的DC - DC电源
5 W Zener Regulator 43 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
1A 40V Schottky Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
RELAY, SOLID STATE 5A 240VAC 军事的DC - DC电源
RELAY SSR 5A 380VAC AC OUT SIP 军事的DC - DC电源
RELAY SSR 5A 24VAC AC-IN ZERO-X 军事的DC - DC电源
IC,Normally-Open PC-Mount Solid-State Relay,1-CHANNEL,SIP 军事的DC - DC电源
1A 30V Schottky Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
DMP I/O Module 军事的DC - DC电源
Solid-State Panel Mount Relay; Output Device:SCR; Output Voltage Max:280Vrms; Output Voltage Min:24Vrms; Control Voltage Max:3VDC; Control Voltage Min:32VDC; Load Current Max:50Arms; Switching:Zero Cross RoHS Compliant: Yes 军事的DC - DC电源
3A 30V Schottky Rectifier; Package: Axial Lead 9.50x5.30mm, 25.4x1.20mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
3A 30V Schottky Rectifier; Package: Axial Lead 9.50x5.30mm, 25.4x1.20mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500 军事的DC - DC电源
0.6" I/O Module 军事的DC - DC电源
XTAL MTL SMT HC49/USM 军事的DC - DC电源
5 W Zener Regulator 33 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
600 W Transient Voltage Suppressor 64 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
3 W Zener Regulator 8.2 V SUR30; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 6000 军事的DC - DC电源
600 W Transient Voltage Suppressor 75 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
5 W Zener Regulator 8.2 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
600 W Transient Voltage Suppressor 30 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
600 W Transient Voltage Suppressor 7.0 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
5 W Zener Regulator 36 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000 军事的DC - DC电源
IC,Normally-Open Panel-Mount Solid-State Relay,1-CHANNEL,M:HL048HD4.3 军事的DC - DC电源
400 W Transient Voltage Suppressors 33 V SMA Unidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
3 W Zener Regulator 18 V SUR30; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 6000 军事的DC - DC电源
1500 W Transient Voltage Suppressor 15 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500 军事的DC - DC电源
1500 W Transient Voltage Suppressor 47 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500 军事的DC - DC电源
1500 W Transient Voltage Suppressor 13 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
3 W Zener Regulator 180 V SUR30; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 6000 军事的DC - DC电源
600 W Transient Voltage Suppressor 75 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
1500 W Transient Voltage Suppressor 6.8 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
Solid State Relay; Contacts:SPST-NO; Output Device:SCR; Output Voltage Max:530Vrms; Output Voltage Min:48Vrms; Control Voltage Max:280Vrms; Control Voltage Min:90Vrms; Load Current Max:110A; Switching:Random RoHS Compliant: Yes 军事的DC - DC电源
5 W Zener Regulator 39 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000 军事的DC - DC电源
1500 W Transient Voltage Suppressor 6.2 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
3 W Zener Regulator 36 V SUR30; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 6000 军事的DC - DC电源
1500 W Transient Voltage Suppressor 10 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
IC,Normally-Closed PC-Mount Solid-State Relay,1-CHANNEL,Module 军事的DC - DC电源
1500 W Transient Voltage Suppressor 75 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
3 W Zener Regulator 24 V SUR30; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 6000 军事的DC - DC电源
600 W Transient Voltage Suppressor 8.5 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
RELAY SOFTSTART 240V 50A AC OUT 军事的DC - DC电源
Power Module 军事的DC - DC电源
3 W Zener Regulator 4.7 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
3A 50V Standard Recovery Rectifier; Package: Axial Lead 9.50x5.30mm, 25.4x1.20mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
1500 W Transient Voltage Suppressor 20 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
600 W Transient Voltage Suppressor 64 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
3 W Zener Regulator 4.7 V SUR30; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 6000 军事的DC - DC电源
5 W Zener Regulator 7.5 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
5 W Zener Regulator 30 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
600 W Transient Voltage Suppressor 26 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
3.2 W Zener Regulator 6.2 V Powermite&#174;; Package: POWERMITE; No of Pins: 2; Container: Tape and Reel; Qty per Container: 3000 军事的DC - DC电源
1500 W Transient Voltage Suppressor 7.5 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
5 W Zener Regulator 30 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000 军事的DC - DC电源
600 W Transient Voltage Suppressor 24 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
1.5 W Zener Regulator 30 V SMA; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
High Current Transistor NPN; Package: SOT-223 (TO-261) 4 LEAD; No of Pins: 4; Container: Tape and Reel; Qty per Container: 1000 军事的DC - DC电源
600 W Transient Voltage Suppressor 26 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
3.2 W Zener Regulator 6.2 V Powermite&#174;; Package: POWERMITE; No of Pins: 2; Container: Tape and Reel; Qty per Container: 12000 军事的DC - DC电源
SPST Rocker DIP Switches 军事的DC - DC电源
Machine Insertable DIP Switches 军事的DC - DC电源
SWITCH SENSOR LEVER SPST/NC 军事的DC - DC电源
TRANSFORMER TOROID 60VCT 12.5A 军事的DC - DC电源
General Purpose Transistor PNP; Package: SC-75 (SOT-416) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000 军事的DC - DC电源
Metal Connector Cover; Leaded Process Compatible:Yes; Connector Type:Bulkhead/Panel Mount Housing; For Use With:Han 10A; Number Of Levers:1; Overall Depth:96mm; Overall Height:26mm; Overall Width:29mm 军事的DC - DC电源
Low Profile Keypad Buttons 军事的DC - DC电源
General Purpose Transistor NPN; Package: SC-70 (SOT-323) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000 军事的DC - DC电源
General Purpose Transistor PNP; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Ammunition Box; Qty per Container: 2000 军事的DC - DC电源
0.5 in Diameter, 200mA Single Deck Rotary Switch 军事的DC - DC电源
Flash 1Mb PROM (ST Micro) 军事的DC - DC电源
POWER QUICC 军事的DC - DC电源
General Purpose Transistor NPN; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 10000 军事的DC - DC电源
Schottky Diode (dual, common cathode) SC89 30V; Package: SC-89, 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000 军事的DC - DC电源
Silicon Controlled Rectifier 0.8A 30V; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Reel; Qty per Container: 2000 军事的DC - DC电源
Thyristor 0.8A 200V; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Reel; Qty per Container: 2000 军事的DC - DC电源
72 MACROCELL 3.3 VOLT ISP CPLD 军事的DC - DC电源
Connector,D-Shell,Cable Mnt,RECEPT,9 Contacts,SKT,0.05 Pitch,SOLDER Terminal,HOLE .087-.098 军事DC - DC电源
1500 W Transient Voltage Suppressor 91 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500 军事的DC - DC电源
5 W Zener Regulator 68 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
1500 W Transient Voltage Suppressor 54 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
5 W Zener Regulator 18 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
5 W Zener Regulator 14 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
5 W Zener Regulator 13 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000 军事的DC - DC电源
5 W Zener Regulator 13 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
5 W Zener Regulator 12 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000 军事的DC - DC电源
5 W Zener Regulator 12 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
Switching Diode (dual, common anode) SOT23 70V ; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000 军事的DC - DC电源
1A 200V Fast-Recovery Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
General Purpose Transistor PNP; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 10000 军事的DC - DC电源
Automotive Catalog Unregulated 60 m-A Charge Pump Voltage Inverter 5-SOT-23 -40 to 125 军事的DC - DC电源
1500 W Transient Voltage Suppressor 27 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
3 W Zener Regulator 150 V SUR30; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 6000 军事的DC - DC电源
Low-Voltage 1.8/2.5/3.3V 16-Bit Transceiver, Pb-free; Package: TSSOP-48 12.5x6.1x1.1 mm; No of Pins: 48; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
250-mA, 3.3-V High-Efficiency Step-Down Charge Pump 10-MSOP -40 to 85 军事的DC - DC电源
600 W Transient Voltage Suppressor 15 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
600 W Transient Voltage Suppressor 16 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
5 W Zener Regulator 19 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000 军事的DC - DC电源
5 W Zener Regulator 20 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
5 W Zener Regulator 20 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000 军事的DC - DC电源
5 W Zener Regulator 24 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000 军事的DC - DC电源
5 W Zener Regulator 25 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
5 W Zener Regulator 25 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000 军事的DC - DC电源
SOLID TANTALUM RoHS Compliant: Yes 军事的DC - DC电源
Military DC-DC Power Supplies 军事DC - DC电源
Bipolar Power C77 PNP 4A 80V; Package: TO-225; No of Pins: 3; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
Bipolar Power C77 PNP 4A 40V; Package: TO-225; No of Pins: 3; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
CONNECTOR ACCESSORY 军事的DC - DC电源
Sensitive Gate Triacs; Package: TO-225; No of Pins: 3; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
Small Signal T092 JFET N Channel 25V; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
Bipolar Power C77 NPN 4A 80V; Package: TO-225; No of Pins: 3; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
Capacitor; Capacitor Type:Polypropylene; Voltage Rating:400V; Capacitor Dielectric Material:Polypropylene; Capacitance:3900pF; Capacitance Tolerance: 5%; Lead Pitch:0.374"; Leaded Process Compatible:No RoHS Compliant: No 军事的DC - DC电源
1500 W Transient Voltage Suppressor 26 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
Limit Switch,STRAIGHT,SPST-DB,OFF-(ON),QUICK CONNECT Terminal,PUSHBUTTON 军事的DC - DC电源
Silver Mica Capacitor; Capacitance:430pF; Capacitance Tolerance: /- 5%; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:Yes RoHS Compliant: Yes 军事的DC - DC电源
1.5 W Zener Regulator 4.3 V SMA; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; Number of DACs:6; Data Interface:Serial; Package/Case:48-LQFP; IC Generic Number:4362; Interface Type:Serial; Leaded Process Compatible:No; Number of Bits:24 军事的DC - DC电源
123dB SNR Stereo DAC (S/W Control) 28-SSOP -25 to 85 军事的DC - DC电源
Programmable Unijunction Transistor; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Bulk; Qty per Container: 5000 军事的DC - DC电源
1500 W Transient Voltage Suppressor 43 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
Replaced by PCM1808 : 93dB SNR Stereo ADC with Single-Ended Inputs 14-SOIC 军事的DC - DC电源
Bipolar Power C77 PNP 4A 60V; Package: TO-225; No of Pins: 3; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
1500 W Transient Voltage Suppressor 22 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
Bipolar Power C77 NPN 4A 60V; Package: TO-225; No of Pins: 3; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
Bipolar Power TO220 PNP 10A 60V; Package: TO-220 3 LEAD STANDARD; No of Pins: 3; Container: Rail; Qty per Container: 50 军事的DC - DC电源
Small Signal SOT23 JFET N Channel 40V Tape and Reel; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000 军事的DC - DC电源
Bipolar Power D2PAK NPN 10A 350V; Package: D2PAK 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 800 军事的DC - DC电源
3 W Zener Regulator 160 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
1.5 W Zener Regulator 14 V SMA; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
400 W Transient Voltage Suppressors 60 V SMA Bidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
Silver Mica Capacitor; Capacitance:2000pF; Capacitance Tolerance: /- 1%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No 军事的DC - DC电源
72 MACROCELL 5 VOLT ISP CPLD - NOT RECOMMENDED for NEW DESIGN 军事的DC - DC电源
Silver Mica Capacitor; Capacitance:300pF; Capacitance Tolerance: /- 5%; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:Yes RoHS Compliant: Yes 军事的DC - DC电源
Power MOSFET 200 mAmps, 50 Volts; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Rail; Qty per Container: 10000 军事的DC - DC电源
1500 W Transient Voltage Suppressor 12 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
Power MOSFET 200 mAmps, 50 Volts; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000 军事的DC - DC电源
Datamate J-Tek DIL Male Vertical SMT Connector, selective gold   tin/lead, no jackscrews, 11 11-way 军事的DC - DC电源
3A 200V Standard Recovery Rectifier; Package: Axial Lead 9.50x5.30mm, 25.4x1.20mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1200 军事的DC - DC电源
3 W Zener Regulator 43 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
Triac; Package: TO-220 3 LEAD STANDARD; No of Pins: 3; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
Replaced by PCM1803A : 103dB SNR Stereo ADC with Single-Ended Inputs 20-SSOP -40 to 85 军事的DC - DC电源
400 W Transient Voltage Suppressors 8.5 V SMA Unidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
Adjustable, 500-mA, 3-MHz Step-Down Converter in QFN or Chip-Scale 8-DSBGA -40 to 85 军事的DC - DC电源
Mica Film Capacitor; Capacitance:200pF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:500V; Terminal Type:Radial Leaded; Leaded Process Compatible:No; Features:Standard Dipped; Lead Pitch:0.234"; Mounting Type:Through Hole 军事的DC - DC电源
Dual D-Type Flip-Flop with Set and Reset; Package: TSSOP-14; No of Pins: 14; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
600 W Transient Voltage Suppressor 12 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
3 W Zener Regulator 36 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:96kSPS; Number of DACs:2; Data Interface:Serial; Package/Case:8-SOIC; Interface Type:Serial; Leaded Process Compatible:No; Number of Bits:24 军事的DC - DC电源
RES, FLM-SMD0603, 1/10W, 1%, 10.0K 军事的DC - DC电源
High Voltage Transistor PNP; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Reel; Qty per Container: 2000 军事的DC - DC电源
1.5 W Zener Regulator 12 V SMA; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
1500 W Transient Voltage Suppressor 30 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
Bipolar Power TO3 NPN 20A 100V; Package: TO-204 (TO-3); No of Pins: 2; Container: Tray; Qty per Container: 100 军事的DC - DC电源
1500 W Transient Voltage Suppressor 24 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
Silver Mica Capacitor; Capacitance:4.5pF; Capacitance Tolerance: 0.5pF; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No 军事的DC - DC电源
600 W Transient Voltage Suppressor 90 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
RES ARRAY 33 OHM 8 TERM 4RES SMD 军事的DC - DC电源
3 W Zener Regulator 47 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; Number of DACs:2; Data Interface:Serial; Package/Case:20-TSSOP; Interface Type:Serial; Leaded Process Compatible:No; Number of Bits:24; Operating Temp. Max:70 C 军事的DC - DC电源
RES ARRAY 22 OHM 8 TERM 4RES SMD 军事的DC - DC电源
ECONOLINE: RSS & RSD - 1kVDC and 3KVDC Isolation- Internal SMD Construction- UL94V-0 Package Material- Toroidal Magnetics- Efficiency to 85%- SMD5, SMD8, SMD10 and SMD12 case styles 军事的DC - DC电源
1.27mm Pitch DIL Vertical SMT Pin Header, single polarised, gold, 36 36-way 军事的DC - DC电源
Small Signal Darlington NPN; Package: SOT-223 (TO-261) 4 LEAD; No of Pins: 4; Container: Tape and Reel; Qty per Container: 1000 军事的DC - DC电源
600 W Transient Voltage Suppressor 130 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
3 W Zener Regulator 27 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
5 W Zener Regulator 6.8 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
5 W Zener Regulator 120 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000 军事的DC - DC电源
Bipolar Power C77 NPN 1A 250V; Package: TO-225; No of Pins: 3; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
1500 W Transient Voltage Suppressor 68 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
Small Signal General Purpose NPN Transistor SOT723; Package: SOT-723 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 8000 军事的DC - DC电源
COMPUTER PRODUCT 军事的DC - DC电源
Fault Tolerant CAN Transceiver; Package: SOIC 14 LEAD; No of Pins: 14; Container: Rail; Qty per Container: 55 军事的DC - DC电源
Small Signal MOSFET 200mA, 60 v, N-Channel TO-92; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Reel; Qty per Container: 2000 军事的DC - DC电源
Silver Mica Capacitor; Capacitance:360pF; Capacitance Tolerance: 2%; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No 军事的DC - DC电源
1.6V, 500-mA, 3-MHz Step-Down Converter in QFN or Chip-Scale 8-DSBGA -40 to 85 军事的DC - DC电源
Frame for modules; Series:Han 6B; Number of Contacts:2; For Use With:Hinged frame Han Modular; Connector Type:Frame for hood 军事的DC - DC电源
TMR/INT 241E 60 SEC 115/60 ENG 军事的DC - DC电源
600 W Transient Voltage Suppressor 5.0 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
3A 400V Standard Recovery Rectifier; Package: Axial Lead 9.50x5.30mm, 25.4x1.20mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1200 军事的DC - DC电源
CAP 5PF 500V MICA RADIAL 军事的DC - DC电源
1500 W Transient Voltage Suppressor 16 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
Schottky Diode (dual, series) SOT23 70V; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000 军事的DC - DC电源
1A 20V Schottky Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
Pushbutton Switch; Illumination:Non-Illuminated; Actuator Style:Round; Actuator Diameter:0.22"; Circuitry:SPST-NO-DM; Switch Terminals:Quick Connect; Contact Current Max:100mA; Actuator Color:White; Features:Actuator Barrier RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:10pF; Capacitance Tolerance: /- 0.5pF; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
Bipolar Power T0220 NPN 10A 100V; Package: TO-220 3 LEAD STANDARD; No of Pins: 3; Container: Rail; Qty per Container: 50
Test Point; Body Material:Brass; Contact Plating:Tin; External Height:0.39&quot;; External Width:0.11&quot;; Hole Diameter:0.118&quot;; Mounting Hole Dia:0.039; Thickness:0.025&quot; RoHS Compliant: Yes
Single Output LDO, 500mA, Fixed(3.3V), Low Quiescent Current, Power Good (PG)Output 20-HTSSOP -40 to 125
Vicor Corporation
Silver Mica Capacitor; Capacitance:270pF; Capacitance Tolerance: /- 5%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
InputV:270V; outputV:5V; 200-300W; complete dual output DC-DC power military supply
   Military DC-DC Power Supplies
InputV:28V; outputV:24V; 150-300W; 30-..A; complete triple output DC-DC power military supply
	Vicor Corporation"ocus();document.Linkurl.link.select();" readOnly size="100" value="http://www.alldatasheet.com/view.jsp?Searchword=RL-IU" name="link
VICOR[Vicor Corporation]
DC/DC变换
圆形连接
Vicor, Corp.
JST Mfg. Co., Ltd.
Microchip Technology, Inc.
MEAN WELL Enterprises Co., Ltd.
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