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	Part No.	259225 259227 259247 259226 259228   

	Description	SIGN-FIRE ASEMBLY POINT 
 1.5V to 3.6V, 357ksps, 1-Channel True-Differential/2-Channel Single-Ended, 10-Bit, SAR ADCs 标志，消防ASEMBLY


	File Size	60.31K  / 
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						 Maxim Integrated Products, Inc. 
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	Part: 250-5700-113
	Maker: AMIS
	Pack: PLCC84
	Stock: 447
	Unit price 
									for :
	    
									50: $13.96
	  
									100: $13.26
	1000: 
									$12.56
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			 Related Part Number
	
					PART	Description	Maker
	E5GN-Q1PAC_DC24 E5GN-Q1TCAC_DC24 E5GN-QPAC_DC24 E5	SIGN, FIRE ACTION, 300X250MM, SAV; RoHS Compliant: NA 数字温度控制
Digital Temperature Controllers 数字温度控制
SIGN, FIRE ACTION, 250X200MM, SAV; RoHS Compliant: NA
SIGN, GUARDS MUST BE, 75X50, PK10; RoHS Compliant: NA
SIGN, GUARDS MUST BE, 175X125MM; RoHS Compliant: NA
	Omron Electronics LLC Industrial Automation
Omron Electronics, LLC
OMRON[Omron Electronics LLC]
http://

	C451T2 C451E1 C451E2 C451M1 C451M2 C451N1 C451N2 C	SIGN, FIRE DOOR KEEP SHUT, 200X200; RoHS Compliant: NA
Phase Control SCR 1400-1500 Amperes Avg 500-1800 Volts 相位控制晶闸400-1500安培平均500-1800伏特
	Powerex Power Semicondu...
POWEREX[Powerex Power Semiconductors]
Powerex, Inc.

	CY7B134-20PC CY7B134-25PC CY7B134 CY7B134-25DMB CY	4K x 8 Dual-Port Static RAMs and 4K x 8 Dual-Port Static RAM with Semaphores 4K的8双端口静态存储器K × 8双端口的信号灯静态RAM
Safety Sign; Legend:Safety Glasses Required in This Area; External Height:10"; External Width:14"; Body Material:Aluminum; Color:Yellow/Black RoHS Compliant: NA 4K X 8 DUAL-PORT SRAM, 35 ns, PQCC52
Safety Sign; Legend:Warning High Voltage; External Height:10"; External Width:14"; Body Material:Aluminum; Color:Orange/Black RoHS Compliant: NA 4K X 8 DUAL-PORT SRAM, 25 ns, CQCC52
4K x 8 Dual-Port Static RAMs and 4K x 8 Dual-Port Static RAM with Semaphores 4K X 8 DUAL-PORT SRAM, 35 ns, PDIP48
Safety Sign; Legend:No Exit; External Height:10"; External Width:14"; Body Material:Aluminum; Color:Red/White RoHS Compliant: NA 4K X 8 DUAL-PORT SRAM, 20 ns, PQCC52
Safety Sign; Legend:Caution Fire Door Keep Closed; External Height:10"; External Width:14"; Body Material:Aluminum; Color:Yellow/Black RoHS Compliant: NA 4K X 8 DUAL-PORT SRAM, 25 ns, PQCC52
4K x 8 Dual-Port Static RAMs and 4K x 8 Dual-Port Static RAM with Semaphores 4K X 8 DUAL-PORT SRAM, 15 ns, PQCC52
Safety Sign; Legend:Warning High Voltage Keep Out; External Height:10"; External Width:14"; Body Material:Aluminum; Color:Orange/Black RoHS Compliant: NA 4K X 8 DUAL-PORT SRAM, 35 ns, PQCC52
4K x 8 Dual-Port Static RAMs and 4K x 8 Dual-Port Static RAM with Semaphores 4K X 8 DUAL-PORT SRAM, 25 ns, PQCC52
4K x 8 Dual-Port Static RAMs and 4K x 8 Dual-Port Static RAM with Semaphores 4K X 8 DUAL-PORT SRAM, 55 ns, PDIP48
Safety Sign; Legend:Not An Exit; External Height:10"; External Width:14"; Body Material:Aluminum; Color:Black/White RoHS Compliant: NA 4K X 8 DUAL-PORT SRAM, 25 ns, PQCC52
4K x 8 Dual-Port Static RAMs and 4K x 8 Dual-Port Static RAM with Semaphores 4K X 8 DUAL-PORT SRAM, 20 ns, PDIP48
Safety Sign; Legend:Notice Safety Glasses Required Beyond This Point; External Height:10"; External Width:14"; Body Material:Aluminum; Color:Blue/Black RoHS Compliant: NA 4K X 8 DUAL-PORT SRAM, 35 ns, CQCC52
4K x 8 Dual-Port Static RAMs and 4K x 8 Dual-Port Static RAM with Semaphores 4K X 8 DUAL-PORT SRAM, 35 ns, PQCC52
4K x 8 Dual-Port Static RAMs and 4K x 8 Dual-Port Static RAM with Semaphores 4K X 8 DUAL-PORT SRAM, 25 ns, PDIP48
	Cypress Semiconductor Corp.
CYPRESS[Cypress Semiconductor]

	259400 259402 259401 259364 259365 259367 259366 2	12-Bit, 40Msps, 3.3V, Low-Power ADC with Internal Reference
12-Bit, 20Msps,  3.3V, Low-Power ADC with Internal Reference
10-Bit, 20Msps ADC
SIGN-WEAR WELDING MASK
SIGN-RESPIRATORS MUST BE WORN
SIGN-EMERGENCY EXIT
SIGNS NOW WASH YOUR HANDS
SIGN-NOW WASH YOUR HANDS
0.1% Accurate Signal Conditioner for Piezoresistive Sensor Compensation 标志的实验室外套必须
Low-Cost, 1%-Accurate Signal Conditioner for Piezoresistive Sensors 标志，必须戴呼吸
1% Accurate, Digitally Trimmed Sensor Signal Conditioner 标志，应急出
	Microchip Technology, Inc.

	MAX6629 MAX6629-MAX6632 MAX6629MUT-T MAX6631 MAX66	12-Bit   Sign Digital Temperature Sensors with Serial Interface
12-Bit  Sign Digital Temperature Sensors with Serial Interface
12-Bit Sign Digital Temperature Sensors with Serial Interface
BACKSHELL
Quadruple 2-Input Exclusive-OR Gates 14-CDIP -55 to 125 12  符号位数字温度传感器，串行接
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	AU5780AD-T 	AUTOMOTIVE|POINT-TO-POINT TRANSCEIVER|SOP|8PIN|PLASTIC 汽车|点至点收发器|专科| 8引脚|塑料
	NXP Semiconductors N.V.

	AT7912F-14 	Derived from the T7906 Single Point to Point IEEE 1355 High Speed Controller
	ATMEL Corporation

	U6057B 	Receiver for Point-to-Point Multiplex Systems
	TEMIC Semiconductors

	SPL-35-03-EBX-IDFM 	Up to 20km point-point transmission on SMF
	Source Photonics, Inc.

	SPL-54-MR-IR2-IDFM 	Up to 40km point-point transmission
	Source Photonics, Inc.

	IPDACT-2 	IP Fire Alarm Communicator
	Gamewell-FCI by Honeywe...

	506001MED-8016X 502001MED-8015X 	patented alarm bell designed for use in fire
	List of Unclassifed Man...
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