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			AM29LV002BB-55REI - Ballast Control, Below Resonance Protection, Thermal Overload Protection, Protection from Failure to Strike, Programmable Preheat Time and Run Frequency, Programmable Deadtime in a 16-pin DIP package Half Bridge Driver, LO In Phase with RT, Programmable Oscillating Frequency, 1.2us Deadtime in a 8-lead SOIC package PFC Ballast Control, Thermal Overload Protection, Brown Out Protection, Programmable Preheat and Frequency, Programmable Deadtime in a 20 Lead DIP package Fully Protected H-Bridge for DC Motor in a 20 Lead SOIC package Intelligent Power Switch 1 Channel High Side Driver in a D2-Pak 5-Lead Package Not recommended for new designs. For new designs, we recommend IR3086AM. Not recommended for new designs. For new designs, we recommend IR3081AM. Not recommended for new designs. For new designs, we recommend IR3088A. Ballast Control, Below Resonance Protection, Thermal Overload Protection, Protection from Failure to Strike, Programmable Preheat Time and Run Frequency, Programmable Deadtime in a 16-lead SOIC Narrow package Half Bridge Driver, LO In Phase with RT, Programmable Oscillating Frequency, 1.2us Deadtime in a 8-pin DIP package with bootstrap diode IR2170 is not recommended for new designs. Controller IC; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Reel Quantity:3000 RoHS Compliant: Yes 400V Self-Oscilliating Half-Bridge Hybrid MOSFET and Gate Driver in a 9 Lead SIP w/o #5and8 package Single Supply RS232C Line Driver/Receiver(?????μ?o?RS232C ?o?????????¨???2???2??????) 250V Self-Oscilliating Half-Bridge Hybrid MOSFET and Gate Driver in a 9 Lead SIP w/o #5and8 package Controller IC; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes IR2170S is not recommended for new designs. PFC Ballast Control, Thermal Overload Protection, Brown Out Protection, Programmable Preheat and Frequency, Programmable Deadtime in a 20 Lead SOIC package MOSFET Driver IC; Driver Type:High-Side; Package/Case:8-SOIC; Leaded Process Compatible:No; No. of Drivers:1; Offset Voltage:600V; Peak Reflow Compatible (260 C):No; Reel Quantity:2500; Sink Output Current:20mA RoHS Compliant: No x8闪存EEPROM 2 Mb (256K x 8) Boot Sector, Flash Memory 256K X 8 FLASH 3V PROM, 90 ns, PDSO40 256K X 8 FLASH 3V PROM, 55 ns, PDSO40 
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	Part No.	AM29LV002BB-55REI AM29LV002BB-55REC AM29LV002BB-55RFC AM29LV002BB-120EI AM29LV002BB-70EI AM29LV002BT-70EI AM29LV002BT-90EI AM29LV002BT-55REI AM29LV002BT-120EI AM29LV002BT-55RFI AM29LV002BT-55RFC AM29LV002BB-55RFI AM29LV002BB-120EC AM29LV002BB-120EE AM29LV002BT-70FC AM29LV002BT-90EC AM29LV002BB-70FI AM29LV002BT-55REC AM29LV002BT-90FI AM29LV002BB-90EC AM29LV002BT-90FE AM29LV002BT-70EC AM29LV002BB-70FE AM29LV002BB-70FC AM29LV002BB-120FE AM29LV002BB-90FE AM29LV002BT-120EC   

	Description	Ballast Control, Below Resonance Protection, Thermal Overload Protection, Protection from Failure to Strike, Programmable Preheat Time and Run Frequency, Programmable Deadtime in a 16-pin DIP package 
 Half Bridge Driver, LO In Phase with RT, Programmable Oscillating Frequency, 1.2us Deadtime in a 8-lead SOIC package
PFC Ballast Control, Thermal Overload Protection, Brown Out Protection, Programmable Preheat and Frequency, Programmable Deadtime in a 20 Lead DIP package
Fully Protected H-Bridge for DC Motor in a 20 Lead SOIC package
Intelligent Power Switch 1 Channel High Side Driver in a D2-Pak 5-Lead Package
Not recommended for new designs. For new designs, we recommend IR3086AM.
Not recommended for new designs. For new designs, we recommend IR3081AM.
Not recommended for new designs. For new designs, we recommend IR3088A.
Ballast Control, Below Resonance Protection, Thermal Overload Protection, Protection from Failure to Strike, Programmable Preheat Time and Run Frequency, Programmable Deadtime in a 16-lead SOIC Narrow package
Half Bridge Driver, LO In Phase with RT, Programmable Oscillating Frequency, 1.2us Deadtime in a 8-pin DIP package with bootstrap diode
IR2170 is not recommended for new designs.
Controller IC; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Reel Quantity:3000 RoHS Compliant: Yes
400V Self-Oscilliating Half-Bridge Hybrid MOSFET and Gate Driver in a 9 Lead SIP w/o #5and8 package
Single Supply RS232C Line Driver/Receiver(?????μ?o?RS232C ?o?????????¨???2???2??????)
250V Self-Oscilliating Half-Bridge Hybrid MOSFET and Gate Driver in a 9 Lead SIP w/o #5and8 package
Controller IC; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
IR2170S is not recommended for new designs.
PFC Ballast Control, Thermal Overload Protection, Brown Out Protection, Programmable Preheat and Frequency, Programmable Deadtime in a 20 Lead SOIC package
MOSFET Driver IC; Driver Type:High-Side; Package/Case:8-SOIC; Leaded Process Compatible:No; No. of Drivers:1; Offset Voltage:600V; Peak Reflow Compatible (260 C):No; Reel Quantity:2500; Sink Output Current:20mA RoHS Compliant: No
x8闪存EEPROM
2 Mb (256K x 8) Boot Sector, Flash Memory 256K X 8 FLASH 3V PROM, 90 ns, PDSO40
256K X 8 FLASH 3V PROM, 55 ns, PDSO40
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 			 Full text search : Ballast Control, Below Resonance Protection, Thermal Overload Protection, Protection from Failure to Strike, Programmable Preheat Time and Run Frequency, Programmable Deadtime in a 16-pin DIP package Half Bridge Driver, LO In Phase with RT, Programmable Oscillating Frequency, 1.2us Deadtime in a 8-lead SOIC package PFC Ballast Control, Thermal Overload Protection, Brown Out Protection, Programmable Preheat and Frequency, Programmable Deadtime in a 20 Lead DIP package Fully Protected H-Bridge for DC Motor in a 20 Lead SOIC package Intelligent Power Switch 1 Channel High Side Driver in a D2-Pak 5-Lead Package Not recommended for new designs. For new designs, we recommend IR3086AM. Not recommended for new designs. For new designs, we recommend IR3081AM. Not recommended for new designs. For new designs, we recommend IR3088A. Ballast Control, Below Resonance Protection, Thermal Overload Protection, Protection from Failure to Strike, Programmable Preheat Time and Run Frequency, Programmable Deadtime in a 16-lead SOIC Narrow package Half Bridge Driver, LO In Phase with RT, Programmable Oscillating Frequency, 1.2us Deadtime in a 8-pin DIP package with bootstrap diode IR2170 is not recommended for new designs. Controller IC; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Reel Quantity:3000 RoHS Compliant: Yes 400V Self-Oscilliating Half-Bridge Hybrid MOSFET and Gate Driver in a 9 Lead SIP w/o #5and8 package Single Supply RS232C Line Driver/Receiver(?????μ?o?RS232C ?o?????????¨???2???2??????) 250V Self-Oscilliating Half-Bridge Hybrid MOSFET and Gate Driver in a 9 Lead SIP w/o #5and8 package Controller IC; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes IR2170S is not recommended for new designs. PFC Ballast Control, Thermal Overload Protection, Brown Out Protection, Programmable Preheat and Frequency, Programmable Deadtime in a 20 Lead SOIC package MOSFET Driver IC; Driver Type:High-Side; Package/Case:8-SOIC; Leaded Process Compatible:No; No. of Drivers:1; Offset Voltage:600V; Peak Reflow Compatible (260 C):No; Reel Quantity:2500; Sink Output Current:20mA RoHS Compliant: No x8闪存EEPROM 2 Mb (256K x 8) Boot Sector, Flash Memory 256K X 8 FLASH 3V PROM, 90 ns, PDSO40 256K X 8 FLASH 3V PROM, 55 ns, PDSO40   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	KA7531 KA7531D 	BALLAST CONTROL IC
From old datasheet system
IC,BALLAST/BACKLIGHT CONTROLLER/DRIVER,DIP,22PIN,PLASTIC
	SAMSUNG[Samsung semiconductor]

	IR21592 IR21592S IR21592IR21593 IR21593 IR21593S I	From old datasheet system
DIMMING BALLAST CONTROL IC
Dimming Ballast Control, Brown-out Protection, Programmable Preheat Time, 1.8us Deadtime in a 16-pin DIP package
Dimming Ballast Control, Brown-out Protection, Programmable Preheat Time, 1.8us Deadtime in a 16-lead SOIC Narrow package
Dimming lighting ballast, IR2159, European version, 230VAC line, 36W/T8 lamp
Dimming lighting ballast down to 1%, IR2159, U.S. version, 120VAC line, 32W/T8 lamp
Digital dimming DALI (Digital Addressable Lighting Interface) compliant lighting linear ballast with 1% dimming, IR2159, European ...
Digital dimming DALI (Digital Addressable Lighting Interface) compliant lighting linear ballast with 1% dimming, IR2159, U.S. version, ...
	IRF[International Rectifier]

	FAN7535M FAN7535MX FAN7535 	PFC & Ballast Control IC
	Fairchild Semiconductor

	FAN7711 FAN7711M FAN7711MX FAN7711N FAN7711-07 	Ballast Control Integrated Circuit
	Fairchild Semiconductor

	IR21571PBF 	FULLY INTEGRATED BALLAST CONTROL IC
	International Rectifier

	FAN7710V FAN7710VN 	Ballast Control IC for Compact Fluorescent Lamps
	Fairchild Semiconductor

	IR2166S 	PFC & BALLAST CONTROL IC 功率因数校正
	International Rectifier, Corp.

	FAN7710 FAN7710N 	Ballast Control IC for Compact Fluorescent Lamps
	Fairchild Semiconductor

	IRS2158DSPBF IRS2158D IRS2158DPBF IRS2158DS IRS215	Ballast control and half-bridge driver in one IC
	International Rectifier

	ICB2FL01G 	Smart Ballast Control IC for Fluorescent Lamp Ballasts
	Infineon Technologies AG

	IRPLMB1E 	Mini-ballast for single 25W compact fluorescent ballast, European version with 230VACin
	International Rectifier
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