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			AFL12005DZHB - 3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: SO; No of Pins: 28; Temperature Range: 0°C to  70°C 3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: PDIP; No of Pins: 28; Temperature Range: 0°C to  70°C 3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C 3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: SSOP; No of Pins: 28; Temperature Range: -40°C to  85°C DC to DC Converter DC至DC转换 DC to DC Converter DCDC转换 Hi-Rel DC-DC Standard Dual Converter in a AFL package 高可靠性的DC - DC标准在冬季两项包双转换器 
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	Part No.	AFL12005DZ/HB AFL12015DW/HB AFL12005DX/HB AFL12005DW/HB AFL12015DZ/HB AFL12015DY/HB AFL12005DW/ES AFL12005DX/ES AFL12005DY/ES AFL12005DZ/ES AFL12015DW/CH AFL12005DW/CH AFL12005DX/CH AFL12005DY/CH AFL12005DZ/CH AFL12015DY/ES AFL12015DY/CH AFL12015DZ/CH AFL12015DW/ES AFL12012DX/ES AFL12012DW/HB AFL12015DX/ES AFL12012DZ/HB AFL12012DZ/CH AFL12012D AFL12015D   

	Description	3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: SO; No of Pins: 28; Temperature Range: 0°C to  70°C 
 3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: PDIP; No of Pins: 28; Temperature Range: 0°C to  70°C
3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C
3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: SSOP; No of Pins: 28; Temperature Range: -40°C to  85°C
DC to DC Converter DC至DC转换
DC to DC Converter DCDC转换
Hi-Rel DC-DC Standard Dual Converter in a AFL package 高可靠性的DC - DC标准在冬季两项包双转换器


	File Size	117.89K  / 
						10 Page	 
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						 International Rectifier, Corp. 
 Toshiba, Corp.
TE Connectivity, Ltd.
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 			 Full text search : 3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: SO; No of Pins: 28; Temperature Range: 0°C to  70°C 3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: PDIP; No of Pins: 28; Temperature Range: 0°C to  70°C 3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C 3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: SSOP; No of Pins: 28; Temperature Range: -40°C to  85°C DC to DC Converter DC至DC转换 DC to DC Converter DCDC转换 Hi-Rel DC-DC Standard Dual Converter in a AFL package 高可靠性的DC - DC标准在冬季两项包双转换器   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	LTC1350 	3.3V Low Power EIA/TIA-562 3-Driver/ 5-Receiver Transceiver(3.3V,低功率，EIA/TIA-562收收发器) 3.3V低功耗EIA/TIA-562 3驱动 5接收器收发器.3V，低功率，EIA/TIA-562收收发器
	Linear Technology, Corp.

	AFL12005DZ/HB AFL12015DW/HB AFL12005DX/HB AFL12005	3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: SO; No of Pins: 28; Temperature Range: 0°C to  70°C
3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: PDIP; No of Pins: 28; Temperature Range: 0°C to  70°C
3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C
3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: SSOP; No of Pins: 28; Temperature Range: -40°C to  85°C
DC to DC Converter DC至DC转换
DC to DC Converter DCDC转换
Hi-Rel DC-DC Standard Dual Converter in a AFL package 高可靠性的DC - DC标准在冬季两项包双转换器
	International Rectifier, Corp.
Toshiba, Corp.
TE Connectivity, Ltd.

	ISL8563E 	 /-15kV ESD Protected,  3V to  5.5V, 1Microamp, 250kbps, EIA/TIA-562, EIA/TIA-232 Transmitters/Receivers
	Intersil Corporation

	AM27C020 AM27C020-255DCB AM27C020-255DI AM27C020-1	Dual/Quad Precision Zero-Drift Operational Amplifiers With Internal Capacitors; Package: SO; No of Pins: 18; Temperature Range: 0&deg;C to  70&deg;C
Single Chip 12-Bit Data Acquisition System; Package: PDIP; No of Pins: 20; Temperature Range: 0&deg;C to  70&deg;C
Ultralow Power Single/Dual Comparator with Reference; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C x8存储
x8 EPROM x8存储
Single-Ended 8-Channel/ Differential 4-Channel Analog Multiplexer with SMBus Interface; Package: SO; No of Pins: 16; Temperature Range: -40°C to  85°C
8-Channel Analog Multiplexer with Cascadable Serial Interface; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
3.3V Low Power EIA/TIA-562 Transceiver; Package: PDIP; No of Pins: 18; Temperature Range: -40°C to  85°C
3.3V Low Power EIA/TIA-562 Transceiver; Package: PDIP; No of Pins: 18; Temperature Range: 0°C to  70°C
Single Chip 10-Bit Data Acquisition System; Package: PDIP; No of Pins: 20; Temperature Range: 0°C to  70°C
Rail-to-Rail, Very Low Noise Universal Dual Filter Building Block; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
12-Bit, 800ksps Sampling A/D Converter with Shutdown; Package: SO; No of Pins: 28; Temperature Range: 0°C to  70°C
14-Bit, 800ksps Sampling A/D Converter with Shutdown; Package: SSOP; No of Pins: 28; Temperature Range: -40°C to  85°C
1, 2, 6 and 8 Channel, 10-Bit Serial I/O Data Acquisition Systems; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
12-Bit, 300ksps Sampling A/D Converters with Reference; Package: PDIP; No of Pins: 24; Temperature Range: 0°C to  70°C
Dual/Quad Precision Zero-Drift Operational Amplifiers With Internal Capacitors; Package: SO; No of Pins: 18; Temperature Range: 0°C to  70°C
High Performance Switched Capacitor Universal Filter; Package: SO; No of Pins: 14; Temperature Range: 0°C to  70°C
3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C
Single Chip 12-Bit Data Acquisition System; Package: PDIP; No of Pins: 16; Temperature Range: 0°C to  70°C
Single Chip 12-Bit Data Acquisition Systems; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
IC,EPROM,256KX8,CMOS,DIP,32PIN,CERAMIC
	amd

	ADM489 ADM489ARU ADM488 ADM488AN ADM488AR 	Full-Duplex/ Low Power/ Slew Rate Limited/ EIA RS-485 Transceivers
	Analog Devices

	AMT8310 AMT8310T46L 	The ANADIGICS AMT8310, packaged in a 4 pin TO-46 lens can, is a 3.3 V integrated photodetector and transimpedance amplifier (TIA) ...
2.5 Gb/s 850 nm PIN-TIA
	Anadigics Inc
ANADIGICS[ANADIGICS, Inc]

	AMT8312 AMT8312T46L 	The ANADIGICS AMT8312, packaged in a 5 pin TO-46 lens can, is a 3.3 V integrated photodetector and transimpedance amplifier (TIA) ...
2.5 Gb/s 850 nm PIN-TIA
	Anadigics Inc
ANADIGICS[ANADIGICS, Inc]

	MC3488A MC3488AD MC3488AP1 ON1123 	From old datasheet system
DUAL EIA-423/EIA-232D DRIVER
	ONSEMI[ON Semiconductor]
MOTOROLA[Motorola Inc]

	MC3488ADR2 1N4001FF 	Dual EIA-423/EIA-232D Line Driver
1A 50V Standard Rectifier
	ON Semiconductor

	AMT121302 AMT121302T46F AMT121302T46L AMT128502A 	1.25 Gb/s 1310/1550nm PIN-TIA
1.25Gb/s 1310/1550nm PIN-TIA
1.25Gb/s Integrated 850nm MSM-TIA
	Anadigics Inc
ANADIGICS[ANADIGICS, Inc]
ANADIGICS  Inc
ANADIGICS, Inc.

	ADN2880 	3.2 Gbps 3.3V Low Noise TIA for Small Form Factors
	Analog Devices

	AMT128503T46L AMT128503T56F AMT128503 AMT128503T46	125 Gb/s integrated 850 nm MSM-TIA
1.25Gb/s Integrated 850nm MSM-TIA
1.25 Gb/s Integrated 850nm MSM-TIA
	ANADIGICS  Inc
ANADIGICS[ANADIGICS Inc]
ANADIGICS[ANADIGICS, Inc]
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