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			MBM29F800TA - LED Lamp; Bulb Size:T-1; LED Color:Yellow; Luminous Intensity:45ucd; Viewing Angle:50 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes LED Lamp; Bulb Size:T-1; LED Color:Red; Luminous Intensity:12ucd; Viewing Angle:50 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  85 C; Color:Red; Leaded Process Compatible:Yes; Lens Color:Clear RoHS Compliant: Yes 0.345A, 2.7-5.5V Single Hi-Side MOSFET, Fault Report, Act-Low Enable 8-SOIC 0 to 85 Replaced by TPS2045A : 0.345A, 2.7-5.5V Single Hi-Side MOSFET, Fault Report, Act-Low Enable 8-PDIP -40 to 85 122 x 32 pixel format, Compact LCD size LED Lamp; Bulb Size:T-1; LED Color:Yellow; Luminous Intensity:20ucd; Viewing Angle:60 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  85 C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes LED Lamp; Bulb Size:T-1 3/4; LED Color:Yellow; Luminous Intensity:2500ucd; Viewing Angle:10 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  85 C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes LED Lamp; Bulb Size:T-1 3/4; LED Color:Green; Luminous Intensity:500mcd; Viewing Angle:25 ; Forward Current:20mA; Forward Voltage:2.15V; Operating Temperature Range:-25 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes 8M (1M X 8/512K X 16) BIT 
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	Part No.	MBM29F800TA MBM29F800TA-70 MBM29F800TA-90PF MBM29F800TA-55 MBM29F800TA-90PFTN MBM29F800TA-90PFTR MBM29F800BA-70 MBM29F800BA-90PF MBM29F800BA-90PFTN MBM29F800BA-90PFTR MBM29F800BA-55PF MBM29F800BA-55PFTN MBM29F800BA-55PFTR MBM29F800BA-70PF MBM29F800BA-70PFTN MBM29F800BA-70PFTR MBM29F800TA-55PFTN MBM29F800TA-55PFTR MBM29F800TA-70PF MBM29F800TA-70PFTN MBM29F800TA-70PFTR MBM29F800TA-55PF   

	Description	LED Lamp; Bulb Size:T-1; LED Color:Yellow; Luminous Intensity:45ucd; Viewing Angle:50 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes 
 LED Lamp; Bulb Size:T-1; LED Color:Red; Luminous Intensity:12ucd; Viewing Angle:50 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  85 C; Color:Red; Leaded Process Compatible:Yes; Lens Color:Clear RoHS Compliant: Yes
0.345A, 2.7-5.5V Single Hi-Side MOSFET, Fault Report, Act-Low Enable 8-SOIC 0 to 85
Replaced by TPS2045A : 0.345A, 2.7-5.5V Single Hi-Side MOSFET, Fault Report, Act-Low Enable 8-PDIP -40 to 85
122 x 32 pixel format, Compact LCD size
LED Lamp; Bulb Size:T-1; LED Color:Yellow; Luminous Intensity:20ucd; Viewing Angle:60 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  85 C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Yellow; Luminous Intensity:2500ucd; Viewing Angle:10 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  85 C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Green; Luminous Intensity:500mcd; Viewing Angle:25 ; Forward Current:20mA; Forward Voltage:2.15V; Operating Temperature Range:-25 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
8M (1M X 8/512K X 16) BIT
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									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: MBM29F800TA-70
	Maker: F
	Pack: SOP-44
	Stock: Reserved
	Unit price 
									for :
	    
									50: $1.96
	  
									100: $1.86
	1000: 
									$1.77
	
									Email: oulindz@gmail.com
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						[MBM29F800TA MBM29F800TA-70 MBM29F800TA-90PF MBM29F800TA-55 MBM29F800TA-90PFTN MBM29F800TA-90PFTR MBM Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for MBM29F800TA ] 


					[ Price & Availability of MBM29F800TA by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : LED Lamp; Bulb Size:T-1; LED Color:Yellow; Luminous Intensity:45ucd; Viewing Angle:50 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes LED Lamp; Bulb Size:T-1; LED Color:Red; Luminous Intensity:12ucd; Viewing Angle:50 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  85 C; Color:Red; Leaded Process Compatible:Yes; Lens Color:Clear RoHS Compliant: Yes 0.345A, 2.7-5.5V Single Hi-Side MOSFET, Fault Report, Act-Low Enable 8-SOIC 0 to 85 Replaced by TPS2045A : 0.345A, 2.7-5.5V Single Hi-Side MOSFET, Fault Report, Act-Low Enable 8-PDIP -40 to 85 122 x 32 pixel format, Compact LCD size LED Lamp; Bulb Size:T-1; LED Color:Yellow; Luminous Intensity:20ucd; Viewing Angle:60 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  85 C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes LED Lamp; Bulb Size:T-1 3/4; LED Color:Yellow; Luminous Intensity:2500ucd; Viewing Angle:10 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  85 C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes LED Lamp; Bulb Size:T-1 3/4; LED Color:Green; Luminous Intensity:500mcd; Viewing Angle:25 ; Forward Current:20mA; Forward Voltage:2.15V; Operating Temperature Range:-25 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes 8M (1M X 8/512K X 16) BIT   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	595-2101-002F 595-2701-007F 595-2701-013F 	LED Lamp; Bulb Size:2mm; LED Color:Red; Luminous Intensity:25ucd; Viewing Angle:40 ; Forward Current:20mA; Forward Voltage:1.7V; Operating Temperature Range:-30 C to C; Color:Red; LED Gas Type:AlGaAs RoHS Compliant: Yes SINGLE COLOR LED, RED, 1.8 mm
LED Lamp; Bulb Size:2mm; LED Color:Yellow; Luminous Intensity:41mcd; Forward Current:20mA; Forward Voltage:2.02V; Operating Temperature Range:-30 C to  85 C; Color:AllnGaP Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes
SINGLE COLOR LED, YELLOW, 1.8 mm
	Dialight PLC
DIALIGHT CORP

	AB-9TY-5VD-T10 	Single Lamp LED Bulb
	A-BRIGHT Inc.

	AB-9TY-6VD-T10 	Single Lamp LED Bulb
	A-BRIGHT Inc.

	AB-9W2-110V-E12 	Single Lamp LED Bulb
	A-BRIGHT Inc.

	AB-9TR-5VD-T10 	Single Lamp LED Bulb
	A-BRIGHT Inc.

	AB-9TY-220V-E12 AB-9TY-220V-E12-15 	Single Lamp LED Bulb
	A-BRIGHT Inc.

	AB-46TR-24VD-MF 	SINGLE LAMP LED BULB
	A-BRIGHT Inc

	AB-46TR-6VD-T5 	SINGLE LAMP LED BULB
	A-BRIGHT Inc

	AB-9W2-24V-E12 	Single Lamp LED Bulb
	A-BRIGHT Inc.

	AB-46G1-5VD-T5 AB-46G1-5VD-T5-15 	SINGLE LAMP LED BULB
	A-BRIGHT Inc

	AB-9B5-110V-E 	Single Lamp LED Bulb
	A-BRIGHT Inc.
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