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			AD9059PCB - Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:23; Connector Shell Size:16; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight Dual 8-Bit, 60 MSPS A/D Converter 
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	Part No.	AD9059/PCB AD9059PCB   

	Description	Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:23; Connector Shell Size:16; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight 
 Dual 8-Bit, 60 MSPS A/D Converter
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			 Related Part Number
	
					PART	Description	Maker
	HA7-5101_883 HA-5101/883 HA7-5101/883 5962-8963601	Circular Connector; No. of Contacts:32; Series:; Body Material:Aluminum; Connector Shell Size:18; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:18-32; MIL SPEC:MIL-C-26482 Series I RoHS Compliant: No
Low Noise, High Performance Operational Amplifier
	INTERSIL[Intersil Corporation]

	AA106-86 	Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:6; Connector Shell Size:36; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight; Circular Contact Gender:Pin
GaAs IC 5 Bit Digital Attenuator 0.5 dB LSB Positive Control 0.5-2.0 GHz
	Alpha Industries, Inc.
ALPHA[Alpha Industries]

	DF4-9PA-2R28 DF4-02P-2R26 DF4-02PA-2R26 DF4-03P-2R	Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:8; Connector Shell Size:16; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight 2毫米间距连接器直接安装在董事
CORD 18AWG 3COND SJT GRAY 2毫米间距连接器直接安装在董事
2mm Pitch Connector Directly Mounted on Board 2毫米间距连接器直接安装在董事
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Aluminum Alloy; Series:SG3106; Number of Contacts:19; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight 2毫米间距连接器直接安装在董事
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; No. of Contacts:26; Series:; Body Material:Aluminum; Connector Shell Size:16; Circular Contact Gender:Pin; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:16-26
SIGN, SAFETY HELMETS MUST BE WORN, SAV; RoHS Compliant: NA
SIGN, HAND PROTECT MUST BE WORN, RP; RoHS Compliant: NA
RES 6.81K-OHM 0.1% 0.125W 25PPM THIN-FILM SMD-0805 TR-7-PA ROHS
	HIROSE ELECTRIC Co., Ltd.
Hirose Electric USA, INC.
HIROSE[Hirose Electric]

	0805YC103JAT7A 0805YC103JAT4A 08051C103JAT9A 08051	TV 16C 16#16 SKT PLUG RECP
TIMER MINI-MULTI TIME RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:54; Connector Shell Size:32; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:14; Connector Shell Size:32; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:25; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:3; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
Circular Connector; No. of Contacts:26; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:20; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:20-26
Circular Connector; No. of Contacts:26; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:20; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:20-26
GT 12C 12#12 PIN RECP BOX
Fixed bridge, 10-pos. - FB 10- RTK
GT 4C 4#4 PIN RECP BOX
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:30; Connector Shell Size:32; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
Separating plate, width: 0.8 mm, color: gray - TS-GSK
CONN RECEPT HM R/A 2MM 110POS
CONN, RA FEMALE, SHIELDED
TV 16C 16#16 PIN PLUG
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:35; Connector Shell Size:32; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
SB 2-RTK CAPACITOR, CERAMIC, MULTILAYER, 25 V, X7R, 0.01 uF, SURFACE MOUNT, 0805
General Specifications 一般规
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:4; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
   General Specifications
	AVX Corporation
AVX, Corp.

	HMU-PJAT1K-A20R1 HMU-PJAT1K-A00R1 HMU-PJAT1K-A01R1	MU-PJ Type Optical Fixed Attenuators  PJ型光固定衰减
TV 8C 8#8(TWIN) PIN WALL RECP
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT07; Number of Contacts:5; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight; RG Cable Type:58, 141 RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Metal; Series:SM3102; No. of Contacts:19; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
Circular Connector; No. of Contacts:32; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:18-32
	HIROSE ELECTRIC Co., Ltd.
Hirose Electric USA, INC.
HIROSE[Hirose Electric]

	V23148-A0007A101 V23148-B1108C101 V23148 V23148-A0	Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT08; Number of Contacts:41; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Right Angle Plug 功率继电器/布法
Power PCB Relay U/UB 功率继电器/布法
4 Pin, DIP, AC Input, Single Phototransistor Detector, CTR 20 min @ 5mA, 5V Optocoupler
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT08; Number of Contacts:36; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Right Angle Plug
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT08; No. of Contacts:41; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Right Angle Plug
DURACELL POWERPIX 4 PACK AA   BATTERY 1=4
	New Japan Radio Co., Ltd.
TE Connectivity, Ltd.
KG Technologies, Inc.
ATM Electronic, Corp.
Belden, Inc.
MACOM[Tyco Electronics]

	271.1101.4202 271.1101.0002 	Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3122; No. of Contacts:26; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle RoHS Compliant: No
GS-Inlineholder for G-fuse links up to 250 V
	Littelfuse, Inc.

	HSP43220JC-15 	Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:4; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight 16-BIT, DSP-DIGITAL FILTER, PQCC84
	Intersil, Corp.

	GL5ZV302BOS 	Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT00; Number of Contacts:16; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
DEVICE SPECIFICATION FOR Light Emitting Diode
	Sharp Corporation
Sharp Electrionic Components

	MBM29LV017-12PTR MBM29LV017-90 MBM29LV017-90PBT MB	Half bridge control IC for CCFL backlighting
600 V CCFL ballast driver IC 2M X 8 FLASH 3V PROM, 80 ns, PDSO40
HF full bridge driver IC 2M X 8 FLASH 3V PROM, 80 ns, PDSO40
Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3124; No. of Contacts:61; Connector Shell Size:24; Connecting Termination:Crimp; Circular Shell Style:Jam Nut Receptacle RoHS Compliant: No
PTSE 6C 6#20 PIN RECP
Circular Connector; No. of Contacts:41; Series:; Body Material:Aluminum; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:22-41; MIL SPEC:MIL-C-26482 Series I RoHS Compliant: No
16M (2M X 8) BIT
	FUJITSU LTD
Fujitsu, Ltd.
Fujitsu Limited
Fujitsu Component Limited.
Fujitsu Media Devices Limited
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