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			 Related Part Number
	
					PART	Description	Maker
	FF-1153-12.5 	Operating Voltage = 250/480 Vac Operating Current Max= 12.5 amps
	JMK Inc.

	LL-1138-10 LL-1138-15 	Operating Voltage = 250/480 V~, 50 / 60 Hz Operating Voltage = 125/208 V~, 50 - 400 Hz
	JMK Inc.

	FF-1199-6B 	Operating Voltage: 125 / 250 v~ Operating Current (Max): 6.0 AMP
	JMK Inc.

	FF-1319-13C 	Operating Voltage = DC to 250 Vac Operating Current (Max)= 13A
	JMK Inc.

	AA-0221-20B 	Operating voltage = 115/250 Vac Operating current = 20 Amp
	JMK Inc.

	ZG-1435-5B 	Operating Voltage = 125/250 Vac Operating Current = 5.0 Ampere
	JMK Inc.

	MM-0637A-50D 	Operating Voltage = 48 Vdc (Typical) Operating Voltage Max. = 0-75Vdc
	http://

	ZF-1519-3 	Operating Voltage= 115/240 Vac Operating Current Max= 3.0 amp
	JMK Inc.

	FA-1307-5 	Operating Voltage= 115/240 Vac Operating Current Max= 5.0 amp
	JMK Inc.

	DN6845S 	Hall IC (Operating Supply Voltage Range Vcc=3.6 to 16V, Operating in One Way Magnetic Field)
	Panasonic

	DN6846S 	Hall IC (Operating Supply Voltage Range Vcc=3.6 to 16V, Operating in Alternative Magnetic Field)
	Panasonic
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