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			 Related Part Number
	
					PART	Description	Maker
	3288 3287 	CLAMP ON AC/DC HiTESTER
	ASM GmbH

	FT3000AV-80 FT3000AV FT3000AV-60 FT3000AV-70 	Clamp-On  Meter; DMM Type:Clamp; Calibrated:No RoHS Compliant: NA
CURRENT CLAMP, EARTH LEAKAGE; RoHS Compliant: NA
Phase Control SCR 3000 Amperes Avg 3000-4000 Volts
	POWEREX[Powerex Power Semiconductors]

	3540 	m惟 HiTESTER
	ASM GmbH

	3157-01 	AC GROUNDING HiTESTER
	ASM GmbH

	3239 3238 	DIGITAL HiTESTER
	ASM GmbH

	3156 	LEAK CURRENT HiTESTER
	ASM GmbH

	CZRB3030 CZRB3027 CZRB3075 CZRB3019 CZRB3018 CZRB3	Low Current Operation at 250 锛?ow Reverse Leakage,Low Noise Zener Diode
Terminal Block; Wire Size (AWG):22-12; Mounting Type:DIN Rail; Color:Green/Yellow; Terminal Block Clamp Type:Screw Clamp
Terminal Block; Wire Size (AWG):22-12; Mounting Type:DIN Rail; Color:Beige; Terminal Block Clamp Type:Screw Clamp
Surface Mount Zener Diode
	Comchip Technology Co., Ltd.
COMCHIP[Comchip Technology]

	MB40568 MB40568PF MB40568P-SK 	A/D Converter (1-channel, 8-bit low-power model with built-in clamp circuit)
	Fujitsu Microelectronics
FUJITSU[Fujitsu Media Devices Limited]

	1608670000 	Terminal Block; Wire Size (AWG):22-8; Mounting Type:DIN Rail; Color:Green/Yellow; Terminal Block Clamp Type:Tension Clamp MODULAR TERMINAL BLOCK, 1 ROW, 1 DECK
	Weidmuller, Corp.

	1608640000 	Terminal Block; Wire Size (AWG):26-12; Mounting Type:DIN Rail; Color:Green/Yellow; Terminal Block Clamp Type:Tension Clamp MODULAR TERMINAL BLOCK, 1 ROW, 1 DECK
	Weidmuller, Corp.

	1011200000 	Terminal Block; Wire Size (AWG):22-12; Mounting Type:DIN Rail; Color:Beige; Terminal Block Clamp Type:Screw Clamp; External Width:35mm; Voltage Rating, AC:800V RoHS Compliant: Yes 10 A, MODULAR TERMINAL BLOCK, 1 DECK
	Weidmuller, Corp.
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