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			SPR2CA4508 - 450 Watts 1 1, 2U Hot-Swap Mini-Redundant Power Supply 
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	Part No.	SPR2CA4508   

	Description	450 Watts 1 1, 2U Hot-Swap Mini-Redundant Power Supply 
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			 Related Part Number
	
					PART	Description	Maker
	X24165 X24165P X24165P-2.7 X24165PI X24165PI-2.7 X	Hot Swap Controller IC; Hot Swap Controller Type:Negative Voltage; Controlled Voltage Min:-10V; Controlled Voltage Max:-80V; Number of Controlled Voltages:1; Package/Case:8-SOIC; Power Good Output:Active Low
Hot Swap Controller IC; Hot Swap Controller Type:Negative Voltage; Controlled Voltage Min:-10V; Controlled Voltage Max:-80V; Number of Controlled Voltages:1; Package/Case:8-SOIC; Power Good Output:Active High
IC LDO REG 3A 5.5V W/ENBL 8-SOIC
Advanced 2-Wire Serial E2PROM with Block Lock Protection
	XICOR[Xicor Inc.]

	MCP18480 	The MCP18480 is a –48V Hot Swap Controller with fully configurable features. This Hot Swap Controller have OVLO, UVLO protection features on top of Foldback Current Limiting and Circuit Breaker features. Although ideally suited optic
-48V Hot Swap Controller
	MICROCHIP[Microchip Technology]

	SPR2CA5008 	500 Watts 1 1, 2U Hot-Swap Mini-Redundant Power Supply
	Sparkle Power Inc.

	SPH-1200 SPH-1200-24 SPH-1200-28 SPH-1200-48 	1200 WATTS POWER FACTOR CORRECTED SINGLE OUTPUT, HOT SWAP
	SL Power Electronics

	RMX-354-1224 RMX-354-1205 RMX-354-1212 RMX-354-151	350 WATTS POWER FACTOR CORRECTED MULTIPLE OUTPUT, HOT SWAP
	SL Power Electronics

	MAX5901 MAX5901L MAX5901A 	-100V SOT23/TDFN Simple Swapper Hot-Swap Controllers
" -100V Simple Swapper Hot- Swap Controller, Latched off"
-100V Simple Swapper Hot- Swap Controller with Periodic Retry
	Maxim

	HAC175P-490 HAC175D-490 HAC175D-490O HAC175D HAC17	UNIVERSAL AC INPUT HARMONIC CORRECTION AC-DC HOT-SWAP CompactPCI QUAD OUTPUT 175 WATTS CURRENT SHARING SWITCHING POWER SUPPLIES
	HITRON ELECTRONICS CORPORTION

	HDC400P-24B HDC400P-24B-490 HDC400P-48B-490 	18-36 OR 36-72VDC INPUT RANGE DC-DC CONVERTER HOT-SWAP CompactPCI QUAD OUTPUT 400 WATTS ACTIVE CURRENT SHARING SWITCHING POWER SUPPLIES
	HITRON ELECTRONICS CORPORTION

	TPDC300P-48B-490 TPDC300P-48B 	36-72VDC INPUT RANGE DC-DC CONVERTER HOT-SWAP CompactPCI QUAD OUTPUT 300 WATTS ACTIVE CURRENT SHARING SWITCHING POWER SUPPLIES TPDC300P-48B SERIES
	TOTAL-POWER[Total Power International]

	SMH4042G-AGM SMH4042G-AGN SMH4042G-BGM SMH4042G-BG	Hot Swap??Controller
Hot Swap Controller
Hot Swap?/a> Controller
XTAL PLAS SMT 13X5 4PAD
XTAL PLAS SMT 12X4 4PAD
XTAL MTL T/H HC49/U
PCMCIA 16MBYTE 16MBYTE
Hot SwapController ⑩热插拔控制
XTAL MTL SMT HC49/USM ⑩热插拔控制
	Summit Microelectronics, Inc.
Electronic Theatre Controls, Inc.

	MAX3070E MAX3070EAPD MAX3070EASD MAX3070EEPD MAX30	 3.3V, ±15kV ESD-Protected, Fail-Safe, Hot-Swap, RS-485/RS-422 Transceivers
 3.3V, 15kV ESD-Protected, Fail-Safe, Hot-Swap, RS-485/RS-422 Transceivers
" 3.3V, ?5kV ESD-Protected, Fail-Safe, Hot-Swap, Half-Duplex, 16Mbps RS-485/RS-422 Transceivers"
" 3.3V, ?5kV ESD-Protected, Fail-Safe, Hot-Swap, Half-Duplex, 250kbps RS-485/RS-422 Transceivers"
" 3.3V, ?5kV ESD-Protected, Fail-Safe, Hot-Swap, Full/Half-Duplex RS-485/ RS-422 Transceivers"
" 3.3V, ?5kV ESD-Protected, Fail-Safe, Hot-Swap, Full-Duplex, 250kbps RS-485/RS-422 Transceivers"
 3.3V 15kV ESD-Protected Fail-Safe Hot-Swap RS-485/RS-422 Transceivers
 3.3V, 卤15kV ESD-Protected, Fail-Safe,
Hot-Swap, RS-485/RS-422 Transceivers
 3.3V / 15kV ESD-Protected / Fail-Safe / Hot-Swap / RS-485/RS-422 Transceivers
 3.3V, 【15kV ESD-Protected, Fail-Safe, Hot-Swap, RS-485/RS-422 Transceivers
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
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