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			 Related Part Number
	
					PART	Description	Maker
	2SD2127 E001162 	From old datasheet system
SWITCHING APPLICATIONS LAMP, SOLENOID DRIVE APPLICATIONS
NPN EPITAXIAL TYPE (SWITCHIN, LAMP, SOLENOID DRIVE APPLICATIONS)
	TOSHIBA[Toshiba Semiconductor]

	STR-A600011 	Power IC for PWM Type Switching Power Supply with Low Noise and Low Standby Power
	Sanken electric

	STR-A6069H STR-A6062H STR-A6059H STR-A6079M STR-A6	Power IC for PWM Type Switching Power Supply with Low Noise and Low Standby Power
	Sanken electric

	AIC1573 AIC1573CS 	5-bit DAC, Synchronous PWM Power Regulator with Simple PWM Power Regulator, LDO And Linear Controller
	Analog Integrations Corporation
AIC[Analog Intergrations Corporation]

	AUIPS7221R AUIPS7221RTR AUIPS7221RTRL AUIPS7221RTR	PWM BASED PRPHL DRVR, PSSO4
PWM INTELLIGENT POWER HIGH SIDE SWITCH
	International Rectifier

	MAX8760ETL 	Dual-Phase, Quick-PWM Controller for AMD Mobile Turion 64 CPU Core Power Supplies
Dual Positive-Edge-Triggered D-type Flip-Flops With Clear And Preset 14-CDIP -55 to 125
	Maxim Integrated Products, Inc.

	RH5RHXX2B RH5RHXX3B RH5RHXX1A RH5RH691A-T1 RH5RH69	PWM Set-up DC/DC Converter
PWM step-up DC/DC converter. Output voltage 6.9V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 6.9V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 6.9V. External Tr. driver (oscillator frequency 100kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 6.9V. External Tr. driver (oscillator frequency 100kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 6.9V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T1
PWM step-up DC/DC converter. Output voltage 4.0V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 4.0V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 4.0V. External Tr. driver (oscillator frequency 100kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 4.0V. External Tr. driver (oscillator frequency 100kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 4.0V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T1
PWM step-up DC/DC converter. Output voltage 4.0V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T2
PWM step-up DC/DC converter. Output voltage 4.1V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 4.1V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 4.1V. External Tr. driver (oscillator frequency 100kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 7.0V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 7.0V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 7.0V. External Tr. driver (oscillator frequency 100kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 7.0V. External Tr. driver (oscillator frequency 100kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 7.0V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T1
PWM step-up DC/DC converter. Output voltage 7.0V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T2
PWM step-up DC/DC converter. Output voltage 7.1V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 7.1V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 7.1V. External Tr. driver (oscillator frequency 100kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 7.1V. External Tr. driver (oscillator frequency 100kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 7.1V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T1
PWM step-up DC/DC converter. Output voltage 7.1V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T2
PWM step-up DC/DC converter. Output voltage 7.2V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 7.2V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 7.2V. External Tr. driver (oscillator frequency 100kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 7.2V. External Tr. driver (oscillator frequency 100kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 7.2V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T2
PWM step-up DC/DC converter. Output voltage 7.2V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T1
PWM step-up DC/DC converter. Output voltage 7.3V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 7.3V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 7.3V. External Tr. driver (oscillator frequency 100kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 7.3V. External Tr. driver (oscillator frequency 100kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 5.9V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T1
PWM step-up DC/DC converter. Output voltage 6.0V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 6.0V. External Tr. driver (oscillator frequency 100kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 6.0V. External Tr. driver (oscillator frequency 100kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 6.0V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T1
PWM step-up DC/DC converter. Output voltage 6.0V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T2
	Ricoh

	ENA2059 	Three-phase PWM-type Brushless Motor Driver IC
	ON Semiconductor

	BM2P092 BM2P012 	PWM type DC/DC converter IC Included 650V MOSFET
	ROHM

	BM2P039-Z 	PWM type DC/DC converter IC Included 650V MOSFET
	Rohm

	TA8435 	PWM CHOPPER TYPE BIPOLAR STEPPING MOTOR DRIVER
	Toshiba Corporation
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