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			MC33166TVG - 500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to  85?°C 



		
			
					
						
						[image: MC33166TVG_3199955.PDF Datasheet]



					
				
					 		
	Part No.	MC33166TVG   

	Description	500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to  85?°C 
 

	File Size	264.48K  / 
						18 Page	 
	

						Maker	
						[image: ]


						 ON Semiconductor 
  
						










	
						
						









				
				

						
							[image: ][image: ]	
								
									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: MC33166TVG
	Maker: ON Semiconductor
	Pack: ETC
	Stock: Reserved
	Unit price 
									for :
	    
									50: $0.00
	  
									100: $0.00
	1000: 
									$0.00
	
									Email: oulindz@gmail.com

	
									
									
									
									Contact us



							


				





						
	Homepage	
						http://www.onsemi.com
	Download	[ 
						MC33166TVG  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						MC33166TVG  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[MC33166TVG  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for MC33166TVG ] 


					[ Price & Availability of MC33166TVG by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : 500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to  85?°C   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	NCV3063DR2G NCP3063BDR2G NCP3063PG NCP3063DR2G NCP	500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to 85?°C 1.5 A SWITCHING REGULATOR, 190 kHz SWITCHING FREQ-MAX, PDSO8
1.5 A, Step-Up/Down/ Inverting Switching Regulators
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?掳C to  85?掳C
	ON Semiconductor

	MC33166TVG 	500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to  85?°C
	ON Semiconductor

	LT1269CSWTRPBF LT1268CQPBF LT1176CSWTR 	500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to 85?°C 4 A SWITCHING REGULATOR, 100 kHz SWITCHING FREQ-MAX, PDSO
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to 85?°C 7.5 A SWITCHING REGULATOR, 150 kHz SWITCHING FREQ-MAX, PSSO5
Step-Down Switching Regulator; Package: SO; No of Pins: 20; Temperature Range: 0&deg;C to  70&deg;C
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP

	PIC17C752-33_JW PIC17C752-08I/JW PIC17C752-08I/P P	Dual 2-Wide 2-3-Input OR-AND/OR-AND-Invert Gate; Package: SOEIAJ-16; No of Pins: 16; Container: Rail; Qty per Container: 50 高性能8位微控制器的CMOS存储
BBG ECL GATE OR/AND DUAL; Package: 20 LEAD PLLC; No of Pins: 20; Container: Tape and Reel; Qty per Container: 500 高性能8位微控制器的CMOS存储
IC-8-BIT CMOS MCU 集成电路8位CMOS微控制器
Replacement lens; Style: Replacement lens/domes; Color: Red/Yellow/Green/Blue; Diameter: 82mm square; Applicable Model: KJS(B); Material: Acrylic 高性能8位微控制器的CMOS存储
High-Performance 8-Bit CMOS EPROM Microcontrollers 高性能8位微控制器的CMOS存储
500kHz High Efficiency 3A Switching Regulator; Package: SO; No of Pins: 20; Temperature Range: 0°C to  70°C
OSC 3.3V SMT 7X5 CMOS
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to  85?°C
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; Number of Contacts:8; Connector Shell Size:13; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
	Microchip Technology, Inc.
Microchip Technology Inc.
http://

	AM2147-35PCB AM2147-70DC AM2147-70PC AM2147-70LC A	Dual Low Noise, Picoampere Bias Current, JFET Input Op Amp; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
500mA Negative Low Dropout Micropower Regulator; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
x1 SRAM
500mA Negative Low Dropout Micropower Regulator; Package: DD PAK; No of Pins: 5; Temperature Range: 0°C to  70°C
100kHz, 5A, 2.5A and 1.25A High Efficiency Switching Regulators; Package: DD PAK; No of Pins: 5; Temperature Range: 0°C to  70°C
100kHz, 5A, 2.5A and 1.25A High Efficiency Switching Regulators; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
Dual and Quad 25MHz, 600V/µs Op Amps; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
Dual and Quad 50MHz, 800V/µs Op Amps; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
500kHz High Efficiency 6A Switching Regulator; Package: TO-220; No of Pins: 7; Temperature Range: -40°C to  85°C
Dual and Quad 70MHz, 1000V/µs Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Dual and Quad Precision Rail-to-Rail Input and Output Op Amps; Package: SO; No of Pins: 14; Temperature Range: 0°C to  70°C
Dual Low Noise, Picoampere Bias Current, JFET Input Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Micropower DC/DC Converter Adjustable and Fixed 5V, 12V; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to  85?°C
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to 85?°C 射频放大
500mA Negative Low Dropout Micropower Regulator; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C x1的SRAM
	Advanced Micro Devices, Inc.
Rochester Electronics, LLC
Molex, Inc.

	AM21L49-70LC AM21L49-70DC AM2149-70DC AM2149-70PC 	1.5A, 500kHz Step-Down Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
1.5A, 500kHz Step-Down Switching Regulators; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Dual 100MHz Current Feedback Amplifiers; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Precision Reference; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
150MHz Video Multiplexers; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
150MHz, 250V/µs, AV>/=4 Operational Amplifier; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
4.5A, 500kHz Step-Down Switching Regulator; Package: DD PAK; No of Pins: 7; Temperature Range: -40°C to  85°C
14MHz, 7V/µs, Single Supply Dual and Quad Precision Op Amps; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
Single Supply RS232C Line Driver/Receiver(?????μ?o?RS232C ?o?????????¨???2???2??????)
14MHz, 7V/µs, Single Supply Dual and Quad Precision Op Amps; Package: PDIP; No of Pins: 14; Temperature Range: -40°C to  85°C
250kHz Low Supply Current High Efficiency 1.5A Switching Regulator; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
17µA Max, Dual and Quad, Single Supply, Precision Op Amps; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
17µA Max, Dual and Quad, Single Supply, Precision Op Amps; Package: PDIP; No of Pins: 14; Temperature Range: -40°C to  85°C
1.1A, 35MHz Current Feedback Amplifier (CFA); Package: TO-220; No of Pins: 7; Temperature Range: 0°C to  70°C
Dual and Quad 45MHz, 400V/µs Op Amps; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
28MHz, 12V/µs, Single Supply Dual and Quad Precision Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to  85?°C
Low Dropout Regulator; Package: TO-220; No of Pins: 5; Temperature Range: -40°C to  85°C
Precision Rail-to-Rail Input and Output Op Amp; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
250mA/60MHz Current Feedback Amplifier; Package: TO-220; No of Pins: 7; Temperature Range: 0°C to  70°C
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to 85?°C 射频放大
Precision Reference; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C x4的SRAM
x4 SRAM x4的SRAM
150MHz Video Multiplexers; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C x4的SRAM
23MHz, 50V/&#181;s, Single Supply Dual and Quad Precision Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C
250kHz Low Supply Current High Efficiency 1.5A Switching Regulator; Package: PDIP; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C
	Advanced Micro Devices, Inc.
Rochester Electronics, LLC
TT electronics Semelab, Ltd.
Glenair, Inc.

	LT1370CR LT1370CR-PBF LT1370-15 	500kHz High Efficiency
6A Switching Regulator
500kHz High Efficiency 6A Switching Regulator
	Linear Technology

	LT3431EFE 	High Voltage, 3A,500kHz Step-Down Switching Regulator
	Linear Technology

	LT3435 	High Voltage 3A & 500kHz Step-Down Switching Regulator
	Linear Technology

	NB632EL-LF-Z 	High Effeciency 4A, 24V, 500kHz Synchronous Step-down Converter
	MPS Industries, Inc.

	LT1371 LT1371CR LT1371CSW LT1371CT7 LT1371HV LT137	From old datasheet system
500kHz High Efficiency 3A Switching Regulator
	LINER[Linear Technology]

	MP28254 MP28254EL 	High Efficiency 4A, 21V, 500kHz Synchronous Step down Converter
	Monolithic Power Systems
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