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			LM1276 - 150 MHz I2C Compatible RGB Preamplifier with Internal 512 Character OSD ROM, 512 Character RAM and 4 DACs 
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			 Related Part Number
	
					PART	Description	Maker
	STV2001 	I2C SINGLE FREQUENCY DEFLECTION PROCESSOR AND 120 MHz RGB PREAMPLIFIER
	STMicroelectronics

	S1D2518X01 DS_S1D2518X01_V21A 	IIC BUS CONTROLLED R/G/B VIDEO AMPLIFIER FOR MONITORS
3-Channel RGB Video Pre Amp,IIC Bus Control,Half Tone,OSD Intensity,80MHz OSD input
From old datasheet system
I2C BUS CONTROLLED R/G/B VIDEO AMPLIFIER
	Samsung Electronic
Samsung semiconductor

	NCP5623C 	Triple Output I2C Controlled RGB LED Driver
	ON Semiconductor

	NCP5623BMUTBG NCP5623B 	Triple Output I2C Controlled RGB LED Driver
	ON Semiconductor

	HSI2CMOD 	Evaluates: HS I2C-Compatible Parts
Evaluates: HS I2C-Compatible Parts
	Maxim Integrated Products

	AD5259BCPZ50-R7 AD5259BRMZ50-R7 AD5259BRMZ5-R7 AD5	18 Bit, 1.25MSPS Single Channel Delta-Sigma ADC Single with FIFO 64-HTQFP -40 to 105 5K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO10
Nonvolatile, I2C-Compatible 256-Position, Digital Potentiometer 50K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, DSO10
Nonvolatile, I2C-Compatible 256-Position, Digital Potentiometer 5K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, DSO10
Nonvolatile, I2C-Compatible 256-Position, Digital Potentiometer 100K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO10
Nonvolatile, I2C-Compatible 256-Position, Digital Potentiometer 10K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, DSO10
Nonvolatile, I2C-Compatible 256-Position, Digital Potentiometer 100K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, DSO10
Nonvolatile, I2C-Compatible 256-Position, Digital Potentiometer 10K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO10
Nonvolatile, I2C-Compatible 256-Position, Digital Potentiometer 50K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO10
	Analog Devices, Inc.

	CS48520-CQZ CS48560-CQZ CS48560-DQZ 	Audio DSP IC; Series:CS48500; DSP Type:Floating Point; Package/Case:48-QFP; Leaded Process Compatible:Yes; MIPS:150; Operating Temp. Max:70 C; Operating Temp. Min:0 C; Supply Voltage Max:2.5V RoHS Compliant: Yes 0-BIT, 27 MHz, OTHER DSP, PQFP48
Audio DSP IC; Series:CS49500; DSP Type:Floating Point; Package/Case:48-QFP; Leaded Process Compatible:Yes; MIPS:150; Operating Temp. Max:70 C; Operating Temp. Min:0 C RoHS Compliant: Yes 0-BIT, 27 MHz, OTHER DSP, PQFP48
Audio DSP IC; Series:CS49500; DSP Type:Floating Point; Package/Case:48-QFP; Leaded Process Compatible:Yes; MIPS:150; Operating Temp. Max:85 C; Operating Temp. Min:-40 C RoHS Compliant: Yes 0-BIT, 27 MHz, OTHER DSP, PQFP48
	Cirrus Logic, Inc.

	AK8448 	6-Channel Linear Sensor compatible 10 Bit 40 MSPS x 3 Analog Pre-Processor
	Asahi Kasei Microsystems

	IR3531A-MTRPBF IR3531A-15 	4 1 Phase Dual Output Control IC Pre-bias compatible
Sink and source tracking capability
	International Rectifier

	ADL5322 	700 MHz TO 1000 MHz GaAs Matched RF PA Pre-Driver
	Analog Devices

	ADL5323 	1700 MHz to 2400 MHz GaAs Matched RF PA Pre-Driver
	AD

	EH3720ETTS-150.000M 	OSCILLATORS 20PPM -40 85 2.5V 4 150.000MHZ TS CMOS 5.0X3.2 4PAD SMD CRYSTAL OSCILLATOR, CLOCK, 150 MHz, LVCMOS OUTPUT
	Ecliptek, Corp.
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