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			 Related Part Number
	
					PART	Description	Maker
	CMRPRIW 	CONNECTORS, TEST RoHS Compliant: Yes RCA CONNECTOR
	L-com, Inc.

	YKC21-3116 	RCA, JACK
	JALCO Co., Ltd.

	RCA-27-1-X 	RCA JACK RIGHT ANGLE
	Adam Technologies, Inc.

	RCA-11-4-BBB 	RCA JACK 6 PORTS
	Adam Technologies, Inc.

	RF1-01A-D-00-50-WT 	RCA JACK SINGLE PORT
	Adam Technologies, Inc.

	152B 	Jack Socket; Plug Diameter:0.25; Contact Termination:Solder; Leaded Process Compatible:Yes; No. of Contacts:3; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes 6.3 MM AUDIO CONNECTOR, JACK
	Switchcraft, Inc.

	PCN10-90S-2.54WA PCN10-90S-2.54WB PCN10-50S-2.54WB	Product Compliant to DIN41612/IEC603-2 Standard 产品符合标准的DIN41612/IEC603-2
KPT 6C 6#20 PIN PLUG
KPT 6C 6#20 SKT PLUG
RF Coaxial Connector Adapter; Convert From:SMA Plug; Convert To:N Jack RoHS Compliant: Yes
CAP 220PF 50V CERAMIC MONO 5%
Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3120; No. of Contacts:39; Connector Shell Size:20; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No
KPT 18C 18#20 SKT PLUG
RF/Coaxial Connector; RF Coax Type:SMA; Body Style:Panel Flanged Jack; Series:SMA RoHS Compliant: Yes
	http://
HIROSE ELECTRIC Co., Ltd.
Hirose Electric USA, INC.

	R143780000 	ADAPTOR, TNC JACK-JACK TEE; Connector type A:TNC Male / Female; Connector type B:TNC Female; Material, contact:Beryllium Copper/Brass; Plating, contact:Gold over Nickel; Impedance:50R RoHS Compliant: Yes
	RADIALL S A

	28K506-500L5 	PANEL MOUNT, RF CONNECTOR, JACK ROHS COMPLIANT
	Rosenberger group

	E5544-YGL3L4-L 	TELECOM AND DATACOM CONNECTOR, JACK ROHS COMPLIANT
	Pulse Electronics, Corp.
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