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			ICL3232IBNZ-T - 1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SOIC T&amp;R DUAL LINE TRANSCEIVER, PDSO16 1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 20-TSSOP T&amp;R DUAL LINE TRANSCEIVER, PDSO20 1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-TSSOP T&amp;R DUAL LINE TRANSCEIVER, PDSO16 1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-TSSOP T&amp;R LINE TRANSCEIVER, PDSO16 1mA Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SSOP TRIPLE LINE TRANSCEIVER, PDSO28 1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 18-SOIC T&amp;R DUAL LINE TRANSCEIVER, PDSO18 1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-SSOP T&amp;R DUAL LINE TRANSCEIVER, PDSO20 1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R DUAL LINE TRANSCEIVER, PDSO16 1mA Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-TSSOP TRIPLE LINE TRANSCEIVER, PDSO28 5V High-Speed RS-232 Transceivers with 0.1uF Capacitors 1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-TSSOP T&amp;R 
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	Part No.	ICL3232IBNZ-T ICL3222CV-T ICL3232CV-T ICL3222CVZ-T ICL3221CV-T ICL3241IA ICL3222CB-T ICL3222IAZ-T ICL3232IV-T ICL3243CV ICL3232CBZ ICL3223IV-T ICL3221CVZ   

	Description	1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SOIC T&amp;R DUAL LINE TRANSCEIVER, PDSO16 
 1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 20-TSSOP T&amp;R DUAL LINE TRANSCEIVER, PDSO20
1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-TSSOP T&amp;R DUAL LINE TRANSCEIVER, PDSO16
1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-TSSOP T&amp;R LINE TRANSCEIVER, PDSO16
1mA Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SSOP TRIPLE LINE TRANSCEIVER, PDSO28
1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 18-SOIC T&amp;R DUAL LINE TRANSCEIVER, PDSO18
1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-SSOP T&amp;R DUAL LINE TRANSCEIVER, PDSO20
1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R DUAL LINE TRANSCEIVER, PDSO16
1mA Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-TSSOP TRIPLE LINE TRANSCEIVER, PDSO28
5V High-Speed RS-232 Transceivers with 0.1uF Capacitors
1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-TSSOP T&amp;R
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 			 Full text search : 1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SOIC T&amp;R DUAL LINE TRANSCEIVER, PDSO16 1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 20-TSSOP T&amp;R DUAL LINE TRANSCEIVER, PDSO20 1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-TSSOP T&amp;R DUAL LINE TRANSCEIVER, PDSO16 1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-TSSOP T&amp;R LINE TRANSCEIVER, PDSO16 1mA Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SSOP TRIPLE LINE TRANSCEIVER, PDSO28 1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 18-SOIC T&amp;R DUAL LINE TRANSCEIVER, PDSO18 1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-SSOP T&amp;R DUAL LINE TRANSCEIVER, PDSO20 1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R DUAL LINE TRANSCEIVER, PDSO16 1mA Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-TSSOP TRIPLE LINE TRANSCEIVER, PDSO28 5V High-Speed RS-232 Transceivers with 0.1uF Capacitors 1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-TSSOP T&amp;R   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	MAX3311 MAX3311CUB MAX3311EUB MAX3311-MAX3313 MAX3	5V High-Speed RS-232 Transceivers with 0.1uF Capacitors 5V的高速RS - 232收发器与0.1uF电容
460kbps, 1&#181;A Supply Current, RS-232-Compatible Transceivers in &#181;MAX LINE TRANSCEIVER, PDSO10
Quad LVDS Receiver with -4 to 5V Common-mode Range 16-TSSOP -40 to 85
Dual LVDS Receiver with -4 to 5V Common-mode Range 8-SOIC -40 to 85
460kbps, 1μA Supply Current, RS-232-Compatible Transceivers in μMAX
460kbps, 1A Supply Current, RS-232-Compatible Transceivers in MAX
" 460kbps, 1?A Supply Current, RS-232-Compatible Transceivers in ?MAX"
460kbps 1A Supply Current RS-232-Compatible Transceivers in MAX
460KBPS, 1ヌA SUPPLY CURRENT, RS-232-COMPATIBLE TRANSCEIVERS IN ヌMAX
460kbps, 1レA Supply Current, RS-232-Compatible Transceivers in レMAX
460kbps, 1µA Supply Current, RS-232-Compatible Transceivers in µMAX
460kbps / 1A Supply Current / RS-232-Compatible Transceivers in MAX
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	TX10005JASLPLNH TX1000 TX10005BASLPLNH TX10005CASL	1000 Watt. AC/DC power supply. Output voltage 2.5V, output current 200A
1000 Watt. AC/DC power supply. Output voltage 18.0V, output current 56A
1000 Watt. AC/DC power supply. Output voltage 24.0V, output current 42A
1000 Watt. AC/DC power supply. Output voltage 28.0V, output current 36A
1000 Watt. AC/DC power supply. Output voltage 3.3V, output current 182A
1000 Watt. AC/DC power supply. Output voltage 15.0V, output current 67A
1000 Watt. AC/DC power supply. Output voltage 48.0V, output current 21A
1000 Watt. AC/DC power supply. Output voltage 36.0V, output current 28A
1000 WATT AC/DC POWER SUPPLY
1000 Watt. AC/DC power supply. Output voltage 20.0V, output current 50A
	CANDD[C&D Technologies]

	ISL83239EI ISL83239EIA ISL83239EIV ISL83239EIA-T I	【15kV ESD Protected, 10nA Supply- Current, 3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers
15kV ESD Protected/ 10nA Supply- Current/ 3V to  5.5V/ 250kbps/ RS-232 Transmitters/Receivers
15kV ESD Protected 10nA Supply- Current 3V to  5.5V 250kbps RS-232 Transmitters/Receivers
±15kV ESD Protected, 10nA Supply- Current, 3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers
Octal Bus Transceivers With 3-State Outputs 20-PDIP -40 to 85
??5kV ESD Protected, 10nA Supply- Current, 3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers
	INTERSIL[Intersil Corporation]

	AM1S-0505S AM1S AM1S-1209S AM1S-0503S AM1S-1224S A	From old datasheet system
Voltage Regulator IC; Output Current:300mA; Output Voltage:1.8V; Package/Case:8-MSOP; Supply Voltage Max:6V; Current Rating:300mA; Leaded Process Compatible:No; Output Current Max:300mA; Output Voltage Max:1.8V
Voltage Regulator IC; Output Current:300mA; Output Voltage:3.3V; Package/Case:8-MSOP; Supply Voltage Max:6V; Current Rating:300mA; Leaded Process Compatible:No; Output Current Max:300mA; Output Voltage Max:3.3V
1 watt dc-dc converters 1瓦的DC - DC转换
Linear Voltage Regulator IC; Output Current Max:300mA; Supply Voltage Max:6V; Package/Case:8-MSOP; Current Rating:300mA; Leaded Process Compatible:No; Output Voltage Max:2.8V; Peak Reflow Compatible (260 C):No
Voltage Regulator IC; Package/Case:8-MSOP; Output Current:300mA; Output Voltage:2.5V; Supply Voltage Max:6V; Current Rating:300mA; Leaded Process Compatible:No; Output Current Max:300mA; Output Voltage Max:2.5V RoHS Compliant: No
	Aimtec
ETC
Electronic Theatre Controls, Inc.

	MAX3225EUP MAX3224ETP MAX3224EUP MAX3244EWI MAX322	1楼矛A Supply Current, 1Mbps, 3.0V to 5.5V, RS-232 Transceivers with AutoShutdown Plus
1渭A Supply Current, 1Mbps, 3.0V to 5.5V, RS-232 Transceivers with AutoShutdown Plus
1μA Supply Current, 1Mbps, 3.0V to 5.5V, RS-232 Transceivers with AutoShutdown Plus
	Maxim Integrated Products
Maxim Integrated Produc...

	145406 MC145406SD 	Driver/Receiver(EIA 232-E and CCITT V.28(Formerly RS-232-D)
UltraLow-Supply Current/Supply-Voltage Supervisory Circuits 6-SOT-23 -40 to 85
	Motorola, Inc.

	M29F040 M295V040-120N6R M295V040-120XK6R M295V040-	Excalibur Low-Noise High-Speed JFET-Input Dual Operational Amplifier 8-SOIC
JFET-Input Low Power High Drive Quad Operational Amplifier 14-CFP -55 to 125
JFET-Input Low Power High Drive Quad Operational Amplifier 14-SOIC 4兆位512KB的8，统一座单电源闪存
JFET-Input High Speed Low Noise Single Operational Amplifier 8-CDIP -55 to 125 4兆位512KB的8，统一座单电源闪存
Switch Mode Power Supply; Series:ZWS; Output Voltage:48VDC; Output Power Max:302.4W; Output Current:6.3A; Number of Outputs:1; Approval Bodies:UL, CSA, CE; Input Current Max:4A; Input Current Min:2A; Supply Voltage Max:265VAC 4兆位512KB的8，统一座单电源闪存
Switch Mode Power Supply; Series:ZWS; Output Voltage:36VDC; Output Power Max:302.4W; Output Current:8.4A; Number of Outputs:1; Leaded Process Compatible:No; Approval Bodies:UL, CSA, CE; Input Current Max:4A; Input Current Min:2A 4兆位512KB的8，统一座单电源闪存
Excalibur Low-Noise High-Speed JFET-Input Operational Amplifier 8-SOIC 4兆位512KB的8，统一座单电源闪存
Switch Mode Power Supply; Series:ZWS; Output Voltage:12VDC; Output Power Max:15W; Output Current:1.25A; Number of Outputs:1; Supply Voltage Max:265VAC; Supply Voltage Min:85VAC 4兆位512KB的8，统一座单电源闪存
JFET-Input Low Power High Drive Quad Operational Amplifier 14-CDIP -55 to 125 4兆位512KB的8，统一座单电源闪存
4 Mbit 512Kb x8, Uniform Block Single Supply Flash Memory 4兆位512KB的8，统一座单电源闪存
Switch Mode Power Supply; Series:ZWS; Output Voltage:24VDC; Output Power Max:300W; Output Current:12.5A; Number of Outputs:1; Approval Bodies:UL, CSA, CE; Input Current Max:4A; Input Current Min:2A; Supply Voltage Max:265VAC
Switch Mode Power Supply; Series:ZWS; Output Voltage:48VDC; Output Power Max:206.4W; Output Current:4.3A; Number of Outputs:1; Approval Bodies:UL, CSA, CE; Input Current Max:2.8A; Input Current Min:1.4A; Supply Voltage Max:265VAC
PSU, OPEN FRAME, 150W, 12V; Voltage, output:12V; Current, output:12.5A; Power rating:150W; Voltage, supply min:85V; Voltage, supply max:265V; Length / Height, external:40mm; Width, external:75mm; Depth, external:222mm; Frequency, RoHS Compliant: Yes
Switch Mode Power Supply; Series:ZWS; Output Voltage:24VDC; Output Power Max:201.6W; Output Current:8.4A; Number of Outputs:1; Approval Bodies:UL, CSA, CE; Input Current Max:2.8A; Input Current Min:1.4A; Supply Voltage Max:265VAC
POWER SUPPLY, 150 WATTS
Switch Mode Power Supply; Series:ZWS; Output Voltage:36VDC; Output Power Max:201.6W; Output Current:5.6A; Number of Outputs:1; Approval Bodies:UL, CSA, CE; Input Current Max:2.8A; Input Current Min:1.4A; Supply Voltage Max:265VAC
JFET-Input Low Power High Drive Quad Operational Amplifier 20-LCCC -55 to 125
4 Mbit 512Kb x8 / Uniform Block Single Supply Flash Memory
	STMicroelectronics N.V.
意法半导
ST Microelectronics

	DAN803 DAP803 DA4148 DA4148A DA4148K 	Switch Mode Power Supply; Output Power:10W; No. of Outputs:2; Output 1 VDC  :12VDC; Output Current 1:0.45A; Output 2 VDC -:12VDC; Power Supply Mounting:PC Board; Leaded Process Compatible:No; Output Current:0.45A RoHS Compliant: Yes
Small Signal Diode Arrays
	DIOTEC SEMICONDUCTOR AG
DIOTEC[Diotec Semiconductor]
Diotec Elektronische

	CA506 SST511 CA508 SST509 SST508 SST510 SST506 SST	Voltage Regulator IC; Output Current:500mA; Output Voltage:2.8V; Package/Case:8-MLP33; Supply Voltage Max:6V; Current Rating:500mA; Leaded Process
Current Regulator Diode
	Calogic  LLC
CALOGIC[Calogic LLC]
CALOGIC[Calogic, LLC]

	AM91L50-20LC AM91L50-20LCB AM91L50-25DC AM91L50-25	1024 x 4 High-Speed Static R/W RAM
Standard Thick Film Chip Resistor: 10 ohms through 1 megohm, 1 %, 100 ppm, .100 W
External Plug-In Power Supply; Series:FW18; Output Voltage:18V; Output Power Max:18W; Output Current:1A; No. of Outputs:1; Input Current:1.00A; Leaded Process Compatible:Yes; Size:85x 33 x 50 mm; Supply Voltage Max:240VAC RoHS Compliant: Yes
External Plug-In Power Supply; Series:FW18; Output Voltage:12V; Output Power Max:18W; Output Current:1.5A; No. of Outputs:1; Input Current:1.50A; Leaded Process Compatible:Yes; Size:85x 33 x 50 mm; Supply Voltage Max:240VAC RoHS Compliant: Yes
External Plug-In Power Supply; Series:FW18; Output Voltage:18V; Output Power Max:18W; Output Current:1A; No. of Outputs:1; Input Current:1.00A; Size:85x 33 x 50 mm; Supply Voltage Max:240VAC; Supply Voltage Min:100VAC RoHS Compliant: Yes
External Plug-In Power Supply; Series:FW18; Output Voltage:24V; Output Power Max:18W; Output Current:0.75A; No. of Outputs:1; Input Current:0.75A; Size:85x 33 x 50 mm; Supply Voltage Max:240VAC; Supply Voltage Min:100VAC RoHS Compliant: Yes
1024x4 High-Speed Static R/W RAM 1K X 4 STANDARD SRAM, 45 ns, CDIP24
1024x4 High-Speed Static R/W RAM 1K X 4 STANDARD SRAM, 45 ns, CQCC28
1024x4 High-Speed Static R/W RAM 1K X 4 STANDARD SRAM, 35 ns, CDIP24
1024x4 High-Speed Static R/W RAM 1K X 4 STANDARD SRAM, 35 ns, CQCC28
1024x4 High-Speed Static R/W RAM 1024x4高速静电读/写内
1024x4 High-Speed Static R/W RAM 1K X 4 STANDARD SRAM, 25 ns, CDIP24
	AMD[Advanced Micro Devices]
Advanced Micro Devices, Inc.
ADVANCED MICRO DEVICES INC
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