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			 Related Part Number
	
					PART	Description	Maker
	SPS-2385W-D285G SPS-2385W-D465G SPS-2385W-D200G SP	10.3 Gbps / 80 km / 50 GHz DWDM Digital Diagnostic LC
	Optoway Technology Inc

	TXP1XGGI2E00025G TXP1XGGI2E00033G TXP1XGGI2I00025G	Multi-rate 10-Gigabit DWDM 40km XFP Transceivers with Digital Diagnostics
	OPLINK Communications Inc.

	SPM-8100WG 	3.3V / 850 nm / 4.25 Gbps Digital Diagnostic Digital Diagnostic SFP LC Multi-Mode TRANSCEIVER
	Optoway Technology Inc.

	NX8563LF646-BA NX8563LB646-BA NX8563LB6040-BA NX85	CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1564.67 nm. Frequency 191.60 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1564.67 nm. Frequency 191.60 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1604.02 nm. Frequency 186.90 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1604.88 nm. Frequency 186.80 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1559.78 nm. Frequency 192.20 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1529.55 nm. Frequency 196.00 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1590.41 nm. Frequency 188.50 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1602.31 nm. Frequency 187.10 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1538.07 nm. Frequency 194.80 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1553.32 nm. Frequency 193.00 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1581.18 nm. Frequency 189.60 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1581.18 nm. Frequency 189.60 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1587.04 nm. Frequency 188.90 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1569.59 nm. Frequency 191.00 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1597.18 nm. Frequency 187.70 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1598.04 nm. Frequency 187.60 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1592.94 nm. Frequency 188.20 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1592.10 nm. Frequency 188.30 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1599.74 nm. Frequency 187.40 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1574.54 nm. Frequency 190.40 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1571.23 nm. Frequency 190.80 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1572.88 nm. Frequency 190.60 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1567.95 nm. Frequency 191.20 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1607.46 nm. Frequency 186.50 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1607.46 nm. Frequency 186.50 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1582.01 nm. Frequency 189.50 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1582.85 nm. Frequency 189.40 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1582.01 nm. Frequency 189.50 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1582.85 nm. Frequency 189.40 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1584.52 nm. Frequency 189.20 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1584.52 nm. Frequency 189.20 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1583.69 nm. Frequency 189.30 THz. FC-PC connector. Anode floating.
	NEC

	ADN2841ACP-48-RL ADN2841ACP-32-RL7 ADN2841 ADN2841	7V; dual-loop 50Mbps-2.7Gbps laser diode driver. For DWDM dual MPD wavelength fixing, SONET OC-1/3/12/48, SDH STM-1/4/16, fiber channel, gigabit ethernet
N/A
Circular Connector; No. of Contacts:21; Series:LJT06R; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:23; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:23-21
Dual-Loop 50 Mbps.2.7 Gbps Laser Diode Driver SPECIALTY INTERFACE CIRCUIT, QCC32
Dual-Loop 50 Mbps.2.7 Gbps Laser Diode Driver SPECIALTY INTERFACE CIRCUIT, QCC48
	AD[Analog Devices]
Analog Devices, Inc.

	ADN4604-EVALZ ADN4604 ADN4604ASVZ ADN4604ASVZ-RL A	4.25 Gbps, 16 × 16, Digital Crosspoint Switch
4.25 Gbps, 16 隆驴 16, Digital Crosspoint Switch
	Analog Devices

	AD8156 AD8156ABCZ AD8156-EVALZ AD8156-15 	25 Gbps, 4 × 4, Digital Crosspoint Switch with EQ
6.25 Gbps 4】4 Digital Crosspoint Switch with EQ
6.25 Gbps 4×4 Digital Crosspoint Switch with EQ
	AD[Analog Devices]

	SPS-4170WG-2015 	8.5 Gbps Digital Diagnostic SFP  LC SINGLE-MODE TRANSCEIVER
	Optoway Technology Inc

	SPS-8380W-CXX0G 	3.3V / CWDM / 4.25 Gbps Digital Diagnostic LC SFP SINGLE-MODE TRANSCEIVER
	Optoway Technology Inc.

	SPS-93100W-CXX0G08 SPS-93100W-CXX0G 	3.3V / CWDM/ 2.5 Gbps Digital Diagnostic SFP LC SINGLE-MODE TRANSCEIVER
	Optoway Technology Inc
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