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			CA1768PF-1PF500V - CAPACITOR, MICA, 500 V, 0.0000068 uF, THROUGH HOLE MOUNT AXIAL LEADED CAPACITOR, MICA, 1000 V, 0.0000068 uF, THROUGH HOLE MOUNT AXIAL LEADED CAPACITOR, MICA, 1000 V, 0.0000047 uF, THROUGH HOLE MOUNT AXIAL LEADED CAPACITOR, MICA, 5000 V, 0.000068 uF, THROUGH HOLE MOUNT AXIAL LEADED CAPACITOR, MICA, 1000 V, 0.000015 uF, THROUGH HOLE MOUNT AXIAL LEADED CAPACITOR, MICA, 1000 V, 0.00068 uF, THROUGH HOLE MOUNT AXIAL LEADED CAPACITOR, MICA, 1000 V, 0.00047 uF, THROUGH HOLE MOUNT AXIAL LEADED CAPACITOR, MICA, 300 V, 0.001 uF, THROUGH HOLE MOUNT AXIAL LEADED CAPACITOR, MICA, 1000 V, 0.0012 uF, THROUGH HOLE MOUNT AXIAL LEADED CAPACITOR, MICA, 1000 V, 0.0039 uF, THROUGH HOLE MOUNT AXIAL LEADED CAPACITOR, MICA, 1000 V, 0.000012 uF, THROUGH HOLE MOUNT AXIAL LEADED CAPACITOR, MICA, 500 V, 0.0068 uF, THROUGH HOLE MOUNT AXIAL LEADED CAPACITOR, MICA, 1000 V, 0.0027 uF, THROUGH HOLE MOUNT AXIAL LEADED CAPACITOR, MICA, 1000 V, 0.00056 uF, THROUGH HOLE MOUNT AXIAL LEADED CAPACITOR, MICA, 1000 V, 0.0018 uF, THROUGH HOLE MOUNT AXIAL LEADED 
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	Part No.	CA176.8PF/-1PF500V CA186.8PF/-0.5PF1000V CA184.7PF/-0.5PF1000V CA168PF/-105000V CA1815PF/-101000V CA1680PF/-101000V CA1470PF/-101000V CA171000PF/-10300V CA11200PF/-101000V CA13900PF/-101000V CA1812PF/-101000V CA16800PF/-10500V CA12700PF/-101000V CA1560PF/-101000V CA11800PF/-101000V CA186.8PF/-1PF1000V   

	Description	CAPACITOR, MICA, 500 V, 0.0000068 uF, THROUGH HOLE MOUNT AXIAL LEADED 
 CAPACITOR, MICA, 1000 V, 0.0000068 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 1000 V, 0.0000047 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 5000 V, 0.000068 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 1000 V, 0.000015 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 1000 V, 0.00068 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 1000 V, 0.00047 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 300 V, 0.001 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 1000 V, 0.0012 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 1000 V, 0.0039 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 1000 V, 0.000012 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 500 V, 0.0068 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 1000 V, 0.0027 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 1000 V, 0.00056 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 1000 V, 0.0018 uF, THROUGH HOLE MOUNT AXIAL LEADED
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						Maker	
						

						 Lattice Semiconductor, Corp. 
 SPC Technology
IRC Advanced Film
Hokuriku Electric Industry Co., Ltd.
TE Connectivity, Ltd.
ITT Interconnect Solutions
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 			 Full text search : CAPACITOR, MICA, 500 V, 0.0000068 uF, THROUGH HOLE MOUNT AXIAL LEADED CAPACITOR, MICA, 1000 V, 0.0000068 uF, THROUGH HOLE MOUNT AXIAL LEADED CAPACITOR, MICA, 1000 V, 0.0000047 uF, THROUGH HOLE MOUNT AXIAL LEADED CAPACITOR, MICA, 5000 V, 0.000068 uF, THROUGH HOLE MOUNT AXIAL LEADED CAPACITOR, MICA, 1000 V, 0.000015 uF, THROUGH HOLE MOUNT AXIAL LEADED CAPACITOR, MICA, 1000 V, 0.00068 uF, THROUGH HOLE MOUNT AXIAL LEADED CAPACITOR, MICA, 1000 V, 0.00047 uF, THROUGH HOLE MOUNT AXIAL LEADED CAPACITOR, MICA, 300 V, 0.001 uF, THROUGH HOLE MOUNT AXIAL LEADED CAPACITOR, MICA, 1000 V, 0.0012 uF, THROUGH HOLE MOUNT AXIAL LEADED CAPACITOR, MICA, 1000 V, 0.0039 uF, THROUGH HOLE MOUNT AXIAL LEADED CAPACITOR, MICA, 1000 V, 0.000012 uF, THROUGH HOLE MOUNT AXIAL LEADED CAPACITOR, MICA, 500 V, 0.0068 uF, THROUGH HOLE MOUNT AXIAL LEADED CAPACITOR, MICA, 1000 V, 0.0027 uF, THROUGH HOLE MOUNT AXIAL LEADED CAPACITOR, MICA, 1000 V, 0.00056 uF, THROUGH HOLE MOUNT AXIAL LEADED CAPACITOR, MICA, 1000 V, 0.0018 uF, THROUGH HOLE MOUNT AXIAL LEADED   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	29160B910JO0 29160B331JO0 29120B243JO0 29110B823JO	Silver Mica Capacitor; Capacitance:10000pF; Capacitance Tolerance: 5%; Series:291; Voltage Rating:4000VDC; Capacitor Dielectric Material:Mica; Termination:Screw; Working Voltage, DC:4000V CAPACITOR, MICA, 0.01 uF, CHASSIS MOUNT
CAPACITOR, MICA, 0.0075 uF, CHASSIS MOUNT
CAPACITOR, MICA, 0.00075 uF, CHASSIS MOUNT
CAPACITOR, MICA, 0.075 uF, CHASSIS MOUNT
CAPACITOR, MICA, 0.000075 uF, CHASSIS MOUNT
High-Voltage Mica Capacitors Cylindrical Case, High-Current and High-Voltage Circuits
   High-Voltage Mica Capacitors Cylindrical Case, High-Current and High-Voltage Circuits
	Cornell Dubilier Electronics, Inc.
http://
Cornell Dubilier Electr...

	DDTD143TC DDTD143EC DDTD143EC-7 DDTD123EC DDTD123E	From old datasheet system
NPN PRE-BIASED 500 mA SOT-23 SURFACE MOUNT TRANSISTOR 500 mA, 40 V, NPN, Si, SMALL SIGNAL TRANSISTOR
Silver Mica Capacitor; Capacitance:10pF; Capacitance Tolerance: 5%; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
	DIODES[Diodes Incorporated]
Diodes, Inc.

	DDTBLO-R1U DDTB122TU-7 DDTB142JU-7 DDTB122LU-7 DDT	From old datasheet system
PNP PRE-BIASED 500 mA SOT-323 SURFACE MOUNT TRANSISTOR
Silver Mica Capacitor; Capacitance:62pF; Capacitance Tolerance: /- 5%; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:75VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:27000uF RoHS Compliant: Yes
	DIODES[Diodes Incorporated]
Diodes Inc.

	2MBI150PC-140 	Silver Mica Capacitor; Capacitance:33pF; Capacitance Tolerance: /- 5%; Series:CM05; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
IGBT MODULE ( P-Series )
	FUJI ELECTRIC HOLDINGS CO., LTD.

	XE0052T2 XE0052S XE0052S1 XE0052S2 XE0052T1 E0052S	Silver Mica Capacitor; Capacitance:300pF; Capacitance Tolerance: /- 1%; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
From old datasheet system
Slim V.34 Telephone Line Interface with 2/4 Wire Hybrid
	Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers

	MCH38FM560J MCHN38FM560J 	MICA CHIP CAPACITANCE=56 VOLT=4000 CAPACITOR, MICA, 4000 V, 0.000056 uF, SURFACE MOUNT, 3838
	Cornell Dubilier Electronics, Inc.

	LMU112JC50 LMU112PC50 LMU112 LMU112JC25 LMU112PC25	Silver Mica Capacitor; Capacitance:22pF; Capacitance Tolerance: /- 5%; Series:CD15; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
12 x 12-bit Parallel Multiplier 12-BIT, DSP-MULTIPLIER, PDIP48
	http://
LODEV[LOGIC Devices Incorporated]
Logic Devices, Inc.

	D2MC D2MC-5HL D2MC-01E D2MC-01EL D2MC-01F D2MC-01F	Low-torque Basic Switch
Silver Mica Capacitor; Capacitance:120pF; Capacitance Tolerance: /- 5%; Series:CM05; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
MICA RoHS Compliant: No
Silver Mica Capacitor; Capacitance:150pF; Capacitance Tolerance: /- 5%; Series:CM05; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:390pF; Capacitance Tolerance: /- 5%; Series:CM05; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
	http://
OMRON[Omron Electronics LLC]
ETC

	M37272MA-309SP M37272M8-131SP M37272MA-052SP M3727	   SINGLE-CHIP 8-BIT CMOS MICROCOMPUTER with CLOSED CAPTION DECODER and ON-SCREEN DISPLAY CONTROLLER
Single Chip 8 Bits Microcomputer(8位单片机) 单芯位单片机位单片机
Silver Mica Capacitor; Capacitance:10pF; Capacitance Tolerance: 0.5pF; Series:CM04; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
	Mitsubishi Electric Sem...
Mitsubishi Electric Corporation

	SFH320 SFH320-3 SFH320-4 SFH320F SFH320F-3 SFH320F	NPN-Silizium-Fototransistor im SMT TOPLEDa-Gehause Silicon NPN Phototransistor in SMT TOPLEDa-Package  Silizium - Fototransistor即时贴片TOPLEDa - Geh锓硅npn型光电晶体管的表面贴装TOPLEDa，包
Silver Mica Capacitor; Capacitance:35pF; Capacitance Tolerance: 5%; Series:MIN; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Package/Case:Surface Mount (SMD, SMT); Termination:SMD; Leaded Process Compatible:Yes RoHS Compliant: Yes
From old datasheet system
	SIEMENS[Siemens Semiconductor Group]
SIEMENS AG

	BL-XA1361-F7 BL-XF0361-F7 BL-XJB361-F7 BL-XJD361-F	AXIAL LED LAMPS WITH GULL WING LEAD 轴向LED节能灯带鸥翼
Rotary Switch; Contact Current Max:6A; No. of Poles:4; No. of Switch Positions:3; Indexing:30 ; Switch Terminals:Solder Lug RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:33pF; Capacitance Tolerance: /- 5%; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
D-Subminiature Connector; No. of Contacts:9; D Sub Shell Size:DB9; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
	Yellow Stone, Corp.
早安股份有限公司
Yellow Stone Corp
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