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	Part: NJU7018R-TE1
	Maker: JRC
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			 Related Part Number
	
					PART	Description	Maker
	NE521DR2G 	High&#8722;Speed Dual&#8722;Differential Comparator/Sense Amp DUAL COMPARATOR, 10000 uV OFFSET-MAX, 9.6 ns RESPONSE TIME, PDSO14
	ON Semiconductor

	NJM2082 NJM2082D NJM2082L NJM2082M NJM2082V NJM208	DUAL OP-AMP, 10000 uV OFFSET-MAX, 5 MHz BAND WIDTH, PDSO8
DUAL J-FET INPUT OPERATIONAL AMPLIFIER
	NJRC[New Japan Radio]

	OPA2541AM-B1 	DUAL OP-AMP, 10000 uV OFFSET-MAX, 1.6 MHz BAND WIDTH, MBFM2 TO-3, 8 PIN
	Chipcon

	LT1014ACJPBF LT1014ACJTRPBF LT1013ACHTRPBF LT1013A	QUAD OP-AMP, 270 uV OFFSET-MAX, CDIP14
DUAL OP-AMP, 240 uV OFFSET-MAX, MBCY8
DUAL OP-AMP, 240 uV OFFSET-MAX, CDIP8
DUAL OP-AMP, 240 uV OFFSET-MAX, PDIP8
   Quad Precision Op Amp (LT1014) Dual Precision Op Amp (LT1013)
	LINEAR TECHNOLOGY CORP
Linear Dimensions Semic...

	AD8036ACHIPS AD8036-EB AD8037ARZ AD8037ANZ 	Low Distortion, Wide Bandwidth Voltage Feedback Clamp Amps OP-AMP, 10000 uV OFFSET-MAX, PDIP8
Low Distortion, Wide Bandwidth Voltage Feedback Clamp Amps OP-AMP, 10000 uV OFFSET-MAX, PDSO8
	Analog Devices, Inc.

	AD708 AD708SH/883B AD708JGRADECHIPS AD708SGRADECHI	   Ultralow Offset Voltage Dual Op Amp
Ultralow Offset Voltage Dual Op Amp DUAL OP-AMP, 65 uV OFFSET-MAX, 0.9 MHz BAND WIDTH, MBCY8
Ultralow Offset Voltage Dual Op Amp DUAL OP-AMP, 65 uV OFFSET-MAX, 0.9 MHz BAND WIDTH, CDIP8
	ANALOG DEVICES INC
Analog Devices, Inc.

	LT1124IS8TRPBF LT1124IS8-1TRPBF LINEARTECHNOLOGYCO	Dual/Quad Low Noise, High Speed Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C DUAL OP-AMP, 200 uV OFFSET-MAX, 12.5 MHz BAND WIDTH, PDSO8
DUAL OP-AMP, 170 uV OFFSET-MAX, 12.5 MHz BAND WIDTH, PDSO8
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP
Linear Dimensions Semic...

	LH0032 LH0032CG LH0032G 	Ultra Fast FET-Input Operational Amplifier OP-AMP, 10000 uV OFFSET-MAX, 70 MHz BAND WIDTH, BCY12
	Calogic  LLC
CALOGIC[Calogic LLC]
CALOGIC[Calogic, LLC]

	LT1169CN8PBF 	Dual Low Noise, Picoampere Bias Current, JFET Input Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C DUAL OP-AMP, 4000 uV OFFSET-MAX, 4 MHz BAND WIDTH, PDIP8
	Linear Technology, Corp.

	LT1002A LT1002ACNPBF 	Dual, Matched Precision Operational Amplifier; Package: PDIP; No of Pins: 14; Temperature Range: 0&deg;C to  70&deg;C DUAL OP-AMP, 100 uV OFFSET-MAX, 0.8 MHz BAND WIDTH, PDIP14
Dual, Matched Precision Op Amp
	Linear Technology, Corp.

	LT1462CS8TRPBF 	Dual/Quad Micropower, 260&#181;W C-Load Picoampere Bias Current JFET Input Op Amps; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C DUAL OP-AMP, 2800 uV OFFSET-MAX, 0.14 MHz BAND WIDTH, PDSO8
	Linear Technology, Corp.
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