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			SR-5F-1A-AP - PC Board Fuse; Current Rating:400mA-10A; Voltage Rating:250V; Fuse Terminals:Radial Lead; Fuse Size/Group:Subminiature; Fuse Type:Fast Acting; Interrupting Current Max:50A; Packaging:Bulk FAST BLOW ELECTRIC FUSE, 1A, 250VAC, 50A (IR), THROUGH HOLE PC Board Fuse; Current Rating:400mA-10A; Voltage Rating:250V; Fuse Terminals:Radial Lead; Fuse Size/Group:Subminiature; Fuse Type:Fast Acting; Interrupting Current Max:50A; Packaging:Bulk FAST BLOW ELECTRIC FUSE, 3.15A, 250VAC, 50A (IR), THROUGH HOLE PC Board Fuse; Current Rating:400mA-10A; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Size/Group:Subminiature; Fuse Type:Fast Acting; Interrupting Current Max:50A; Packaging:Bulk FAST BLOW ELECTRIC FUSE, 8A, 125VAC, 50A (IR), THROUGH HOLE PC Board Fuse; Current Rating:400mA-10A; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Size/Group:Subminiature; Fuse Type:Fast Acting; Interrupting Current Max:50A; Packaging:Bulk FAST BLOW ELECTRIC FUSE, 6.3A, 125VAC, 50A (IR), THROUGH HOLE PC Board Fuse; Current Rating:400mA-10A; Voltage Rating:250V; Fuse Terminals:Radial Lead; Fuse Size/Group:Subminiature; Fuse Type:Fast Acting; Interrupting Current Max:50A; Packaging:Bulk FAST BLOW ELECTRIC FUSE, 2A, 250VAC, 50A (IR), THROUGH HOLE FAST BLOW ELECTRIC FUSE, 1.6A, 250VAC, 50A (IR), THROUGH HOLE 
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	Part No.	SR-5F-1A-AP SR-5F-3.15A-AP SR-5F-8A-AP SR-5F-6.3A-AP SR-5F-2A-BK COOPERINDUSTRIES-SR-5F-4A-AP1 SR-5F-1.6A-BK2 SR-5F-10A-BK   

	Description	PC Board Fuse; Current Rating:400mA-10A; Voltage Rating:250V; Fuse Terminals:Radial Lead; Fuse Size/Group:Subminiature; Fuse Type:Fast Acting; Interrupting Current Max:50A; Packaging:Bulk FAST BLOW ELECTRIC FUSE, 1A, 250VAC, 50A (IR), THROUGH HOLE 
 PC Board Fuse; Current Rating:400mA-10A; Voltage Rating:250V; Fuse Terminals:Radial Lead; Fuse Size/Group:Subminiature; Fuse Type:Fast Acting; Interrupting Current Max:50A; Packaging:Bulk FAST BLOW ELECTRIC FUSE, 3.15A, 250VAC, 50A (IR), THROUGH HOLE
PC Board Fuse; Current Rating:400mA-10A; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Size/Group:Subminiature; Fuse Type:Fast Acting; Interrupting Current Max:50A; Packaging:Bulk FAST BLOW ELECTRIC FUSE, 8A, 125VAC, 50A (IR), THROUGH HOLE
PC Board Fuse; Current Rating:400mA-10A; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Size/Group:Subminiature; Fuse Type:Fast Acting; Interrupting Current Max:50A; Packaging:Bulk FAST BLOW ELECTRIC FUSE, 6.3A, 125VAC, 50A (IR), THROUGH HOLE
PC Board Fuse; Current Rating:400mA-10A; Voltage Rating:250V; Fuse Terminals:Radial Lead; Fuse Size/Group:Subminiature; Fuse Type:Fast Acting; Interrupting Current Max:50A; Packaging:Bulk FAST BLOW ELECTRIC FUSE, 2A, 250VAC, 50A (IR), THROUGH HOLE
FAST BLOW ELECTRIC FUSE, 1.6A, 250VAC, 50A (IR), THROUGH HOLE
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 			 Full text search : PC Board Fuse; Current Rating:400mA-10A; Voltage Rating:250V; Fuse Terminals:Radial Lead; Fuse Size/Group:Subminiature; Fuse Type:Fast Acting; Interrupting Current Max:50A; Packaging:Bulk FAST BLOW ELECTRIC FUSE, 1A, 250VAC, 50A (IR), THROUGH HOLE PC Board Fuse; Current Rating:400mA-10A; Voltage Rating:250V; Fuse Terminals:Radial Lead; Fuse Size/Group:Subminiature; Fuse Type:Fast Acting; Interrupting Current Max:50A; Packaging:Bulk FAST BLOW ELECTRIC FUSE, 3.15A, 250VAC, 50A (IR), THROUGH HOLE PC Board Fuse; Current Rating:400mA-10A; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Size/Group:Subminiature; Fuse Type:Fast Acting; Interrupting Current Max:50A; Packaging:Bulk FAST BLOW ELECTRIC FUSE, 8A, 125VAC, 50A (IR), THROUGH HOLE PC Board Fuse; Current Rating:400mA-10A; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Size/Group:Subminiature; Fuse Type:Fast Acting; Interrupting Current Max:50A; Packaging:Bulk FAST BLOW ELECTRIC FUSE, 6.3A, 125VAC, 50A (IR), THROUGH HOLE PC Board Fuse; Current Rating:400mA-10A; Voltage Rating:250V; Fuse Terminals:Radial Lead; Fuse Size/Group:Subminiature; Fuse Type:Fast Acting; Interrupting Current Max:50A; Packaging:Bulk FAST BLOW ELECTRIC FUSE, 2A, 250VAC, 50A (IR), THROUGH HOLE FAST BLOW ELECTRIC FUSE, 1.6A, 250VAC, 50A (IR), THROUGH HOLE   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	STK12C68-IM STK12C68-L45IM STK12C68-L35IM STK12C68	NVRAM (EEPROM Based) NVRAM中（EEPROM的基础
Fuse Holder; Mounting Type:PC Board; Body Material:Thermoplastic; Contact Material:Beryllium Copper; Contact Plating:Tin; Current Rating:3.5A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:154
Fuse Holder; Mounting Type:PC Board; Body Material:Thermoplastic; Contact Material:Beryllium Copper; Contact Plating:Tin; Current Rating:1.5A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:154
Fuse Holder; Mounting Type:PC Board Surface Mount; Body Material:Thermoplastic; Contact Material:Beryllium Copper; Contact Plating:Tin; Current Rating:1.5A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Fuse Holder; Body Material:Thermoplastic; Current Rating:3A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:154; Contact Material:Beryllium Copper; Contact Plating:Tin; Mounting Type:PC Board RoHS Compliant: Yes
Fuse Holder; Body Material:Thermoplastic; Current Rating:5A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:154; Contact Material:Beryllium Copper; Contact Plating:Tin; Mounting Type:PC Board RoHS Compliant: Yes
FUSE 5A LITTLEFUSE 154005
CMOS nvSRAM 8K x 8 AutoStore Nonvolatile Static RAM Industrial Temperature/Military Screen
	N.A.
ETC[ETC]
List of Unclassifed Manufacturers

	BC859C BC860B BC860C BC859 BC859_860_4 BC860 BC859	High Speed CMOS Logic 14-Stage Binary Counter with Oscillator 16-SOIC -55 to 125
From old datasheet system
PNP general purpose transistors
Leaded Cartridge Fuse; Current Rating:500mA; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Type:Fast Acting; Voltage Rating:125V; Body Material:Plastic Cap; Diameter:6.35mm; Leaded Process Compatible:Yes; Length:8.89mm RoHS Compliant: Yes
FUSE, SLO-BLO, .25A,250V,5X20MM
TRANSISTOR SOT-323
	NXP Semiconductors
Philips Semiconductors

	2030.0014 2030.0026 	Subminiature PCB Fuse; Solderable or plugable into fuse holder; copper Tin plated terminals; Voltage Rating: 125V; Current Rating: 0.315A; Characteristic: Time Lag VERY FAST BLOW ELECTRIC FUSE, 0.315A, 125VAC, 125VDC, 50A (IR), THROUGH HOLE
Subminiature PCB Fuse; Solderable or plugable into fuse holder; copper Tin plated terminals; Voltage Rating: 125V; Current Rating: 3.15A; Characteristic: Time Lag VERY FAST BLOW ELECTRIC FUSE, 3.15A, 125VAC, 125VDC, 50A (IR), THROUGH HOLE
	SCHURTER AG

	3404.0044.XX 3404.0019.XX 3404.0014.XX 3404.0043.X	FAST BLOW ELECTRIC FUSE, 6.3A, 125VAC, 125VDC, 100A (IR), SURFACE MOUNT
FUSE, SMD, 125V, 8A; Current, fuse rating:8A; Voltage rating, AC:125V; Fuse type, blowing characteristic:Quick Acting F RoHS Compliant: Yes FAST BLOW ELECTRIC FUSE, 8A, 125VAC, 125VDC, 100A (IR), SURFACE MOUNT
Surface Mount Fuse, 7.4 x 3.1 mm, Quick-Acting F, 125 VAC, 125 VDC
	SCHURTER AG
Schurter Inc.

	PIC18LC442-E/JW PIC18C442-E/JW PIC18C452-E/L PIC18	Fuse, Current Rating Of Fuse 3Ampere, RMS Voltage Rating AC 250 Volt
Fuse, Current Rating Of Fuse 500mA, RMS Voltage Rating AC 250 Volt
Fuse, Current Rating Of Fuse 5 Ampere, RMS Voltage Rating AC 250 Volt
Hex Buffer with Enable; Package: SOEIAJ-16; No of Pins: 16; Qty per Container: 50
BBG ECL BUFR W ENABLE HEX; Package: 20 LEAD PLLC; No of Pins: 20; Container: Rail; Qty per Container: 46
366 HEAD & 300 VISE
WIRE MANAGER FOR 366 OR 376 JAWS
Hex Buffer with Enable; Package: 20 LEAD PLLC; No of Pins: 20; Container: Tape and Reel; Qty per Container: 500
BBG ECL BUFR W ENABLE HEX; Package: SOEIAJ-16; No of Pins: 16; Container: Rail; Qty per Container: 50
Hex Inverter with Enable; Package: SOEIAJ-16; No of Pins: 16; Container: Rail; Qty per Container: 50
Dual 4-5-Input OR/NOR; Package: 20 LEAD PLLC; No of Pins: 20; Container: Rail; Qty per Container: 46
High-Performance Microcontrollers with 10-Bit A/D 高性能微控制器0A / D
High-Performance Microcontrollers with 10-Bit A/D 高性能微控制器0位A / D
Busss Heat Limiter Class T 高性能微控制器0A / D
	Microchip Technology Inc.
Microchip Technology, Inc.

	Z21L390 Z21L431 Z21L361 Z33M271S Z33M441S Z33M102S	288Mb RLDRAM Component
MEM, MT49H8M36FM, RLDRAM II, 288MBIT, 8MEG X 36, 400MHZ, 2.5/1.8VIO, FBGA144L
Fuse Holder; Fuse Size/Group:Micro; Body Material:Thermoplastic; Current Rating:5A; Leaded Process Compatible:Yes; Contact Material:Copper; Contact Plating:Tin; Mounting Type:PC Board; Operating Temperature Range:-40 C to  100 C RoHS Compliant: Yes
	Rectron Semiconductor

	55560-0807 	Board-to-board plug; No. of Contacts:80; Pitch Spacing:0.4mm; No. of Rows:2; Mounting Type:PCB SMT; Connector Style:Vertical; Current Rating:0.5A; Gender:Plug; Series:SlimStack; Voltage Rating:50V RoHS Compliant: Yes
	MOLEX INC

	BSV52R BFE215R BFAP83 BF521 BDP492 BDP495 BCAE07 B	BSV52R - Tranzystor prze潮czaj便y
BFE215R - Tranzystor wielkiej cz牦totliwo躲i
BFAP83 - Tranzystor wielkiej cz牦totliwo躲i specjalny
BF521 - Tranzystor wielkiej cz牦totliwo躲i
TVS Diode; TVS Polarization:Unidirectional; Stand-Off Voltage, VRWM:36V; Breakdown Voltage, Vbr:40V; Peak Pulse Power PPK @ 10x1000uS:600W; Package
Transient Surge Protection Thyristor; Leaded Process Compatible:Yes; Package/Case:DO-214; Mounting Type:Through Hole; Polarization:Unipolar; Power
Cyclone FPGA 6K PQFP-240
Cartridge Fuse; Current Rating:12A; Voltage Rating:250V; Fuse Type:Fast Acting; Fuse Size/Group:1/4 x 1-1/4 "; Leaded Process Compatible:No; Body Material:Ceramic; Diameter:6.35mm; Fuse Terminals:Ferrule; Length:31.75mm
Cartridge Fuse; Current Rating:500mA; Voltage Rating:250V; Fuse Type:Fast Acting; Fuse Size/Group:1/4 x 1-1/4 "; Body Material:Ceramic; Diameter:6.35mm; Fuse Terminals:Ferrule; Leaded Process Compatible:No; Length:31.75mm RoHS Compliant: No
FUSE-250V,1.0A,SLO-BLO 0.25X1.25
FUSE 15A 250V 3AB FAST-BLOW 30SMAX@30A 750A_INTER.RATING UL/CSA
3A 250V SLO-BLO 1/4X1-1/4 CERA
FUSE   15A    32V
Cartridge Fuse; Current Rating:10A; Voltage Rating:250V; Fuse Type:Fast Acting; Fuse Size/Group:1/4 x 1-1/4 "; Leaded Process Compatible:No; Body Material:Ceramic; Diameter:6.35mm; Fuse Terminals:Ferrule; Length:31.75mm
Cartridge Fuse; Current Rating:8A; Voltage Rating:250V; Fuse Type:Fast Acting; Fuse Size/Group:1/4 x 1-1/4 "; Body Material:Ceramic; Diameter:6.35mm; Fuse Terminals:Ferrule; Leaded Process Compatible:No; Length:31.75mm RoHS Compliant: No
Cartridge Fuse; Fuse Type:Time Delay; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Series:326 RoHS Compliant: No
Cartridge Fuse; Current Rating:7A; Voltage Rating:250V; Fuse Type:Fast Acting; Fuse Size/Group:1/4 x 1-1/4 "; Leaded Process Compatible:No; Body Material:Glass; Diameter:6.35mm; Fuse Terminals:Ferrule; Length:31.75mm
Cartridge Fuse; Current Rating:4A; Voltage Rating:250V; Fuse Type:Time Delay; Fuse Size/Group:1/4 x 1-1/4 "; Leaded Process Compatible:No; Body Material:Glass; Diameter:6.35mm; Fuse Terminals:Ferrule; Length:31.75mm
Cartridge Fuse; Current Rating:25A; Voltage Rating:32V; Fuse Type:Time Delay; Fuse Size/Group:1/4 x 1-1/4 "; Leaded Process Compatible:No; Body Material:Glass; Diameter:6.35mm; Fuse Terminals:Ferrule; Length:31.75mm
Cartridge Fuse; Current Rating:20A; Voltage Rating:250V; Fuse Type:Fast Acting; Body Material:Ceramic; Diameter:6.985mm; Fuse Terminals:Axial Lead; Leaded Process Compatible:No; Length:32.258mm; Peak Reflow Compatible (260 C):No
DIODE TVS 200V 600W BIDIR 5% SMB
BF619 - Tranzystor wielkiej cz牦totliwo躲i
DIODE TVS 28V 600W BI-DIR SMB
DIODE TVS 30V 600W BI-DIR SMB
BCE107R - Tranzystor ma冲j cz牦totliwo躲i ma冲j mocy BCE107R - Tranzystor马冲南航牦totliwo躲いま冲 mocy
BDCP25 - Tranzystor ma冲j cz牦totliwo躲i du垮j mocy specjalny BDCP25 - Tranzystor马冲南航牦totliwo躲i杜垮 mocy specjalny
DIODE TVS 20V 600W UNI-DIR SMB BDP286 - Tranzystor马冲南航牦totliwo躲i杜垮 mocy
BCE107 - Tranzystor ma冲j cz牦totliwo躲i ma冲j mocy BCE107 - Tranzystor马冲南航牦totliwo躲いま冲 mocy
DIODE TVS 130V 400W BIDIR 5% SMA BDAP95 - Tranzystor马冲南航牦totliwo躲i杜垮 mocy specjalny
VARISTOR MEDIUM VOLTAGE
BCE109R - Tranzystor ma?? cz?呼otliwo绂奸 ma?? mocy
BCE109 - Tranzystor ma?? cz?呼otliwo绂奸 ma?? mocy
BCE107 - Tranzystor ma?? cz?呼otliwo绂奸 ma?? mocy
	NXP Semiconductors N.V.
Cirrus Logic, Inc.
Belden, Inc.
PHOENIX CONTACT Deutschland GmbH

	CCK140-200A CCK225-300A CCL80-120A CCK1-15A CCK20-	   Fork-Lift and Stud-Mounted Fuses
Limiter dual-element time-delay lift-truck fuse. 160 amperes, 72 Volts DC. Interrupting rating: 10,000 amperes.
Limiter fast acting lift-truck fuse. 200 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 250 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter fast-acting lift-truck fuse. 150 amperes, 32 Volts DC. Interrupting rating: 10,000 amperes.
Limiter fast acting lift-truck fuse. 125 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 100 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 200 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 400 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 700 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 600 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter dual-element time-delay lift-truck fuse. 200 amperes, 72 Volts DC. Interrupting rating: 10,000 amperes.
Limiter fast acting lift-truck fuse. 325 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 350 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 500 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter dual-element time-delay lift-truck fuse. 100 amperes, 130 Volts DC. Interrupting rating: 10,000 amperes.
Fork-Lift and Stud-Mounted Fuses 自动装填和良种式保险
Limiter fast acting lift-truck fuse. 225 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 300 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 500 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter dual-element time-delay lift-truck fuse. 225 amperes, 48 Volts DC. Interrupting rating: 10,000 amperes.
Limiter fast acting lift-truck fuse. 250 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 150 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 325 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 275 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 350 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast-acting lift-truck fuse. 100 amperes, 32 Volts DC. Interrupting rating: 10,000 amperes.
Limiter fast acting lift-truck fuse. 275 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 400 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter dual-element time-delay lift-truck fuse. 300 amperes, 48 Volts DC. Interrupting rating: 10,000 amperes.
	LITTELFUSE[Littelfuse]
Littelfuse, Inc.

	279.400 279.4 279.6 278.3 279.001 279.002 279.062 	MICRO fuse, very fast-acting type. Plug-in. Ampere rating 3/10. Nominal resistance cold 1.25 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/8. Nominal resistance cold 1.0 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 3. Nominal resistance cold 0.0275 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/10. Nominal resistance cold 1.25 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 2 Nominal resistance cold 0.0425 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 7/10. Nominal resistance cold 0.324 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/500. Nominal resistance cold 2200 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 1. Nominal resistance cold 0.0880 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 5. Nominal resistance cold 0.0156 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1 1/2. Nominal resistance cold 0.0578 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/64. Nominal resistance cold 44.0 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 3/4. Nominal resistance cold 0.293 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/32. Nominal resistance cold 16.0 Ohms. Voltage rating 125. Military QPL type (FM02).
Axial Lead and Cartridge Fuses 轴向引线保险丝和墨盒
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 4/10. Nominal resistance cold 0.227 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 8/10. Nominal resistance cold 0.271 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/16. Nominal resistance cold 2.32 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 1 1/2. Nominal resistance cold 0.0578 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1. Nominal resistance cold 0.0880 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 1 Nominal resistance cold 0.0880 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 4. Nominal resistance cold 0.0202 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/100. Nominal resistance cold 80.0 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/200. Nominal resistance cold 280.0 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 2. Nominal resistance cold 0.0425 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 2. Nominal resistance cold 0.0425 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 3. Nominal resistance cold 0.0275 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 4. Nominal resistance cold 0.0202 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/20. Nominal resistance cold 3.20 Ohms. Voltage rating 125. Military QPL type (FM02).
   Axial Lead and Cartridge Fuses
	LITTELFUSE[Littelfuse]
Littelfuse, Inc.
http://



				
	 
	 Related keyword From Full Text Search System
	

					
						SR-5F-1A-AP analog	
						SR-5F-1A-AP suply voltase IC	
						SR-5F-1A-AP pwm	
						SR-5F-1A-AP volts	
						SR-5F-1A-AP zener
	
						SR-5F-1A-AP 描述	
						SR-5F-1A-AP Bipolar	
						SR-5F-1A-AP Bit	
						SR-5F-1A-AP afe + homeplug av	
						SR-5F-1A-AP Frequenc


				
	 



		 


	
		
Price & Availability of SR-5F-1A-AP 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.17236399650574















