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			 Related Part Number
	
					PART	Description	Maker
	BL-C3121 BL-R213Q-T BL-R453Q-T BL-R113Q-T BL-R513Q	Connector Wall Plate; Color:Electric White; Leaded Process Compatible:Yes; No. of Ports:2 RoHS Compliant: Yes 标准LED节能
Connector Wall Plate; Color:Electric White; Leaded Process Compatible:Yes; No. of Ports:6 RoHS Compliant: Yes 标准LED节能
STANDARD LED LAMPS 标准LED节能
Connector Wall Plate; Color:Almond; Leaded Process Compatible:Yes; No. of Ports:2 RoHS Compliant: Yes
Cable Termination Tool; For Use With:GigaFlex Modules, MediaFlex Inserts; Body Material:Durable Plastic; Leaded Process Compatible:Yes RoHS Compliant: Yes
	?╁??′唤??????
Yellow Stone, Corp.
早安股份有限公司
ETC

	R123426003W 	RF/Coaxial Connector; RF Coax Type:QMA; Body Style:Straight Receptacle; Leaded Process Compatible:Yes BOARD TERMINATED, FEMALE, RF CONNECTOR, SOLDER, RECEPTACLE
	Radiall S.A.

	HYB5117400BJ-50- Q67100-Q1088 HYB5117400BJ-50 HYB5	Connector Cover; Leaded Process Compatible:No; Enclosure Color:Gray; For Use With:SB 350 Connector; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes 4米4位动态随机存储器
4M x 4-Bit Dynamic RAM
	http://
SIEMENS AG

	R107003010 	RF/Coaxial Connector; RF Coax Type:Ultraminiature; Body Style:Right Angle; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:UMP RoHS Compliant: Yes BOARD TERMINATED, FEMALE, RF CONNECTOR, SURFACE MOUNT, RECEPTACLE
	Radiall S.A.

	ZXMN10A09KNBSP ZXMN10A09KTC ZXMN10A09K 	100V N-CHANNEL ENHANCEMENT MODE MOSFET IN DPAK
Circular Connector; Gender:Female; No. of Contacts:6; Series:Mini-Con-X; Body Material:Nylon; Connecting Termination:Solder Cup; Connector Shell Size:20; Leaded Process Compatible:Yes; Operating Voltage:600V RoHS Compliant: Yes
	ZETEX[Zetex Semiconductors]

	MC26C31 MC26C31D MC26C31P 	   Quad EIA-422-A Line Driver
Connector Dust Cap; For Use With:MIL-C-26482 Series I and II Bayonet Circular Connector Flanged Receptacles; Accessory Type:Dust Cap; Body Plating:Olive Drab Chromate/Cadmium; Connector Shell Size:12; Leaded Process Compatible:No LINE DRIVER, PDSO16
	Motorola, Inc
Motorola Mobility Holdings, Inc.

	S-2402-CCT 	Connector; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 2 CONTACT(S), FEMALE, MULTIWAY RACK AND PANEL CONN, SOLDER, SOCKET
	Cinch Connectors

	MURF805 MURF810 MURF840 MURF860 MURF820 	Circular Connector; Gender:Male; No. of Contacts:12; Series:Trident Neptune; Body Length:1.527"; Body Material:Plastic; Connector Shell Size:14; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
8 Amp Isolation Super Fast Recovery Rectifier 50 to 400 Volts
	MCC[Micro Commercial Components]
http://

	DAU-15PTI-FO DAUE-15PTI-FO DDU-50P DBUE-25S 	15 CONTACT(S), MALE, D SUBMINIATURE CONNECTOR, CRIMP, PLUG
D-Subminiature Connector; D Sub Shell Size:DB50; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 50 CONTACT(S), MALE, D SUBMINIATURE CONNECTOR, CRIMP, PLUG
25 CONTACT(S), FEMALE, D SUBMINIATURE CONNECTOR, CRIMP, SOCKET
	Cinch Connectors

	1140-680K 1140-471K 1140-561K 1140-390K 1140-5R6M 	CHOKE RF RADIAL 68UH 10% 1 ELEMENT, 68 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Leaded Choke; Series:1140; Inductance:470uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:7.2A; DC Resistance Max:0.114ohm; Leaded Process Compatible:No
Leaded Choke; Series:1140; Inductance:560uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:7.2A; DC Resistance Max:0.125ohm; Leaded Process Compatible:No
Leaded Choke; Series:1140; Inductance:39uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:21A; DC Resistance Max:0.012ohm; Leaded Process Compatible:No
1 ELEMENT, 5.6 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
	Bourns, Inc.
BOURNS INC

	HYS64D128020GU-7-A HYS64D128020GU-8-A HYS64D128320	DDR SDRAM Modules - 1GB (128Mx72) PC2700 2-bank
DDR SDRAM Modules - 1GB (128Mx64) PC2700 2-bank
DDR SDRAM Modules - 1GB (128Mx72) PC2100 2-bank
DDR SDRAM Modules - 1GB (128Mx64) PC2100 2-bank
2.5 V 184-pin Unbuffered DDR-I SDRAM Modules
Connector Wall Plate; Color:White; Leaded Process Compatible:Yes; No. of Ports:2 RoHS Compliant: Yes
Network Cable Assembly; Connector Type A:T568A/B Modular Plug; Connector Type B:T568A/B Modular Plug; Cable Length:25ft; Approval Categories:Augmented Category 6 standards; cord color per TIA/EIA-606 standard RoHS Compliant: Yes
Network Cable Assembly; Connector Type A:T568A/B Modular Plug; Connector Type B:T568A/B Modular Plug; Cable Length:10ft; Approval Categories:Augmented Category 6 standards; cord color per TIA/EIA-606 standard RoHS Compliant: Yes
Patch Panel; No. of Ports:24; Mounting Type:1U; Approval Categories:Meets Category 6  performance; Body Material:Black; Leaded Process Compatible:Yes; Series:GigaFlex PS6  RoHS Compliant: Yes 2.584针缓冲的DDR - SDRAM内存模块
128M X 64 DDR DRAM MODULE, 0.8 ns, DMA184 DIMM-184
Connector Wall Plate; Color:Almond; Leaded Process Compatible:Yes; No. of Ports:4 RoHS Compliant: Yes 2.584针缓冲的DDR - SDRAM内存模块
	INFINEON[Infineon Technologies AG]

	482 	Phone Plug; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Gender:Male; No. of Contacts:3 6.3 MM AUDIO CONNECTOR, PLUG
	Switchcraft, Inc.
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