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			 Related Part Number
	
					PART	Description	Maker
	449993-000 D-SCE-1K-9.5-50-9 D-SCE-1K-9.5-50-4 D-S	D-SCE Fluid resistant heat-shrinkable wire identification sleeves
   D-SCE Fluid resistant heat-shrinkable wire identification sleeves
	Tyco Electronics

	RT-375-1/16-X-4FT RNF-100-1/2-5-4FT RNF-100-3/8-5-	Metal Film Resistor  - RN 1/4 T2 590K 1% A
HEAT SHRINK WHT 1.2M
HEAT SHRINK CLR 1.2M 热缩CLR120
HEAT SHRINK BLK 1.2M 热缩120万座
HEAT SHRINK YEL 1.2M 热缩杨氏120
HEAT SHRINK BLU 1.2M 热缩背光120
HEAT SHRINK RED 1.2M 热缩120
HEAT SHRINK GRN 1.2M 热缩GRN 120
HEAT SHRINK CLR 1.2M 热缩CLR20
	CTS, Corp.
Euroquartz, Ltd.
TE Connectivity, Ltd.
NIC Components, Corp.

	SML-811WT SML-811 SML-811DT SML-811UT 	From old datasheet system
Low Current Type (IF 	Rohm CO.,LTD.
ROHM[Rohm]
http://

	BD-A402ND BD-A402ND-A BD-F40DRD BD-A401 BD-A401ND 	Connector 连接
3M VINYL INSULATED BLOCK FORK HIGHLAND TERMINALS, WIRE SIZE: 16-14 AWG, STUD SIZE: 10, FEATURES: PROVIDES A VARIETY OF UNIQUE DESIGN FEATURES WHICH ASSURE CONSISTENTLY EFFECTIVE AND RELIABLE PERFORMANCE, AND EASY INSTALLATION, QUANTI 双位数字的LED显示
GROUNDING SYSTEM WITH 15 CORDWRIST STRAP TABLE MAT 双位数字的LED显示
Shrink Tubing Assortment 双位数字的LED显示
3M SPB PRINTED WIRE MARKER BOOKS, CONTENTS INCLUDE: 10 EACH A-Z, 0-15, , -, /, FEATURES: CONTAINS PRINTED VINYL CLOTH WIRE AND TERMINAL MARKERS WITH CLEARLY PRINTED LETTERS, NUMBERS AND INDUSTRY-STANDARD LEGENDS, MINIMUM OF 450 MARKS 双位数字的LED显示
3M WRITE-ON WIRE MARKER DISPENSERS, INCLUDES: DISPENSER WITH 1 X 2.5 LABELS, A BLACK MARKER PEN AND 70 LABELS, FEATURES: LIGHTWEIGHT AND DURABLE WITH MARKER, USE TO MARK WIRE, MOTOR PANELS OR SUB-ASSEMBLIES 双位数字的LED显示
3M SNAP FASTENERS- 3050- 98-0798-0502-8 双位数字的LED显示
Computers 双位数字的LED显示
3M HEAT SHRINK TUBING, COLOR: BLACK, I.D.: 3/4 , FEATURES: DUAL WALL TUBING, 2:1 SHRINK RATIO IS IDEAL FOR CABLE SPLICES AND TERMINATIONS, LIGHTWEIGHT WIRE HARNESS COVERING, WIRE MARKING, COMPONENT PACKAGING AND FIRE RESISTANT COVERI 双位数字的LED显示
3M HEAT SHRINK TUBING, COLOR: YELLOW, I.D.: 3/8 , FEATURES: DUAL WALL TUBING, 2:1 SHRINK RATIO IS IDEAL FOR CABLE SPLICES AND TERMINATIONS, LIGHTWEIGHT WIRE HARNESS COVERING, WIRE MARKING, COMPONENT PACKAGING AND FIRE RESISTANT COVER 双位数字的LED显示
3M HEAT SHRINK TUBING, COLOR: WHITE, I.D.: 3/8 , FEATURES: DUAL WALL TUBING, 2:1 SHRINK RATIO IS IDEAL FOR CABLE SPLICES AND TERMINATIONS, LIGHTWEIGHT WIRE HARNESS COVERING, WIRE MARKING, COMPONENT PACKAGING AND FIRE RESISTANT COVERI 双位数字的LED显示
DUAL DIGIT LED DISPLAYS 双位数字的LED显示
3M HEAT SHRINK TUBING, COLOR: BLACK, I.D.: 1/8 , FEATURES: DUAL WALL TUBING, 2:1 SHRINK RATIO IS IDEAL FOR CABLE SPLICES AND TERMINATIONS, LIGHTWEIGHT WIRE HARNESS COVERING, WIRE MARKING, COMPONENT PACKAGING AND FIRE RESISTANT 双位数字的LED显示
3M HEAT SHRINK TUBING, COLOR: BLACK, I.D.: 3/16 , SHRINK RATIO: 2:1, LENGTH: 48 , FEATURES: DUAL WALL TUBING PROVIDES MAXIMUM ENVIRONMENTAL PROTECTION 双位数字的LED显示
3M HEAT SHRINK TUBING, COLOR: YELLOW, I.D.: 1/8 , FEATURES: DUAL WALL TUBING, 2:1 SHRINK RATIO IS IDEAL FOR CABLE SPLICES AND TERMINATIONS, LIGHTWEIGHT WIRE HARNESS COVERING, WIRE MARKING, COMPONENT PACKAGING AND FIRE RESISTANT COVER 双位数字的LED显示
3M HEAT SHRINK TUBING, I.D.: 1/2 , COLOR: BLACK, SHRINK RATIO: 2:1, LENGTH: 100 FEET, FEATURES: FLEXIBLE POLYOLEFIN TUBING IS PERFECT FOR ELECTRICAL INSULATION OVER CONNECTORS, SPLICES AND WIRE BUNDLING 双位数字的LED显示
3M HEAT SHRINK TUBING, I.D.: 1/4 , COLOR: BLACK, SHRINK RATIO: 2:1, LENGTH: 100 FEET, FEATURES: FLEXIBLE POLYOLEFIN TUBING IS PERFECT FOR ELECTRICAL INSULATION OVER CONNECTORS, SPLICES AND WIRE BUNDLING 双位数字的LED显示
3M HEAT SHRINK TUBING, I.D.: 3/16 , COLOR: BLACK, SHRINK RATIO: 2:1, LENGTH: 100 FEET, FEATURES: FLEXIBLE POLYOLEFIN TUBING IS PERFECT FOR ELECTRICAL INSULATION OVER CONNECTORS, SPLICES AND WIRE BUNDLING 双位数字的LED显示
3M UR IDC CONNECTORS, COLOR: RED, FEATURES: BUTT TYPE CONNECTOR ARE IDEAL FOR TELECOMMUNICATION APPLICATIONS AND EASILY CONNECT TWO OR THREE WIRES WITH GAUGES FROM 19-26 AWG, INSULATION DISPLACEMENT DESIGN ELIMINATES THE NEED TO STRI 双位数字的LED显示
3M EPS SERIES ADHESIVE LINED SHRINK TUBING, SIZE: 1/2 , TYPE: EPS-300 3:1 SHRINK RATIO, APPLICATIONS: AUTOMOTIVE, TRUCK AND MARINE ENVIRONMENTS 双位数字的LED显示
3M EPS SERIES ADHESIVE LINED SHRINK TUBING, SIZE: 3/8 , TYPE: EPS-300 3:1 SHRINK RATIO, APPLICATIONS: AUTOMOTIVE, TRUCK AND MARINE ENVIRONMENTS 双位数字的LED显示
3M EPS SERIES ADHESIVE LINED SHRINK TUBING, SIZE: 1/2 , TYPE: EPS-200 2:1 SHRINK RATIO, APPLICATIONS: AUTOMOTIVE, TRUCK AND MARINE ENVIRONMENTS 双位数字的LED显示
3M EPS SERIES ADHESIVE LINED SHRINK TUBING, SIZE: 1/4 , TYPE: EPS-200 2:1 SHRINK RATIO, APPLICATIONS: AUTOMOTIVE, TRUCK AND MARINE ENVIRONMENTS 双位数字的LED显示
3M EPS SERIES ADHESIVE LINED SHRINK TUBING, SIZE: 1/8 , TYPE: EPS-200 2:1 SHRINK RATIO, APPLICATIONS: AUTOMOTIVE, TRUCK AND MARINE ENVIRONMENTS 双位数字的LED显示
3M HEAT SHRINK TUBING, COLOR: BLACK, I.D.: 1/16 , FEATURES: DUAL WALL TUBING, 2:1 SHRINK RATIO IS IDEAL FOR CABLE SPLICES AND TERMINATIONS, LIGHTWEIGHT WIRE HARNESS COVERING, WIRE MARKING, COMPONENT PACKAGING AND FIRE RESISTANT COVER
3M HEAT SHRINK TUBING, COLOR: BLACK, I.D.: 1 , FEATURES: DUAL WALL TUBING, 2:1 SHRINK RATIO IS IDEAL FOR CABLE SPLICES AND TERMINATIONS, LIGHTWEIGHT WIRE HARNESS COVERING, WIRE MARKING, COMPONENT PACKAGING AND FIRE RESISTANT COVERING
3M HEAT SHRINK TUBING, COLOR: CLEAR, I.D.: 1/2 , FEATURES: DUAL WALL TUBING, 2:1 SHRINK RATIO IS IDEAL FOR CABLE SPLICES AND TERMINATIONS, LIGHTWEIGHT WIRE HARNESS COVERING, WIRE MARKING, COMPONENT PACKAGING AND FIRE RESISTANT COVERI
Heat Shrink Thin Wall Tubing Assort 6 inch  Pcs  6 Each of 5 Sizes RoHS Compliant: Yes
3M HEAT SHRINK TUBING, COLOR: RED, I.D.: 3/8 , FEATURES: DUAL WALL TUBING, 2:1 SHRINK RATIO IS IDEAL FOR CABLE SPLICES AND TERMINATIONS, LIGHTWEIGHT WIRE HARNESS COVERING, WIRE MARKING, COMPONENT PACKAGING AND FIRE RESISTANT COVERING
3M HEAT SHRINK TUBING, COLOR: CLEAR, I.D.: 3/8 , FEATURES: DUAL WALL TUBING, 2:1 SHRINK RATIO IS IDEAL FOR CABLE SPLICES AND TERMINATIONS, LIGHTWEIGHT WIRE HARNESS COVERING, WIRE MARKING, COMPONENT PACKAGING AND FIRE RESISTANT COVERI
3M HEAT SHRINK TUBING, COLOR: CLEAR, I.D.: 1/4 , FEATURES: DUAL WALL TUBING, 2:1 SHRINK RATIO IS IDEAL FOR CABLE SPLICES AND TERMINATIONS, LIGHTWEIGHT WIRE HARNESS COVERING, WIRE MARKING, COMPONENT PACKAGING AND FIRE RESISTANT COVERI
3M HEAT SHRINK TUBING, COLOR: RED, I.D.: 1/4 , FEATURES: DUAL WALL TUBING, 2:1 SHRINK RATIO IS IDEAL FOR CABLE SPLICES AND TERMINATIONS, LIGHTWEIGHT WIRE HARNESS COVERING, WIRE MARKING, COMPONENT PACKAGING AND FIRE RESISTANT COVERING
3M HEAT SHRINK TUBING, COLOR: BLUE, I.D.: 3/16 , FEATURES: DUAL WALL TUBING, 2:1 SHRINK RATIO IS IDEAL FOR CABLE SPLICES AND TERMINATIONS, LIGHTWEIGHT WIRE HARNESS COVERING, WIRE MARKING, COMPONENT PACKAGING AND FIRE RESISTANT COVERI
3M HEAT SHRINK TUBING, COLOR: CLEAR, I.D.: 1/8 , FEATURES: DUAL WALL TUBING, 2:1 SHRINK RATIO IS IDEAL FOR CABLE SPLICES AND TERMINATIONS, LIGHTWEIGHT WIRE HARNESS COVERING, WIRE MARKING, COMPONENT PACKAGING AND FIRE RESISTANT COVERI
ECONOLINE: RJ & RG - Dual Output from a Single Input Rail - 3kVDC & 4kVDC Isolation - Optional Continuous Short Circuit Protected - Custom Solutions Available - UL94V-0 Package Material - Efficiency to 84%
ELECTRONIC VACUUM
3M WRITE-ON WIRE MARKER DISPENSERS, INCLUDES: DISPENSER WITH 1  X 2.5  LABELS, A BLACK MARKER PEN AND 70 LABELS, FEATURES: LIGHTWEIGHT AND DURABLE WITH MARKER, USE TO MARK WIRE, MOTOR PANELS OR SUB-ASSEMBLIES
3M WRITE-ON WIRE MARKER DISPENSER-REFILL, FOR USE WITH: 3M WRITE-ON WIRE MARKER DISPENSERS 108-3223
3M PERFORMANCE PLUS WIRE CONNECTORS, WIRE SIZE: 2#18-2#8, 5#12 AWG, MAXIMUM VOLTAGE: 600 V, FEATURES: REPLACES BOTH RED AND YELLOW WING STYLE CONNECTORS, ROUNDED WINGS MAKES CONNECTOR EASY TO GRIP, FLEXIBLE SKIRT COVERS OVERSTRIPS FO
In Line T-Tap Splice
3M TEMFLEX 1755 FRICTION TAPE, ROLL SIZE: 3/4  X 60 FEET, THICKNESS: 15 MIL, TEMPERATURE RATING: 176 DEGREE FAHRENHEIT, COLOR: BLACK, FEATURES: OFFERS HIGH STRENGTH AND GOOD ABRASION RESISTANCE
3M SPB PRINTED WIRE MARKER BOOKS, CONTENTS INCLUDE: 45 EACH 0-9; 15 EACH L1, L2, L3, T1, T2, T3, FEATURES: CONTAINS PRINTED VINYL CLOTH WIRE AND TERMINAL MARKERS WITH CLEARLY PRINTED LETTERS, NUMBERS AND INDUSTRY-STANDARD LEGENDS, MI
3M SNAP FASTENERS- 3050-      98-0798-0502-8
3M 8501 STATIC-DISSIPATIVE PORTABLE FIELD SERVICE KIT, KIT CONTAINS: .021 X 22 X 24  STATIC-DISSIPATIVE WORK SURFACE, FEATURES: DESIGNED TO QUICKLY AND RELIABLY REMOVE ANY STATIC CHARGE ON THE TECHNICIAN AND PROVIDE A STATIC FREE SUR
3M SCOTCHCODE WIRE LABELER, TYPE: COLORED, FEATURES: PROVIDES FAST, CONVENIENT LABELING OF WIRE AND CABLE, RESISTANT TO FLAGGING, DIRT, OIL AND HEAT, QUANTITY: 10 ROLLS
3M WRITE-ON WIRE MARKER DISPENSERS, INCLUDES: DISPENSER WITH 3/4  X 1 3/8  LABELS, A BLACK MARKER PEN AND 250 LABELS, FEATURES: LIGHTWEIGHT AND DURABLE WITH MARKER, USE TO MARK WIRE, MOTOR PANELS OR SUB-ASSEMBLIES
3M EPS SERIES ADHESIVE LINED SHRINK TUBING, SIZE: 3/4 , TYPE: EPS-300 3:1 SHRINK RATIO, APPLICATIONS: AUTOMOTIVE, TRUCK AND MARINE ENVIRONMENTS
Fork Tongue Solderless Terminal;
3M VINYL INSULATED BLOCK FORK HIGHLAND TERMINALS, WIRE SIZE: 12-10 AWG, STUD SIZE: 8, FEATURES: PROVIDES A VARIETY OF UNIQUE DESIGN FEATURES WHICH ASSURE CONSISTENTLY EFFECTIVE AND RELIABLE PERFORMANCE, AND EASY INSTALLATION, QUANTIT
3M HEAT SHRINK TUBING, COLOR: CLEAR, I.D.: 1/16 , FEATURES: DUAL WALL TUBING, 2:1 SHRINK RATIO IS IDEAL FOR CABLE SPLICES AND TERMINATIONS, LIGHTWEIGHT WIRE HARNESS COVERING, WIRE MARKING, COMPONENT PACKAGING AND FIRE RESISTANT COVER
SCOTCH TEMFLE 1700 VINYL ELECTRICAL TAPE, ROLL SIZE: 3/4  X 60 FEET, THICKNESS: 7 MIL, INSULATION: PVC, FEATURES: UL LISTED, CSA CERTIFIED FOR 176 DEGREE FAHRENHEIT
In Line IDC Splice
3M HEAT SHRINK TUBING, COLOR: BLACK, I.D.: 3/32 , SHRINK RATIO: 2:1, LENGTH: 48 , FEATURES: DUAL WALL TUBING PROVIDES MAXIMUM ENVIRONMENTAL PROTECTION
3M Heat Shrink Tubing, Color: Red, I.D.: 3/32 , Features: Dual wall tubing, 2:1 shrink ratio is ideal for cable splices and terminations, lightweight wire harness covering, wire marking, component packaging and fire resistant
3M Heat Shrink Tubing, Color: Blue, I.D.: 1/16 , Features: Dual wall tubing, 2:1 shrink ratio is ideal for cable splices and terminations, lightweight wire harness covering, wire marking, component packaging and fire resistant
3M HEAT SHRINK TUBING, COLOR: YELLOW, I.D.: 1/16 , FEATURES: DUAL WALL TUBING, 2:1 SHRINK RATIO IS IDEAL FOR CABLE SPLICES AND TERMINATIONS, LIGHTWEIGHT WIRE HARNESS COVERING, WIRE MARKING, COMPONENT PACKAGING AND FIRE RESISTANT COVE
3M EPS SERIES ADHESIVE LINED SHRINK TUBING, SIZE: 1 , TYPE: EPS-300 3:1 SHRINK RATIO, APPLICATIONS: AUTOMOTIVE, TRUCK AND MARINE ENVIRONMENTS
	Electronic Theatre Controls, Inc.
Yellow Stone Corp
ETC[ETC]
List of Unclassifed Manufacturers

	LPD60-7B LPD60-30B LPD60-10B LPD60-8B LPD60-20B LP	Low Pressure Drop Heat Sink
	ALPHA

	521B 	Conventional Fire Alarms
	List of Unclassifed Man...

	ATS035035009-PF023-17 	Excellent balance of low cost and high performance in an aluminum heat sink.
	Advanced Thermal Soluti...

	342000F00000G 	LOW PROFILE COPPER HEAT SINKS IDEAL FOR PCI AND AGP CHIP SETS
	Aavid Thermalloy, LLC

	C0497 	Fire Alarm/Life Safety Cable
	General Cable Technolog...

	MS-6 BB-2 MS-2 MS-2-D 	Dual action fire alarm station
	http://
Gamewell-FCI by Honeywell

	SAN-404 	Four-Zone Fire Alarm Control Panel
	Gamewell-FCI by Honeywell
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