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			UPW1A272MHD - Aluminum Electrolytic Radial Lead Low Impedance High Reliability Capacitor; Capacitance: 2700uF; Voltage: 10V; Case Size: 12.5x25 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 10 V, 2700 uF, THROUGH HOLE MOUNT Aluminum Electrolytic Radial Lead Low Impedance High Reliability Capacitor; Capacitance: 220uF; Voltage: 6.3V; Case Size: 6.3x11 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 6.3 V, 220 uF, THROUGH HOLE MOUNT 
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	Part No.	UPW1A272MHD UPW0J221MED   

	Description	Aluminum Electrolytic Radial Lead Low Impedance High Reliability Capacitor; Capacitance: 2700uF; Voltage: 10V; Case Size: 12.5x25 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 10 V, 2700 uF, THROUGH HOLE MOUNT 
 Aluminum Electrolytic Radial Lead Low Impedance High Reliability Capacitor; Capacitance: 220uF; Voltage: 6.3V; Case Size: 6.3x11 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 6.3 V, 220 uF, THROUGH HOLE MOUNT


	File Size	78.20K  / 
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 			 Full text search : Aluminum Electrolytic Radial Lead Low Impedance High Reliability Capacitor; Capacitance: 2700uF; Voltage: 10V; Case Size: 12.5x25 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 10 V, 2700 uF, THROUGH HOLE MOUNT Aluminum Electrolytic Radial Lead Low Impedance High Reliability Capacitor; Capacitance: 220uF; Voltage: 6.3V; Case Size: 6.3x11 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 6.3 V, 220 uF, THROUGH HOLE MOUNT   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	MAL216353151E3 MAL216346331E3 MAL216353331E3 MAL21	CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 250 V, 150 uF, THROUGH HOLE MOUNT, RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 400 V, 330 uF, THROUGH HOLE MOUNT, RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 250 V, 330 uF, THROUGH HOLE MOUNT, RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 250 V, 1000 uF, THROUGH HOLE MOUNT, RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 250 V, 100 uF, THROUGH HOLE MOUNT, RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 200 V, 220 uF, THROUGH HOLE MOUNT, RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 10 V, 47000 uF, THROUGH HOLE MOUNT, RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 16 V, 22000 uF, THROUGH HOLE MOUNT, RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 40 V, 10000 uF, THROUGH HOLE MOUNT, RADIAL LEADED, ROHS COMPLIANT
	Vishay BCcomponents

	678D667H010DG5J 678D337M016CD3D 678D108M010DM3D 67	RADIAL,HIGH RIPPLE,10V,660UF,20%,-55- 105,13X23,BULK - Bulk
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 16 V, 330 uF, THROUGH HOLE MOUNT, CAN, RADIAL LEADED
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 10 V, 1000 uF, THROUGH HOLE MOUNT, CAN, RADIAL LEADED
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 50 V, 220 uF, THROUGH HOLE MOUNT, CAN, RADIAL LEADED
	Vishay Sprague

	NRSZ122M25V12.5X25TR NRSZ561M35V12.5X20TR NRSZ562M	CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 25 V, 1200 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 35 V, 560 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 6.3 V, 5600 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 35 V, 680 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 6.3 V, 4700 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 6.3 V, 330 uF, THROUGH HOLE MOUNT RADIAL LEADED
	NIC Components, Corp.

	SH016M3300BZF-1625 SH016M4700BZF-1632 SH016M4700AZ	CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 16 V, 3300 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 16 V, 4700 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 25 V, 1500 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 25 V, 2200 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 160 V, 15 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 100 V, 68 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 100 V, 47 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 63 V, 680 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
	Yageo, Corp.

	TRU050-GCLCA TRU050-GCLFA TRU050-GCLGA TRU050-TECH	SINGLE DROP IN QUARTZ STABILIZED PLL SOLUTUION 单稳定下降，石英锁相环SOLUTUION
CAP CER 1.5UF 10V Y5V 0805
Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 470uF; Voltage: 16V; Case Size: 8x11.5 mm; Packaging: Bulk
Aluminum Electrolytic Radial Lead 5mm Length Low Impedance Capacitor; Capacitance: 10uF; Voltage: 25V; Case Size: 5x5 mm; Packaging: Bulk
Aluminum Electrolytic Radial Lead 5mm Length Low Impedance Capacitor; Capacitance: 47uF; Voltage: 16V; Case Size: 6.3x5 mm; Packaging: Bulk
R8C Series, 20 Group, WDTO 48P6Q-A
Aluminum Electrolytic Radial Lead 5mm Length Capacitor; Capacitance: 10uF; Voltage: 50V; Case Size: 6.3x5 mm; Packaging: Tape & Ammo
	Electronic Theatre Controls, Inc.
ETC
List of Unclassifed Manufacturers

	NRSH182M6.3V10X16TB12.7MMPF NRSH561M25V8X20F 	CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 6.3 V, 1800 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
Miniature Aluminum Electrolytic Capacitors CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 25 V, 560 uF, THROUGH HOLE MOUNT
	NIC Components, Corp.

	225BPS100M 226BPS100M 227BPS100M 105BPS100M 106BPS	 85隆?C Non-Polar Radial Lead Aluminum Electrolytic Capacitors
 85掳C Non-Polar Radial Lead Aluminum Electrolytic Capacitors
 85°C Non-Polar Radial Lead Aluminum Electrolytic Capacitors
    85°C Non-Polar Radial Lead Aluminum Electrolytic Capacitors
	Illinois Capacitor, Inc.
Illinois Capacitor, Inc...

	UMV1H010MFD1CV 	Aluminum Electrolytic Radial Lead 5mm Length Long Life Capacitor; Capacitance: 1uF; Voltage: 50V; Case Size: 4x5 mm; Packaging: Cut CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 50 V, 1 uF, THROUGH HOLE MOUNT
	United Microelectronics, Corp.

	EEUEBXXX EEUEB1A101 EEUEB1A101S EEUEB1A221 EEUEB1A	Aluminum Electronic Capacitor
Aluminum Electrolytic Capacitor/EB CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 450 V, 33 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Capacitor/EB CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 200 V, 33 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Capacitor/EB CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 400 V, 33 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Capacitor/EB CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 250 V, 33 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Capacitor/EB CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 10 V, 220 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Capacitor/EB CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 10 V, 100 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Capacitor/EB CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 63 V, 3.3 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Capacitor/EB CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 35 V, 1000 uF, THROUGH HOLE MOUNT
KJL 79C 79#22 PIN RECP CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 50 V, 4.7 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Capacitor/EB CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 16 V, 1000 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Capacitor/EB CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 25 V, 1000 uF, THROUGH HOLE MOUNT
	Panasonic, Corp.
Panasonic Corporation
PANASONIC[Panasonic Semiconductor]

	UFW1H101MPD UFW1H103MRD UFW1HR22MDD UFW1E103MRD UF	Aluminum Electrolytic Radial Lead Audio Grade Capacitor; Capacitance: 100uF; Voltage: 50V; Case Size: 8x11.5 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 50 V, 100 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Radial Lead Audio Grade Capacitor; Capacitance: 10000uF; Voltage: 50V; Case Size: 25x50 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 50 V, 10000 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Radial Lead Audio Grade Capacitor; Capacitance: .22uF; Voltage: 50V; Case Size: 5x11 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 50 V, 0.22 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Radial Lead Audio Grade Capacitor; Capacitance: 10000uF; Voltage: 25V; Case Size: 20x40 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 25 V, 10000 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Radial Lead Audio Grade Capacitor; Capacitance: 2.2uF; Voltage: 100V; Case Size: 5x11 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 100 V, 2.2 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Radial Lead Audio Grade Capacitor; Capacitance: 2.2uF; Voltage: 50V; Case Size: 5x11 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 50 V, 2.2 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Radial Lead Audio Grade Capacitor; Capacitance: .22uF; Voltage: 100V; Case Size: 5x11 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 100 V, 0.22 uF, THROUGH HOLE MOUNT
	Nichicon, Corp.

	337SAK035M 477SAK035M 107SAK050M 337SAK050M 477SAK	 85∑C Low Profile Radial Lead Aluminum Electrolytic Capacitors
 85°C Low Profile Radial Lead Aluminum Electrolytic Capacitors
 85掳C Low Profile Radial Lead Aluminum Electrolytic Capacitors
 85隆?C Low Profile Radial Lead Aluminum Electrolytic Capacitors
	Illinois Capacitor, Inc.
Illinois Capacitor, Inc...
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