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	Part No.	MC145406D518   

	Description	EIA-232-D/V.28 driver/receiver - Operating temperature: 0~70 Cel; Package: SOT162-1 (SO16); Container: Reel Dry Pack, SMD, 13&quot; TRIPLE LINE TRANSCEIVER, PDSO16 
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	Part: MC145406D
	Maker: MOT
	Pack: SOP
	Stock: 3336
	Unit price 
									for :
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			 Related Part Number
	
					PART	Description	Maker
	MC145406DW 	Driver/Receiver EIA 232?E and CCITT V.28
	LANSDALE Semiconductor ...

	DS14C535 DS14C535MSA/NOPB DS14C535-15 	&ltfont color=red>[Old version datasheet]</font>    5V Supply EIA/TIA-232 3 x 5 Driver/Receiver
	TI store

	ISL8563CP ISL8563CB ISL8563 ISL8563IB-T ISL8563CB-	 3V to  5.5V, 1Microamp, 250kbps, EIA/TIA-562, EIA/TIA-232 Transmitters/Receivers
 3V to  5.5V 1Microamp 250kbps EIA/TIA-562 EIA/TIA-232 Transmitters/Receivers
RS-232/RS-562 Transceiver, 2T/2R,  3V to  5.5V, 250kbps, Manual Powerdown with Receivers Active
 3V to  5.5V/ 1Microamp/ 250kbps/ EIA/TIA-562/ EIA/TIA-232 Transmitters/Receivers
	INTERSIL[Intersil Corporation]

	AFL12005DZ/HB AFL12015DW/HB AFL12005DX/HB AFL12005	3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: SO; No of Pins: 28; Temperature Range: 0°C to  70°C
3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: PDIP; No of Pins: 28; Temperature Range: 0°C to  70°C
3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C
3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: SSOP; No of Pins: 28; Temperature Range: -40°C to  85°C
DC to DC Converter DC至DC转换
DC to DC Converter DCDC转换
Hi-Rel DC-DC Standard Dual Converter in a AFL package 高可靠性的DC - DC标准在冬季两项包双转换器
	International Rectifier, Corp.
Toshiba, Corp.
TE Connectivity, Ltd.

	ML145403 ML145403-6P ML145403DW ML145403P ML145403	Drivers/Receivers RS 232/EIA-232-E and CCITT V.28
	http://
LANSDALE Semiconductor Inc.

	ADM206E ADM213E ADM207E ADM208E ADM211E ADM206EAN 	0.3-6V; 800-1000mW; EMI-EMC-compliant,  -15kV ESD protected RS-232 line driver/receiver. For laptop computers, notebook computers, printers, peripherals and modems
EMI/EMC Compliant, 5kV Protected, RS-232 230kBPS Transceiver with 4 Drivers, 5 Receivers and Shutdown and Enable Pins
EMI/EMC Compliant, 5kV Protected, RS-232 230kBPS Transceiver with 4 Drivers & 4 Receivers
EMI/EMC Compliant, 5kV Protected, 230kBPS, RS-232 Transceiver with 5 Drivers & 3 Receivers
EMI-EMC-Compliant, 15 kV ESD Protected, RS-232 Line Drivers/Receivers
EMI/EMC Compliant, 615 kV ESD Protected, RS-232 Line Driver/Receiver in a 24-Pin SO Package
	Analog Devices

	5962-9205406HXA 5962-9205406HXC 5962-9205402HXC 	Converter
1µA, 1.8V to 4.25V RS-232 Transceiver with AutoShutdown™
 2.7V to  3.6V Powered, 1&#181;A Supply Current, 3-Driver/5-Receiver, True RS-232 Transceiver 转换
	TE Connectivity, Ltd.

	UPD4713A UPD4713ACX UPD4713AGT 	RS-232 LINE DRIVER/RECEIVER
	NEC[NEC]

	UPD4711B UPD4711BCX UPD4711BGS 	RS-232 LINE DRIVER/RECEIVER
	NEC[NEC]

	ADM3232EARNZ-REEL7 ADM3232EARUZ ADM3232EARUZ-REEL7	 -15 kV ESD Protected, 3.3 V, RS-232 Line Driver/Receiver
	AD[Analog Devices]

	UPD4726 UPD4726GS-BAF 	CONNECTOR ACCESSORY 连接器附
RS-232 LINE DRIVER/RECEIVER
	NEC, Corp.
NEC[NEC]
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