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			 Related Part Number
	
					PART	Description	Maker
	E28 E116 E113 E30 E106 E103 E105 E112 E209 E3 E100	Yellow, mini LED. Lens translucent. Luminous intensity at 10mA: 2.0mcd(min), 3.5mcd(max). Forward voltage at 20mA: 2.1V(typ), 2.5V(max).
Orange InGaAIP, T-1 3/4, ultra bright LED. Lens orange translucent. Luminous intensity at 20mA: 700mcd(min), 3000mcd(max). Forward voltage at 20mA: 1.8V(typ), 2.3V(max).
Super bright green, mini LED. Lens translucent. Luminous intensity at 10mA: 10.0mcd(min), 16.0mcd(max). Forward voltage at 20mA: 2.2V(typ), 2.5V(max).
Green T-1, right angle LED(3mm). Lens diffused. Luminous intensity at 10mA: 5.0mcd(typ), 20.0mcd(max). Forward voltage at 20mA: 2.2V(typ), 2.5V(max).
Red T-1, right angle LED(3mm). Lens diffused. Luminous intensity at 10mA: 12.5mcd(typ), 32.0mcd(max). Forward voltage at 20mA: 2.0V(typ), 2.5V(max).
T-1 bright white LED / Lens clear
Miniature LEDs 微型发光二极
Orange, mini LED. Lens translucent. Luminous intensity at 10mA: 3.0mcd(min), 7.0mcd(max). Forward voltage at 20mA: 2.0V(typ), 2.6V(max).
Yellow T-1, right angle LED(3mm). Lens diffused. Luminous intensity at 10mA: 5.0mcd(typ), 20.0mcd(max). Forward voltage at 20mA: 2.1V(typ), 2.5V(max).
High efficiency red, mini LED. Lens translucent. Luminous intensity at 10mA: 4.0mcd(min), 7.0mcd(max). Forward voltage at 20mA: 2.0V(typ), 2.5V(max)(max).
Ultra bright red, mini LED. Lens translucent. Luminous intensity at 10mA: 20.0mcd(min), 60.0mcd(max). Forward voltage at 20mA: 1.85V(typ), 2.5V(max)(max).
Yellow InGaAIP, T-1 3/4, ultra bright LED. Lens yellow translucent. Luminous intensity at 20mA: 400mcd(min), 1600mcd(max). Forward voltage at 20mA: 2.0V(typ), 2.5V(max).
	Gilway Technical Lamp
International Light Technologies Inc.
International Light Technologies, Inc.

	249-8072-3333-504 249-7870-3331-504 249-4167-3334-	SINGLE COLOR LED, YELLOW, 7.1 mm PLASTIC PACKAGE-2
LED Lamp; LED Color:Red; Luminous Intensity:30ucd; Forward Voltage:10V; Color:Red; Leaded Process Compatible:No; Lens Style:(H x Dia) 31.0 x 8.40 mm; Lens Width:7.1; Mounting Type:Through Hole; Peak Reflow Compatible (260 C):No RoHS Compliant: No
LED Lamp; LED Color:Blue; Luminous Intensity:120ucd; Forward Current:10mA; Forward Voltage:14V; Operating Temperature Range:-20 C to  71 C; Color:Blue; Leaded Process Compatible:No; Lens Style:(H x Dia) 31.0 x 8.40 mm RoHS Compliant: No
	Dialight PLC
DIALIGHT CORP

	E1008 E512 E530 E522 E531 E533 E513 	Green, low profile surface mount LED. Lens translucent green. Luminous intensity at 20mA 3.2mcd (min), 8.0mcd (max). Typ.forward voltage at 20mA 2.20V.
High efficiency red, low profile surface mount LED. Lens translucent red. Luminous intensity at 20mA 5.0mcd (min), 12.0mcd (max). Typ.forward voltage at 20mA 2.00V.
Ultra bright red, low profile surface mount LED. Lens translucent red. Luminous intensity at 20mA 40.0mcd (min), 70.0mcd (max). Typ.forward voltage at 20mA 1.85V.
Yellow, low profile surface mount LED. Lens translucent yellow. Luminous intensity at 20mA 3.2mcd (min), 8.0mcd (max). Typ.forward voltage at 20mA 2.10V.
SMT Bright White LEDs
	GILWAY[Gilway Technical Lamp]

	610-3132-120 610-4132-120 	LED Lamp; LED Color:Red; Luminous Intensity:250ucd; Forward Current:15mA; Forward Voltage:6V; Operating Temperature Range:-25 C to  85 C; Color:Red; Leaded Process Compatible:No; Lens Style:(H x W) 36.83 x 15 mm; Lens Width:10 RoHS Compliant: No
SINGLE COLOR LED, RED, 11.94 mm
	Dialight Corporation

	LO503NBG1-15Q 	Blue green 15 degrees 5 mm LED lamp with water transparent lens. Wavelength(typ.) 505 nm. Luminous intensity(typ.) 4500 mcd.
	Marktech Optoelectronics

	DLM10B DLM10C DLM10E DLM10 	   1.0A Ultrahigh-Speed Rectifier
LED Bulb Replacement; Color:Cold White; Lens Color:Clear; Luminous Intensity (MSCP):14000; Voltage Rating:12VDC; Forward Current:20mA; Forward
	SANYO[Sanyo Semicon Device]
Sanyo Electric Co.,Ltd.

	586-2402-101 586-2402-105 	LED Lamp; Bulb Size:T-3 1/4; LED Color:Green; Luminous Intensity:2200ucd; Forward Current:15mA; Forward Voltage:6V; Operating Temperature Range:-30 C to  C; Color:Green; Leaded Process Compatible:No; Lens Width:5 RoHS Compliant: No
T-3 1/4 SINGLE COLOR LED, GREEN, 10.7 mm
	DIALIGHT CORP

	WSL3637L5000FEA WSL3637L5000FEK WSL3637L5000JEA WS	LED Indicator; LED Color:Red; Forward Current:20mA; Forward Voltage:28V; Color:Red; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Power Metal Strip shunts, very low R-val
very low R-value, very low TCR;
low thermal EMF
LED Indicator; Color:Green; Luminous Intensity (MSCP):1000foot lambert; Voltage Rating:24V; LED Color:Green; Leaded Process Compatible:No; Lens Style:(H x Dia) 35.6 x 19.80 mm; Lens Width:17.8; Mounting Type:Through Hole
Power Metal Strip Resistors, Low Value, Surface Mount
	Vishay Intertechnology,Inc.
Vishay Siliconix

	BH6453GUL BD6369GUL BD6883GUL BD6883GUL12 BD6886GU	System Lens Driver Series for Mobile Phone Cameras Parallel Interface Type Lens Drivers for Voice Coil Motor
	Rohm

	AM29F400BB-120DGC AM29F400BB-120DGC1 AM29F400BB-12	4 megabit CMOS 5.0 volt-only boot sector flash memory- die revision 1
4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 5.0 Volt-only Boot Sector Flash Memory-Die Revision 1
LED Lamp; Bulb Size:T-1; LED Color:Blue; Luminous Intensity:250ucd; Viewing Angle:40 ; Forward Current:20mA; Forward Voltage:3.8V; Operating Temperature Range:-40 C to  85 C; Color:Blue; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1; LED Color:White; Luminous Intensity:750ucd; Viewing Angle:35 ; Forward Current:20mA; Forward Voltage:3.5V; Operating Temperature Range:-40 C to  C; Color:White; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:1.8mm; LED Color:Blue; Luminous Intensity:150mcd; Viewing Angle:30 ; Forward Current:20mA; Forward Voltage:3.5V; Operating Temperature Range:-20 C to  80 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:1.8mm; LED Color:Red; Luminous Intensity:40ucd; Viewing Angle:30 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-30 C to  C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; LED Color:Blue; Luminous Intensity:29mcd; Viewing Angle:120 ; Forward Current:20mA; Forward Voltage:3.8V; Operating Temperature Range:-30 C to  85 C; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:1.8mm; LED Color:Orange; Luminous Intensity:750mcd; Viewing Angle:30 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-30 C to  C; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Blue; Luminous Intensity:900ucd; Viewing Angle:20 ; Forward Current:20mA; Forward Voltage:3.5V; Operating Temperature Range:-40 C to  85 C; Color:Blue; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:White; Luminous Intensity:1700ucd; Viewing Angle:20 ; Forward Current:20mA; Forward Voltage:3.5V; Operating Temperature Range:-40 C to  85 C; Color:White; Leaded Process Compatible:Yes RoHS Compliant: Yes
Displays; Color:Yellow/Green; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Lens Color:White; Luminous Intensity (MSCP):6/14ucd RoHS Compliant: Yes
LED Lamp; Bulb Size:5mm; LED Color:Red/Green; Luminous Intensity:2.7ucd; Viewing Angle:120 ; Forward Current:10mA; Forward Voltage:2.1V; Operating Temperature Range:-25 C to  85 C; Color:Red/Green; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; LED Color:Green; Luminous Intensity:15ucd; Viewing Angle:140 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  85 C; Color:Green; Leaded Process Compatible:Yes RoHS Compliant: Yes
Am29F400B KGD (Known Good Die) Supplement
4兆位12x 8-Bit/256x 16位）.0伏的CMOS只，引导扇区快闪记忆体模修订1
4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 5.0 Volt-only, Boot Sector Flash Memory-Die Revision 1 4兆位12亩x 8-Bit/256亩x 16位）.0伏的CMOS只，引导扇区快闪记忆体模修订1
4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 5.0 Volt-only, Boot Sector Flash Memory-Die Revision 1 512K X 8 FLASH 5V PROM, 120 ns, UUC43
4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 5.0 Volt-only, Boot Sector Flash Memory-Die Revision 1 512K X 8 FLASH 5V PROM, 90 ns, UUC43
4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 5.0 Volt-only, Boot Sector Flash Memory-Die Revision 1 512K X 8 FLASH 5V PROM, 70 ns, UUC43
4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 5.0 Volt-only/ Boot Sector Flash Memory-Die Revision 1
	http://
AMD[Advanced Micro Devices]
Advanced Micro Devices, Inc.
ADVANCED MICRO DEVICES INC

	TLVD4200 TLVD4200-MSZ 	Categorized for luminous flux
	Vishay Siliconix
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