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			559-6001-007F - LED Lamp; Color:Blue; Luminous Intensity (MSCP):650ucd; LED Color:Blue; Lens Style:(H x Dia) 15.88 x 7.41 mm; Lens Width:5"; Mounting Type:Through Hole; Terminal Type:PCB Leaded T-1 3/4 SINGLE COLOR LED, BLUE, 5 mm T-1 3/4 SINGLE COLOR LED, GREEN, 5 mm 2 PIN T-1 3/4 SINGLE COLOR LED, BLUE, 5 mm 2 PIN 
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	Part No.	559-6001-007F 559-6201-003F 559-6001-001F   

	Description	LED Lamp; Color:Blue; Luminous Intensity (MSCP):650ucd; LED Color:Blue; Lens Style:(H x Dia) 15.88 x 7.41 mm; Lens Width:5"; Mounting Type:Through Hole; Terminal Type:PCB Leaded T-1 3/4 SINGLE COLOR LED, BLUE, 5 mm 
 T-1 3/4 SINGLE COLOR LED, GREEN, 5 mm 2 PIN
T-1 3/4 SINGLE COLOR LED, BLUE, 5 mm 2 PIN
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			 Related Part Number
	
					PART	Description	Maker
	AP1501 AP1501-50K AP1501-50K5 AP1501-33K5 AP1501-1	.018 UFD POLYPROPYLENE CAP 150 kHzA PWM降压DC / DC变换
150 KHZ 3A PWM BUCK DC/DC CONVERTER 150 kHzA PWM降压DC / DC变换
LED Lamp; Color:Red; Luminous Intensity (MSCP):10; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
LED Lamp; Color:Red; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Voltage Rating:2.4V; Forward Current:30mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm
LED Lamp; Color:Orange; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Orange; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3
LED Lamp; Color:Red; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:7mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
Polyester Film Radial Lead Capacitor; Capacitance: 15000uF; Voltage: 100V; Packaging: Bulk
LED Lamp; Color:Yellow; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2.1V; LED Color:Yellow; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
LED Lamp; Color:Green; Luminous Intensity (MSCP):1; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Green; Leaded Process Compatible:Yes; Mounting Type:Surface Mount; Peak Reflow Compatible (260 C):No
LED Lamp; Color:Red; Luminous Intensity (MSCP):2100 mlm; Viewing Angle:30; Voltage Rating:2.2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 7.62 x 7.62 x 3.05 mm; Lens Width:7.62mm
Adj, 150 Khz, 3 A PWM buck DC/DC converter
	TE Connectivity, Ltd.
Diodes, Inc.
Renesas Electronics, Corp.
ETC
ANACHIP[Anachip Corp]

	559-0103-003F 559-0303-003F 559-0202-003F 559-0102	; Bulb Size:5mm; LED Color:Red; Luminous Intensity:2mcd; Viewing Angle:60 ; Forward Current:13mA; Forward Voltage:12V; Operating Temperature Range:-40 C to  85 C RoHS Compliant: Yes T-1 3/4 SINGLE COLOR LED, RED, 5 mm
T-1 3/4 SINGLE COLOR LED, YELLOW, 5 mm ROHS COMPLIANT PACKAGE-2
LED Lamp; LED Color:Green; Luminous Intensity:8ucd; Forward Current:12mA; Forward Voltage:5V; Color:Green RoHS Compliant: Yes T-1 3/4 SINGLE COLOR LED, GREEN, 5 mm
T-1 3/4 SINGLE COLOR LED, RED, 5 mm ROHS COMPLIANT PACKAGE-2
LED Lamp; LED Color:Green; Luminous Intensity:4ucd; Forward Current:13mA; Forward Voltage:12V; Color:Green RoHS Compliant: Yes
	Dialight PLC
DIALIGHT CORP

	249-8072-3333-504 249-7870-3331-504 249-4167-3334-	SINGLE COLOR LED, YELLOW, 7.1 mm PLASTIC PACKAGE-2
LED Lamp; LED Color:Red; Luminous Intensity:30ucd; Forward Voltage:10V; Color:Red; Leaded Process Compatible:No; Lens Style:(H x Dia) 31.0 x 8.40 mm; Lens Width:7.1; Mounting Type:Through Hole; Peak Reflow Compatible (260 C):No RoHS Compliant: No
LED Lamp; LED Color:Blue; Luminous Intensity:120ucd; Forward Current:10mA; Forward Voltage:14V; Operating Temperature Range:-20 C to  71 C; Color:Blue; Leaded Process Compatible:No; Lens Style:(H x Dia) 31.0 x 8.40 mm RoHS Compliant: No
	Dialight PLC
DIALIGHT CORP

	566-0307F 	LED Lamp; LED Color:Yellow; Luminous Intensity:3.5mcd; Viewing Angle:110 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-55 C to ? C; Leaded Process Compatible:Yes RoHS Compliant: Yes
	DIALIGHT CORP

	AM29F400BB-120DGC AM29F400BB-120DGC1 AM29F400BB-12	4 megabit CMOS 5.0 volt-only boot sector flash memory- die revision 1
4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 5.0 Volt-only Boot Sector Flash Memory-Die Revision 1
LED Lamp; Bulb Size:T-1; LED Color:Blue; Luminous Intensity:250ucd; Viewing Angle:40 ; Forward Current:20mA; Forward Voltage:3.8V; Operating Temperature Range:-40 C to  85 C; Color:Blue; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1; LED Color:White; Luminous Intensity:750ucd; Viewing Angle:35 ; Forward Current:20mA; Forward Voltage:3.5V; Operating Temperature Range:-40 C to  C; Color:White; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:1.8mm; LED Color:Blue; Luminous Intensity:150mcd; Viewing Angle:30 ; Forward Current:20mA; Forward Voltage:3.5V; Operating Temperature Range:-20 C to  80 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:1.8mm; LED Color:Red; Luminous Intensity:40ucd; Viewing Angle:30 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-30 C to  C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; LED Color:Blue; Luminous Intensity:29mcd; Viewing Angle:120 ; Forward Current:20mA; Forward Voltage:3.8V; Operating Temperature Range:-30 C to  85 C; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:1.8mm; LED Color:Orange; Luminous Intensity:750mcd; Viewing Angle:30 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-30 C to  C; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Blue; Luminous Intensity:900ucd; Viewing Angle:20 ; Forward Current:20mA; Forward Voltage:3.5V; Operating Temperature Range:-40 C to  85 C; Color:Blue; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:White; Luminous Intensity:1700ucd; Viewing Angle:20 ; Forward Current:20mA; Forward Voltage:3.5V; Operating Temperature Range:-40 C to  85 C; Color:White; Leaded Process Compatible:Yes RoHS Compliant: Yes
Displays; Color:Yellow/Green; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Lens Color:White; Luminous Intensity (MSCP):6/14ucd RoHS Compliant: Yes
LED Lamp; Bulb Size:5mm; LED Color:Red/Green; Luminous Intensity:2.7ucd; Viewing Angle:120 ; Forward Current:10mA; Forward Voltage:2.1V; Operating Temperature Range:-25 C to  85 C; Color:Red/Green; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; LED Color:Green; Luminous Intensity:15ucd; Viewing Angle:140 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  85 C; Color:Green; Leaded Process Compatible:Yes RoHS Compliant: Yes
Am29F400B KGD (Known Good Die) Supplement
4兆位12x 8-Bit/256x 16位）.0伏的CMOS只，引导扇区快闪记忆体模修订1
4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 5.0 Volt-only, Boot Sector Flash Memory-Die Revision 1 4兆位12亩x 8-Bit/256亩x 16位）.0伏的CMOS只，引导扇区快闪记忆体模修订1
4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 5.0 Volt-only, Boot Sector Flash Memory-Die Revision 1 512K X 8 FLASH 5V PROM, 120 ns, UUC43
4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 5.0 Volt-only, Boot Sector Flash Memory-Die Revision 1 512K X 8 FLASH 5V PROM, 90 ns, UUC43
4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 5.0 Volt-only, Boot Sector Flash Memory-Die Revision 1 512K X 8 FLASH 5V PROM, 70 ns, UUC43
4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 5.0 Volt-only/ Boot Sector Flash Memory-Die Revision 1
	http://
AMD[Advanced Micro Devices]
Advanced Micro Devices, Inc.
ADVANCED MICRO DEVICES INC

	550-XX04 550-5704 550-0204 550-0304 550-0404 550-0	LED 5MM VERT LOW CUR RED PCMNT T-1 3/4 SINGLE COLOR LED, RED, 5 mm
LED Lamp; Color:Green; Luminous Intensity (MSCP):12.3ucd; LED Color:Green; Leaded Process Compatible:Yes; Lens Style:(L x W x H) 9.27 x 6.10 x 6.10 mm; Mounting Type:Through Hole; Terminal Type:PCB Leaded T-1 3/4 SINGLE COLOR LED, GREEN, 5 mm
LED 5MM VERT SUP DIFF YEL PC MNT T-1 3/4 SINGLE COLOR LED, YELLOW, 5 mm
5mm LED CBI Circuit Board Indicator Top View, Single
	Dialight PLC
DIALIGHT[Dialight Corporation]

	AP105-RP34L-SC1-212 RP6-SC-TP HT-102_RP34L-SC1-212	LED Lamp; Color:Yellow; Luminous Intensity (MSCP):6.3; Forward Current:10mA; Forward Voltage:2.1V; LED Color:Yellow; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No 超薄连接器AC电源
Low Profile Connectors for AC power supply 超薄连接器AC电源
	HIROSE[Hirose Electric]
Hirose Electric USA, INC.
HIROSE ELECTRIC Co., Ltd.
Amphenol, Corp.

	592-2400-002 592-2420-013 592-2428-013 592-2420-00	3mm Bi-level Prism? CBI Surface Mount LED SINGLE COLOR
T-1 SINGLE COLOR LED ARRAY, WHITE, 3 mm ROHS COMPLIANT PACKAGE-4
Led Lamp; Bulb Size:3mm; Luminous Intensity:4ucd; Viewing Angle:40 ; Leaded Process Compatible:Yes; Lens Style:Round; Peak Reflow Compatible (260 C):No; Reel Quantity:360 RoHS Compliant: Yes T-1 SINGLE COLOR LED ARRAY, GREEN, 3 mm
	Dialight Corporation
http://
Dialight PLC

	HN48016 HN48016P 	LED Lamp; Bulb Size:6.99mm; LED Color:Green; Luminous Intensity:20ucd; Viewing Angle:60 ; Forward Current:20mA; Forward Voltage:6V; Color:Green; Leaded Process Compatible:No; Lens Width:7; Peak Reflow Compatible (260 C):No RoHS Compliant: No
2048 WORD X 8 BIT ELECTRICALLY ERASABLE AND PROGRAMMABLE ROM
	Hitachi,Ltd.
Hitachi Semiconductor
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