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			 Related Part Number
	
					PART	Description	Maker
	S24A40-22 S24D40-22 S24R40-22 S24D25-22 S48D25-22 	Single Output to 125A 660 Vac AC/DC Control
	Teledyne Technologies Incorporated.

	SFH464E7800 SFH464 Q62702-Q1745 	GaAlAs-Lumineszenzdiode 660 nm GaAlAs Light Emitting Diode 660 nm 发动器，Lumineszenzdiode 660纳米发光二极管的GaAIAs 660纳米
From old datasheet system
	SIEMENS AG
SIEMENS[Siemens Semiconductor Group]

	D4SB10 D4SB20 D4SB40 	Maximum Ratings & Thermal Characteristics Ratings at 25ambient temperature unless otherwise specified.
	乐山无线电股份有限公

	HMC616LP310 616LP3E 	GaAs SMT PHEMT LOW NOISE AMPLIFIER, 175 - 660 MHz
175 MHz - 660 MHz RF/MICROWAVE WIDE BAND LOW POWER AMPLIFIER
	Hittite Microwave Corporation
Hittite Microwave Corpo...

	D4SB80 D4SB10 D4SB100 D4SB20 D4SB40 D4SB60 	Maximum Ratings & Thermal Characteristics Ratings at 25?/a> ambient temperature unless otherwise specified.
Maximum Ratings & Thermal Characteristics Ratings at 25 ambient temperature unless otherwise specified.
Maximum Ratings & Thermal Characteristics Ratings at 25∩ ambient temperature unless otherwise specified.
	LRC[Leshan Radio Company]

	GBL201 GBL2005 GBL202 GBL204 GBL206 GBL208 GBL210 	Maximum Ratings & Thermal Characteristics Ratings at 25?ambient temperature unless otherwise specified.
Maximum Ratings & Thermal Characteristics Ratings at 25∩ ambient temperature unless otherwise specified.
Maximum Ratings & Thermal Characteristics Ratings at 25 ambient temperature unless otherwise specified.
	Leshan Radio Company

	NP0850A 	Front-End Power Supply:170 Vac to 264 Vac Input; 54.2 Vdc Output; 850 W(前端电源(170V64V交流输入;54.2V直流输出850W功率 前端电源70 VAC64 VAC输入; 54.2 Vdc输出850瓦（前端电源（的170V64V交流输入; 54.2V直流输出850W的功率）
	Lineage Power, Corp.

	WKP101 WKP151 WKP470 WKP681 WKP152 WKP392 WKP332 W	Ceramic AC Capacitors Class X1, 760 VAC/Class Y1, 500 VAC
	Vishay Siliconix

	IDT54FCT162374ATPFB IDT54FCT162374TPAB IDT54FCT162	FAST CMOS 16-BIT REGISTER (3-STATE)
Variable Capacitance Diode for Digital audio; Ratings VR (V): 10; Characteristics n: 2.40 to 3.05; Characteristics rs (ohm) max: 1.8; Characteristics C (pF) max: C1 = 2.60 to 2.90 C3 = 0.97 to 1.08; Characteristics CVR/CVR: 1/3; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 15; Characteristics n: 2.35 to 2.55; Characteristics rs (ohm) max: 0.6; Characteristics C (pF) max: C1=6.62 to 7.02 C4=2.60 to 2.95; Characteristics CVR/CVR: 1/4; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 15; Characteristics n: 2.10 to 2.40; Characteristics rs (ohm) max: 0.75; Characteristics C (pF) max: C0.5 = 7.38 to 7.92 C2.5 = 3.26 to3.58; Characteristics CVR/CVR: 0.5/2.5; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 10; Characteristics n: 1.680 to 1.750; Characteristics rs (ohm) max: 1.2; Characteristics C (pF) max: C1 = 21.50 to 24.00 C2 = 12.50 to 14.50; Characteristics CVR/CVR: 1/2; Cl: 17; Package: SFP
Variable Capacitance Diode for VCO; Ratings VR (V): 15; Characteristics n: 2.43 to 2.57; Characteristics rs (ohm) max: 0.75; Characteristics C (pF) max: C0.5 = 7.30 to 7.70 C2.5 = 2.90 to 3.18; Characteristics CVR/CVR: 0.5/2.5; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 10; Characteristics n: 2.30 to 2.46; Characteristics rs (ohm) max: 0.4; Characteristics C (pF) max: C0.5 = 18.5 to 20.0 C2.5 = 7.3 to 8.6; Characteristics CVR/CVR: 0.5/2.5; Cl: 7.95; Package: SFP
Variable Capacitance Diode for Digital audio; Ratings VR (V): 10; Characteristics n: 2.28 to 2.90; Characteristics rs (ohm) max: 1.1; Characteristics C (pF) max: C1 = 2.90 to 3.30 C3 = 1.12 to 1.30; Characteristics CVR/CVR: 1/3; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 10; Characteristics n: 2.02 to 2.26; Characteristics rs (ohm) max: 0.4; Characteristics C (pF) max: C0.5 = 18.5 to 20.0 C2.5 = 8.55 to 9.45; Characteristics CVR/CVR: 0.5/2.5; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 10; Characteristics n: 2.62 min; Characteristics rs (ohm) max: 0.4; Characteristics C (pF) max: C1 = 14.6 to 15.8 C4 = 5.20 to 5.80; Characteristics CVR/CVR: 1/4; Cl: 5.85; Package: EFP
Variable Capacitance Diode for VCO; Ratings VR (V): 15; Characteristics n: 3.0 min; Characteristics rs (ohm) max: 2; Characteristics C (pF) max: C1 = 41.6 to 49.9 C4 = 10.1 to 14.8; Characteristics CVR/CVR: 1/4; Cl: 12.45; Package: SFP
Variable Capacitance Diode for VCO; Ratings VR (V): 15; Characteristics n: 1.73 to 2.10; Characteristics rs (ohm) max: 0.7; Characteristics C (pF) max: C1 = 2.35 to 2.70 C3 = 1.22 to 1.42; Characteristics CVR/CVR: 1/3; Cl: -; Package: MP6
	Integrated Device Technology, Inc.

	DS2500PE 	   180 Vac to 264 Vac 2500 W
	Artesyn Technologies

	A123S1YZQ 	   Letter codes G,L and Q,M - 6 amp at 125 VAC, 3 amp @ 250 VAC or 6 amp at 28 VDC resistive.
	List of Unclassifed Man...
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