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			MT3A-1233SI - All specifications are typical at nominal input, full load and 25oC otherwise noted 
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			 Related Part Number
	
					PART	Description	Maker
	BGA318 Q62702-G0043 	From old datasheet system
Silicon Bipolar MMIC-Amplifier (Cascadable 50 W-gain block 16 dB typical gain at 1.0 GHz 12 dBm typical P-1dB at 1.0 GHz) 硅双极单片放大器（级0瓦，增益模块十六分贝典型增益.0 GHz2 dBm典型的P - 1dB的在1.0千兆赫）
Silicon Bipolar MMIC-Amplifier (Cascadable 50 W-gain block 16 dB typical gain at 1.0 GHz 12 dBm typical P-1dB at 1.0 GHz) 0 MHz - 1200 MHz RF/MICROWAVE WIDE BAND LOW POWER AMPLIFIER
	SIEMENS[Siemens Semiconductor Group]
SIEMENS AG

	FMCE-0528 FMCE-0528-TR 	Attenuation to 60 dB at 500 kHz, typical Operating temperature -55掳 to  125掳C
Attenuation to 60 dB at 500 kHz, typical Operating temperature -55° to  125°C
	Interpoint Corporation Company

	SM08103370 	Electrical Specifications: Mechanical Specifications:
	AMETHERM Circuit Protection Thermistors

	SM08502350 	Electrical Specifications: Mechanical Specifications:
	AMETHERM Circuit Protection Thermistors

	SM08202350 	Electrical Specifications: Mechanical Specifications:
	AMETHERM Circuit Protection Thermistors

	SM06502350 	Electrical Specifications: Mechanical Specifications:
	AMETHERM Circuit Protection Thermistors

	SM06154410 	Electrical Specifications: Mechanical Specifications:
	AMETHERM Circuit Protection Thermistors

	SM06104450 	Electrical Specifications: Mechanical Specifications:
	AMETHERM Circuit Protection Thermistors

	SM06103370 	Electrical Specifications: Mechanical Specifications:
	AMETHERM Circuit Protection Thermistors

	MCP6547 MCP6549 MCP6546 MCP6548 MCP6547-I/MS MCP65	The MCP6549 is an Open Drain, quad comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current of 600 nA and a maximum of 1 microamp and is 10V output capable. This device is offered in the sixteen lead
The MCP6546 is an Open-Drain, single comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current ...
The MCP6549 is an Open Drain, quad comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current ...
The MCP6547 is an Open Drain, dual comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current of 600 nA and a maximum of 1 microamp and is 10V output capable. This device is offered in the eight lead PD
The MCP6546 is an Open-Drain, single comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current of 600 nA and a maximum of 1 microamp and is 10V output capable. This device is offered in the eight lead
The MCP6548 is an Open Drain, single comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current ...
The MCP6547 is an Open Drain, dual comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current ...
OPEN-DRAIN OUTPUT SUB-MICROAMP COMPARATORS
	MICROCHIP[Microchip Technology]

	HG2-AC240V-F HG3-AC240V-F HG4-AC240V-F HG4-AC100V-	TYPICAL APPLICATIONS
	Panasonic Semiconductor
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