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			 Related Part Number
	
					PART	Description	Maker
	2SC4066 	TRANSISTOR | 50V V(BR)CEO | 100MA I(C) | SOT-23 晶体管| 50V五（巴西）总裁| 100mA的一（c）| SOT - 23封装
	General Cable Technologies, Corp.

	GF2304 	TRANSISTOR | MOSFET | N-CHANNEL | 30V V(BR)DSS | 2.5A I(D) | SOT-23 晶体管| MOSFET的| N沟道| 30V的五（巴西）直| 2.5AI（四）| SOT - 23封装
	Vishay Intertechnology, Inc.

	AD5060ARJZ-1REEL7 AD5060ARJZ-2REEL7 AD5060YRJZ-1RE	Full Accurate 3 V/5 V 16-Bit VOUT nanoDAC&reg; Converter, Output Buffered, in a Sot 23; Package: SOT-23; No of Pins: 8; Temperature Range: Industrial SERIAL INPUT LOADING, 4 us SETTLING TIME, 16-BIT DAC, PDSO8
Fully Accurate 14-/16-Bit VOUT nanoDAC SPI Interface 2.7 V to 5.5 V, in an SOT-23
Fully Accurate 14-/16-Bit VOUT nanoDAC?SPI Interface 2.7 V to 5.5 V, in an SOT-23
	Analog Devices, Inc.
ANALOG DEVICES INC

	AD5061BRJZ-1REEL7 AD5061YRJZ-1REEL7 	3 V/5 V, 16-Bit VOUT nanoDAC&reg; Converter, Output Buffered, in a Sot 23; Package: SOT-23; No of Pins: 8; Temperature Range: Industrial
	ANALOG DEVICES INC

	ADM1818-10AKS-REEL ADM1818-20AKS-REEL ADM1818-10AK	Microprocessor Supervisory in SOT-23 with Manual Push Button Option
Microprocessor Supervisory in SOT-23 with Open Drain Output Choices
Microprocessor Supervisory in SOT-23 with Active High Push-Pull Output
	Analog Devices

	2SA1326 2SC3341 	TRANSISTOR | BJT | PNP | 50V V(BR)CEO | 500MA I(C) | SOT-23
TRANSISTOR | BJT | NPN | 30V V(BR)CEO | 500MA I(C) | SOT-23 晶体管|晶体管|叩| 30V的五（巴西）总裁| 500mA的一（c）| SOT - 23封装
	Samsung Semiconductor Co., Ltd.

	ADM6348-44ARTZ-R7 ADM6348-43ARTZ-R7 ADM6346-46ARTZ	Ultralow Power, 3-Lead, SOT-23, Microprocessor Reset Circuit, Active-Low Open-Drain Output, 0.5 A Supply Current; Package: SOT-23-3; No of Pins: 3; Temperature Range: Industrial 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 ROHS COMPLIANT, TO-236AB, SOT-23, 3 PIN
Ultralow Power, 3-Lead, SOT-23 Microprocessor Reset Circuits
	ANALOG DEVICES INC
Analog Devices, Inc.

	BSV52T/R 	TRANSISTOR | BJT | NPN | 12V V(BR)CEO | 100MA I(C) | SOT-23 晶体管|晶体管|叩| 12V的五（巴西）总裁| 100mA的一（c）| SOT - 23封装
	Atmel, Corp.

	AM27C1024-300DIB AM27C1024-350/BUA AM27C1024-205DC	Constant Frequency Current Mode Step-Up DC/DC Controller in SOT-23; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  125°C
High Efficiency Monolithic Synchronous Step-Down Regulator; Package: MSOP; No of Pins: 8; Temperature Range: -40°C to  125°C
Single and Dual Micropower High Side Switch Controllers in SOT-23; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  125°C
Single and Dual Micropower High Side Switch Controllers in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  125°C
150mA, Micropower, Low Noise, VLDO Linear Regulator; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  125°C
High Efficiency Thermoelectric Cooler Controller; Package: QFN; No of Pins: 32; Temperature Range: -40°C to  125°C
High Efficiency Thermoelectric Cooler Controller; Package: SSOP; No of Pins: 28; Temperature Range: -40°C to  125°C
Micropower, Regulated 3.3V/5V Charge Pump with Shutdown in SOT-23; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  125°C
8-Channel, 12-Bit, 1.25Msps Sampling ADCs; Package: SSOP; No of Pins: 48; Temperature Range: 0°C to  70°C
x16 EPROM x16存储
Single and Dual Micropower High Side Switch Controllers in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: -40&deg;C to  125&deg;C
	OlympicControls, Corp.

	ADT7301ARM ADT7301ARM-REEL ADT7301ARM-REEL7 ADT730	DIGITAL TEMP SENSOR-SERIAL, 13BIT(s), 4Cel, RECTANGULAR, SURFACE MOUNT LEAD FREE, PLASTIC, MO-178AB, SOT-23, 6 PIN
13-Bit, 0.5C Accurate, MicroPower Digital Temperature Sensor in 6-Lead SOT-23
13-Bit/ 0.5C Accurate/ MicroPower Digital Temperature Sensor in 6-Lead SOT-23
13-Bit, ±1ºC Accurate, MicroPower Digital Temperature Sensor in 6-Lead SOT-23 and 8-Lead MSOP
	Analog Devices, Inc.
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