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			 Related Part Number
	
					PART	Description	Maker
	MAX5363 MAX5363EUT-T MAX5364 MAX5364EUT-T MAX5365 	Low-Cost, Low-Power, 6-Bit DACs with 3-Wire Serial Interface in SOT23 SERIAL INPUT LOADING, 20 us SETTLING TIME, 6-BIT DAC, PDSO6
Low-Cost Low-Power 6-Bit DACs with 3-Wire Serial Interface in SOT23
" Low-Cost, Low- Power, 6-Bit DACs with 3-Wire Serial Interface in SOT23"
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	MAX6701 MAX6701KA-T MAX6701AKA-T MAX6701-MAX6708 M	4.63 V, Low-voltage, SOT23 mP supervisor with power-fail in/out, manual reset and watchdog timer
2.63 V, Low-voltage, SOT23 mP supervisor with power-fail in/out, manual reset and watchdog timer
2.32 V, Low-voltage, SOT23 mP supervisor with power-fail in/out, manual reset and watchdog timer
4.38 V, Low-voltage, SOT23 mP supervisor with power-fail in/out, manual reset and watchdog timer
TV 6C 6#22D SKT RECP 1-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
Low-Voltage, SOT23 レP Supervisors with Power- Fail In/Out, Manual Reset, and Watchdog Timer 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
Low-Voltage, SOT23 P Supervisors with Power- Fail In/Out, Manual Reset, and Watchdog Timer 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
Low-Voltage, SOT23 レP Supervisors with Power- Fail In/Out, Manual Reset, and Watchdog Timer 1-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
Low-Voltage, SOT23 レP Supervisors with Power- Fail In/Out, Manual Reset, and Watchdog Timer 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
Rocker Switch; Leaded Process Compatible:Yes; Contact Rating:10A at 250VAC; Mounting Type:Panel; Switch Features:Neon Lighted Rocker; Switch Function:DPDT RoHS Compliant: Yes
JT 61C 61#20 PIN WALL RECP
LOW-VOLTAGE, SOT23 ヌP SUPERVISORS WITH POWER- FAIL IN/OUT, MANUAL RESET, AND WATCHDOG TIMER
Low-Voltage, SOT23 ?? Supervisors with Power- Fail In/Out, Manual Reset, and Watchdog Timer
Low-Voltage, SOT23 μP Supervisors with Power- Fail In/Out, Manual Reset, and Watchdog Timer
Low-Voltage / SOT23 P Supervisors with Power- Fail In/Out / Manual Reset / and Watchdog Timer
Low-Voltage, SOT23, µP Supervisors with Power-Fail In/Out, Manual Reset, and Watchdog Timer
2.19 V, Low-voltage, SOT23 mP supervisor with power-fail in/out, manual reset and watchdog timer
3.08 V, Low-voltage, SOT23 mP supervisor with power-fail in/out, manual reset and watchdog timer
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor
Maxim Integrated Produc...

	MAX4372TEUKT MAX4372FEUK MAX4372TESAT MAX4372TEBTT	Low-Cost, UCSP/SOT23, Micropower, High-Side Current-Sense Amplifier with Voltage Output
	Maxim Integrated Products
Maxim Integrated Produc...

	5962-9458501HYC 5962-9458501HYA 5962-9458502HNC 59	Single/Dual/Quad, Low-Cost, UCSP/SOT23, Low-Power, Rail-to-Rail I/O Op Amps
x32 EEPROM Module
Current-Regulating Hot-Swap Controller with DualSpeed/BiLevel Fault Protection
Single/Dual/Quad, Low-Power, Single-Supply, Rail-to-Rail I/O Op Amps with Shutdown
16 x 16 Nonblocking Video Crosspoint Switch with On-Screen Display Insertion and I/O Buffers
ADSL Drivers/Receivers for Customer Premise Equipment
Low-Cost, UCSP/SOT23, Micropower, High-Side Current-Sense Amplifier with Voltage Output
Low-Cost,  3V/ 5V, 620µA, 200MHz, Single-Supply Op Amps with Rail-to-Rail Outputs
1.4W and 1W, Ultra-Small, Audio Power Amplifiers with Shutdown X32号的EEPROM模块
High-Speed, Low-Power, Single-Supply Multichannel, Video Multiplexer-Amplifiers X32号的EEPROM模块
	Brady, Corp.
Chicago Miniature Lighting, LLC

	MAX4173TESAT 	Low-Cost, SOT23, Voltage-Output, High-Side Current-Sense Amplifier 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
	Maxim Integrated Products, Inc.

	MAX9202 MAX9202ESD MAX9202EUD MAX9201ESE MAX9203ES	Low-Cost, 7ns, Low-Power Voltage Comparators COMPARATOR, 7500 uV OFFSET-MAX, 7 ns RESPONSE TIME, PDSO8
Low-Cost, 7ns, Low-Power Voltage Comparators 低成本7ns、低功耗电压比较器
Low-Cost 7ns Low-Power Voltage Comparators
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	MAX5382PEUKTGE4 MAX5381PEUKT MAX5382PEUKGE4 	Low-Cost, Low-Power, 8-Bit DACs with 2-Wire Serial Interface in SOT23
	MAXIM - Dallas Semiconductor

	MAX4468ESA MAX4469EKA-T MAX4469ESA MAX4467EKA-T MA	Low-Cost / Micropower / SC70/SOT23-8 / Microphone Preamplifiers with Complete Shutdown
Low-Cost, Micropower, SC70/SOT23-8, Microphone Preamplifiers with Complete Shutdown
"Low-Cost, Single, Microphone Preamplifier"
"?Low-Cost, Single, Microphone Preamplifier with Complete Shutdown"
"Low-Cost, Single, Microphone Preamplifier with Complete Shutdown"
Low-Cost Micropower SC70/SOT23-8 Microphone Preamplifiers with Complete Shutdown
"?Low-Cost, Single, Microphone Preamplifier"
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]

	MAX6501UKP057-T 	Low-Cost,  2.7V to  5.5V, Micropower Temperature Switches in SOT23 and TO-220
	MAXIM INTEGRATED PRODUCTS INC

	42816-0512 42816-0412 42816-0312 	Low-Cost, 2.7V to 5.5V, Analog Temperature Sensor Switches in a SOT23 BUCHSENGEHAEUSE迷你甩高POL
	Molex, Inc.

	MAX6720 MAX6720UTD-T MAX6729 MAX6717 MAX6722UTD-T 	Vcc1: 2.313 V, Vcc2: 1.110 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 1.665 V, Vcc2: 1.388 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 2.313 V, Vcc2: 1.388 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 2.188 V, Vcc2: 1.575 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 2.313 V, Vcc2: 1.665 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Dual/Triple Ultra-Low-Voltage SOT23 μP Supervisory Circuits
Dual/Triple Ultra-Low-Voltage SOT23 P Supervisory Circuits
Replaced by TPL9201 : Microcontroller Power Supply and Low-Side Driver 20-PDIP -40 to 125
Dual/Triple Ultra-Low-Voltage SOT23 レP Supervisory Circuits 三路、超低电压、SOT23封装、微处理器监控电
8-Bit Shift Register 16-PDIP -40 to 125 三路、超低电压、SOT23封装、微处理器监控电
Vcc1: 2.188 V, Vcc2: 0.788 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 2.625 V, Vcc2: 1.313 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 4.625 V,Vcc2: 3.075 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 4.375 V, Vcc2: 2.625 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 4.375 V,Vcc2: 2.925 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 2.625 V, Vcc2: 0.788 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 2.625 V, Vcc2: 1.575 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 2.625 V, Vcc2: 2.188 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 2.925 V, Vcc2: 0.788 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 2.925 V, Vcc2: 1.050 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 2.925 V, Vcc2: 1.313 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 2.925 V, Vcc2: 1.575 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 2.925 V, Vcc2: 2.188 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 3.075 V, Vcc2: 0.833 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 3.075 V, Vcc2: 1.110 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 3.075 V, Vcc2: 1.388 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 3.075 V, Vcc2: 1.665 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 3.075 V, Vcc2: 2.313 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 1.575 V, Vcc2: 0.788 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 1.575 V, Vcc2: 1.313 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 1.575 V, Vcc2: 1.050 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 1.665 V, Vcc2: 0.883 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1 4.625 V,Vcc2 3.075 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
	MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.
Maxim Integrated Produc...
MAXIM - Dallas Semiconductor
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