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			 Related Part Number
	
					PART	Description	Maker
	KK-0851-15 	Operating Voltage= 250/480 Vac OperatingCurrentMax= 15,25,35 amp
	JMK Inc.

	AA-0221-20 	Operating voltage = 115/250 Vac Operating current = 20 Amp
	JMK Inc.

	FF-1069A-3B 	Operating voltage = 125 / 250 Vac Operating current = 3 Amps
	JMK Inc.

	0815 	Operating V oltage = 250/480 V ac 3 PH Delta Operating Current Max= 1 2 & 1 8 amps
	JMK Inc.

	ZL-1576-15 	Operating Voltage= 115/240 Vac Operating Current Max= 15.0 amp
	JMK Inc.

	H12CD4850 	50-90Amp  480 Vac  AC Output
25-125Amp 480 Vac AC Output
	http://
ETC[ETC]
N.A.

	MAX1044 MAX1044CPA MAX1044CSA MAX1044EPA MAX1044ES	From old datasheet system
Analog IC - Datasheet Reference
Switched-Capacitor Voltage Converters
Apem Components Inc Micro Limit Switches, Contact Rating: 16 A/250 VAC (resistive load), 4 A/250 VAC (motor load), Contact Type: SPST-NO, Actuator: Roller Lever, Contact: Nickel Silver
	Maxim Integrated Produc...
MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maixm
Maxim Integrated Products Inc
Maxim Integrated Products, Inc.

	HH-1199-6C 	Operating Voltage: 125 / 250 v~ Operating Current (Max): 6.0 AMP
	JMK Inc.

	HH-0828-1.5 	Operating Voltage = 115 / 250 V~ Operating Current = 1.5 Amp
	JMK Inc.

	TPIBU-151 	Wide Operating Voltage 90 to 260 VAC,47 to 63 Hz
	Total Power Internation...

	TPIBU-41 	Wide Operating Voltage 90 to 264 VAC,47 to 63 Hz
	Total Power Internation...
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