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			 Related Part Number
	
					PART	Description	Maker
	OT-CC-16F-XXX OT-DTCR-1 OT-DTCR-2 OT-CC-6-1U OTS-1	CWDM Wideband Optical Link
	Emcore Corporation

	V23814-U1306-M130 V23815-U1306-M130 V23815-U1306-M	SPECIALTY TELECOM CIRCUIT, XFO72
1.6 Gbit/s Rx Parallel Optical Link (...
1.6 Gbit/s Tx Parallel Optical Link (...
Parallel Optical Link: PAROLI T X AC, 1.6 Gbit/s 并行光链路：帕罗利德克萨斯州交流.6 Gbit / s
	INFINEON[Infineon Technologies AG]

	L9534 	Red LED for optical link Red LED for 125 Mbps optical link
	Hamamatsu Corporation

	FTRX-3812S356 FTRX-3812S346 FTRX-3812S350 FTRX-381	SONET/SDH 10Gb/s DWDM XFP Optical Transceiver
	Finisar Corporation.

	XPS-2385W-D285G XPS-2385W-D465G XPS-2385W-D200G XP	10Gbps / 80 km / 50 GHz DWDM XFP Single-Mode Optical Transceiver for 10GbE / OC-192
	Optoway Technology Inc

	S7141-10 	Photo IC for optical link
	Hamamatsu Corporation

	L772606 L7726 	Red LED for optical link Emitter for 156 Mbps POF communications
	Hamamatsu Corporation

	HFBR-EMD100Z HFBR-EMS100Z HFBR-EUD100Z HFBR-RUD100	Plastic Optical Fiber Cable and Accessories for Versatile Link
   Plastic Optical Fiber Cable and Accessories for Versatile Link
	AVAGO TECHNOLOGIES LIMITED
AVAGO TECHNOLOGIES LIMI...

	AFKC-XXXXD AFKC-XXXXE AFKA-0006 AFKA-0001 AFKA-000	AFKC-XXXXD · 2.7 Gb/s Pluggable DWDM Transceiver, 100 km
AFKC-XXXXE · 2.7 Gb/s Pluggable DWDM Transceiver, 160 km
AFKA-0006 · Evaluation Kit for the 2.7 Gb/s Pluggable DWDM Transceiver
AFKA-0001 · Rail mechanism for AFKC series
AFKA-0002 · EMI kennel for AFKC series
	Agilent (Hewlett-Packard)

	NX8562LB646-BA NX8562LF646-BA NX8562LB6040-BA NX85	CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1564.67 nm. Frequency 191.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1564.67 nm. Frequency 191.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1604.02 nm. Frequency 186.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1604.88 nm. Frequency 186.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1529.55 nm. Frequency 196.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1540.55 nm. Frequency 194.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1544.52 nm. Frequency 194.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1548.51 nm. Frequency 193.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1552.52 nm. Frequency 193.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1556.55 nm. Frequency 192.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1569.59 nm. Frequency 191.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1574.54 nm. Frequency 190.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1579.51 nm. Frequency 189.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1584.52 nm. Frequency 189.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1589.56 nm. Frequency 188.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1540.55 nm. Frequency 194.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1544.52 nm. Frequency 194.10 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1548.51 nm. Frequency 193.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1556.55 nm. Frequency 192.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1552.52 nm. Frequency 193.10 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1569.56 nm. Frequency 191.00 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1574.54 nm. Frequency 190.40 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1579.51 nm. Frequency 189.80 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1584.52 nm. Frequency 189.20 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1589.56 nm. Frequency 188.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1590.41 nm. Frequency 188.50 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1602.31 nm. Frequency 187.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1553.32 nm. Frequency 193.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1553.32 nm. Frequency 193.00 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1581.18 nm. Frequency 189.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1581.18 nm. Frequency 189.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1549.31 nm. Frequency 193.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1549.31 nm. Frequency 193.50 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1596.33 nm. Frequency 187.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1546.91 nm. Frequency 193.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1546.11 nm. Frequency 193.90 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1546.91 nm. Frequency 193.80 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1587.04 nm. Frequency 188.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1587.04 nm. Frequency 188.90 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1587.88 nm. Frequency 188.80 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1578.68 nm. Frequency 189.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1582.01 nm. Frequency 189.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1582.85 nm. Frequency 189.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1580.35 nm. Frequency 189.70 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1583.69 nm. Frequency 189.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1585.36 nm. Frequency 189.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1578.68 nm. Frequency 189.90 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1599.74 nm. Frequency 187.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1591.25 nm. Frequency 188.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1598.04 nm. Frequency 187.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1598.89 nm. Frequency 187.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1594.64 nm. Frequency 188.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1592.94 nm. Frequency 188.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1592.10 nm. Frequency 188.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1595.48 nm. Frequency 187.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1577.02 nm. Frequency 190.10 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1577.02 nm. Frequency 190.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1577.85 nm. Frequency 190.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1608.32 nm. Frequency 186.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1600.60 nm. Frequency 187.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1565.49 nm. Frequency 191.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1567.13 nm. Frequency 191.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1609.19 nm. Frequency 186.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1562.23 nm. Frequency 191.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1607.46 nm. Frequency 186.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1563.04 nm. Frequency 191.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1567.95 nm. Frequency 191.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1603.16 nm. Frequency 187.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1610.05 nm. Frequency 186.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1571.23 nm. Frequency 190.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1572.06 nm. Frequency 190.70 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1573.71 nm. Frequency 190.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1543.73 nm. Frequency 194.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1535.82 nm. Frequency 195.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1591.25 nm. Frequency 188.40 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1607.46 nm. Frequency 186.50 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1590.41 nm. Frequency 188.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1587.88 nm. Frequency 188.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1588.72 nm. Frequency 188.70 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1582.01 nm. Frequency 189.50 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1582.85 nm. Frequency 189.40 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1554.94 nm. Frequency 192.80 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1557.36 nm. Frequency 192.50 THz. Anode ground. FC-PC connector.
	NEC

	NX8563LF646-BA NX8563LB646-BA NX8563LB6040-BA NX85	CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1564.67 nm. Frequency 191.60 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1564.67 nm. Frequency 191.60 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1604.02 nm. Frequency 186.90 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1604.88 nm. Frequency 186.80 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1559.78 nm. Frequency 192.20 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1529.55 nm. Frequency 196.00 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1590.41 nm. Frequency 188.50 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1602.31 nm. Frequency 187.10 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1538.07 nm. Frequency 194.80 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1553.32 nm. Frequency 193.00 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1581.18 nm. Frequency 189.60 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1581.18 nm. Frequency 189.60 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1587.04 nm. Frequency 188.90 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1569.59 nm. Frequency 191.00 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1597.18 nm. Frequency 187.70 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1598.04 nm. Frequency 187.60 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1592.94 nm. Frequency 188.20 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1592.10 nm. Frequency 188.30 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1599.74 nm. Frequency 187.40 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1574.54 nm. Frequency 190.40 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1571.23 nm. Frequency 190.80 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1572.88 nm. Frequency 190.60 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1567.95 nm. Frequency 191.20 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1607.46 nm. Frequency 186.50 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1607.46 nm. Frequency 186.50 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1582.01 nm. Frequency 189.50 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1582.85 nm. Frequency 189.40 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1582.01 nm. Frequency 189.50 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1582.85 nm. Frequency 189.40 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1584.52 nm. Frequency 189.20 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1584.52 nm. Frequency 189.20 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1583.69 nm. Frequency 189.30 THz. FC-PC connector. Anode floating.
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