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			 Related Part Number
	
					PART	Description	Maker
	MUR2100ERLG MUR2100EG 	2A 1000V Ultrafast Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 2 A, 1000 V, SILICON, RECTIFIER DIODE, DO-41
2A 1000V Ultrafast Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 1000
SWITCHMODE Power Rectifier Ultrafast “E?Series with High Reverse Energy Capability
	ON Semiconductor

	AV2020 	20x2 Character
	ANAG VISION

	LCM-S02002DSF 	5.55mm CHARACTER HEIGHT, 5x8 DOT MATRIX, 20x2 LCD MODULE
	LUMEX INC.

	MZP4750ARLG MZP4729ARLG 	3 W Zener Regulator 27 V SUR30; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 6000 27 V, 1 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-41
3 W Zener Regulator 3.6 V SUR30; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 6000 3.6 V, 1 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-41
	ON Semiconductor

	WH2002A 	CHARACTER LCD MODULE display format: 20x2; module size: 116.0x37.0; viewing size: 85.0x18.6; character size: 3.20x5.55; dot size: 0.60x0.65;
	WSTAR

	MX29LV320BXBI-70 MX29LV320TXBI-70 MX29LV320TTC-90 	15A 45V Schottky Rectifier; Package: TO-220 3 LEAD STANDARD; No of Pins: 3; Container: Rail; Qty per Container: 50 2M X 16 FLASH 3V PROM, 90 ns, PDSO48
1A 40V Schottky Rectifier; Package: SOD-123FL 2 LEAD; No of Pins: 2; Container: Tape and Reel; Qty per Container: 3000 2M X 16 FLASH 3V PROM, 90 ns, PDSO48
32 BIT 4M X 8 / 2M X 16 ] SINGLE VOLTAGE 3V ONLY FLASH MEMORY 2M X 16 FLASH 3V PROM, 120 ns, PDSO48
32 BIT 4M X 8 / 2M X 16 ] SINGLE VOLTAGE 3V ONLY FLASH MEMORY 2M X 16 FLASH 3V PROM, 120 ns, PBGA48
1A 60V Schottky Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 2M X 16 FLASH 3V PROM, 90 ns, PDSO48
1A 50V Schottky Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 32米8 / 2米16]单电V时仅闪存
1A 30V Schottky Rectifier; Package: SOD-123 2 LEAD; No of Pins: 2; Container: Tape and Reel; Qty per Container: 3000 32米8 / 2米16]单电V时仅闪存
Silver Mica Capacitor; Capacitance:82pF; Capacitance Tolerance: /- 2%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:6pF; Capacitance Tolerance: 0.5pF; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:82pF; Capacitance Tolerance: /- 1%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
240 x 160 pixel format, Available with EL Backlight
Silver Mica Capacitor; Capacitance:82pF; Capacitance Tolerance: 2%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
16A 100V Schottky Rectifier; Package: TO-220 3 LEAD STANDARD; No of Pins: 3; Container: Rail; Qty per Container: 50
240 x 320 pixel format (portrait mode), Compact LCD size
	http://
MACRONIX INTERNATIONAL CO LTD
Macronix International Co., Ltd.

	415226-1 	F Series and G Series; PLUG, SERIES F ( AMP )
	Tyco Electronics

	5LP02M 	PicoMOSFET Series
Ultrahigh-Speed Switching Applications
Pico MOSFET Series
	SANYO[Sanyo Semicon Device]
Sanyo Semiconductor

	P772-002 	2-ft. KVM Switch Daisychain Cable for B020-series and B022 series KVMs
	Tripp Lite. All Rights ...

	RL1220T-6R8-G RL1220T-5R6-G RP2012S-180-G RP2012S-	RP series, RPH series,high-power metal film chip resistors
	SUSUMU Co., Inc.
List of Unclassifed Manufacturers
List of Unclassifed Manufac...
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