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			 Related Part Number
	
					PART	Description	Maker
	TD62309 TD62309F TD62309P E005652 	From old datasheet system
6CH LOW SATURATION HIGH-CURRENT SINK DRIVER
6CH LOW SATURATION HIGH-CURRENT SING DRIVER
	TOSHIBA[Toshiba Semiconductor]

	ISL8840AMBEPZ ISL8841AMBEPZ ISL8842AMBEPZ ISL8843A	High Performance Industry Standard Single-Ended Current Mode PWM Controller; Temperature Range: -55&deg;C to 125&deg;C; Package: 8-SOIC T&amp;R SWITCHING CONTROLLER, PDSO8
	Intersil, Corp.
Intersil Corporation

	PMR209MB5470M100 PMR209MC6220M047 	High Voltage, High-Side Current Sense Amplifier in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: -40&deg;C to  85&deg;C *电容类X2 0.047UF 100R
High Voltage, High-Side Current Sense Amplifier in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: -40&deg; to  125&deg;C 钢筋混凝土GLIED 0.22UF 47欧姆
	Electronic Theatre Controls, Inc.

	LT3845A LT3844 LTC3891 LT3741 LT37241 LTC3835-1 LT	High Voltage, Current Mode Switching Regulator Controller Thermal Shutdown
High Voltage, Current Mode Switching Regulator Controller; Package: TSSOP; No of Pins: 16; Temperature Range: -40&deg;C to  85&deg;C 0.3 A SWITCHING CONTROLLER, 220 kHz SWITCHING FREQ-MAX, PDSO16
   High Voltage, Current Mode Switching Regulator Controller
	Linear Technology, Corp.

	1202-052 	FLTR, SING, PI, BSHG
	API Technologies Corp

	KH103 	Fast Settling/ High Current Wideband Op Amp
Fast Settling, High Current Wideband Op Amp
From old datasheet system
	Fairchild Semiconductor Corporation
FAIRCHILD[Fairchild Semiconductor]

	LT6107 LT6107MPS5-TR LT6107MPS5-TRM LT6107MPS5-TRM	High Temperature High Side Current Sense Amp in SOT-23
	Linear Technology

	VCN70BADJTU-1C 	High Efficiency, High Current Density, 60 or 70 Amp Single Inline Package DC/DC Converters
	Murata Manufacturing Co., Ltd.

	ISL6310CRZ-T ISL6310IRZ-T 	Two-Phase Buck PWM Controller with High Current Integrated MOSFET Drivers; Temperature Range: 0&degC to 70&deg;C; Package: 32-QFN T&amp;R SWITCHING CONTROLLER, 1500 kHz SWITCHING FREQ-MAX, PQCC32
Two-Phase Buck PWM Controller with High Current Integrated MOSFET Drivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 32-QFN T&amp;R SWITCHING CONTROLLER, 1500 kHz SWITCHING FREQ-MAX, PQCC32
	Intersil, Corp.

	MAX6416 MAX6418 MAX6412 MAX6413UK37-T MAX6413UK38-	330MHz, Low Power, Current Feedback Video Operational Amplifier with Output Disable; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-PDIP
" Low-Power, Single/Dual-Voltage ?P Reset Circuits with Capacitor-Adjustable Reset Timeout Delay"
Dual Long-Tailed Pair Transistor Array; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R
380MHz, SOT-23, Low Power Current Feedback Operational Amplifier; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
12-Bit, 80 MSPS, High Speed Video D/A Converter; Temperature Range: 0&degC to 70°C; Package: 28-SOIC
Single 16 and 8, Differential 8-Channel and 4-Channel CMOS Analog MUXs with Active Overvoltage Protection; Temperature Range: -40°C to 85°C; Package: 28-SOIC
380MHz, SOT-23, Low Power Current Feedback Operational Amplifier; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
Gilbert Cell UHF Transistor Array; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
850MHz, Low Distortion Programmable Gain Buffer Amplifier; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
330MHz, Low Power, Current Feedback Video Operational Amplifier; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
10-Bit, 40MSPS A/D Converter with CMOS Outputs; Temperature Range: 0&degC to 70&deg;C; Package: 28-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
8-Bit, 165/125/60MSPS, High Speed D/A Converter; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-TSSOP T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Complete, 12-Bit A/D Converters with Microprocessor Interface; Temperature Range: See Datasheet; Package: 28-PDIP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
12-Bit, Low Cost, Monolithic D/A Converters; Temperature Range: 0&degC to 70&deg;C; Package: 24-PDIP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
360MHz, Low Power, Video Operational Amplifier with Output Limiting; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Dual Long-Tailed Pair Transistor Array; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R
	Maxim Integrated Products, Inc.
电源管理
MAXIM INTEGRATED PRODUCTS INC

	CSNE151 	CSN Series closed loop current sensor, measures AC, DC or impulse current, 25 amp-turns nominal, 卤 36 amp-turns range, smaller housing, 1000 turn
	Honeywell Solid State Electronics Center
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