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			 Related Part Number
	
					PART	Description	Maker
	D133D D131D 	Miniature, 1W SIP Dual Isolated Output DC/DC Con vert ers
	MicroPower Direct, LLC

	LF114ED LF111ED LF112ED LF151ED LF152ED LF153ED LF	Lowest Cost, Dual Output Ultra-Miniature 1W SMT DC/DC Con vert ers
F100ED SERIES
	MicroPower Direct, LLC

	RP60-483.3SE RP60-1205DE RP60-1205SE RP60-1212DE R	60 Watt Single, Dual & Positive Dual Output
D-Subminiature Connector; Gender:Male; No. of Contacts:51; Contact Termination:Solder; D Sub Shell Size:DB51; Body Material:Thermoplastic; Leaded Process Compatible:No; Mounting Type:Jackpost; Peak Reflow Compatible (260 C):No RoHS Compliant: No
60 Watt Single, Dual & Positive Dual Output
	RECOM Power Inc.
RECOM[Recom International Power]

	TP1124 TP1126 TP1125 TP1122 TP1123 TP1101 TP1102 T	(TP1101 - TP1108) Single/Dual and Triple Output DC-DC Converters
25 to 30 WATT SINGLE, DUAL and TRIPLE OUTPUT DC-DC CONVERTERS
CONNECTOR ACCESSORY 连接器附
	List of Unclassifed Manufacturers
Total Power International
ETC[ETC]
Electronic Theatre Controls, Inc.

	IDT54FCT620CTLB IDT54FCT620CTEB IDT54FCT620ATDB ID	High Frequency Synchronous PWM Buck Controller in a 10-Lead MLPD Package.
High Frequency 2-Phase Single or Dual Output Sychronous Step Down Controller with Output Tracking and Sequencing
High Frequency 2-Phase, Single or Dual Output Synchronous Step Down Controller with Output Tracking and Sequencing
Single 8-Bit Inverting Bus Transceiver 位反向总线收发
	Fairchild Semiconductor, Corp.

	PC3-5-5 PC3-12-3.3 PC3-5-3.3 PC3-5-12 PC1R5-24-5 P	   Single output DC-DC converter 1.5W ~ 6W
Single Dual output DC-DC converter 1.5W ~ 25W
Single/ Dual output DC-DC converter 1.5W ~ 25W
LED Panel Indicator; LED Color:Green; Luminous Intensity:300foot lambert; Forward Current:8.5mA; Forward Voltage:125V; Operating Temperature Range:-25 C to  85 C; Color:Green; Leaded Process Compatible:No RoHS Compliant: No
LED Panel Indicator; LED Color:Red; Luminous Intensity:1500foot lambert; Forward Current:40mA; Forward Voltage:24V; Operating Temperature Range:-25 C to  85 C; Color:Red; Leaded Process Compatible:No RoHS Compliant: No
OSC 5V 8PIN CMOS
Single, Dual output DC-DC converter 1.5W ~ 25W 单，双输DC - DC转换.5W25
Single, Dual output DC-DC converter 1.5W ~ 25W 单，双输DC - DC转换1.5W25
MICRO 31 P 30" RBW JACKS 单，双输出DC - DC转换.5W25
Single, Dual output DC-DC converter 1.5W ~ 25W 单，双输出DC - DC转换.5W25
Single output DC-DC converter 1.5W ~ 6W 单输出DC - DC转换1.5W6W
Single output DC-DC converter 1.5W ~ 6W 单输出DC - DC转换.5W6W
Single, Dual output DC-DC converter 1.5W ~ 25W 单，双输出DC - DC转换1.5W25
MICRO 31 PIN 36" RBW
	LAMBDA[DENSEI-LAMBDA]
Struthers-Dunn
Advanced Analogic Technologies, Inc.
Ecliptek, Corp.
NXP Semiconductors N.V.
Micrel Semiconductor, Inc.
TE Connectivity, Ltd.

	AD853108 AD8532ARM-R2 AD8532ARM-REEL AD8532ARMZ-R2	Low Cost, 250 mA Output, Single-Supply Amplifiers
Dual, Low Cost, 250 mA Output, Single-Supply Amplifier; Package: SOIC; No of Pins: 8; Temperature Range: Industrial DUAL OP-AMP, 30000 uV OFFSET-MAX, 2.2 MHz BAND WIDTH, PDSO8
	http://
Analog Devices, Inc.

	REC3-123.3SRW REC3-123.3SRW_H1 REC3-123.3SRWZ_H1 R	8-Pin N-FET Linear Regulator Controller 8-SOIC 0 to 70 3瓦特DIP24 /贴片
3 Watt DIP24 / SMD Single & Dual Output 3瓦特DIP24 /贴片
Single Output LDO, 500mA, Fixed(5V), Low Quiescent Current, wide Input Voltage Range 8-SOIC 0 to 70
Single Output LDO, 500mA, Fixed(12V), Low Quiescent Current, wide Input Voltage Range 8-SOIC 0 to 70
BiCMOS Power Factor Preregualtor 16-SOIC 0 to 70
Single Output LDO, 3.0A, Fixed(3.3V), Reverse Current Protection, Thermal Shutdown 3-DDPAK/TO-263 0 to 70
BiCMOS Advanced Phase Shift PWM Controller 20-TSSOP 0 to 70
3 Watt DIP24 / SMD Single & Dual Output
	RECOM Electronic GmbH
RECOM Power Inc.
RECOM[Recom International Power]

	REC3-123.3SRW_H4 REC3-123.3SRW_H6 REC3-123.3SRWH4 	3 Watt DIP24 / SMD Single & Dual Output 3瓦特DIP24 /贴片
Replaced by UCC3817 : High Efficiency, High Power Factor Preregulator 16-SOIC 0 to 70
Single Output LDO, 3.0A, Fixed(5.0V), Reverse Current Protection, Thermal Shutdown 3-DDPAK/TO-263 0 to 70
BiCMOS Power Factor Preregualtor 16-TSSOP 0 to 70
Single Output LDO, 3.0A, Adj.(1.22 to 8.5V), Reverse Current Protection, Thermal Shutdown 5-DDPAK/TO-263 0 to 70
Single Output LDO, 500mA, Adj.(15 to 1.25V), Low Quiescent Current, wide Input Voltage Range 8-SOIC 0 to 70
Single Output LDO, 500mA, Fixed(5V), Low Quiescent Current, wide Input Voltage Range 8-SOIC 0 to 70
3 Watt DIP24 / SMD Single & Dual Output
	Electronic Theatre Controls, Inc.
RECOM Electronic GmbH
RECOM Power Inc.
RECOM[Recom International Power]

	RP40-1212SG RP40-121.8SG RP40-122.5SG RP40-121.5SG	40 Watt Single, Dual, Positive Dual & Triple Output 40瓦单，双，正
D-Subminiature Connector; Gender:Female; No. of Contacts:51; Contact Termination:Wire; D Sub Shell Size:DB51; Body Material:Thermoplastic; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Wire Size (AWG):26 RoHS Compliant: No
D-Subminiature Connector; Gender:Female; No. of Contacts:51; Contact Termination:Wire; D Sub Shell Size:DB51; Body Material:Thermoplastic; Mounting Type:Jackscrew; Wire Size (AWG):26
40 Watt Single, Dual, Positive Dual & Triple Output
40 Watt Single Dual Positive Dual & Triple Output DC/DC-Converter
	RECOM Electronic GmbH
RECOM Power Inc.
RECOM[Recom International Power]
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