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			 Related Part Number
	
					PART	Description	Maker
	GRF22N2BBRLN 	Rocker Switch; Illumination:Non-Illuminated; Circuitry:SPST; Switch Operation:On-Off; Contact Current Max:15A; Switch Terminals:Screw; Leaded Process Compatible:Yes; Mounting Type:Panel; Switch Features:Rocker Actuator; Features: RoHS Compliant: Yes
	THE CHERRY CORP

	KA5H0380 KA5X03XX03 KA5X03XX KA5H0365R KA5H0365RTU	   Fairchild Power Switch(FPS)
3A/650V 100KHz Power Switch
3A/800V 100KHz Power Switch
3A/800V 50KHz Power Switch
3A/800V 70KHz Power Switch
3A/650V 70KHz Power Switch
IC,SMPS CONTROLLER,CURRENT-MODE,BCDMOS,SIP,4PIN,PLASTIC
	FAIRCHILD[Fairchild Semiconductor]
http://

	46256LFRX 	Slide Switch; Circuitry:DPDT; Contact Current Max:3A; Switch Terminals:Solder Lug; Mounting Type:Solder Lug; Switch Features:Screwdriver-Slotted Flush Actuator RoHS Compliant: Yes SLIDE SWITCH, DPDT, LATCHED, 0.5A, 125VDC, PANEL MOUNT
	Switchcraft, Inc.

	QD5C090-50 CJ5C090-50 CJ5C090-60 LD5C090-60 MD5C09	Rotary Switch; No. of Switch Positions:5; Circuitry:DPST; Contact Current Max:250mA; Contact Rating:250mA at 125VAC; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Flatted Actuator; Switch Function:DPST
UV-Erasable/OTP PLD UV-Erasable/OTP可编程逻辑器件
	TE Connectivity, Ltd.

	M41T80 	Vandal Resistant Pushbutton Switch; Illumination:Illuminated; Actuator Style:Round; Actuator Diameter:22mm; Circuitry:SPST; Switch Operation:Push to Make; Switch Terminals:Screw; Contact Current Max:50mA
	意法半导

	ADG333A ADG333ABN ADG333ABR ADG333ABRS ADG333 	Quad SPDT Switch QUAD 1-CHANNEL, SGL POLE DOUBLE THROW SWITCH, PDIP20
5 V Quad SPST Switch
	Analog Devices, Inc.
AD[Analog Devices]

	HSMP-3890-TR1 HSMP-3890-TR2 HSMP-3892-TR1 HSMP-389	HSMP-389T · PIN switch diode
HSMP-3890 · PIN switch diode
HSMP-3892 · PIN switch diode
HSMP-389E · PIN switch diode
HSMP-3893 · PIN switch diode
HSMP-489B · Low inductance PIN switch diode
HSMP-4890 · Low inductance PIN switch diode
Surface Mount RF PIN Switch Diodes
	Agilent (Hewlett-Packard)
HP[Agilent(Hewlett-Packard)]
http://

	2-2WI-1200S16 2-2WI-1200 2-2WI-1200S-16 	1600 V, 1290 A, 12.5 kA water cooled A.C.switch
水冷式交流开
Computer Keyboard; No. of Keys:104; Color:Beige; Output Type:PS/2 RoHS Compliant: Yes
WATERCOOLEDA.C.SWITCH
WATER COOLED A.C. SWITCH
	POSEICO SPA
PowerSemiconductors
POSEICO[Power Semiconductors]

	1T405 	Vandal Resistant Pushbutton Switch; Illumination:Illuminated; Actuator Style:Round; Actuator Diameter:22mm; Circuitry:SPST; Switch Operation:Push to Make; Switch Terminals:Solder Lug; Contact Current Max:50mA
Variable Capacitance Diode
	SONY[Sony Corporation]

	BRT21 BRT21H C67079-A1020-A6 C67079-A1021-A10 C670	SITACO AC Switches Without Zero Voltage Switch With Zero Voltage Switch 1 CHANNEL TRIAC OUTPUT WITH ZERO CRSVR OPTOCOUPLER
SITACO AC Switches Without Zero Voltage Switch With Zero Voltage Switch SITACO AC开关无零电压开关与零电压开
RP Series - Econoline Unregulated DC-DC Converters; Input Voltage (Vdc): 05V; Output Voltage (Vdc): 12V; Power: 1W; Pot-Core Transformer - separated
INDUCTOR TOROID 180UH 15% HORIZ
From old datasheet system
	SIEMENS AG
SIEMENS[Siemens Semiconductor Group]

	24878-10N 24001-08S 24001-09S 24001-02 	1 in Diameter, 1 Amp, Single Deck Rotary Switch ROTARY SWITCH-10POSITIONS, SP10T, LATCHED, 1A, 28VDC, THROUGH HOLE-STRAIGHT
ROTARY SWITCH-8POSITIONS, SP8T, LATCHED, 1A, 28VDC, PANEL MOUNT-THREADED
ROTARY SWITCH-9POSITIONS, SP9T, LATCHED, 1A, 28VDC, PANEL MOUNT-THREADED
Positive Detent Provides Operator Feedback
	Grayhill, Inc.
GRAYHILL INC
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