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			 Related Part Number
	
					PART	Description	Maker
	015-92-3050 MS716603050 SDA-71660-3050 	50 CKT .025 RC EBBI RECEP MS716603050
	Molex Electronics Ltd.

	15-92-3050 15-92-3068 	50 CKT .025 RC EBBI RECEP MS716603050 50 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, IDC, RECEPTACLE
PCB Header; Number of Contacts:68; Pitch Spacing:0.05"; Number of Rows:2; Gender:Receptacle; Body Material:Thermoplastic; Contact Material:Copper Alloy; Contact Plating:Gold; Current Rating:1A; Housing Style:Right-Angle
	Molex, Inc.
MOLEX INC

	501381-1 	ST Connectors; KIT,CPL RECEP,2.5MM BNT OPTI ( AMP )
	Tyco Electronics

	EPM601RSC 	High Extinction Ratio InGaAs Photodetector Module - SC Connector Recep 高消光比铟镓砷探测器模块- SC接口雷杰普塔
	Rohm Co., Ltd.

	XR-T6166 XR-T6166CP XR-T6166CD XR-T6166ID XR-T6166	MS (MIL-C-5015)/97 SERIES 3108A SOLID SHELL ANGLE PLUGS, RIGHT ANGLE BODY STYLE, SOLDER TERMINATION, 20 SHELL SIZE, 20-16 INSERT ARRANGEMENT, PLUG GENDER, 9 CONTACTS
AB 6C 1#16 5#12 PIN PLUG
MS (MIL-C-5015)/97 SERIES 3108A SOLID SHELL ANGLE PLUGS, RIGHT ANGLE BODY STYLE, SOLDER TERMINATION, 20 SHELL SIZE, 20-19 INSERT ARRANGEMENT, PLUG GENDER, 3 CONTACTS
Codirectional Digital Data Processor
	Exar Corporation

	G60B 	T-1 size right-angle indicator
	IDEA.lnc.

	DV0802 	CHARACTER LCD MODULE display format: 8x2; module size: 58.0x32.0x10.0; viewing size: 35.0x15.24; dot size: 0.545x0.645; character size: 2.945x5.545;
	Data International CO.LTD.

	MBM29F800TA MBM29F800TA-70 MBM29F800TA-90PF MBM29F	LED Lamp; Bulb Size:T-1; LED Color:Yellow; Luminous Intensity:45ucd; Viewing Angle:50 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1; LED Color:Red; Luminous Intensity:12ucd; Viewing Angle:50 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  85 C; Color:Red; Leaded Process Compatible:Yes; Lens Color:Clear RoHS Compliant: Yes
0.345A, 2.7-5.5V Single Hi-Side MOSFET, Fault Report, Act-Low Enable 8-SOIC 0 to 85
Replaced by TPS2045A : 0.345A, 2.7-5.5V Single Hi-Side MOSFET, Fault Report, Act-Low Enable 8-PDIP -40 to 85
122 x 32 pixel format, Compact LCD size
LED Lamp; Bulb Size:T-1; LED Color:Yellow; Luminous Intensity:20ucd; Viewing Angle:60 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  85 C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Yellow; Luminous Intensity:2500ucd; Viewing Angle:10 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  85 C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Green; Luminous Intensity:500mcd; Viewing Angle:25 ; Forward Current:20mA; Forward Voltage:2.15V; Operating Temperature Range:-25 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
8M (1M X 8/512K X 16) BIT
	FUJITSU LTD
Fujitsu Limited
http://
Fujitsu Component Limited.

	DV20100 	CHARACTER LCD MODULE display format: 20x1   ; module size: 182.0x36x10.0; viewing size: 154x16.5; dot size: 1.30x1.30; character size: 6.70x9.40;
	Data International CO.LTD.

	DV16275 	CHARACTER LCD MODULE display format: 16x2; module size: 100.0x39x13.0; viewing size: 80.0x20.4; dot size: 0.75x0.90; character size: 4.07x7.76;
	Data International CO.LTD.

	SC1602F 	CHARACTER LCD MODULE display format: 16x2; module size: 85x32.6x8.8; viewing size: 65.0x16.0; character size: 2.96x5.56; dot size: 0.56x0.66;
	SUNLIKE
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