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			MAX3212CAI -  2.7V to  3.6V Powered, 1&#181;A Supply Current, 3-Driver/5-Receiver, True RS-232 Transceiver LINE TRANSCEIVER, PDSO28 &#177;15kV ESD-Protected, 2.5V, 1&#181;A, 460kbps, RS-232-Compatible Transceivers DUAL LINE TRANSCEIVER, PDSO16  5.0V, &#177;15kV ESD-Protected, Fail-Safe, Hot-Swap, RS-485/RS-422 Transceivers LINE TRANSCEIVER, PDIP14 Programmable DC-Balanced 21-Bit Serializers TRIPLE LINE DRIVER, PDSO48 &#177;15kV ESD-Protected, Slew-Rate-Limited, Low-Power, RS-485/RS-422 Transceivers LINE TRANSCEIVER, PDSO14  5V, RS-232 Transceivers with 0.1&#181;F External Capacitors QUAD LINE TRANSCEIVER, PDSO24 6500V/&#181;s, Wideband, High-Output-Current, Single-Ended-to-Differential Line Drivers with Enable LINE DRIVER, PDSO16 Half-Duplex RS-485/RS-422 Transceivers in uDFN LINE TRANSCEIVER, PDSO8 &#177;15kV ESD-Protected, 1&#181;A, 3.0V to 5.5V, 250kbps, RS-232 Transceivers with AutoShutdown LINE TRANSCEIVER, PDSO16 &#177;15kV ESD-Protected  2.5V to  5.5V RS-232 Transceivers in UCSP DUAL LINE TRANSCEIVER, PBGA30 &#177;15kV ESD-Protected, 10Mbps, 3V/5V, Low-Power Quad RS-422/RS-485 Receivers QUAD LINE RECEIVER, PDSO16 5V High-Speed RS-232 Transceivers with 0.1uF Capacitors 5V的高速RS - 232收发器与0.1uF电容  3.3V Multiprotocol 3Tx/3Rx Software-Selectable Control Transceivers TRIPLE LINE TRANSCEIVER, PDSO28 &#177;15kV ESD-Protected,  3.0V to  5.5V, 10nA, RS-232/RS-485/RS-422 Multiprotocol Transceivers LINE TRANSCEIVER, PDSO20 3V to 5.5V, Up to 250kbps True RS-232 Transceiver with 4&#181;A AutoShutdown Plus and Power On Reset LINE TRANSCEIVER, PDSO20 Quad LVDS Line Receiver with Flow-Through Pinout and &quot;In-Path&quot; Fail-Safe QUAD LINE RECEIVER, PDSO16  5.0V, &#177;15kV ESD-Protected, Fail-Safe, Hot-Swap, RS-485/RS-422 Transceivers LINE TRANSCEIVER, PDSO8 &#177;15kV ESD-Protected, 3.3V Quad RS-422 Transmitters QUAD LINE DRIVER, PDSO16 &#177;15kV ESD-Protected, 1&#181;A, 1Mbps, 3.0V to 5.5V, RS-232 Transceivers with AutoShutdown Plus LINE TRANSCEIVER, PQCC16 &#177;15kV ESD-Protected, 1&#181;A, 1Mbps, 3.0V to 5.5V, RS-232 Transceivers with AutoShutdown Plus LINE TRANSCEIVER, PDSO16  5V, RS-232 Transceivers with 0.1&#181;F External Capacitors DUAL LINE TRANSCEIVER, PDIP14  5.0V, &#177;15kV ESD-Protected, Fail-Safe, Hot-Swap, RS-485/RS-422 Transceivers LINE TRANSCEIVER, PDIP8  3.3V, &#177;15kV ESD-Protected, Fail-Safe, Hot-Swap, RS-485/RS-422 Transceivers LINE TRANSCEIVER, PDIP8  3.3V, &#177;15kV ESD-Protected, Fail-Safe, Hot-Swap, RS-485/RS-422 Transceivers LINE TRANSCEIVER, PDSO14 2.5V, &#177;15kV ESD-Protected RS-232 Transceivers for PDAs and Cell Phones DUAL LINE TRANSCEIVER, PDSO24 5V High-Speed RS-232 Transceivers with 0.1uF Capacitors LINE TRANSCEIVER, PDSO28  5.0V, &#177;15kV ESD-Protected, Fail-Safe, Hot-Swap, RS-485/RS-422 Transceivers LINE TRANSCEIVER, PDSO14 1&#181;A Supply Current, 1Mbps, 3.0V to 5.5V, RS-232 Transceivers with AutoShutdown Plus DUAL LINE TRANSCEIVER, PDSO20 &#177;15kV ESD-Protected, 32Mbps, 3V/5V,Triple RS-422/RS-485 Receivers with Fault Detection TRIPLE LINE RECEIVER, PDSO16  3.3V, &#177;15kV ESD-Protected, Fail-Safe, Hot-Swap, RS-485/RS-422 Transceivers LINE TRANSCEIVER, PDSO8 &#177;15kV ESD-Protected, Fail-Safe, 20Mbps, Slew-Rate-Limited RS-485/RS-422 Transceivers in a SOT LINE TRANSCEIVER, PDSO8  3.0V to  5.5V, 1&#181;A, RS-232/RS-485/422 Multiprotocol Transceivers DUAL LINE TRANSCEIVER, PDSO28 &#177;15kV ESD-Protected, Down to 10nA, 3.0V to 5.5V, Up to 1Mbps, True RS-232 Transceivers TRIPLE LINE TRANSCEIVER, QCC32 21-Bit Deserializers with Programmable Spread Spectrum and DC Balance LINE DRIVER, PDSO48 5V High-Speed RS-232 Transceivers with 0.1uF Capacitors LINE TRANSCEIVER, PDSO16 &#177;15kV ESD-Protected, 2.5V, 1&#181;A, 460kbps, RS-232-Compatible Transceivers DUAL LINE TRANSCEIVER, PDSO20 1&#181;A Supply Current, 1Mbps, 3.0V to 5.5V, RS-232 Transceivers with AutoShutdown Plus LINE TRANSCEIVER, PDSO28 1&#181;A Supply Current, 1Mbps, 3.0V to 5.5V, RS-232 Transceivers with AutoShutdown Plus TRIPLE LINE TRANSCEIVER, PDSO28 QUAD LINE DRIVER, PDSO14 
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	Part No.	MAX3212CAI MAX3212CAIT MAX3316ECAE-T MAX13080ECPD MAX13080EAPD MAX9213EUMTD MAX489ECSDT MAX208CAGT MAX4449ESE-T MAX13485EESA MAX3221EEAE MAX3231EEBV MAX3094ECSE SP312ACT/TR MAX3094ECSET MAX3171CAI-T MAX3160ECAP-T MAX3320ACAPT MAX9173ESET MAX13085ECSAT MAX13085EASA MAX3031EESET MAX3226EETE MAX3226EEUE-T MAX201CPD MAX13081EEPA MAX3072EEPA MAX3070EESDT MAX3070EASD MAX3389ECUGT MAX3221ECAE  

	Description	 2.7V to  3.6V Powered, 1&#181;A Supply Current, 3-Driver/5-Receiver, True RS-232 Transceiver LINE TRANSCEIVER, PDSO28 
 &#177;15kV ESD-Protected, 2.5V, 1&#181;A, 460kbps, RS-232-Compatible Transceivers DUAL LINE TRANSCEIVER, PDSO16
 5.0V, &#177;15kV ESD-Protected, Fail-Safe, Hot-Swap, RS-485/RS-422 Transceivers LINE TRANSCEIVER, PDIP14
Programmable DC-Balanced 21-Bit Serializers TRIPLE LINE DRIVER, PDSO48
&#177;15kV ESD-Protected, Slew-Rate-Limited, Low-Power, RS-485/RS-422 Transceivers LINE TRANSCEIVER, PDSO14
 5V, RS-232 Transceivers with 0.1&#181;F External Capacitors QUAD LINE TRANSCEIVER, PDSO24
6500V/&#181;s, Wideband, High-Output-Current, Single-Ended-to-Differential Line Drivers with Enable LINE DRIVER, PDSO16
Half-Duplex RS-485/RS-422 Transceivers in uDFN LINE TRANSCEIVER, PDSO8
&#177;15kV ESD-Protected, 1&#181;A, 3.0V to 5.5V, 250kbps, RS-232 Transceivers with AutoShutdown LINE TRANSCEIVER, PDSO16
&#177;15kV ESD-Protected  2.5V to  5.5V RS-232 Transceivers in UCSP DUAL LINE TRANSCEIVER, PBGA30
&#177;15kV ESD-Protected, 10Mbps, 3V/5V, Low-Power Quad RS-422/RS-485 Receivers QUAD LINE RECEIVER, PDSO16
5V High-Speed RS-232 Transceivers with 0.1uF Capacitors 5V的高速RS - 232收发器与0.1uF电容
 3.3V Multiprotocol 3Tx/3Rx Software-Selectable Control Transceivers TRIPLE LINE TRANSCEIVER, PDSO28
&#177;15kV ESD-Protected,  3.0V to  5.5V, 10nA, RS-232/RS-485/RS-422 Multiprotocol Transceivers LINE TRANSCEIVER, PDSO20
3V to 5.5V, Up to 250kbps True RS-232 Transceiver with 4&#181;A AutoShutdown Plus and Power On Reset LINE TRANSCEIVER, PDSO20
Quad LVDS Line Receiver with Flow-Through Pinout and &quot;In-Path&quot; Fail-Safe QUAD LINE RECEIVER, PDSO16
 5.0V, &#177;15kV ESD-Protected, Fail-Safe, Hot-Swap, RS-485/RS-422 Transceivers LINE TRANSCEIVER, PDSO8
&#177;15kV ESD-Protected, 3.3V Quad RS-422 Transmitters QUAD LINE DRIVER, PDSO16
&#177;15kV ESD-Protected, 1&#181;A, 1Mbps, 3.0V to 5.5V, RS-232 Transceivers with AutoShutdown Plus LINE TRANSCEIVER, PQCC16
&#177;15kV ESD-Protected, 1&#181;A, 1Mbps, 3.0V to 5.5V, RS-232 Transceivers with AutoShutdown Plus LINE TRANSCEIVER, PDSO16
 5V, RS-232 Transceivers with 0.1&#181;F External Capacitors DUAL LINE TRANSCEIVER, PDIP14
 5.0V, &#177;15kV ESD-Protected, Fail-Safe, Hot-Swap, RS-485/RS-422 Transceivers LINE TRANSCEIVER, PDIP8
 3.3V, &#177;15kV ESD-Protected, Fail-Safe, Hot-Swap, RS-485/RS-422 Transceivers LINE TRANSCEIVER, PDIP8
 3.3V, &#177;15kV ESD-Protected, Fail-Safe, Hot-Swap, RS-485/RS-422 Transceivers LINE TRANSCEIVER, PDSO14
2.5V, &#177;15kV ESD-Protected RS-232 Transceivers for PDAs and Cell Phones DUAL LINE TRANSCEIVER, PDSO24
5V High-Speed RS-232 Transceivers with 0.1uF Capacitors LINE TRANSCEIVER, PDSO28
 5.0V, &#177;15kV ESD-Protected, Fail-Safe, Hot-Swap, RS-485/RS-422 Transceivers LINE TRANSCEIVER, PDSO14
1&#181;A Supply Current, 1Mbps, 3.0V to 5.5V, RS-232 Transceivers with AutoShutdown Plus DUAL LINE TRANSCEIVER, PDSO20
&#177;15kV ESD-Protected, 32Mbps, 3V/5V,Triple RS-422/RS-485 Receivers with Fault Detection TRIPLE LINE RECEIVER, PDSO16
 3.3V, &#177;15kV ESD-Protected, Fail-Safe, Hot-Swap, RS-485/RS-422 Transceivers LINE TRANSCEIVER, PDSO8
&#177;15kV ESD-Protected, Fail-Safe, 20Mbps, Slew-Rate-Limited RS-485/RS-422 Transceivers in a SOT LINE TRANSCEIVER, PDSO8
 3.0V to  5.5V, 1&#181;A, RS-232/RS-485/422 Multiprotocol Transceivers DUAL LINE TRANSCEIVER, PDSO28
&#177;15kV ESD-Protected, Down to 10nA, 3.0V to 5.5V, Up to 1Mbps, True RS-232 Transceivers TRIPLE LINE TRANSCEIVER, QCC32
21-Bit Deserializers with Programmable Spread Spectrum and DC Balance LINE DRIVER, PDSO48
5V High-Speed RS-232 Transceivers with 0.1uF Capacitors LINE TRANSCEIVER, PDSO16
&#177;15kV ESD-Protected, 2.5V, 1&#181;A, 460kbps, RS-232-Compatible Transceivers DUAL LINE TRANSCEIVER, PDSO20
1&#181;A Supply Current, 1Mbps, 3.0V to 5.5V, RS-232 Transceivers with AutoShutdown Plus LINE TRANSCEIVER, PDSO28
1&#181;A Supply Current, 1Mbps, 3.0V to 5.5V, RS-232 Transceivers with AutoShutdown Plus TRIPLE LINE TRANSCEIVER, PDSO28
QUAD LINE DRIVER, PDSO14
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 			 Full text search :  2.7V to  3.6V Powered, 1&#181;A Supply Current, 3-Driver/5-Receiver, True RS-232 Transceiver LINE TRANSCEIVER, PDSO28 &#177;15kV ESD-Protected, 2.5V, 1&#181;A, 460kbps, RS-232-Compatible Transceivers DUAL LINE TRANSCEIVER, PDSO16  5.0V, &#177;15kV ESD-Protected, Fail-Safe, Hot-Swap, RS-485/RS-422 Transceivers LINE TRANSCEIVER, PDIP14 Programmable DC-Balanced 21-Bit Serializers TRIPLE LINE DRIVER, PDSO48 &#177;15kV ESD-Protected, Slew-Rate-Limited, Low-Power, RS-485/RS-422 Transceivers LINE TRANSCEIVER, PDSO14  5V, RS-232 Transceivers with 0.1&#181;F External Capacitors QUAD LINE TRANSCEIVER, PDSO24 6500V/&#181;s, Wideband, High-Output-Current, Single-Ended-to-Differential Line Drivers with Enable LINE DRIVER, PDSO16 Half-Duplex RS-485/RS-422 Transceivers in uDFN LINE TRANSCEIVER, PDSO8 &#177;15kV ESD-Protected, 1&#181;A, 3.0V to 5.5V, 250kbps, RS-232 Transceivers with AutoShutdown LINE TRANSCEIVER, PDSO16 &#177;15kV ESD-Protected  2.5V to  5.5V RS-232 Transceivers in UCSP DUAL LINE TRANSCEIVER, PBGA30 &#177;15kV ESD-Protected, 10Mbps, 3V/5V, Low-Power Quad RS-422/RS-485 Receivers QUAD LINE RECEIVER, PDSO16 5V High-Speed RS-232 Transceivers with 0.1uF Capacitors 5V的高速RS - 232收发器与0.1uF电容  3.3V Multiprotocol 3Tx/3Rx Software-Selectable Control Transceivers TRIPLE LINE TRANSCEIVER, PDSO28 &#177;15kV ESD-Protected,  3.0V to  5.5V, 10nA, RS-232/RS-485/RS-422 Multiprotocol Transceivers LINE TRANSCEIVER, PDSO20 3V to 5.5V, Up to 250kbps True RS-232 Transceiver with 4&#181;A AutoShutdown Plus and Power On Reset LINE TRANSCEIVER, PDSO20 Quad LVDS Line Receiver with Flow-Through Pinout and &quot;In-Path&quot; Fail-Safe QUAD LINE RECEIVER, PDSO16  5.0V, &#177;15kV ESD-Protected, Fail-Safe, Hot-Swap, RS-485/RS-422 Transceivers LINE TRANSCEIVER, PDSO8 &#177;15kV ESD-Protected, 3.3V Quad RS-422 Transmitters QUAD LINE DRIVER, PDSO16 &#177;15kV ESD-Protected, 1&#181;A, 1Mbps, 3.0V to 5.5V, RS-232 Transceivers with AutoShutdown Plus LINE TRANSCEIVER, PQCC16 &#177;15kV ESD-Protected, 1&#181;A, 1Mbps, 3.0V to 5.5V, RS-232 Transceivers with AutoShutdown Plus LINE TRANSCEIVER, PDSO16  5V, RS-232 Transceivers with 0.1&#181;F External Capacitors DUAL LINE TRANSCEIVER, PDIP14  5.0V, &#177;15kV ESD-Protected, Fail-Safe, Hot-Swap, RS-485/RS-422 Transceivers LINE TRANSCEIVER, PDIP8  3.3V, &#177;15kV ESD-Protected, Fail-Safe, Hot-Swap, RS-485/RS-422 Transceivers LINE TRANSCEIVER, PDIP8  3.3V, &#177;15kV ESD-Protected, Fail-Safe, Hot-Swap, RS-485/RS-422 Transceivers LINE TRANSCEIVER, PDSO14 2.5V, &#177;15kV ESD-Protected RS-232 Transceivers for PDAs and Cell Phones DUAL LINE TRANSCEIVER, PDSO24 5V High-Speed RS-232 Transceivers with 0.1uF Capacitors LINE TRANSCEIVER, PDSO28  5.0V, &#177;15kV ESD-Protected, Fail-Safe, Hot-Swap, RS-485/RS-422 Transceivers LINE TRANSCEIVER, PDSO14 1&#181;A Supply Current, 1Mbps, 3.0V to 5.5V, RS-232 Transceivers with AutoShutdown Plus DUAL LINE TRANSCEIVER, PDSO20 &#177;15kV ESD-Protected, 32Mbps, 3V/5V,Triple RS-422/RS-485 Receivers with Fault Detection TRIPLE LINE RECEIVER, PDSO16  3.3V, &#177;15kV ESD-Protected, Fail-Safe, Hot-Swap, RS-485/RS-422 Transceivers LINE TRANSCEIVER, PDSO8 &#177;15kV ESD-Protected, Fail-Safe, 20Mbps, Slew-Rate-Limited RS-485/RS-422 Transceivers in a SOT LINE TRANSCEIVER, PDSO8  3.0V to  5.5V, 1&#181;A, RS-232/RS-485/422 Multiprotocol Transceivers DUAL LINE TRANSCEIVER, PDSO28 &#177;15kV ESD-Protected, Down to 10nA, 3.0V to 5.5V, Up to 1Mbps, True RS-232 Transceivers TRIPLE LINE TRANSCEIVER, QCC32 21-Bit Deserializers with Programmable Spread Spectrum and DC Balance LINE DRIVER, PDSO48 5V High-Speed RS-232 Transceivers with 0.1uF Capacitors LINE TRANSCEIVER, PDSO16 &#177;15kV ESD-Protected, 2.5V, 1&#181;A, 460kbps, RS-232-Compatible Transceivers DUAL LINE TRANSCEIVER, PDSO20 1&#181;A Supply Current, 1Mbps, 3.0V to 5.5V, RS-232 Transceivers with AutoShutdown Plus LINE TRANSCEIVER, PDSO28 1&#181;A Supply Current, 1Mbps, 3.0V to 5.5V, RS-232 Transceivers with AutoShutdown Plus TRIPLE LINE TRANSCEIVER, PDSO28 QUAD LINE DRIVER, PDSO14   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	B8220K6 HSMS2825 HSMS2828 HSMS2829 HSMS282E HSMS28	2.2V 1Amp surface mount zero bias schottky detector diode
2.0V 1Amp surface mount zero bias schottky detector diode
4.9V 1Amp surface mount zero bias schottky detector diode
4.7V 1Amp surface mount zero bias schottky detector diode
4.5V 1Amp surface mount zero bias schottky detector diode
4.2V 1Amp surface mount zero bias schottky detector diode
4.0V 1Amp surface mount zero bias schottky detector diode
Rectifier Diode
Surface Mount Zero Bias Schottky Detector Diodes
4.1V 1Amp surface mount zero bias schottky detector diode
4.4V 1Amp surface mount zero bias schottky detector diode
4.3V 1Amp surface mount zero bias schottky detector diode
4.6V 1Amp surface mount zero bias schottky detector diode
4.8V 1Amp surface mount zero bias schottky detector diode
2.4V 1Amp surface mount zero bias schottky detector diode
	http://
List of Unclassifed Manufacturers
ETC[ETC]
BayLinear
Electronic Theatre Controls, Inc.

	MAX3212 MAX3212CAI MAX3212CWI MAX3212EAI MAX3212EW	 2.7V to 3.6V-Powered, 1μA Supply Current, 3-Driver/5-Receiver, True RS-232Transceiver
 2.7V to 3.6V-Powered, 1A Supply Current, 3-Driver/5-Receiver, True RS-232Transceiver
 2.7V to 3.6V-Powered, 1レA Supply Current, 3-Driver/5-Receiver, True RS-232Transceiver
 2.7V to 3.6V-Powered / 1A Supply Current / 3-Driver/5-Receiver / True RS-232Transceiver
 2.7V H106to  3.6V-Powered, G106E1043-Driver/5-Receiver, True RS-232 F105Transceiver(2.7~3.6V，自动关闭方式，235kbps，RS-232收发
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	10BQ100 	SCHOTTKY RECTIFIER, 1Amp
	IRF[International Rectifier]

	10BQ015 	SCHOTTKY RECTIFIER, 1Amp
	IRF[International Rectifier]

	SB1100 	Power Schottky Rectifier - 1Amp 40~100Volt
	Sirectifier Global Corp.

	SCS420D SCS420D-15 	0.1AMP Surface Mount Schottky Barrier Rectifiers
	SeCoS Halbleitertechnologie...
SeCoS Halbleitertechnologie GmbH

	MB12S-MB110S 	Surface Mount Schottky Bridge Rectifier 1Amp 20 to 100 Volts
	Shenzhen Ping Sheng Electronics Co., Ltd.

	CA82C37A-8ED CA82C37A-5ED CA82C37A-10CD CA82C37A-1	 /- 15 kV ESD protected 5 V RS-232 transceiver
3.3 V powered, 15 kV ESD protected, up to 12 Mbps true RS-485/RS-422 transceiver
DMA Controller
5 V powered multi-channel RS-232 drivers and receivers DMA控制
	Linear Technology, Corp.

	MAX232E MAX203E 	 5V-Powered/ Multichannel RS-232 Drivers/Receivers
 5V-Powered / Multichannel RS-232 Drivers/Receivers
±5kV ESD-Protected,  5V RS-232 Transceivers(5V,120kbps,自关闭方 ESD保护,RS-232收发 &plusmn;15kV ESD保护5V RS-232收发
	Maxim Integrated Products, Inc.

	ST232A ST232ABD ST232ABDR ST232ABN ST232ABTR ST232	VERY HIGHSPEED, ULTRA LOWPOWERCONSUMPTION 5V POWERED RS-232 DRIVERS AND RECEIVERS 很好高速，LOWPOWERCONSUMPTION 5V的供电RS - 232驱动器和接收
GT 2C 2#12 PIN PLUG
VERY HIGHSPEED ULTRA LOWPOWERCONSUMPTION 5V POWERED RS-232 DRIVERS AND RECEIVERS
	STMicroelectronics N.V.
意法半导
STMICROELECTRONICS[STMicroelectronics]
SGS Thomson Microelectronics
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