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			C8031 - RG 6/U Type Coaxial & 2/C 18 AWG Siamese CCTV- Plenum Cable 
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	Part No.	C8031   

	Description	RG 6/U Type Coaxial & 2/C 18 AWG Siamese CCTV- Plenum Cable 
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			 Related Part Number
	
					PART	Description	Maker
	ZM-PTZ9.1B ZM-PTZ10B ZM-PTZ11B ZM-PTZ12B ZM-PTZ13B	RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:55B, 142B, 223, 400 RoHS Compliant: Yes 硅平面稳压二极管外延
RECEPTACLE RoHS Compliant: Yes 硅平面稳压二极管外延
PLUG RoHS Compliant: Yes 硅平面稳压二极管外延
RF/Coaxial Connector; RF Coax Type:SMA; Body Style:Straight Bulkhead Jack RoHS Compliant: Yes 硅平面稳压二极管外延
SILICON EPITAXIAL PLANAR ZENER DIODES 硅平面稳压二极管外延
SMA, Connector RoHS Compliant: Yes 硅平面稳压二极管外延
RF/Coaxial Connector Adapter; RF Coax Type:SMA; Impedance:50ohm; Body Style:Right Angle Adapter, Plug-Jack; Body Plating:Passivated Steel RoHS Compliant: Yes 硅平面稳压二极管外延
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:58, 58A, 58C, 141, 303, LMR195, Belden 7806A RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Solder; Body Style:Straight Plug; RG Cable Type:174, 188A, 316, Belden 7805A RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Crimp; Body Style:Right Angle Plug; RG Cable Type:55, 142, 223, 400 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Solder; Body Style:Right Angle Plug; RG Cable Type:174, 188A, 316, Belden 7805A RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:174, 178, 187, 188, 316 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:188, 316 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Crimp; Body Style:Right Angle Plug; RG Cable Type:316DB RoHS Compliant: Yes
	Semtech, Corp.
SEMTECH[Semtech Corporation]

	10A02 10A01 10A07 10A03 10A04 10A05 10A06 	10 Amp Rectifier 50 to 1000 Volts
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material:FEP; Conductor Material
Coaxial Cable; Coaxial RG/U Type:58; Impedance:53.5ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:62; Impedance:93ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Thermoplastic; Jacket Color:Natural; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:58; Impedance:53.5ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:FEP; Jacket Color:Natural; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:LSPVC; Conductor Material:Copper; Jacket Color:Natural; Leaded Process Compatible:Yes RoHS Compliant: Yes
	Micro Commercial Compon...
MCC[Micro Commercial Components]
Micro Commercial Components Corp.

	10A2 10A1 10A4 10A8 10A6 10A10 10A005 	Video Triax Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material
Coaxial Cable; Coaxial RG/U Type:11; Impedance:75ohm; Conductor Size AWG:14; No. Strands x Strand Size:Solid; Jacket Material:Foam HDPE; Capacitance
Triaxial Cable; Coaxial RG/U Type:11; Impedance:75ohm; Conductor Size AWG:14; No. Strands x Strand Size:Solid; Jacket Material:Foam HDPE; Capacitance:17.3pF/ft; Leaded Process Compatible:Yes; Shielding Coverage:95% RoHS Compliant: Yes
Video Triax Cable; Coaxial RG/U Type:11; Impedance:75ohm; Conductor Size AWG:14; No. Strands x Strand Size:Solid; Jacket Material:Foam HDPE; Capacitance:16.1pF/ft; Conductor Material:Copper; Jacket Color:Black RoHS Compliant: Yes
MICRO MATE PLUG PCB EDGE MOUNT
Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes 10.0放大器硅整流
	Bytes

	MB30 MB15 MBP30 MB20 MB40 MBS40A100KI MBC15 MBC20 	Micro Power Resistors
RF/Coaxial Connector; RF Coax Type:MCX; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:316DB RoHS Compliant: Yes
	List of Unclassifed Man...
List of Unclassifed Manufacturers
Diodes Incorporated
ETC[ETC]
Electronic Theatre Controls, Inc.

	MB84VA2107-10 MB84VA2106-10 	Coaxial Cable; Coaxial RG/U Type:8; Impedance:50ohm; Conductor Size AWG:11; No. Strands x Strand Size:7 x 19; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:Black; Leaded Process Compatible:Yes RoHS Compliant: Yes
16M (x16) FLASH MEMORY & 1M (x 8) STATIC RAM
	Fujitsu Limited
Fujitsu Component Limited.
Fujitsu Component Limit...

	C1155 	RG 58C/U TYPE COAXIAL CABLE
	General Cable Technolog...

	R285426000 R285427000 	LEAD, BNC M-M, 5/50 0-1.5GH, 150CM; Connector type A:BNC Plug; Connector type B:BNC Plug; Length, lead:150cm; Cable type:Coax; Impedance:50R; Coaxial cable type:KX15; Connector type:BNC RoHS Compliant: Yes
BNC MALE-MALE LEAD 200CM 5/50 0-1.5GHBNC MALE-MALE LEAD 200CM 5/50 0-1.5GH; Connector type A:BNC Plug; Connector type B:BNC Plug; Length, lead:200cm; Cable type:Co-ax; Impedance:50R; Coaxial cable type:KX15; Connector type:BN
	RADIALL S A

	BYX90G BYX90G_2 	Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Steel; Conductor Plating:Copper; Jacket Color:Black RoHS Compliant: Yes
High-voltage soft-recovery controlled avalanche rectifier
From old datasheet system
	NXP Semiconductors N.V.
Philips Semiconductors

	C8029 	RG 6/U Type Coaxial & 2/C 18 AWG Siamese CCTV - Cable
	General Cable Technologies Corporation

	C8027 	RG 59/U Type Coaxial & 2/C 18 AWG Shielded Siamese CCTV - Cable
	General Cable Technologies Corporation

	OL392L OL3492L OL392L_3492L 	FIBER OPTIC DFB LASER MODULE EMITTER, 1280-1340nm, PANEL MOUNT
1.3 ?? Coaxial DFB Laser Module
From old datasheet system
1.3 レm Coaxial DFB Laser Module
1.3 μm Coaxial DFB Laser Module
1.3 m Coaxial DFB Laser Module
	OKI ELECTRIC INDUSTRY CO LTD
OKI SEMICONDUCTOR CO., LTD.
OKI[OKI electronic componets]
OKI electronic components

	SMT 	Compact Coaxial Connectors Compatible with IEC60169-10 (Type SMB) Standard
	Japan Aviation Electron...
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