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			 Related Part Number
	
					PART	Description	Maker
	N-14-120-0-C-LC 0192520157 	368.30mm (14.500") UV Black Cable Tie, 120 Pound Tensile Strength, 100/Bag
368.30mm (14.500) UV Black Cable Tie, 120 Pound Tensile Strength, 100/Bag
	Molex Electronics Ltd.

	RDXA-R2180-T1690A RDXA-R1855-T1765A RDXA-R2385-T23	Dielectric Ceramic Filters and Duplexers 介质陶瓷滤波器和双工
Dielectric Ceramic Filters and Duplexers 841 MHz, DIELECTRIC BPF
Dielectric Ceramic Filters and Duplexers 942.5 MHz, DIELECTRIC BPF
Dielectric Ceramic Filters and Duplexers 947.5 MHz, DIELECTRIC BPF
Dielectric Ceramic Filters and Duplexers 2385 MHz, DIELECTRIC BPF
Dielectric Ceramic Filters and Duplexers 2800 MHz, DIELECTRIC BPF
Dielectric Ceramic Filters and Duplexers 852 MHz, DIELECTRIC BPF
Dielectric Ceramic Filters and Duplexers 813 MHz, DIELECTRIC BPF
Dielectric Ceramic Filters and Duplexers 881.5 MHz, DIELECTRIC BPF
Dielectric Ceramic Filters and Duplexers 808 MHz, DIELECTRIC BPF
Dielectric Ceramic Filters and Duplexers 2140 MHz, DIELECTRIC BPF
Dielectric Ceramic Filters and Duplexers 1310 MHz, DIELECTRIC BPF
Dielectric Ceramic Filters and Duplexers 1930 MHz, DIELECTRIC BPF
	Raltron Electronics, Corp.
Vectron International, Inc.

	G6B-1114P-FD-US-U G6B-2214P-FD-US-U G6B-2214P-US G	High Capacity and High Dielectric Strength Miniature Relay with Fully Sealed Construction in 5 A (8 A) SPST-NO (1a), SPST-NC (1b), DPST-NO (2a), DPST-NC (2b) Types
   High Capacity and High Dielectric Strength Miniature Relay with Fully Sealed Construction in 5 A (8 A) SPST-NO (1a), SPST-NC (1b), DPST-NO (2a), DPST-NC (2b) Types
	Omron Electronics LLC

	AD7714YR AD7714YRU AD7714AN-3 AD7714AN-5 AD7714AR-	3 V/5 V, CMOS, 500 uA Signal Conditioning ADC 3 V / 5号第五的CMOS00微安ADC的信号调
VARISTOR 300V RMS 14MM RADIAL
Metal Oxide Varistor (MOV); Voltage Rating AC, Vrms:680Vrms; Voltage Rating DC, Vdc:895VDC; Peak Surge Current (8/20uS), Itm:4500A; Clamping Voltage 8/20us Max  :1815V; Capacitance, Cd:140pF; Package/Case:14mm Disc
3 V/5 V/ CMOS/ 500 uA Signal Conditioning ADC
	http://
Analog Devices, Inc.

	SA110A SA11A SA13ARL SA43ARL SA33ARL SA24ARL SA14A	500 Watt Peak Power MiniMOSORB™ Zener Transient Voltage Suppressors
500 Watt Peak PowerMiniMOSORB  Zener Transient Voltage Suppressors
500 W Peak Power MiniMOSORB Zener Transient Voltage Suppressor Unidirectional
500 Watt Peak Power MiniMOSORB Zener Transient Voltage Suppressors
STANDOFF,M-F,1/4H,4-40X.25SS
Ceramic Multilayer Capacitor; Capacitor Type:General Purpose; Capacitance:3300pF; Capacitance Tolerance: 10%; Voltage Rating:50VDC; Capacitor Dielectric Material:Multilayer Ceramic; Package/Case:1206; Termination:SMD RoHS Compliant: Yes
Ceramic Multilayer Capacitor; Capacitance:1000pF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:25V; Dielectric Characteristic:X7R; Package/Case:1206; Series:VJ; Features:Multilayer Ceramic Chip Capacitor
Ceramic Multilayer Capacitor; Capacitor Type:General Purpose; Capacitance:0.01uF; Capacitance Tolerance: 5%; Voltage Rating:25VDC; Capacitor Dielectric Material:Multilayer Ceramic; Package/Case:0805; Termination:SMD RoHS Compliant: Yes
	On Semiconductor

	KIA7031 KIA7019 KIA7019AF KIA7019AP KIA7019AT KIA7	CONDUCTIVE LEVEL CONTROLLER, 230V; Power consumption:5VA; Range:85 to 110% of rated voltage; Resistance, insulation:100MR; Temp, op. max:60(degree C); Temp, op. min:-20(degree C); Voltage, supply:230V ac; Voltage, supply max:230V ac; 双极线性集成电路（电压检测）
BIPOLAR LINEAR INTEGRATED CIRCUIT (VOLTAGE DETECTOR) 双极线性集成电路（电压检测）
LEVEL CONTROLLER, MINI, 240V; Current, contact max:5A; Depth, external:70mm; Dielectric strength, VAC:1500V; Length / Height, external:50mm; Power consumption:3.2W; Power, coil AC:3.2VA; Temp, op. max:55(degree C); Temp, op.
LEVEL CONTROLLER, MINI, 110V; Current, contact max:5A; Depth, external:70mm; Dielectric strength, VAC:1500V; Length / Height, external:50mm; Power consumption:3.2W; Power, coil AC:3.2VA; Temp, op. max:55(degree C); Temp, op.
(KIA7019 - KIA7045) BIPOLAR LINEAR INTEGRATED CIRCUIT (VOLTAGE DETECTOR)
Active Low Voltage Detector
	KEC Holdings
KEC[KEC(Korea Electronics)]
Korea Electronics (KEC)

	C325C473JFR5TA7301 C325C473JGR5HA7301 C323C473MCR5	High Voltage Goldmax, 300 Series, Conformally Coated, X7R Dielectric, 500 - 3,000 VDC (Commercial Grade)
	Kemet Corporation

	DDTD143TC DDTD143EC DDTD143EC-7 DDTD123EC DDTD123E	From old datasheet system
NPN PRE-BIASED 500 mA SOT-23 SURFACE MOUNT TRANSISTOR 500 mA, 40 V, NPN, Si, SMALL SIGNAL TRANSISTOR
Silver Mica Capacitor; Capacitance:10pF; Capacitance Tolerance: 5%; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
	DIODES[Diodes Incorporated]
Diodes, Inc.

	CBR04C330D9GAC CBR08C330D9GAC CBR02C330D9GAC 	   HiQ-CBR Series, C0G Dielectric, Low ESR 6.3 - 500 VDC, 1 MHz - 50 GHz (RF & Microwave)
	Kemet Corporation

	6DFA-933G-10 6DFA-881E-10 	Dielectric Filters 933.5 MHz, DIELECTRIC BPF
Dielectric Filters 881.5 MHz, DIELECTRIC BPF
	TOKO, Inc.
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