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			1120-222K-RC - RF Choke; Series:1120; Inductance:2.2mH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:800mA; DC Resistance Max:1.54ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1120; Inductance:1.2uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:11.4A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1120; Inductance:68uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:4.8A; DC Resistance Max:0.053ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1120; Inductance:680uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:1.6A; DC Resistance Max:0.430ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1120; Inductance:1.8uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:11.4A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1120; Inductance:330uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:1.6A; DC Resistance Max:0.305ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1120; Inductance:470uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:1.6A; DC Resistance Max:0.355ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1120; Inductance:1.5mH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:800mA; DC Resistance Max:1.26ohm; Leaded Process Compatible:Yes; Body Material:Ferrite Very high current capacity 
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	Part No.	1120-222K-RC 1120-1R2M-RC 1120-680K-RC 1120-681K-RC 1120-1R8M-RC 1120-331K-RC 1120-471K-RC 1120-152K-RC 1120-121K-RC 1120-122K-RC 1120-120K-RC 1120-102K-RC   

	Description	RF Choke; Series:1120; Inductance:2.2mH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:800mA; DC Resistance Max:1.54ohm; Leaded Process Compatible:Yes; Body Material:Ferrite 
 RF Choke; Series:1120; Inductance:1.2uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:11.4A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:68uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:4.8A; DC Resistance Max:0.053ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:680uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:1.6A; DC Resistance Max:0.430ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:1.8uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:11.4A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:330uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:1.6A; DC Resistance Max:0.305ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:470uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:1.6A; DC Resistance Max:0.355ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:1.5mH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:800mA; DC Resistance Max:1.26ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
Very high current capacity


	File Size	422.46K  / 
						1 Page	 
	

						Maker	
						

						 BOURNS INC 
 Bourns Electronic Solut...
 
						










	
						
						




						

	Homepage	
						
	Download	[ 
						1120-222K-RC 1120-1R2M-RC 1120-680K-RC 1120-681K-RC 1120-1R8M-RC 1120-331K-RC 1120-471K-RC 1120-152K Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						1120-222K-RC 1120-1R2M-RC 1120-680K-RC 1120-681K-RC 1120-1R8M-RC 1120-331K-RC 1120-471K-RC 1120-152K Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[1120-222K-RC 1120-1R2M-RC 1120-680K-RC 1120-681K-RC 1120-1R8M-RC 1120-331K-RC 1120-471K-RC 1120-152K Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for 1120-222K-RC ] 


					[ Price & Availability of 1120-222K-RC by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : RF Choke; Series:1120; Inductance:2.2mH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:800mA; DC Resistance Max:1.54ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1120; Inductance:1.2uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:11.4A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1120; Inductance:68uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:4.8A; DC Resistance Max:0.053ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1120; Inductance:680uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:1.6A; DC Resistance Max:0.430ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1120; Inductance:1.8uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:11.4A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1120; Inductance:330uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:1.6A; DC Resistance Max:0.305ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1120; Inductance:470uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:1.6A; DC Resistance Max:0.355ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1120; Inductance:1.5mH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:800mA; DC Resistance Max:1.26ohm; Leaded Process Compatible:Yes; Body Material:Ferrite Very high current capacity   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	B82731-H2132-A30 B82731-H2351-A30 B82731-H2112-A30	CHOKE 6.8MH 1.3A
CHOKE 100MH 0.35A
CHOKE 10MH 1.1A
CHOKE 3.3MH 1.8A
CHOKE 47MH 0.5A
CHOKE 39MH 0.6A
CHOKE 27MH 0.7A
CHOKE 15MH 0.9A 扼流5MH.9A;
	PRECI-DIP SA

	APC12G03-9MAJ APC12Y03-9MAJ APC12J03-91 APC12G03-9	CHOKE,AXIAL,CONFORMAL,33uH, 5% INDUCTIVE TOL,370 IDC,
CHOKE,AXIAL,CONFORMAL,1uH, 10% INDUCTIVE TOL,385 IDC,
CHOKE,AXIAL,CONFORMAL,82uH, 5% INDUCTIVE TOL,290 IDC,
CHOKE,AXIAL,CONFORMAL,27uH, 10% INDUCTIVE TOL,390 IDC,
CHOKE,AXIAL,CONFORMAL,120uH, 5% INDUCTIVE TOL,100 IDC,
SOCKET,SHORT BLKS,BLK,OPEN -10
CHOKE,AXIAL,CONFORMAL,390uH, 5% INDUCTIVE TOL,133 IDC,
CHOKE,AXIAL,CONFORMAL,22uH, 5% INDUCTIVE TOL,140 IDC,
CHOKE,AXIAL,CONFORMAL,10uH, 5% INDUCTIVE TOL,130 IDC,
CHOKE,AXIAL,CONFORMAL,100uH, 5% INDUCTIVE TOL,275 IDC,
SOCKET,SHORT BLKS,BLK,CLOSE, (10)
CHOKE,AXIAL,CONFORMAL,1000uH, 5% INDUCTIVE TOL,100 IDC,
CHOKE,AXIAL,CONFORMAL,47uH, 5% INDUCTIVE TOL,340 IDC,
CHOKE,AXIAL,CONFORMAL,100uH, 5% INDUCTIVE TOL,125 IDC,
	Astec America, Inc

	5219-RC 5220-RC 5250-RC 	High I , Radial Choke 1 ELEMENT, 4.9 uH, IRON-CORE, GENERAL PURPOSE INDUCTOR
5200 Series - Hash Choke
	Bourns, Inc.
Bourns Electronic Solut...

	SLD-65018250X SLD-65018242X SLD-65018270X SLD-6501	COIL 33UH 600MA CHOKE SMD
CABLE ASSEMBLY; N MALE TO N FEMALE BULKHEAD; 50 OHM, RG178B/U COAX;
COIL 470UH 200MA CHOKE SMD
General handling precautions 一般的处理措施
LEVER ARM FOR SWITCH 一般的处理措施
LIMIT SWITCH 240VAC 10A PLAST ZCP 一般的处理措施
COIL 3.3UH 1600MA CHOKE SMD 一般的处理措施
	SAMSUNG SEMICONDUCTOR CO. LTD.
Samsung Semiconductor Co., Ltd.
DB Lectro, Inc.
Molex, Inc.

	SU20V-10020 SU17V-05300 SU17V-20030 SU17V-10100 	2 ELEMENT, 20000 uH, COMMON MODE CHOKE
2 ELEMENT, 30000 uH, COMMON MODE CHOKE
2 ELEMENT, 3000 uH, COMMON MODE CHOKE
2 ELEMENT, 10000 uH, COMMON MODE CHOKE
	

	5900-6R8-RC 5900-270-RC 5900-180-RC 5900-821-RC 59	High I , Axial Choke 1 ELEMENT, 6.8 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
High I , Axial Choke 1 ELEMENT, 27 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
High I , Axial Choke 1 ELEMENT, 18 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
High I , Axial Choke 1 ELEMENT, 820 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
High I , Axial Choke 1 ELEMENT, 22000 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
RF Choke; Series:5900; Inductance:330uH; Inductance Tolerance: /- 10 %; Terminal Type:Axial Leaded; Core Material:Ferrite; Current Rating:1.6A; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Resistance:0.212ohm
High Current Chokes
	Bourns, Inc.
TE Connectivity, Ltd.
Jameco Electronics
BOURNS INC
Bourns Electronic Solutions
Bourns Electronic Solut...

	DLP31DN131ML4L DLP31DN321ML4L DLP31DN201ML4L DLP31	CHOKE COM MODE ARRY 130 OHM 1206 4 FUNCTIONS, 10 V, 0.12 A, DATA LINE FILTER
CHOKE COM MODE ARRY 320 OHM 1206 4 FUNCTIONS, 10 V, 0.08 A, DATA LINE FILTER
CHOKE COM MODE ARRY 200 OHM 1206 4 FUNCTIONS, 10 V, 0.1 A, DATA LINE FILTER
CHOKE COM MODE ARRY 440 OHM 1206 4 FUNCTIONS, 10 V, 0.07 A, DATA LINE FILTER
EMI COMMON MODE CHOKE 1206 90OHM@100MHZ
	Murata Manufacturing Co., Ltd.
MURATA MANUFACTURING CO LTD

	C01-0150-02-0008 C01-0030-02-00 C01-0008-01-00 C01	Common Mode Choke 2 FUNCTIONS, 5 A, DATA LINE FILTER
Common Mode Choke 2 FUNCTIONS, 12 A, DATA LINE FILTER
Common Mode Choke 2 FUNCTIONS, 2 A, DATA LINE FILTER
   Common Mode Choke
	ice Components, Ins.
ICE Components, Inc.

	SRR1210-120M SRR1210-471M SRR1210-4R7Y SRR1210-390	SMD SHIELDED POWER CHOKE-LEAD FREE 1 ELEMENT, 12 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
SMD SHIELDED POWER CHOKE-LEAD FREE 1 ELEMENT, 470 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
SMD SHIELDED POWER CHOKE-LEAD FREE 1 ELEMENT, 4.7 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
Available in E12 series, Height of 10 mm, Current rating up to 11 A
	Bourns, Inc.
BOURNS INC
Bourns Electronic Solutions

	744778168 	POWER-CHOKE WE-PD
	Wurth Elektronik GmbH & Co. KG, Germany.

	744878220 	POWER-CHOKE WE-DD
	Wurth Elektronik GmbH &...

	7447709102 	POWER-CHOKE WE-PD
	Wurth Elektronik GmbH & Co. KG, Germany.
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