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			1130-4R7M-RC - RF Choke; Series:1130; Inductance:4.7uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:21A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1130; Inductance:1.2uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:21A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1130; Inductance:6.8uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:21A; DC Resistance Max:0.004ohm; Leaded Process Compatible:Yes; Body Material:Ferrite High Current Chokes Very high current capacity Fixed lead spacing 
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	Description	RF Choke; Series:1130; Inductance:4.7uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:21A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite 
 RF Choke; Series:1130; Inductance:1.2uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:21A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1130; Inductance:6.8uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:21A; DC Resistance Max:0.004ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
High Current Chokes Very high current capacity Fixed lead spacing
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 			 Full text search : RF Choke; Series:1130; Inductance:4.7uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:21A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1130; Inductance:1.2uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:21A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1130; Inductance:6.8uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:21A; DC Resistance Max:0.004ohm; Leaded Process Compatible:Yes; Body Material:Ferrite High Current Chokes Very high current capacity Fixed lead spacing   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	5219-RC 5220-RC 5250-RC 	High I , Radial Choke 1 ELEMENT, 4.9 uH, IRON-CORE, GENERAL PURPOSE INDUCTOR
5200 Series - Hash Choke
	Bourns, Inc.
Bourns Electronic Solut...

	8044 	CHOKE Surface Mount Common Mode Choke
	FILTRAN[Filtran LTD]

	8041 	CHOKE SURFACE MOUNT COMMON MODE CHOKE
	Filtran LTD

	LPP-100-13.5 LPP-100-12 LPP-100-48 LPP-100-27 LPP-	CHOKE,AXIAL,MOLDED RF,0.15uH, 10% INDUCTIVE TOL,1100 IDC
100W Single Output with PFC Function
CHOKE,AXIAL,MOLDED RF,0.56uH, 10% INDUCTIVE TOL,495 IDC
CHOKE,AXIAL,MOLDED RF,0.47uH, 10% INDUCTIVE TOL,590 IDC
CHOKE,AXIAL,MOLDED RF,0.39uH, 10% INDUCTIVE TOL,640 IDC
	Astrodyne, Inc.

	ATH15 ATH12 ATH06 ATH06T033 	CHOKE,AXIAL,CONFORMAL,0.68uH, 10% INDUCTIVE TOL,495 IDC,
CHOKE,AXIAL,CONFORMAL,8.2uH, 5% INDUCTIVE TOL,155 IDC,
CHOKE,AXIAL,CONFORMAL,47uH, 10% INDUCTIVE TOL,167 IDC,
CHOKE,AXIAL,CONFORMAL,470uH, 5% INDUCTIVE TOL,53 IDC,
	Astec America, Inc

	CM6350R-473 CM6350R-333 CM6350R-683 CM6350R-335 AP	Surface Mount Common Mode Choke
CHOKE COM MODE FERR 33.0UH SMD 2 FUNCTIONS, 5.5 A, DATA LINE FILTER
CHOKE COM MODE FERR 3300.0UH SMD 2 FUNCTIONS, 0.4 A, DATA LINE FILTER
	API Delevan

	70F394AI-RC 70F252AF-RC 70F253AI-RC 70F123AI-RC 70	Axial Varnished Choke 1 ELEMENT, 390 uH, IRON-CORE, GENERAL PURPOSE INDUCTOR
Axial Varnished Choke 1 ELEMENT, 25000 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Axial Varnished Choke 1 ELEMENT, 2500 uH, IRON-CORE, GENERAL PURPOSE INDUCTOR
Axial Varnished Choke 1 ELEMENT, 1200 uH, IRON-CORE, GENERAL PURPOSE INDUCTOR
Axial Varnished Choke 1 ELEMENT, 750 uH, IRON-CORE, GENERAL PURPOSE INDUCTOR
Axial Varnished Choke 1 ELEMENT, 12 uH, IRON-CORE, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 0.33 uH, PHENOLIC-CORE, GENERAL PURPOSE INDUCTOR
	Bourns, Inc.
BOURNS INC

	9230-32-RC 9230-90-RC 9230-62-RC 9230-06-RC 9230-2	CHOKE RF MOLDED 3.3UH 10% IRON 1 ELEMENT, 3.3 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Choke, Axial Molded 1 ELEMENT, 820 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Choke, Axial Molded 1 ELEMENT, 56 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Choke, Axial Molded 1 ELEMENT, 0.27 uH, PHENOLIC-CORE, GENERAL PURPOSE INDUCTOR
CHOKE RF MOLDED 2.2UH 10% IRON 1 ELEMENT, 2.2 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
CHOKE RF MOLDED 47UH 10% FERRITE 1 ELEMENT, 47 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Choke, Axial Molded 1 ELEMENT, 82 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Choke, Axial Molded 1 ELEMENT, 0.15 uH, PHENOLIC-CORE, GENERAL PURPOSE INDUCTOR
	Bourns, Inc.

	1120-222K-RC 1120-1R2M-RC 1120-680K-RC 1120-681K-R	RF Choke; Series:1120; Inductance:2.2mH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:800mA; DC Resistance Max:1.54ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:1.2uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:11.4A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:68uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:4.8A; DC Resistance Max:0.053ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:680uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:1.6A; DC Resistance Max:0.430ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:1.8uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:11.4A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:330uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:1.6A; DC Resistance Max:0.305ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:470uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:1.6A; DC Resistance Max:0.355ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:1.5mH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:800mA; DC Resistance Max:1.26ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
Very high current capacity
	BOURNS INC
Bourns Electronic Solut...

	7447709221 	POWER-CHOKE WE-PD
	Wurth Elektronik GmbH & Co. KG, Germany.

	744871004 	POWER-CHOKE WE-DD
	Wurth Elektronik GmbH & Co. KG, Germany.

	7447709102 	POWER-CHOKE WE-PD
	Wurth Elektronik GmbH & Co. KG, Germany.
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