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			1110-4R7M-RC - RF Choke; Series:1110; Inductance:4.7uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:9A; DC Resistance Max:0.007ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1110; Inductance:6.8uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:9A; DC Resistance Max:0.008ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1110; Inductance:2.7uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:9A; DC Resistance Max:0.005ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1110; Inductance:5.6uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:9A; DC Resistance Max:0.007ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1110; Inductance:2.2uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:9A; DC Resistance Max:0.005ohm; Leaded Process Compatible:Yes; Body Material:Ferrite Very high current capacity 
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	Part No.	1110-4R7M-RC 1110-6R8M-RC 1110-2R7M-RC 1110-5R6M-RC 1110-2R2M-RC 1110-561K-RC 1110-181K-RC 1110-1R0M-RC 1110-1R5M-RC 1110-1R2M-RC 1110-221K-RC 1110-270K-RC 1110-391K-RC 1110-101K-RC 1110-331K-RC 1110-3R3M-RC 1110-471K-RC 1110-100K-RC 1110-120K-RC 1110-121K-RC 1110-180K-RC 1110-1R8M-RC 1110-220K-RC 1110-271K-RC 1110-330K-RC 1110-390K-RC 1110-3R9M-RC 1110-470K-RC 1110-560K-RC   

	Description	RF Choke; Series:1110; Inductance:4.7uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:9A; DC Resistance Max:0.007ohm; Leaded Process Compatible:Yes; Body Material:Ferrite 
 RF Choke; Series:1110; Inductance:6.8uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:9A; DC Resistance Max:0.008ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1110; Inductance:2.7uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:9A; DC Resistance Max:0.005ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1110; Inductance:5.6uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:9A; DC Resistance Max:0.007ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1110; Inductance:2.2uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:9A; DC Resistance Max:0.005ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
Very high current capacity
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 			 Full text search : RF Choke; Series:1110; Inductance:4.7uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:9A; DC Resistance Max:0.007ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1110; Inductance:6.8uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:9A; DC Resistance Max:0.008ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1110; Inductance:2.7uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:9A; DC Resistance Max:0.005ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1110; Inductance:5.6uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:9A; DC Resistance Max:0.007ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1110; Inductance:2.2uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:9A; DC Resistance Max:0.005ohm; Leaded Process Compatible:Yes; Body Material:Ferrite Very high current capacity   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	5219-RC 5220-RC 5250-RC 	High I , Radial Choke 1 ELEMENT, 4.9 uH, IRON-CORE, GENERAL PURPOSE INDUCTOR
5200 Series - Hash Choke
	Bourns, Inc.
Bourns Electronic Solut...

	8041 	CHOKE SURFACE MOUNT COMMON MODE CHOKE
	Filtran LTD

	70F394AI-RC 70F252AF-RC 70F253AI-RC 70F123AI-RC 70	Axial Varnished Choke 1 ELEMENT, 390 uH, IRON-CORE, GENERAL PURPOSE INDUCTOR
Axial Varnished Choke 1 ELEMENT, 25000 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Axial Varnished Choke 1 ELEMENT, 2500 uH, IRON-CORE, GENERAL PURPOSE INDUCTOR
Axial Varnished Choke 1 ELEMENT, 1200 uH, IRON-CORE, GENERAL PURPOSE INDUCTOR
Axial Varnished Choke 1 ELEMENT, 750 uH, IRON-CORE, GENERAL PURPOSE INDUCTOR
Axial Varnished Choke 1 ELEMENT, 12 uH, IRON-CORE, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 0.33 uH, PHENOLIC-CORE, GENERAL PURPOSE INDUCTOR
	Bourns, Inc.
BOURNS INC

	U2009-150Y U2009-220Y U2009-3R3Y U2009-4R4Y 	CHOKE, POWER, SHIELDED, 15UH; Inductor type:Shielded Power Choke; Inductance:15uH; Tolerance, inductance:30%; Resistance:1370mR; Frequency, resonant:40MHz; Case style:SMD Shielded; Q factor:10; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 22UH; Inductor type:Shielded Power Choke; Inductance:22uH; Tolerance, inductance: /-30%; Resistance:2600mR; Frequency, resonant:30MHz; Case style:SMD Shielded; Q factor:10; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 3.3UH; Inductor type:Shielded Power Choke; Inductance:3.3uH; Tolerance, inductance: /-30%; Resistance:320mR; Frequency, resonant:100MHz; Case style:SMD Shielded; Q factor:7; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 4.4UH; Inductor type:Shielded Power Choke; Inductance:4.4uH; Tolerance, inductance: /-30%; Resistance:430mR; Frequency, resonant:85MHz; Case style:SMD Shielded; Q factor:7; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
	BOURNS INC

	PCMC135T-R36MF PCMC063T-4R7MN PCMB104T-R36MT PCMB1	1 ELEMENT, 0.36 uH, GENERAL PURPOSE INDUCTOR, SMD ROHS COMPLIANT
COIL 4.70UH POWER CHOKE 20% SMD 1 ELEMENT, 4.7 uH, GENERAL PURPOSE INDUCTOR, SMD
COIL .68UH POWER CHOKE 20% SMD 1 ELEMENT, 0.68 uH, GENERAL PURPOSE INDUCTOR, SMD
COIL 1.20UH POWER CHOKE 20% SMD 1 ELEMENT, 1.2 uH, GENERAL PURPOSE INDUCTOR, SMD
COIL 1.50UH POWER CHOKE 20% SMD 1 ELEMENT, 1.5 uH, GENERAL PURPOSE INDUCTOR, SMD
COIL .33UH POWER CHOKE 20% SMD 1 ELEMENT, 0.33 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 2.2 uH, GENERAL PURPOSE INDUCTOR, SMD
	SUSUMU Co., Ltd.
SUSUMU CO LTD

	CM3312R111R-10 CM3322P400R-10 	CHOKE COMMON MODE 110 OHMS SMD 2 FUNCTIONS, 5 A, FERRITE CHIP
CHOKE COMMON MODE 40 OHMS SMD
	Laird Technologies, Inc.

	CS01-111 CS01-201 CS01-6R0 CS01-540 CS01-330 CS01-	Common Mode Choke 2 FUNCTIONS, 300 V, 0.37 A, DATA LINE FILTER
Common Mode Choke 2 FUNCTIONS, 300 V, 0.24 A, DATA LINE FILTER
   Common Mode Choke
	ICE Components, Inc.
ICE COMPONENTS INC
ice Components, Ins.

	1120-222K-RC 1120-1R2M-RC 1120-680K-RC 1120-681K-R	RF Choke; Series:1120; Inductance:2.2mH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:800mA; DC Resistance Max:1.54ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:1.2uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:11.4A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:68uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:4.8A; DC Resistance Max:0.053ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:680uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:1.6A; DC Resistance Max:0.430ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:1.8uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:11.4A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:330uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:1.6A; DC Resistance Max:0.305ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:470uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:1.6A; DC Resistance Max:0.355ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:1.5mH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:800mA; DC Resistance Max:1.26ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
Very high current capacity
	BOURNS INC
Bourns Electronic Solut...

	744778168 	POWER-CHOKE WE-PD
	Wurth Elektronik GmbH & Co. KG, Germany.

	74477002 	POWER-CHOKE WE-PD
	Wurth Elektronik GmbH & Co. KG, Germany.

	744878220 	POWER-CHOKE WE-DD
	Wurth Elektronik GmbH &...
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