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			FWH-500A - Semiconductor Fuse; Current Rating:500A; Voltage Rating:500V; Fuse Size/Group:1.5 x 2.09 "; Fuse Type:Fast Acting; Fuse Terminals:Blade; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Series:FWH RoHS Compliant: No 
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			 Related Part Number
	
					PART	Description	Maker
	Z86B0712PEC 	Leaded Cartridge Fuse; Current Rating:250mA; Voltage Rating:250V; Fuse Terminals:Axial Lead; Fuse Type:Time Delay; Voltage Rating:250V; Body Material:Ceramic; Diameter:6.985mm; Fuse Size/Group:1/4 x 1-1/4 &quot; RoHS Compliant: Yes 8位微控制
	Pasternack Enterprises, Inc.

	FNQ-R-25 FNQ-R-15 	Cartridge Fuse; Current Rating:25A; Voltage Rating:600V; Fuse Type:Time Delay; Fuse Size/Group:13/32 x 1-1/2 "; Body Material:Melamine; Diameter:0.406mm; Fuse Terminals:Ferrule; Leaded Process Compatible:No; Length:38.1mm
Cartridge Fuse; Current Rating:15A; Voltage Rating:600V; Fuse Type:Time Delay; Fuse Size/Group:13/32 x 1-1/2 "; Body Material:Melamine; Diameter:0.406mm; Fuse Terminals:Ferrule; Length:38.1mm; Series:FNQ-R
	COOPER INDUSTRIES

	ST72T311J4B6 ST72T311J4T3 ST72T311J4B6S 	   8-BIT MCU WITH 8 TO 16K OTP/EPROM, 384 TO 512 BYTES RAM, ADC, WDG, SCI, SPI AND 2 TIMERS
CAP, FUSE, FLUSH MOUNT; Current, fuse rating:16A; Approval category:UL Recognised; Temp, op. max:70(degree C); Temp, op. min:-25(degree C); Approval Bodies:CSA, SEMKO, VDE; Colour:Black; Current rating:16A; Diameter, body:9.2mm; RoHS Compliant: Yes
FUSE HOLDER, PCB, 20X5MM; Current, fuse rating:6.30A; Approval category:VDE, CSA, UL, SEMKO; Approval Bodies:VDE, CSA, UL, SEMKO; Approvals @ 10A:Semko, VDE; Approvals @ 16A:UL, CSA; Current rating:10A; Diameter, bezel:15mm; Fuse RoHS Compliant: Yes
	STMicroelectronics

	225125 225100 25508080001 239250P 250R120 229350 2	2AG Fast-Acting Fuse
Insulating Nuts for CF8 Fuse
5 x 20 mm Time Lag Fuse (Slo-Blo) Fuse
POLYFUSE Resettable PTCs Radial Leaded
2AG Slo-Blo Fuse
Battery Clamp for CF8 Fuse Rated 58V
SPECIFICATIONS FOR LIQUID CRYSTAL DISPLAY
	AZDISPLAYS
LITTELFUSE[Littelfuse]

	C519-1.5-R C519-1.25-R 	Cartridge Fuse; Current Rating:1.5A; Voltage Rating:250V; Fuse Type:Time Delay; Fuse Size/Group:5 x 15 mm; Body Material:Glass; Diameter:5.2mm; Fuse Terminals:Ferrule; Length:15mm; Packaging:Bulk; Series:C519; Voltage Rating:250V RoHS Compliant: Yes
Cartridge Fuse; Current Rating:1.25A; Voltage Rating:250V; Fuse Type:Time Delay; Fuse Size/Group:5 x 15 mm; Body Material:Glass; Diameter:5.2mm; Fuse Terminals:Ferrule; Length:15mm; Packaging:Bulk; Series:C519; Voltage Rating:250V RoHS Compliant: Yes
	COOPER INDUSTRIES

	ST72T71N5B1 ST72T71J1B1 	Leaded Cartridge Fuse; Current Rating:50mA; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Type:Fast Acting; Voltage Rating:125V; Body Material:Plastic Cap; Diameter:6.35mm; Leaded Process Compatible:Yes; Length:8.89mm RoHS Compliant: Yes
Leaded Cartridge Fuse; Current Rating:312.5mA; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Type:Fast Acting; Voltage Rating:125V; Body Material:Plastic Cap; Diameter:6.35mm; Length:8.89mm; Series:273 RoHS Compliant: NA 8位微控制
	Intersil, Corp.

	A97F8614S A97F8615S A97F8616S A97F8617S A97F8618S 	Capacitors for High Current, Power Semiconductor, and DC Applications
	List of Unclassifed Manufacturers
List of Unclassifed Manufac...

	215200 215025 217040 217040P 215800 215400 215250 	5 x 20 mm Time Lag Fuse (Slo-Blo Fuse)
5 x 20 mm Fast-Acting Fuse
	LITTELFUSE[Littelfuse]

	Z86C32-12VEC 	Fuse Holder; Fuse Size/Group:1/4 "; Mounting Type:PC Board; Body Material:Spring Brass; Contact Plating:Tin; Current Rating:15A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Voltage Rating, AC:250V
	保险丝支架，夹子&硬件

	Z85C30-10BUA Z85C30-10DC Z85C30-10BQA AM85C30-8/BQ	16MHZ, MLF, IND TEMP, GREEN(MCU AVR)
16MHZ, PDIP, IND TEMP, GREEN(MCU AVR)
16MHZ, MLF, IND TEMP, 5V(MCU AVR)
16MHZ, MLF, IND TEMP, GREEN, 5V(MCU AVR)
16MHZ, MLF, IND TEMP(MCU AVR)
16MHZ, TQFP, IND TEMP, GREEN, 5V(MCU AVR)
Cartridge Fuse; Current Rating:2A; Voltage Rating:250V; Fuse Type:Fast Acting; Fuse Size/Group:5 x 15 mm; Body Material:Glass; Diameter:4.5mm; Fuse Terminals:Ferrule; Leaded Process Compatible:Yes; Length:14.48mm; Series:225 RoHS Compliant: Yes
ATMEGA644V-10PU & AT86RF230-ZU(AVRZLINK)
Communications Controller 通信控制
Cartridge Fuse; Current Rating:1A; Voltage Rating:250V; Fuse Type:Time Delay; Fuse Size/Group:5 x 15 mm; Body Material:Glass; Diameter:4.5mm; Fuse Terminals:Ferrule; Leaded Process Compatible:Yes; Length:14.48mm; Series:229 通信控制
Cartridge Fuse; Current Rating:1A; Voltage Rating:250V; Fuse Type:Fast Acting; Fuse Size/Group:5 x 15 mm; Body Material:Glass; Diameter:4.5mm; Fuse Terminals:Ferrule; Leaded Process Compatible:Yes; Length:14.48mm; Series:225 通信控制
16MHZ, TQFP, IND TEMP, 5V(MCU AVR) 通信控制
16MHZ, TQFP, IND TEMP, GREEN(MCU AVR) 通信控制
	Advanced Micro Devices, Inc.
Amphenol, Corp.
Electronic Theatre Controls, Inc.
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