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			 Related Part Number
	
					PART	Description	Maker
	PWE4812D-3W 	DUAL OUTPU DIP PACKAGE DC-DC CONVERTER
	MORNSUN Science& Techno...

	231786 	Fuseholder Open Design, Holder for MSB and 172876, THT
	Schurter Inc.

	MC10H130FN MC10H130L MC10H130P ON0752 	Dual In/Single Out Autoswitching Power MUX, Manual/Auto Sw, Adj. Cur Limit, Adj. Vol Threshold 8-TSSOP -40 to 85 10H SERIES, DUAL LOW LEVEL TRIGGERED D LATCH, COMPLEMENTARY OUTPUT, PDIP16
From old datasheet system
Dual Latch
	Motorola Mobility Holdings, Inc.
Motorola, Inc.

	MIW402X 	(MIW4000 Series) Single & Dual Output DC/DC Converters
	Minmax Technology

	WR24D05-12/55K WR24S05/50K WR24D12/60K 	(WR24xxx) WR-K Series / Single and Dual and Triple output
	Artesyn Technologies

	UPD789860 UPD78F9116A UPD78F9116B UPD789014 UPD789	8-BIT SINGLE-CHIP MICROCONTROLLER INSTRUCTIONS
78K/0SSeriesInstructions|User＇sManual[11/2000]			

78K/0S series for Dot.LCD Driver(Mask ROM 24K bytes)
78K/0S series for Dot.LCD Driver(Mask ROM 32K bytes)
78K/0S series for Dot.LCD Driver(Mask ROM 48K bytes)
78K/0S series for Dot.LCD Driver(Mask ROM 60K bytes)
78K/0S series Flash Memory on chip for Dot.LCD Driver
78K/0S series Flash Memory on chip for LCD Driver
8-bit single-chip microcomputer 78K/0S
78K/0S Series for LCD Driver (Mask ROM 24Kbytes)
179K Series (78K0S core) for LCD remote control transmitter
78K/0S Series for LCD Driver/Booster(Mask ROM 8K bytes)
78K/0S Series for LCD Driver (Mask ROM 16Kbytes)
8-bit single-chip microcomputer 78K0S
Supply restricted to limited customers. Details on hold
USB keyboard 8-bit single-chip microcomputer
8-bit single-chip microcontroller 78K/0S series
78K/0S Series for LCD Driver (Mask ROM 4Kbytes)
78K/0S Series for LCD Driver (Mask ROM 8Kbytes)
8-bit CMOS Single-chip microcontroller
8-bit single-chip microcontroller incorporating 256-byte EEPROM
78K/0S Series 8SC (flash memory version)
8-bit single-chip microcomputer for USB keyboard
78K/0S Series for LCD Driver/Booster (Mask ROM 24K bytes)
8-bit single-chip microcontroller with VFD controller/driver
78K/0S Series for LCD Driver/Booster (Mask ROM 4K bytes)
Low-power LCD microcontroller
	NEC

	S2D20R S2D17R S2D00R S2D01R S2D02R S2D03R S2D04R S	S2D00R SERIES 2 - 3 WATT HIGH / IN ISOLATION DIP DC/DC CONVERTERS SINGLE AND DUAL OUTPUT
	Total Power International
Total Power Internation...

	S2D00R S2D10R S2D1XR 	(S2D00R Series) 2 - 3 WATT HIGH / IN ISOLATION DIP DC/DC CONVERTERS SINGLE AND DUAL OUTPUT
	Total Power International

	P0991DF-1E P1101DF-1E MS-012 P1701DF-1E P0721DF-1E	The series provides single port protection using a fixed Series are SIDACtor? devices
Fixed Voltage Enhanced Single Port Series
	Littelfuse

	B2001RU B2012RU B2014RU B2015RU B2017RU B2011RU B2	4:1 Input Range, 20W Single & Dual Output DC/DC Con vert ers
B2000RU SERIES
	MicroPower Direct, LLC

	REC20-1215SRWB REC20-1205SRWB REC20-4815SRWB REC20	20 Watt 2 inch x 2 inch Single & Dual Output 20英寸× 2英寸
20 Watt 2 inch x 2 inch Single & Dual Output 202英寸× 2英寸
CAPACITOR, 47UF 16V CAPACITOR, 47UF 16V; CAPACITANCE:47UF; VOLTAGE RATING, DC:16V; CAPACITOR DIELECTRIC TYPE:ALUMINIUM ELECTROLYTIC; SERIES:YXF; TEMP, OP. MAX:105(DEGREE C); TEMP, OP. MIN:-40(DEGREE C); TOLERANCE, :20%; TOLERANCE, RoHS Compliant: Yes
20 WATT 2 INCH X 2 INCH SINGLE & DUAL OUTPUT
	RECOM Electronic GmbH
RECOM Power Inc.
RECOM[Recom International Power]

	PP6-48-12 PP6-48-15 PP6-48-5 PPD6-5-1212 PP6-5-12 	   Single, Dual output DC-DC converter 1.5W ~ 25W
   Single output DC-DC converter 1.5W ~ 25W
Single, Dual output DC-DC converter 1.5W - 25W
Single / Dual output DC-DC converter 1.5W ~ 25W
Single Dual output DC-DC converter 1.5W ~ 25W
Circular Connector; No. of Contacts:26; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:16; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:16-26
KPSE 19C 19#20 PIN RECP
Circular Connector; No. of Contacts:8; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:16; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:16-8
KPT/KPSE SERIES
LED Panel Indicator; LED Color:Red; Luminous Intensity:1500foot lambert; Forward Current:81mA; Forward Voltage:12V; Operating Temperature Range:-25 C to  85 C; Color:Red; Leaded Process Compatible:No RoHS Compliant: No
LED Panel Indicator; LED Color:Red; Luminous Intensity:900foot lambert; Forward Current:8.5mA; Forward Voltage:125V; Operating Temperature Range:-25 C to  85 C; Color:Red; Leaded Process Compatible:No RoHS Compliant: No
Single, Dual output DC-DC converter 1.5W ~ 25W 单，双输出DC - DC转换1.5W25
Single, Dual output DC-DC converter 1.5W ~ 25W 单，双输出DC - DC转换.5W25
Single output DC-DC converter 1.5W ~ 25W 单输出DC - DC转换1.5W25
Single, Dual output DC-DC converter 1.5W ~ 25W 单，双输DC - DC转换1.5W25
; LED Color:Green; Forward Voltage:24V 单，双输出DC - DC转换1.5W25
	LAMBDA[DENSEI-LAMBDA]
HIROSE ELECTRIC Co., Ltd.
Ecliptek, Corp.
Analog Devices, Inc.
Glenair, Inc.
Cardinal Components, Inc.
PEAK electronics GmbH
TE Connectivity, Ltd.
Yageo, Corp.
Microsemi, Corp.
NXP Semiconductors N.V.
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