

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						C1010			MINASA			C1010			1100A			VCO55			AZP92X			KI1563DH			KB845			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			AT28LV010-20PL - 128K X 8 EEPROM 3V, 200 ns, PDIP32 



		
			
					
						
						[image: AT28LV010-20PL_6845899.PDF Datasheet]



					
				
					 		
	Part No.	AT28LV010-20PL   

	Description	128K X 8 EEPROM 3V, 200 ns, PDIP32 
 

	File Size	274.16K  / 
						15 Page	 
	

						Maker	
						

						 ATMEL CORP 
  
						










	
						
						









				
				

						
							[image: ][image: ]	
								
									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: AT28LV010-20PI
	Maker: Atmel
	Pack: ETC
	Stock: Reserved
	Unit price 
									for :
	    
									50: $0.00
	  
									100: $0.00
	1000: 
									$0.00
	
									Email: oulindz@gmail.com

	
									
									
									
									Contact us



							


				





						
	Homepage	
						
	Download	[ 
						AT28LV010-20PL  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						AT28LV010-20PL  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[AT28LV010-20PL  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for AT28LV010-20PL ] 


					[ Price & Availability of AT28LV010-20PL by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : 128K X 8 EEPROM 3V, 200 ns, PDIP32   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	AT28C010E-12FM/883 AT28C010E-12EC AT28C010-12EM AT	120NS, 32FLTPCK, 883C; LEV B COMPLIANT(EEPROM) 128K X 8 EEPROM 5V, 120 ns, CDFP32
128K X 8 EEPROM 5V, 120 ns, CQCC32
120NS, 32 LCC, MIL TEMP(EEPROM)
128K X 8 EEPROM 5V, 150 ns, CDFP32
128K X 8 EEPROM 5V, 200 ns, CDIP32
128K X 8 EEPROM 5V, 250 ns, CDIP32
	Atmel, Corp.
ATMEL CORP

	28LV011RPFB-25 28LV011RPFE-25 28LV011RT1FE-25 28LV	3.3V 1 Megabit (128K x 8-Bit) EEPROM 3.3V兆位28K的8位）的EEPROM
PN Series Box Enclosure; NEMA Type:1, 2, 4, 4X, 12, 13; Enclosure Material:Polycarbonate; External Height:3.54"; External Width:6.3"; External Depth:9.45"; Enclosure Color:Gray 128K X 8 EEPROM 3V, 200 ns, DFP32
3.3V 1 Megabit (128K x 8-Bit) EEPROM 3.3V兆位28K的8位）EEPROM
3.3V 1 Megabit (128K x 8-Bit) EEPROM 128K X 8 EEPROM 3V, 200 ns, DFP32
	Maxwell Technologies, Inc

	AT28C01006 AT28C010 AT28C010E-15JI AT28C010E-15PI 	128K X 8 EEPROM 5V, 150 ns, PDIP32
120NS, TSOP, IND TEMP, GREEN(EEPROM) 128K X 8 EEPROM 5V, 120 ns, PDIP32
1-megabit (128K x 8) Paged Parallel EEPROM
	Atmel, Corp.
ATMEL Corporation

	WE128K32N-120G2TC WE128K32N-120G2TCA WE128K32N-120	Access time:120 ns; 128K x 32 EEPROM module, SMD 5962-94585
Access time:150 ns; 128K x 32 EEPROM module, SMD 5962-94585
Access time:200 ns; 128K x 32 EEPROM module, SMD 5962-94585
Access time:140 ns; 128K x 32 EEPROM module, SMD 5962-94585
Access time:300 ns; 128K x 32 EEPROM module, SMD 5962-94585
Access time:250 ns; 128K x 32 EEPROM module, SMD 5962-94585
Access time:240 ns; 128K x 32 EEPROM module, SMD 5962-94585
	White Electronic Designs

	24AA128 24LC128ESM 24AA128IST 24AA128ISN 24LC128IS	128K I2C CMOS EEPROM
Pomona Stack Up Banana Plug With Safety Collar, Color: Black, Current Rating: 15 A, Power: 5000 W, Features: Safety collar that insulates exposed wire leads, solderless banana plugs firmly holds wire with internal setscrew 128K的的I 2 C⑩的CMOS串行EEPROM
The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each
128KI2CCMOSSerialEEPROM
128K I 2 C ?CMOS Serial EEPROM
	Microchip Technology, Inc.
Microchip Technology Inc.
MicrochipTechnology

	CAT24WC12833PA-1.8TE13 CAT24WC12833PI-1.8TE13 CAT2	128K-Bit I2C Serial CMOS EEPROM 128K的位I2C串行CMOS EEPROM
	FCI
Intersil, Corp.

	AS28C010CW-12 AS28C010CW-20 AS28C010CW-20_883C AS2	128K x 8 EEPROM EEPROM Memory 5 Volt, Byte Alterable
	Austin Semiconductor

	CAT28C17A04 CAT25C17ANA-20T CAT25C17AJ-20T CAT25C1	2K X 8 EEPROM 5V, 200 ns, PDSO28
16K-Bit CMOS PARALLEL EEPROM
Parallel EEPROM, 16Kb, RDY/BSY Pin
	ON SEMICONDUCTOR
CATALYST[Catalyst Semiconductor]

	28LV010RPDE-25 28LV010RT1DE-25 28LV010RT2DE-25 28L	   3.3V 1 Megabit (128K x 8-Bit) EEPROM
3.3V 1 Megabit (128K x 8-Bit) EEPROM 128K X 8 EEPROM 3V, 200 ns, DFP32
3.3V 1 Megabit (128K x 8-Bit) EEPROM 128K X 8 EEPROM 3V, 200 ns, DIP32
3.3V 1 Megabit (128K x 8-Bit) EEPROM 3.3V兆位28K的8位）的EEPROM
CAP-ARR 200PF X4 100V 10% NP0(C0G) SMD-0508 PLATED-NI/SN TR-7 1K/REEL
CAP ARRAY, 2 X 10NF 50V 0508X7RCAP ARRAY, 2 X 10NF 50V 0508X7R; Capacitance:10nF; Voltage rating, DC:50V; Capacitor dielectric type:Ceramic Multi-Layer; Series:W2A; Tolerance,  :10%; Tolerance, -:10%; Temp, op. max:125(degree C);
CAP ARRAY, 2 X 22NF 16V 0405X5RCAP ARRAY, 2 X 22NF 16V 0405X5R; Capacitance:22nF; Voltage rating, DC:16V; Capacitor dielectric type:Ceramic Multi-Layer; Series:W1A; Tolerance,  :20%; Tolerance, -:20%; Temp, op. max:85(degree C);
CAP ARRAY, 2 X 15PF 50V 0405NPOCAP ARRAY, 2 X 15PF 50V 0405NPO; Capacitance:0.015nF; Voltage rating, DC:50V; Capacitor dielectric type:Ceramic Multi-Layer; Series:W1A; Tolerance,  :10%; Tolerance, -:10%; Temp, op. max:125(degree C);
CAP ARRAY, 2 X 680PF 50V 0405NPOCAP ARRAY, 2 X 680PF 50V 0405NPO; Capacitance:0.68nF; Voltage rating, DC:50V; Capacitor dielectric type:Ceramic Multi-Layer; Series:W1A; Tolerance,  :10%; Tolerance, -:10%; Temp, op. max:125(degree C);
CAP ARRAY, 4 X 100PF 50V 0508NPOCAP ARRAY, 4 X 100PF 50V 0508NPO; Capacitance:0.1nF; Voltage rating, DC:50V; Capacitor dielectric type:Ceramic Multi-Layer; Series:W2A; Tolerance,  :10%; Tolerance, -:10%; Temp, op. max:125(degree C);
CAP ARRAY, 2 X 10NF 16V 0405X7RCAP ARRAY, 2 X 10NF 16V 0405X7R; Capacitance:10nF; Voltage rating, DC:16V; Capacitor dielectric type:Ceramic Multi-Layer; Series:W1A; Tolerance,  :20%; Tolerance, -:20%; Temp, op. max:125(degree C);
Ceramic Capacitor Array; Capacitor Type:Chip Array; Capacitance:22pF; Capacitance Tolerance: /- 10%; Voltage Rating:50VDC; Capacitor Dielectric Material:Multilayer Ceramic; Package/Case:0405; Termination:SMD RoHS Compliant: Yes
CAP ARRAY, 2 X 1000PF 50V 0405X7RCAP ARRAY, 2 X 1000PF 50V 0405X7R; Capacitance:1nF; Voltage rating, DC:50V; Capacitor dielectric type:Ceramic Multi-Layer; Series:W1A; Tolerance,  :10%; Tolerance, -:10%; Temp, op. max:125(degree C);
	Maxwell Technologies, Inc

	CY62128V CY62128V18 CY62128V18L-200SC CY62128V18L-	Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
128K x 8 Static RAM 128K X 8 STANDARD SRAM, 70 ns, PDSO32
128K x 8 Static RAM 128K X 8 STANDARD SRAM, 200 ns, PDSO32
128K x 8 Static RAM 128K X 8 STANDARD SRAM, 100 ns, PDSO32
SWITCH DETECT PB SPST RT ANG .1A
	CYPRESS[Cypress Semiconductor]
Cypress Semiconductor Corp.
Cypress Semiconductor, Corp.
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