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	Part: AD7887AR
	Maker: AD
	Pack: SOP8
	Stock: 307
	Unit price 
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	1000: 
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			 Related Part Number
	
					PART	Description	Maker
	NS346E-2 	NS346 Calibrated Noise Sources 10 MHz to 26500 MHz
	Micronetics, Inc.

	NS346B-1 	NS346 Calibrated Noise Sources 10 MHz to 18000 MHz
	Micronetics, Inc.

	AT34C02B 	2K, 2-wire Bus Serial EEPROM with permanent software write protection and reversible software write protection.
	Atmel

	MAX537BC/D MAX536BC/D MAX536-MAX537 MAX537AEPE 	Calibrated, Quad, 12-Bit Voltage-Output DACs with Serial Interface QUAD, SERIAL INPUT LOADING, 3 us SETTLING TIME, 12-BIT DAC, PDIP16
Calibrated, Quad, 12-Bit Voltage-Output DACs with Serial Interface 校准型、四路2位、电压输出DAC，串行接
Calibrated / Quad / 12-Bit Voltage-Output DACs with Serial Interface
	Maxim Integrated Products, Inc.

	LTC1344ACGTR LTC1344A-15 	Software SelectableCable Terminator; Package: SSOP; No of Pins: 24; Temperature Range: 0&deg;C to  70&deg;C 6-LINE 153 ohm OTHER TERMINATOR, PDSO24
Software-Selectable Cable Terminator
	Linear Technology, Corp.

	BCM1200-BT BCM1200-BTEM 	Bluetooth® v1.2 Communication Software for Mobile Phones
BLUETOOTH-R  V1.2 COMMUNICATIONS SOFTWARE FOR MOBILE PHONES
BLUETOOTH-R V1.2 COMMUNICATIONS SOFTWARE FOR MOBILE PHONES
	Broadcom Corporation.
BOARDCOM

	GSRFTA0330A GSRFTA0707A GOLLEDGEELECTRONICSLTD-GSR	1 FUNCTIONS, 821 MHz, SAW FILTER
1 FUNCTIONS, 429.25 MHz, SAW FILTER
1 FUNCTIONS, 584 MHz, SAW FILTER
1 FUNCTIONS, 656 MHz, SAW FILTER
1 FUNCTIONS, 420 MHz, SAW FILTER
1 FUNCTIONS, 1960 MHz, SAW FILTER
1 FUNCTIONS, 1732.5 MHz, SAW FILTER
1 FUNCTIONS, 900 MHz, SAW FILTER
1 FUNCTIONS, 2017.5 MHz, SAW FILTER
1 FUNCTIONS, 1056 MHz, SAW FILTER
1 FUNCTIONS, 1842 MHz, SAW FILTER
1 FUNCTIONS, 942.5 MHz, SAW FILTER
1 FUNCTIONS, 2441.8 MHz, SAW FILTER
1 FUNCTIONS, 2158 MHz, SAW FILTER
1 FUNCTIONS, 315 MHz, SAW FILTER
1 FUNCTIONS, 1970 MHz, SAW FILTER
1 FUNCTIONS, 930.5 MHz, SAW FILTER
1 FUNCTIONS, 1870 MHz, SAW FILTER
1 FUNCTIONS, 424 MHz, SAW FILTER
1 FUNCTIONS, 2250 MHz, SAW FILTER
1 FUNCTIONS, 2665 MHz, SAW FILTER
1 FUNCTIONS, 868.3 MHz, SAW FILTER
	GOLLEDGE ELECTRONICS LTD

	MPXM2010 MPXM2010D MPXM2010DT1 MPXM2010GS MPXM2010	10 KPA ON CHIP TEMPERATURE COMPENSATED CALIBRATED SILICON PRESSURE SENSORS
From old datasheet system
10 kPa On-Chip Temperature Compensated & Calibrated Silicon Pressure Sensors
	Motorola, Inc

	MPX2202GP MPX2202ASX MPX2202D MPX2202DP MPX2202AP 	200kPa On-Chip Temperature Compensated & Calibrated Silicon Pressure Sensors(200kPa片内温度补偿和校准硅压力传感
200kPa On-Chip Temperature Compensated & Calibrated Silicon Pressure Sensors(200kPa???娓╁害琛ュ??????????浼????
	飞思卡尔半导体(中国)有限公司
椋???″????浣?涓??)??????

	CK-L09505M521 CK-L09505D521 CK-L09623M511 CK-R2273	9250 MHz - 9750 MHz RF/MICROWAVE ISOLATOR
8400 MHz - 10700 MHz RF/MICROWAVE ISOLATOR
21200 MHz - 24200 MHz RF/MICROWAVE ISOLATOR
3400 MHz - 3500 MHz RF/MICROWAVE ISOLATOR
3600 MHz - 4200 MHz RF/MICROWAVE ISOLATOR
5800 MHz - 7200 MHz RF/MICROWAVE ISOLATOR
4300 MHz - 5100 MHz RF/MICROWAVE ISOLATOR
17300 MHz - 19700 MHz RF/MICROWAVE ISOLATOR
	FDK CORP

	T9602 T9602-3-A T9602-3-A-1 T9602-3-D 	Fully calibrated and temperature compensated
	Amphenol Corporation
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