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			 Related Part Number
	
					PART	Description	Maker
	AT17LV010A AT17LV010A-10JC AT17LV010A-10JI AT17C01	FPGA Serial Configuration Memories 512K X 1 CONFIGURATION MEMORY, PQCC20
FPGA Configuration EEPROM Memory
	Atmel, Corp.
ATMEL[ATMEL Corporation]

	AT17LV010 AT17LV010-10JC AT17LV010-10JI AT17LV512-	FPGA Configuration E2PROM Memory FPGA配置E2PROM的记
FPGA Configuration E2PROM Memory 1M X 1 CONFIGURATION MEMORY, PQCC20
	Atmel, Corp.
ATMEL[ATMEL Corporation]

	UN222X UNR2222 UNR2223 UNR2224 UNR2221 	Silicon NPN epitaxial planar type
Flash Memory IC; Leaded Process Compatible:Yes; Memory Configuration:128K x 8; Memory Size:1Mbit; Package/Case:32-PLCC; Supply Voltage Max:5.5V
Flash Memory IC; Access Time, Tacc:120ns; Package/Case:32-TSOP; Memory Configuration:128K x 8; Memory Size:1Mbit; Supply Voltage Max:5.5V; Mounting
Flash Memory IC; Access Time, Tacc:45ns; Package/Case:32-TSOP; Memory Configuration:128K x 8; Memory Size:1Mbit; Supply Voltage Max:5.5V; Mounting
POT THUMBWHEEL 10K OHM LINEAR
	Panasonic Semiconductor
Panasonic Corporation

	AT17LV010-10DP-SV AT17LV010-10DP AT17LV010-10DP-E 	Space FPGA Configuration EEPROM 1M X 1 CONFIGURATION MEMORY, DFP28
	Atmel, Corp.
PROM
Atmel Corp.
ATMEL[ATMEL Corporation]

	AT17C128A AT17C128A-10JC AT17C128A-10JI AT17C65A A	High Speed CMOS Logic 3-to-8 Line Decoder Demutiplexer with Address Latches 16-PDIP -55 to 125
High Speed CMOS Logic 3-to-8 Line Decoder Demutiplexer with Address Latches 16-SOIC -55 to 125
FPGA Configuration EEPROM 128K X 1 CONFIGURATION MEMORY, PQCC20
FPGA Configuration EEPROM 256K X 1 CONFIGURATION MEMORY, PQCC20
FPGA Configuration EEPROM FPGA配置的EEPROM
	ATMEL[ATMEL Corporation]
Atmel Corp.
Atmel, Corp.

	AT17LV002 AT17LV002-10BJC AT17LV002-10BJI AT17LV00	512K-bit FPGA Configuration EEPROM (5V and 3.3V).
65K-bit FPGA Configuration EEPROM (5V and 3.3V).
256K-bit FPGA Configuration EEPROM (5V and 3.3V).
1M-bit FPGA Configuration EEPROM (5V and 3.3V).
2M-bit FPGA Configuration EEPROM (5V and 3.3V)
FPGA Configuration EEPROM Memory
	ATMEL[ATMEL Corporation]

	AT17C040-10AI 	4M X 1 CONFIGURATION MEMORY, PQFP44
	ATMEL CORP

	XC17V01SOG20C 	1M X 1 CONFIGURATION MEMORY, PDSO20
	XILINX INC

	AN1076 	ST9  EXTERNAL MEMORY INTERFACE CONFIGURATION
	SGS Thomson Microelectronics

	AM29F040B-120JF AM29F040B-90ED 	Flash Memory IC; Leaded Process Compatible:Yes; Memory Configuration:512K x 8; Package/Case:32-PLCC; Supply Voltage Max:5.5V; Access Time, Tacc:120ns; Mounting Type:Surface Mount RoHS Compliant: Yes 512K X 8 FLASH 5V PROM, 120 ns, PQCC32
Flash Memory IC; Leaded Process Compatible:Yes; Memory Configuration:512K x 8; Package/Case:32-TSOP; Peak Reflow Compatible (260 C):Yes; Supply Voltage Max:5.5V; Access Time, Tacc:90ns; Mounting Type:Surface Mount RoHS Compliant: Yes
	Spansion, Inc.
SPANSION LLC

	AT17F040 	FPGA CONFIGURATION FLASH MEMORY
4 and 8 Mbit In-System Programable PROM (3.3V)
	ATMEL Corporation
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