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	Part No.	DMR20-10-DCM-R-C DMR20-3-KP   

	Description	2-Wire, Self-Powered, Auto-Ranging DC Voltage Monitor 
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			 Related Part Number
	
					PART	Description	Maker
	DMS-20LCD-2-DCM DMS-20LCD-2 DMS-20-CP DMS-20LCD-3-	Self-Powered,  50V and  150V LCD Display 2-Wire DC Voltage Monitors
	Murata Power Solutions Inc.
http://

	MAX3218 MAX3218CAP MAX3218CPP MAX3218EAP MAX3218EP	1レA Supply Current, 1.8V to 4.25V-Powered RS-232 Transceiver with AutoShutdown LINE TRANSCEIVER, PDSO20
1.8V to 4.25V-Powered RS-232 Transceiver with AutoShutdown(1.8~4.25V,自动关闭方式20kbps，RS-232收发 1&micro;A.8V.25V、RS-232收发器，带有AutoShutdown&#8482;
1uA Supply Current, 1.8V to 4.25V-Powered RS-232 Transceiver with AutoShutdown
1A Supply Current, 1.8V to 4.25V-Powered RS-232 Transceiver with AutoShutdown
1レA Supply Current, 1.8V to 4.25V-Powered RS-232 Transceiver with AutoShutdown⑩
1µA, 1.8V to 4.25V RS-232 Transceiver with AutoShutdown™
1A Supply Current / 1.8V to 4.25V-Powered RS-232 Transceiver with AutoShutdown
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	TC913A TC913ACOA TC913ACPA TC913BCOA TC913BCPA TC9	The TC913 is a monolithic, auto-zeroed operational amplifier. Elimination of the external capacitors allows the designer to increase reliability, lower cost,and simplify design by lowering parts count. Since the TC913 is an auto-zeroing op
Dual Auto-Zeroed Operational Amplifiers
	MICROCHIP[Microchip Technology]

	FSW-0511 	Provides flexibility of 5x 10/100BASE-TX ports 10/100Mbps-Full/Half-duplex, Auto-Negotiation, Auto-MDI/MDIX
	Level One

	C0805X474K5RACAUTO-17 	Ceramic, AUTO-FlexTerm-(CxxxxX-AUTO), 0.47 uF, 10%, 50 V, 0805, X7R, SMD, MLCC, FT-CAP, Automotive Grade
	Kemet Corporation

	C1210X475M5RACAUTO-17 	Ceramic, AUTO-FlexTerm-(CxxxxX-AUTO), 4.7 uF, 20%, 50 V, 1210, X7R, SMD, MLCC, FT-CAP, Automotive Grade
	Kemet Corporation

	MAX232A MAX232AC MAX232ACPE MAX232ACSE MAX232ACWE 	 5V-powered, multichannel RS-232 driver-receiver.
 5V-Powered, Multichannel RS-232 Drivers/Receivers
 5V-Powered Multichannel RS-232 Drivers/Receivers
From old datasheet system
	MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	C1206X105K1RACAUTO 	Ceramic, AUTO-FlexTerm-(CxxxxX-AUTO), 1 uF, 10%, 100 V, 1206, X7R, SMD, MLCC, FT-CAP, Automotive Grade
	Kemet Corporation

	C1206C224K1RACAUTO 	Ceramic, AUTO-(CxxxxC-AUTO), 0.22 uF, 10%, 100 V, 1206, X7R, SMD, MLCC, Temperature Stable, Automotive Grade
	Kemet Corporation

	C0402C102K5RACAUTO-17 	Ceramic, AUTO-(CxxxxC-AUTO), 1000 pF, 10%, 50 V, 0402, X7R, SMD, MLCC, Temperature Stable, Automotive Grade
	Kemet Corporation

	C0603C223K3RACAUTO-17 	Ceramic, AUTO-(CxxxxC-AUTO), 0.022 uF, 10%, 25 V, 0603, X7R, SMD, MLCC, Temperature Stable, Automotive Grade
	Kemet Corporation

	C0603C150J3GACAUTO 	Ceramic, AUTO-(CxxxxC-AUTO), 15 pF, 5%, 25 V, 0603, C0G, SMD, MLCC, Ultra-Stable, Low Loss, Automotive Grade
	Kemet Corporation
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