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			AR2500 - Rating at 25 Ambient temp. Unless otherwise specified. Single phase, half sine wave, 60HZ,resistive or inductive load.    Rating at 25?Ambient temp. Unless otherwise specified. Single phase, half sine wave, 60HZ,resistive or inductive load. 
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	Part No.	AR2500 AR2501 AR2502 AR2504 ARS2502 ARS2500 ARS2501 ARS2506 ARS2510 ARS2504 ARS2508   

	Description	Rating at 25 Ambient temp. Unless otherwise specified. Single phase, half sine wave, 60HZ,resistive or inductive load. 
    Rating at 25?Ambient temp. Unless otherwise specified. Single phase, half sine wave, 60HZ,resistive or inductive load.
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	Part: AR2112A-00
	Maker: ATHEROS
	Pack: QFN
	Stock: 10812
	Unit price 
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	1000: 
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			 Related Part Number
	
					PART	Description	Maker
	Z85C30-10BUA Z85C30-10DC Z85C30-10BQA AM85C30-8/BQ	16MHZ, MLF, IND TEMP, GREEN(MCU AVR)
16MHZ, PDIP, IND TEMP, GREEN(MCU AVR)
16MHZ, MLF, IND TEMP, 5V(MCU AVR)
16MHZ, MLF, IND TEMP, GREEN, 5V(MCU AVR)
16MHZ, MLF, IND TEMP(MCU AVR)
16MHZ, TQFP, IND TEMP, GREEN, 5V(MCU AVR)
Cartridge Fuse; Current Rating:2A; Voltage Rating:250V; Fuse Type:Fast Acting; Fuse Size/Group:5 x 15 mm; Body Material:Glass; Diameter:4.5mm; Fuse Terminals:Ferrule; Leaded Process Compatible:Yes; Length:14.48mm; Series:225 RoHS Compliant: Yes
ATMEGA644V-10PU & AT86RF230-ZU(AVRZLINK)
Communications Controller 通信控制
Cartridge Fuse; Current Rating:1A; Voltage Rating:250V; Fuse Type:Time Delay; Fuse Size/Group:5 x 15 mm; Body Material:Glass; Diameter:4.5mm; Fuse Terminals:Ferrule; Leaded Process Compatible:Yes; Length:14.48mm; Series:229 通信控制
Cartridge Fuse; Current Rating:1A; Voltage Rating:250V; Fuse Type:Fast Acting; Fuse Size/Group:5 x 15 mm; Body Material:Glass; Diameter:4.5mm; Fuse Terminals:Ferrule; Leaded Process Compatible:Yes; Length:14.48mm; Series:225 通信控制
16MHZ, TQFP, IND TEMP, 5V(MCU AVR) 通信控制
16MHZ, TQFP, IND TEMP, GREEN(MCU AVR) 通信控制
	Advanced Micro Devices, Inc.
Amphenol, Corp.
Electronic Theatre Controls, Inc.

	HZK2C HZK30 HZK33 HZK36 HZK3A HZK3B HZK3C HZK6B HZ	Diodes>Zener
Silicon Epitaxial Planar Zener Diodes for Stabilized Power Supply
Toggle Switch; Circuitry:DPDT; Switch Operation:On-Off-On; Contact Current Max:6A; Actuator Style:Bat; Switch Terminals:Solder Lug; Current Rating:3A
SWITCH BLOCK FOR EMERGENCY STOP
SWITCH, DPDT, 12V, GREEN; Switch function type:DPDT; Voltage, contact AC max:250V; Voltage, contact DC max:12V; Temp, op. max:55(degree C); Temp, op. min:-20(degree C); Diameter, panel cut-out:30mm; Length / Height, external:59mm; RoHS Compliant: Yes
Anti-Rotate Ring; Leaded Process Compatible:Yes RoHS Compliant: Yes 硅外延平面稳压二极管的稳压电
Low Current Operation at 250 锛?ow Reverse Leakage,Low Noise Zener Diode
INDICATOR BODY, ROUND, METAL; Lamp fitting type:T 13/4; Current rating:16A; Approval Bodies:UL, VDE, CSA, BEAB; Depth, behind panel:38mm; Diameter, External:29mm; IP rating:IP65; Length / Height, external:60mm; Temp, op. RoHS Compliant: Yes
INDICATOR BODY, SQUARE; Lamp fitting type:Midget Groove, T1 3/4; Current rating:16A; Approval Bodies:UL, VDE, CSA, BEAB; Depth, behind panel:38mm; Diameter, External:29mm; IP rating:IP65; Length / Height, external:60mm; Temp, op. RoHS Compliant: Yes
	RENESAS[Renesas Electronics Corporation]
Renesas Electronics Corporation.
Renesas Electronics, Corp.

	PCBFA80C49P PCBFA80C39 PCBFA80C49WP PCB80C39 PCB80	CAPACITOR, CLASS Y2 47NFCAPACITOR, CLASS Y2 47NF; Capacitance:47nF; Voltage rating, AC:250V; Voltage rating, DC:2500V; Capacitor dielectric type:Polypropylene; Series:B81122; Tolerance,  :20%; Tolerance, -:20%; Temp, op. 单芯位CMOS微机
SINGLE-CHIP 8-BIT CMOS MICROCOMPUTER
	NXP Semiconductors N.V.

	MK2049-02 MK2049-02S MK2049-02SI MK2049-02SITR MK2	Communications Clock PLLs
CAPACITOR, 1000UF 450V CAPACITOR, 1000UF 450V; CAPACITANCE:1000UF; VOLTAGE RATING, DC:450V; CAPACITOR DIELECTRIC TYPE:ALUMINIUM ELECTROLYTIC; SERIES:B43456; TEMP, OP. MAX:85(DEGREE C); TEMP, OP. MIN:-25(DEGREE C); TOLERANCE, :20%; RoHS Compliant: Yes
	http://
ICST[Integrated Circuit Systems]

	BUK7720-55A 	CAPACITOR, 22000UF 25V CAPACITOR, 22000UF 25V; CAPACITANCE:22000UF; VOLTAGE RATING, DC:25V; CAPACITOR DIELECTRIC TYPE:ALUMINIUM ELECTROLYTIC; SERIES:LLS; TEMP, OP. MAX:85(DEGREE C); TEMP, OP. MIN:-40(DEGREE C); TOLERANCE, :20%; RoHS Compliant: Yes
N-channel TrenchMOS standard level FET
	PHILIPS[Philips Semiconductors]
NXP Semiconductors

	PS2801-4 PS2801-4-V-F4 PS2801-1 PS2801-1-F3 PS2801	PRECISION POWER RADIAL-LEAD FILM RES, 330K, 1% 高隔离电压SSOP封装光耦合
HIGH ISOLATION VOLTAGE SSOP PHOTOCOUPLER 高隔离电压SSOP封装光耦合
Power Resistor; Series:MK; Resistance:1Mohm; Resistance Tolerance: /- 1 %; Power Rating:0.75W; Voltage Rating:400V; Temperature Coefficient: /-50 ppm; Mounting Type:Through Hole; Operating Temp. Min:0 C; Terminal Type:Radial Leaded
	California Eastern Laboratories, Inc.
CEL[California Eastern Labs]

	EKL 	Aluminum Electrolytic Capacitors, Radial Style, Polarized AI Electrolytic Capacitor, Extremely Long Lifetime, High Temp Range (125°C), High AC Rating
	Vishay

	ML4803CP-1 ML4803CP-2 ML4803CP1 ML4803IX-X ML4803 	Power Factor Correction (PFC) and PWM Controller Combo
From old datasheet system
CAPACITOR, 10UF 10VCAPACITOR, 10UF 10V; Capacitance:10uF; Voltage rating, DC:10V; Capacitor dielectric type:; Series:SVP; Temp, op. max:105(degree C); Temp, op. min:-55(degree C); Tolerance,  :20%; Tolerance, -:20%; Current, ripple 8引脚PFC和PWM组合控制
8-Pin PFC and PWM Controller Combo 1 A POWER FACTOR CONTROLLER WITH POST REGULATOR, 67 kHz SWITCHING FREQ-MAX, PDSO8
	FAIRCHILD[Fairchild Semiconductor]
Micro Linear Corporation
Fairchild Semiconductor Corporation
Fairchild Semiconductor, Corp.

	2N930 2N930A 	Supercapacitor; Capacitance:0.047F; Series:EDL; Voltage Rating:5.5VDC; Capacitor Dielectric Material:Carbon Aerogel Foam; Package/Case:Stacked Coin
Supercapacitor; Capacitance:0.2F; Series:EDL; Voltage Rating:3.3VDC; Capacitor Dielectric Material:Carbon Aerogel Foam; Package/Case:SMT Radial Lead; Termination:Radial Leaded; ESR:200ohm; Operating Temp. Max:60 C RoHS Compliant: Yes
AMPLIFIER TRANSISTOR (NPN SILICON)
	Boca Semiconductor Corp.
BOCA[Boca Semiconductor Corporation]

	BH1680FVC 	Ambient Light Sensor ICs Analog Current Output Type Ambient Light Sensor IC
	Rohm
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