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			 Related Part Number
	
					PART	Description	Maker
	MAX3311 MAX3311CUB MAX3311EUB MAX3311-MAX3313 MAX3	5V High-Speed RS-232 Transceivers with 0.1uF Capacitors 5V的高速RS - 232收发器与0.1uF电容
460kbps, 1&#181;A Supply Current, RS-232-Compatible Transceivers in &#181;MAX LINE TRANSCEIVER, PDSO10
Quad LVDS Receiver with -4 to 5V Common-mode Range 16-TSSOP -40 to 85
Dual LVDS Receiver with -4 to 5V Common-mode Range 8-SOIC -40 to 85
460kbps, 1μA Supply Current, RS-232-Compatible Transceivers in μMAX
460kbps, 1A Supply Current, RS-232-Compatible Transceivers in MAX
" 460kbps, 1?A Supply Current, RS-232-Compatible Transceivers in ?MAX"
460kbps 1A Supply Current RS-232-Compatible Transceivers in MAX
460KBPS, 1ヌA SUPPLY CURRENT, RS-232-COMPATIBLE TRANSCEIVERS IN ヌMAX
460kbps, 1レA Supply Current, RS-232-Compatible Transceivers in レMAX
460kbps, 1µA Supply Current, RS-232-Compatible Transceivers in µMAX
460kbps / 1A Supply Current / RS-232-Compatible Transceivers in MAX
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	GS100502 	Geartooth Hall Effect Sensor; Supply Voltage Max:24VDC; Supply Voltage Min:4.5VDC; Supply Current Max:6mA; Sensor Terminals:Wire Leads; Leaded Process Compatible:No; Output Type:Sink; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
	THE CHERRY CORP

	MAX406 MAX406A MAX406B MAX418 MAX407 MAX419 MAX409	   1.2μA Max, Single/Dual/Quad, Single-Supply Op Amps
1.2レA Max, Single/Dual/Quad, Single-Supply Op Amps
1.2A Max, Single/Dual/Quad, Single-Supply Op Amps
1.2ヌA MAX, SINGLE/DUAL/QUAD, SINGLE-SUPPLY OP AMPS
1.2A Max / Single/Dual/Quad / Single-Supply Op Amps
1.2microA max, dual, single-supply op amp.
	Maxim Integrated Produc...
MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]

	ST180C ST180CXXX 	Power Supply Controller IC; Package/Case:28-SSOP; Supply Voltage Max:5.5V; Leaded Process Compatible:No; Output Voltage Max:3.6V; Peak Reflow Compatible (260 C):No; Mounting Type:Surface Mount RoHS Compliant: No
PHASE CONTROL THYRISTORS Hockey Puk Version
	IRF[International Rectifier]

	AM29LV800DB-120SD AM29LV800DB-120ED AM29LV800DB-12	8 Megabit (1 M x 8-Bit/512 K x 16-Bit) CMOS 3.0 Volt-only Boot Sector Flash Memory
Time-Delay Relay; Time Range:0.1 sec. to 30 sec.; Mounting Type:Plug In; Timing Function:Delay-On-Make; Relay Mounting:Plug-In; Supply Voltage AC, Max:230V; Supply Voltage AC, Min:115V; Supply Voltage DC, Max:230V RoHS Compliant: Yes
Time-Delay Relay; Contacts:NO; Time Range:0.1 to 102.4s; Timing Function:Delay-On-Make; Supply Voltage Max:288V; Supply Voltage Min:100V; Time Range Max:102.4s; Time Range Min:0.1s RoHS Compliant: Yes
Low Voltage, Active Transmission Line Termination Clamp (4 Terminations)
Time-Delay Relay; Time Range:0.1 - 30; Timing Function:Delay-On-Make; Time Range Max:30s; Time Range Min:0.1s
Time-Delay Relay; Time Range:0.1 sec. to 30 sec.; Mounting Type:Plug-In; Timing Function:Delay-On-Make; Supply Voltage:115V RoHS Compliant: Yes
Time-Delay Relay; Time Range:1sec. to 1024 sec.; Mounting Type:Plug In; Timing Function:Delay-On-Make; Relay Mounting:Plug-In; Supply Voltage AC, Max:288V; Supply Voltage AC, Min:19V; Supply Voltage DC, Max:288V RoHS Compliant: Yes
2-Port PCI-X to PCI-X Bridge
Time-Delay Relay; Contacts:NO; Timing Function:Delay-On-Make; Supply Voltage Max:50V; Supply Voltage Min:18V; Time Range Max:102.4s; Time Range Min:0.1s RoHS Compliant: Yes 512K X 16 FLASH 3V PROM, 120 ns, PDSO48
	Advanced Micro Devices, Inc.

	ICS9147-01 ICS9147F-01 	Frequency Generator & Integrated Buffers for PENTIUMTM
Switch Mode Power Supply; Output Power:80W; Mounting Type:PCB; Output Current:8A; Output Power Max:80W; Output Power Min:60MW; Output Voltage:5VDC; Series:LPT60; Supply Voltage:370VDC; Supply Voltage Max:264VAC RoHS Compliant: Yes 频率发生
	Integrated Circuit Syst...
ICST[Integrated Circuit Systems]
Integrated Device Technology

	MAX1232 MAX1232CPA MAX1232CSA MAX1232CWE MAX1232EP	MAX1232 Microrprocessor Monitor
MAX 1232 Microprocessor Monitor 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
MAX 1232 Microprocessor Monitor 1-CHANNEL POWER SUPPLY MANAGEMENT CKT, UUC8
MAX 1232 Microprocessor Monitor 1-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO16
MAX 1232 Microprocessor Monitor 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDIP8
	MAXIM - Dallas Semiconductor
Maixm
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	350-Z1-116-00-206 350-10-116-00-206 450-Z1-216-00-	PCB connectors 2.54 mm Single row / double row Surface mount 电路板连接器2.54毫米单列/双列表面贴装
BRT-40X20AM 电路板连接器2.54毫米单列/双列表面贴装
Sensor Retroreflective Tape; Width:25mm; Roll Length:2.5m; For Use With:Photoelectric Sensors 电路板连接器2.54毫米单列/双列表面贴装
External Plug-In Power Supply; Series:FW50; Output Voltage:18V; Output Power Max:50W; Output Current:2.75A; No. of Outputs:1; Input Current:2.75A; Size:127 x 33 x 76.2 mm; Supply Voltage Max:240VAC; Supply Voltage Min:100VAC RoHS Compliant: Yes
BRT-32X20AM
External Plug-In Power Supply; Series:FW50; Output Voltage:12V; Output Power Max:50W; Output Current:4.15A; No. of Outputs:1; Input Current:4.15A; Leaded Process Compatible:Yes; Size:127 x 33 x 76.2 mm; Supply Voltage Max:240VAC RoHS Compliant: Yes
	PRECI-DIP SA
PREDIP[Precid-Dip Durtal SA]

	MAX409BESAT 	Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps OP-AMP, 3000 uV OFFSET-MAX, 0.15 MHz BAND WIDTH, PDSO8
	Maxim Integrated Products, Inc.

	ST16C654 	Linear Voltage Regulator IC; Output Current Max:350mA; Supply Voltage Max:6V; Package/Case:8-TSSOP; Output Current:600mA; Output Voltage:5V; Current Rating:30.05A; Leaded Process Compatible:No; Output Voltage Max:5V
	Exar Corporation

	2302.25 229 229.250 229.350 229.375 229.500 229.60	Axial Lead and Cartridge Fuses - Subminiature Glass Body 轴向引线和墨盒保险丝-微型玻璃
Rocker Switch; Circuitry:SPST; Switch Operation:On-Off; Contact Current Max:10A; Leaded Process Compatible:Yes; Mounting Type:Panel; Switch Features:Rocker Actuator 轴向引线和墨盒保险丝-微型玻璃
Compatible:No; Mounting Type:Low Profile Jackscrew RoHS Compliant: No
Pushwheel Switch
SWITCH PUSHWHEEL HEX W/END 0-15
Geartooth Hall Effect Sensor; Supply Voltage Max:24VDC; Supply Voltage Min:4.75VDC; Supply Current Max:20mA; Sensor Terminals:Connector; Leaded Process Compatible:No; Output Type:Sink; Peak Reflow Compatible (260 C):No
Round SPDT,blank, white/white, unlighted
	Littelfuse, Inc.
LITTELFUSE[Littelfuse]
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