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	Part No.	H1044NL H1060NL H1036LNL H1053NL   

	Description	RoHS peak reflow temperature rating: 245C 
 10/100Base-TX Quad Port Transformer Modules
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			 Related Part Number
	
					PART	Description	Maker
	TM23P-88P HT601-TM23_TM22P-88P TM23R-TO6 TM23P-88P	EVAL BOARD FOR CS5466
Development kit; Kit Contents:Evaluation Board and software; For Use With:CS5460A; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Development kit; Kit Contents:Evaluation Board and software; For Use With:CS5471; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
EVAL BOARD FOR CS5524 ADC
BOARD EVAL FOR CS42448
EVAL BOARD CS4271 STEREO CODEC
EVAL BOARD CS42L51 CODEC
Development kit; Kit Contents:Evaluation Board; For Use With:CS4228A; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
EVAL BOARD CS4270 CODEC
Development kit; Kit Contents:Evaluation Board; For Use With:CS43122; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 6类布线系统的数据连接
CAT 6 Data Wiring System Connectors 6类布线系统的数据连接
DSUB RoHS Compliant: Yes 6类布线系统的数据连接
EVAL BOARD CS5451A 6CH ADC 6类布线系统的数据连接
EVAL BOARD CS4272 STEREO CODEC 6类布线系统的数据连接
	HIROSE[Hirose Electric]
Hirose Electric USA, INC.
HIROSE ELECTRIC Co., Ltd.

	2-2W5I-AT636S18 2-2W5I-AT636 	WATER COOLED A.C. SWITCH
WATERCOOLEDA.C.SWITCH
Computer Keyboard; No. of Keys:104; Color:Charcoal Black; Leaded Process Compatible:No; Output Type:PS/2; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Computer Keyboard; No. of Keys:104; Color:Black; Leaded Process Compatible:No; Output Type:USB; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
	POSEICO[Power Semiconductors]
PowerSemiconductors
POSEICO SPA

	SLD323V-3 SLD323V SLD323V-1 SLD323V-2 SLD323V-21 S	Audio CODEC IC; IC Function:Audio CODEC IC; Package/Case:24-TSSOP; IC Generic Number:4270; Leaded Process Compatible:No; Number of Bits:24; Number of Channels:1; Operating Temp. Max:70 C; Operating Temp. Min:-10 C 1W的高功率密度激光二极管
Stereo CODEC IC; IC Function:Stereo CODEC IC; Package/Case:28-TSSOP; Leaded Process Compatible:No; Operating Temp. Max:-40 C; Operating Temp. Min:85 C; Peak Reflow Compatible (260 C):No; Supply Voltage:3.1V RoHS Compliant: Yes
Audio CODEC IC; IC Function:Audio Codec; Package/Case:24-TSSOP; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:1; Operating Temp. Max:70 C; Operating Temp. Min:-10 C; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Audio CODEC IC; IC Function:Audio Codec; Package/Case:64-LQFP; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:6; Operating Temp. Max:85 C; Operating Temp. Min:-40 C; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
24BIT CODEC AUDIO, 4271, TSSOP28; Resolution, Bits:24bit; Sample Rate:192kHz; DACs, No. of:2; Interface Type:Serial; Output Type:Differential; Voltage, Supply Min:2.37V; Voltage, Supply Max:5.25V; Termination Type:SMD;
A/D Converter (A-D) IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
High Power Density 1W Laser Diode
	Sony, Corp.
SONY[Sony Corporation]

	A43E06161V-75 A43E06161V-75UF A43E06161V-75F A43E0	Switch Guard; For Use With:2 Position Toggle Switches; Features:Flush Mount; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Accessory Type:Switch Guard RoHS Compliant: No
Switch Guard; For Use With:2 Position Toggle Switches; Features:MIL-G-7703 Approved, MS25224-1; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Accessory Type:Switch Guard RoHS Compliant: No 12k × 16位2银行同步DRAM
512K X 16 Bit X 2 Banks Synchronous DRAM 12k × 16位2银行同步DRAM
	AMIC Technology Corporation
AMIC Technology, Corp.

	507-3917-0971-600 507-3917-1471-600 507-3917-0972-	Indicator Lamp; Supply Voltage:10VDC; Color:Amber; Current Rating:40mA; Luminous Intensity:0.08cd; Average Rated Bulb Life:10000h RoHS Compliant: Yes
Indicator Lamp; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No SINGLE COLOR LED, RED, 7.14 mm
INCANDESCENT PANEL MOUNT INDICATORS, Stovepipe Red
Indicator Lamp; Supply Voltage:28VDC; Color:White; Current Rating:40mA; Luminous Intensity:0.34cd; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
	Dialight PLC
Dialight Corp.

	CA56-21GWA CA56-21 CC56-21 CC56-21EWA CA56-21YWA C	Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
PC Board Connector; No. of Contacts:40; Pitch Spacing:0.05"; Mounting Type:PCB Right Angle Thru Hole; Gender:Female; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes 14.2MM 4位数的显示展
D Subminiature Connector; Gender:Female; Number of Contacts:36; Contact Termination:PC Board; Body Material:Steel; Contact Plating:Gold Over Nickel; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
14.2MM FOUR DIGIT NUMERIC DISPLAYS
	Electronic Theatre Controls, Inc.
ETC
Kingbright Electronic

	F6S2-2M2 	Fiber Optic Cable Assembly; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
	PANDUIT CORP

	AM29F800 AM29F800B-1 AM29F800BB-120DGC AM29F800BB-	8 Megabit (1 M x 8-Bit/512 K x 16-Bit) CMOS 5.0 Volt-only Boot Sector Flash Memory-Die Revision 1
8 Megabit (1 M x 8-Bit/512 K x 16-Bit) CMOS 5.0 Volt-only, Boot Sector Flash Memory-Die Revision 1
8 Megabit (1 M x 8-Bit/512 K x 16-Bit) CMOS 5.0 Volt-only / Boot Sector Flash Memory-Die Revision 1
8 Megabit (1 M x 8-Bit/512 K x 16-Bit) CMOS 5.0 Volt-only/ Boot Sector Flash Memory-Die Revision 1
LED Lamp; Bulb Size:T-1; LED Color:Green; Luminous Intensity:110ucd; Viewing Angle:36 ; Forward Current:20mA; Forward Voltage:2.2V; Operating Temperature Range:-25 C to  85 C; Color:Green; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1; LED Color:Red; Luminous Intensity:630ucd; Viewing Angle:10 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-25 C to  85 C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Green; Luminous Intensity:780ucd; Viewing Angle:20 ; Forward Current:20mA; Forward Voltage:2.2V; Operating Temperature Range:-25 C to  85 C; Color:Green; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Blue/Green; Luminous Intensity:2200mcd; Viewing Angle:12 ; Forward Current:20mA; Forward Voltage:3.5V; Operating Temperature Range:-40 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Green; Luminous Intensity:5000ucd; Viewing Angle:20 ; Forward Current:20mA; Forward Voltage:3.5V; Operating Temperature Range:-40 C to  85 C; Color:Green; Leaded Process Compatible:Yes RoHS Compliant: Yes
RES 31.6 OHM 1/8W 1% 0805 SMD
LED Lamp; LED Color:Blue; Luminous Intensity:50mcd; Viewing Angle:140 ; Forward Current:20mA; Forward Voltage:3.5V; Operating Temperature Range:-40 C to  80 C; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
LED Lamp; LED Color:Orange; Luminous Intensity:60mcd; Viewing Angle:140 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-30 C to  85 C; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:1.8mm; LED Color:Red; Luminous Intensity:480ucd; Viewing Angle:30 ; Forward Current:20mA; Forward Voltage:1.7V; Operating Temperature Range:-40 C to  85 C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes
Dual Retriggerable Monostable Multivibrators 16-TSSOP -40 to 85
LED Lamp; Bulb Size:1.8mm; LED Color:Blue; Luminous Intensity:112mcd; Viewing Angle:30 ; Forward Current:20mA; Forward Voltage:3.8V; Operating Temperature Range:-30 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
Am29F800B KGD (Known Good Die) Supplement
ESD-Safe Illuminated Binocular Microscope; RoHS Compliant: Yes 1M X 8 FLASH 5V PROM, 90 ns, UUC44
	http://
AMD[Advanced Micro Devices]
Advanced Micro Devices, Inc.
ADVANCED MICRO DEVICES INC

	057-010-155A 	Multipole Connector; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes 10 CONTACT(S), MALE, TWO PART EURO CONNECTOR, IDC
	ITW Pancon

	AM29LV010B-90EF AM29LV010B-70JF 	Flash Memory IC; Leaded Process Compatible:Yes; Memory Size:10Mbit; Package/Case:32-TSOP; Peak Reflow Compatible (260 C):Yes; Supply Voltage Max:3V; Access Time, Tacc:90ns; Series:AM29 RoHS Compliant: Yes 128K X 8 FLASH 3V PROM, 90 ns, PDSO32
Flash Memory IC; Leaded Process Compatible:Yes; Memory Size:10Mbit; Package/Case:32-PLCC; Peak Reflow Compatible (260 C):No; Supply Voltage Max:3V; Access Time, Tacc:70ns; Series:AM29 RoHS Compliant: Yes 128K X 8 FLASH 3V PROM, 70 ns, PQCC32
	Spansion, Inc.
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